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Town of Arlington, Massachusetts 
INVITATION TO BID #17-01 
Whittemore-Robbins Carriage House Rehabilitation 


Sealed Bids for the Rehabilitation of the Whittemore-Robbins Carriage House located at 670R 
Massachusetts Avenue, Arlington, MA for the Town of Arlington, MA will be received at the Office of the 
Town Manager, Arlington Town Hall Annex 2"'^ Floor, 730 Massachusetts Avenue, Arlington, MA no later 
than 11:00 A.M. on Wednesday, 22 February 2017 and bids will be publicly read aloud thereafter in the 
Town Hall Annex 2"'^ Floor. 

Specifications and Proposal Forms will be available at the Office of the Town Manager at the above- 
mentioned address on Wednesday, 25 January 2017 and on the Town Website 
www.arlingtonma.gov/purchasing. 

A bid deposit in the form of a bid bond, certified check, or treasurer’s or cashier’s check, payable to the 
Town of Arlington, shall accompany every bid. The amount of such bid deposit shall be five percent (5%) 
of the value of the bid. No bid will be accepted unless accompanied by the required bid deposit. 

The Town of Arlington requests bids for the exterior repair and restoration of this early 19*'’ century two- 
story carriage house outbuilding located behind the Whittemore-Robbins House and currently used for 
storage purposes. The project is being funded with a grant from the Arlington Community Preservation 
Fund. The building is listed in the State and National Register of Historic Places and is contained within 
Arlington’s civic block (Arlington Center Historic District). All work must be performed in accordance with 
the documents provided and conform to the Secretary of the Interior’s Standards for the Treatment of 
Historic Properties. Contractors must have DCAMM Certification in the category of Historical Building 
Restoration . 

The estimated construction cost is $208,000. 

Sealed Filed Sub-bids: There are no Filed Sub-bids on this project. 

All work must be completed by August 4, 2017. 

A Pre-bid Site Visit will be held on Wednesday 1 February 2017 @ 11:00 A.M. at the Whittemore- 
Robbins Carriage House, 670R Massachusetts Avenue, Arlington, MA. All Prospective Bidders are 
encouraged to attend. 

Questions from bidders will be accepted by the Town until close of business, 12 PM/noon, on Friday, 
February 3, 2017. Bidder’s questions and corresponding answers from the Architect or Structural Engineer 
will be posted on the Town’s website as an Addendum. 

All Bids shall be In sealed envelopes plainly marked: BID #17-01 Whittemore-Robbins Carriage House 
Rehabilitation. 


Attention is called to the fact that minimum wage rates and health and welfare and pension fund 
contributions are established for this contract and are a part of the Specifications. 

Work under this Contract shall be governed by MGL Ch. 149, Sec. 44A-J. 

A Performance Bond in the amount of 100% of the total dollar award Is required. 

A Payment Bond in the amount of 100% of the total dollar award is required. 
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The Conditions of Employment as set forth in Sections 26 to 27D and 27F of Chapter 149 of the General 
Laws, as amended, shall prevail in the execution of the work under this Contract. 


Bids to receive consideration must be in the possession of the Purchasing Agent at the Office of the Town 
Manager, or his authorized representative, no later than the abovementioned day and hour. 

Bidders shall not include Sales Taxes. The Work for this project for the Town of Arlington is sales tax 
exempt. 

Bids shall be evaluated on the basis of price, previous experience with similar types of projects, ability to 
perform work in a timely manner, and references. 

OSHA Construction Training Required: As of July 1,2006, under M.G.L. - Chapter 30, Section 39s, any 
person, submitting a bid for, or signing a contract to work on the construction, reconstruction, alteration, 
remodeling or repair of any public work by the Commonwealth of Massachusetts/Town of Arlington and 
estimated by the awarding authority to cost more than $10,000, shall certify on the bid or contract, under 
penalty of perjury, that all employees to be employed at the work will have successfully completed a 
course in construction safety and health approved by the United States Occupational Safety and Health 
Administration that is atleast 10 hours in duration. 

For further information relative to this bid please contact Jim Feeney, Assistant Town Manager, at 
jfeeney@town.arlington.ma.us. 

The Town Manager reserves the right to cancel any Invitation for Bids, to reject in whole or in part any and 
all bids, when it is deemed in the best interest of the Town of Arlington to do so. 

The Town of Arlington does not discriminate on the basis of sex, race, age, physical disability, religion or 
national origin. The Town is an Affirmative Action/Equal Opportunity Employer. Minority/Women’s Business 
Enterprises are encouraged. This project is subject to Title 1, Article 16 of the Town of Arlington By-Laws. 

TOWN OF ARLINGTON 


Adam W. Chapdelaine 
Town Manager 
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FORM FOR GENERAL BID 

Whittemore-Robbins Carriage House Rehabilitation 
for the 

Town of Arlington, Massachusetts 


General Contractor Name: 


Owner: Town of Arlington, Massachusetts 

730 Massachusetts Avenue 
Arlington, MA 02476 

James Feeney, Assistant Town Manager 
781-316-3010 

Architect: Sullivan Buckingham Architects and Andrew Jerome Cannata, AIA- Architect 

135 Massachusetts Avenue, Suite | Suite 200B 
Boston, MA 02215-2606 
Andrew Cannata, Project Principal 
617-861-4291, Ext. 25 


To the Awarding Authority: 

A. The undersigned Bidder hereby offers and agrees to furnish all labor and materials required in 
performance of the Work to complete Whittemore-Robbins Carriage House Rehabilitation for the 
Town of Arlington, Massachusetts, in accordance with the accompanying plans and 
specifications dated January 17, 2017 prepared by the Architect for the contract price specified 
below, subject to additions and deductions per the terms of the specifications. 

B. This bid includes addenda numbered_ 

C. The proposed contract price is: 


_dollars 

($ _ ) 

Note: For each Alternate below Indicate “no" for “no change’’ in each line for which there is no 
dollar value inserted. 

Alternate No. 1 - Dovecote (Add Alternate): 

Numeric: $_ 

Written: _ 

Alternate No. 2 - Synthetic Roof Shingles (Add Alternate): 
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Numeric: $. 
Written: 


For each of the following Unit Prices add: 

Clapboard Siding and Plywood Sheathing 

$ 

/S.F 

Horizontal Board Siding and Plywood Sheathing 

$ 

/S.F 

Roof Sheathing 

$ 

/S.F 


D. Bid Security: Accompanying this Proposal is a Did Surety in the form of: (Bid Bond)(Certified 
check)(Treasurer’s check)(Cashier’s check), payabie to the Town of Arlington in the amount of 

_Doliars 

(Written amount, which governs) 

($ _ ) 

(Numeric amount) 

E. Examined Conditions: The undersigned Bidder hereby declares that he or she has visited 
the site and the conditions present and has carefully examined the Contract Documents, 
together with all Addenda issued, received and acknowledged below, and has familiarized 
himself or herself with the legal requirements (federal, state, and local laws, ordinances, 
rules and regulations) and other conditions which may affect the cost, progress or 
performance of Work, and has made independent investigations, deemed necessary by the 
Bidder 

F. The undersigned agrees that, if he is selected as general contractor, he will within 5 days, 
Saturdays, Sundays and legal holidays excluded, after presentation thereof by the awarding authority, 
execute a contract in accordance with the terms of this bid and furnish a performance bond and also 
a labor and materials or payment bond, each of a surety company qualified to do business under the 
laws of the commonwealth and satisfactory to the awarding authority and each in the sum of the 
contract price, the premiums for which are to paid by the general contractor and are to be included in 
the contract price. 

G. Furnish Labor: The undersigned hereby certifies that he is able to furnish labor that can work in 
harmony with all other elements of labor employed or to be employed on the work; that all employees 
to be employed at the worksite will have successfully completed a course in construction safety and 
health approved by the United States Occupational Safety and Health Administration that is at least 
10 hours in duration at the time the employee begins work and who shall furnish documentation of 
successful completion of said course with the first certified payroll report for each employee; and that 
he will comply fully with all laws and regulations applicable to awards made subject to section 44A. 

H. Withdraw bids: The Bidder agrees that this Bid shall be good and may not be withdrawn for 
a period of 30 calendar days after the scheduled closing time for receipt of bids. 

I. Non-collusion: The undersigned Bidder certifies under the penalty of perjury, that he/she, 
and his/hers employees and agents of the Bidder, are the only persons interested in this 
proposal, that this proposal is made without any connection with any other person making 
any bid for the same work; that no person acting for, or employed by, the Awarding 
Authority is directly or indirectly interested in this proposal, or in any contract which be 
made under it, or in expected profits to arise therefrom; and without directly or indirectly 
influencing or attempting to influence any other person or corporation to bid or to refrain 
from bidding or to influence the amount of the bid of any other person or corporation; and 
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that this proposal is made in good faith without collusion or connection with any other 
person bidding for the same work; and that this proposal is made with distinct reference 
and relation to the plans and specifications prepared for this contract and herein 
mentioned. The undersigned further declares that in regard to the conditions affecting the 
work to be done and the labor and materials needed, this proposal is based solely on their 
own investigation and research and not in reliance upon any representation of any 
employee, officer or agent of the Awarding Authority. The undersigned further certifies 
under the penalties of perjury that this bid is in all respect bona fide, fair and made without 
collusion or fraud with any other person. As used in this subsection the word “person” shall 
mean any natural person, joint venture, partnership, corporation or other business or legal 
entity. The undersigned further certifies under penalty of perjury that the said undersigned 
is not presently debarred from doing public construction work in the Commonwealth under 
the provisions of Section twenty-nine F of chapter twenty-nine, or any other applicable 
debarment provision of any other chapter of the General Laws or any rule or regulation 
promulgated thereunder. 

J. Affidavit of eligibility to perform work in the Commonwealth of Massachusetts: The 
undersigned certifies under penalty of perjury that the said undersigned is not presently 
debarred from doing public construction work in the Commonwealth under the provisions of 
Section 29F of Chapter 29, or any other applicable debarment provisions of any other 
chapter of the General Laws or any rule or regulation promulgated hereunder. 

K. Authority Rights: The Bidder understands the Awarding Authority right to reject any and all 
bids, if in the public interest to do so. 

L. The undersigned further certifies under penalties of perjury that this bid is in all respects bona 
fide, fair and made without collusion or fraud with any other person. As used in this subsection the 
word “person” shall mean any natural person, joint venture, partnership, corporation or other business 
or legal entity. The undersigned further certifies under penalty of perjury that the said undersigned is 
not presently debarred from doing public construction work in the commonwealth under the provisions 
of section twenty-nine, or any other applicable debarment provisions of any other chapter of the 
General Laws or any rule or regulation promulgated thereunder. 


Date_ 

(Name of General Bidder) 

By_ 

(Title and Name of Person Signing Bid and Title) 

(Business Address) 

(City and State) 
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CONTRACTOR QUALIFICATION STATEMENT 


The Whittemore-Robbins Carriage House is included in the National and State Registers of Historic 
Places as part of the National Register District of the Arlington Multiple Resource Area. Due to these 
historic designations, the project will be reviewed for workmanship appropriate to an historic building. 
Applicable standards are the Secretary of the Interior's publication, Standards for the Treatment of 
Historic Properties , which is part of the contract documents. Bidders should be familiar with these 
Standards. 

Contractors must have DCAMM Certification in the categories of Historical Building Restoration and 
Historical Roofing. All bidders must demonstrate past successful experience in the last five years with at 
least three projects of similar scope and complexity on comparable historic buildings, with preference 
given to buildings listed in the State or National Registers of Historic Places. Provide information as 
requested.below. 

Submitted by: _ 

Name of person preparing this statement (piease print) 


Company name 


Company address 


PROJECT ONE 

Project Name, Address, and Year of Completion 


Work Categories (CSI Categories)_ 

Approximate Value of the Work_ 

Property Owner (Name and Telephone)_ 

Architect/Designer (Name and Telephone)_ 

Brief Description of the Work_ 

PROJECT TWO 

Project Name, Address, and Year of Completion 


Work Categories (CSI Categories)_ 

Approximate Value of the Work_ 

Property Owner (Name and Telephone) _ 
Architect/Designer (Name and Telephone) 
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Brief Description of the Work_ 

PROJECT THREE 

Project Name, Address, and Year of Completion 


Work Categories (CSI Categories)_ 

Approximate Value of the Work_ 

Property Owner (Name and Telephone)_ 

Architect/Designer (Name and Telephone)_ 

Brief Description of the Work_ 

Only skilled workers who are familiar and experienced with the materials and methods specified and 
familiar with the design requirements shall be employed. 

Only skilled workers shall be present at all times during work. 

Licensed Supervisor shall be on site at all times during the work and shall personally direct the 
work. 

No allowance will be made for lack of skill on the part of the workers. 

END OF SECTION 
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CONSOLIDATED GENERAL CONDITIONS 
OE THE CONTRACT EOR CONSTRUCTION 


ARTICLE I 

GENERAL PROVISIONS 
I. I BASIC DEEINITIONS 

ELI THE CONTRACT DOCUMENTS 


The Contract Documents consist of the Agreement between Owner and Contractor (hereinafter 
the Agreement), the Consolidated General Conditions of the Contract for Construction, the 
Supplemental Statutory Conditions, Drawings, Specifications, including all numbered sections. 
Addenda issued prior to execution of the Contract, Instructions to Bidders and Proposal, other 
documents listed in the Agreement and within the Building Requirements, Contract Eorms and 
Conditions of the Contract (as set out in the Project Manual for the Arlington Highland Eire 
Station Renovation & Central Station Envelope Repair), and Modifications issued after 
execution of the Contract. A Modification is (1) a written amendment to the Contract signed by 
both parties, (2) a Change Order, (3) a Construction Change Directive or (4) a written order for a 
minor change in the Work issued by the Architect. Unless specifically enumerated in the 
Agreement, the Contract Documents do not include other documents such as bidding 
requirements (advertisement or invitation to bid. Instructions to Bidders, sample forms, the 
Contractor’s bid or portions of addenda relating to bidding requirements). 

In the event of any conflict among the Contract Documents, the Documents shall be construed 
according to the following priorities: 


Highest Priority: 
Second Priority: 
Third Priority: 
Eourth Priority: 
Eifth Priority: 
Sixth Priority: 
Seventh Priority: 


Modifications 

Agreement 

Addenda—later date to take precedence 
Supplemental Statutory Conditions 
Specifications and Drawings 
Consolidated General Conditions 
Instructions to Bidders and Proposal 


Any references throughout the contract documents (or any other project documents) to “General 
Conditions” or “Supplementary General Conditions” are deleted and “Consolidated General 
Conditions and Supplemental Statutory Conditions” is substituted therefor. All bidders and sub¬ 
bidders take note that the Town has consolidated and modified former versions of the standard 
form AIA Document A210 General Conditions of the Contract for Construction with the Town’s 
desired Supplementary General Conditions into one document. The Supplemental Statutory 
Conditions remain intact and separate, and form a part of the Contract Documents. 
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1 . 1.2 


THE CONTRACT 


The Contract Documents form the Contract for Construction. The Contract represents the entire 
and integrated agreement between the parties hereto and supersedes prior negotiations, 
representations or agreements, either written or oral. The Contract may be amended or modified 
only by a Modification. Except as provided in Paragraph 3.18, nothing contained in the Contract 
Documents shall be construed to create any contractual relationship (1) between the Architect 
and the Contractor, (2) between the Owner or the Architect and a Subcontractor or Sub¬ 
subcontractor, (3) between the Owner and the Architect, or (4) between any persons or entities 
other than the Owner and the Contractor. The Contract Documents shall comply with the 
requirements of Mass. Gen. Eaws Chapter 44, Section 31C. 

1.1.3 THE WORK 

The term “Work” means the construction and services required by the Contract Documents, 
whether completed or partially completed, and includes all other labor, materials, equipment and 
services provided or to be provided by the Contractor to fulfill the Contractor’s obligations. The 
Work may constitute the whole or a part of the Project. 

1.1.4 THE PROJECT 

The Project is the total construction of which the Work performed under the Contract Documents 
may be the whole or a part and which may include construction by the Owner or by separate 
contractors. 

1.1.5 THE DRAWINGS 

The Drawings are the graphic and pictorial portions of the Contract Documents, wherever 
located and whenever issued, showing the design, location and dimensions of the Work, 
generally including plans, elevations, sections, details, schedules and diagrams. 

1.1.6 THE SPECIEICATIONS 

The Specifications are that portion of the Contract Documents consisting of the written 
requirements for materials, equipment, construction systems, standards and workmanship for the 
Work, and performance of related services. 

1. E7 THE PROJECT MANUAE 

The Project Manual is the volume usually assembled for the work which may include the bidding 
requirements, sample forms. Consolidated General Conditions of the Contract and 
Specifications. 
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1.2 


EXECUTION, CORREEATION AND INTENT 


1.2.1 The Contract Documents shall be signed by the Owner and Contractor as 
provided in the Agreement. A copy of the signed set shall be deposited with the Architect. If 
either the Owner or Contractor or both do not sign all the Contract Documents, the Architect 
shall identify such unsigned Documents upon request. 

1.2.2 Execution of the Contract by the Contractor is a representation that the Contractor 
has visited the site, become familiar with local conditions under which the Work is to be 
performed, and correlated personal observations with requirements of the Contract Documents. 
By executing the Contract, the Contractor also certifies, under penalties of perjury, that to the 
best of his information, knowledge and belief he has complied with all laws of the 
Commonwealth of Massachusetts relating to taxes. 

1.2.3 The intent of the Contract Documents is to include all items necessary for the 
proper execution and completion of the Work by the Contractor. The Contract Documents are 
complementary, and what is required by one shall be as binding as if required by all; 
performance by the Contractor shall be required only to the extent consistent with the Contract 
Documents and reasonably inferable from them as being necessary to produce the intended 
results. All Work mentioned or indicated in the Contract Documents shall be performed by the 
Contractor as part of this Contract unless it is specifically indicated in the Contract Documents 
that such Work is to be done by others. 

1.2.4 Organization of the Specifications into divisions, sections and articles, and 
arrangement of Drawings shall not control the Contractor in dividing the Work among 
Subcontractors or in establishing the extent of Work to be performed by any trade. 

1.2.5 Unless otherwise stated in the Contract Documents, words which have well- 
known technical or construction industry meanings are used in the Contract Documents in 
accordance with such recognized meanings. 

1.2.6 Where codes, standards, requirements and publications of public and private 
bodies are referred to in the Specifications, references shall be understood to be to the latest 
revisions prior to the date of receiving bids, except where otherwise indicated. 

1.2.7 Where no explicit quality or standards for materials or workmanship are 
established for Work, such Work or materials is to be of good, workmanlike quality for the 
intended use and consistent with the quality of the surrounding Work and of the construction of 
the Project generally. 

1.2.8 All manufactured articles, materials, and equipment shall be applied, installed, 
connected, erected, used, cleaned, and conditioned in accordance with the manufacturer’s written 
or printed directions and instructions unless otherwise indicated in the Contract Documents. 

1.2.9 The Mechanical, Electrical and Eire Protection Drawings are diagrammatic only, 
and are not intended to show the alignment, physical locations or configurations of such Work. 
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Such Work shall be installed without additional cost to the Owner to clear all obstructions, 
permit proper clearances for the Work of other trades, and present an orderly appearance where 
exposed. Prior to beginning such Work, the Contractor shall prepare coordination drawings 
showing the exact alignment, physical location and configuration of the Mechanical, Electrical 
and Fire Protection installations and demonstrating to the Contractor’s satisfaction that the 
installations will comply with the preceding sentence. 

1.2.10 Exact locations of fixtures and outlets shall be obtained from the Architect as 
provided in Subparagraph 3.2.5 before the Work is roughed in; Work installed without such 
information from the Architect shall be relocated at the Contractor’s expense. 

1.2.11 Test boring or soil test information included with the Contract Documents or 
otherwise made available to the Contractor was obtained by the Owner for use by the Architect 
in the design of the Project or Work. The Owner does not hold out such information to the 
Contractor as an accurate or approximate indication of subsurface conditions, and no claim for 
extra cost or extension of time resulting from a reliance by the Contractor on such information 
shall be allowed except as provided in Subparagraph 4.3.6. 

1.3 OWNERSHIP AND USE OF ARCHITECT’S DRAWINGS, SPECIFICATIONS 

AND OTHER DOCUMENTS 

1.3.1 The Drawings, Specifications and other documents prepared by the Architect are 

instruments of the Architect’s service through which the Work to be executed by the Contractor 
is described. The Contractor may retain one contract record set. Neither the Contractor nor any 
Subcontractor, Sub-subcontractor or material or equipment supplier shall own or claim a 
copyright in the Drawings, Specifications and other documents prepared by the Architect, and 
unless otherwise indicated, and except as provided in the Owner/Architect Agreement for the 
Project, the Architect shall be deemed the author of them and will retain all common law, 
statutory and other reserved rights, in addition to the copyright. All copies of them, except the 
Contractor’s record set, shall be returned or suitably accounted for to the Architect, on request, 
upon completion of the Work. The Drawings, Specifications and other documents prepared by 
the Architect, and copies thereof furnished to the Contractor, are for use solely with respect to 
this Project. They are not to be used by the Contractor or any Subcontractor, Sub-subcontractor 
or material or equipment supplier on other projects or for additions to this Project outside the 
scope of the Work without the specific written consent of the Owner and Architect. The 
Contractor, Subcontractors, Sub-subcontractors and material or equipment suppliers are granted 
a limited license to use and reproduce applicable portions of the Drawings, Specifications and 
other documents prepared by the Architect appropriate to and for use in the execution of their 
Work under the Contract Documents. All copies made under this license shall bear the statutory 
copyright notice, if any, shown on the Drawings, Specifications and other documents prepared 
by the Architect. Submittal or distribution to meet official regulatory requirements or for other 
purposes in connection with this Project is not to be construed as publication in derogation of the 
Architect’s copyright or other reserved rights. 
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Notwithstanding anything herein to the contrary, as between the Owner and Architect, 
their rights and obligations with respect to the Architect’s instruments of service are governed by 
the provisions of the Owner/Architect Agreement for the Project. 

1.4 CAPITALIZATION 

1.4.1 Terms capitalized in these General Conditions include those which are (1) 

specifically defined, (2) the titles of numbered articles and identified references to Paragraphs, 
Subparagraphs and Clauses in a document or (3) the titles of documents published by the 
American Institute of Architects. 

1.5 INTERPRETATION 

1.5.1 In the interest of brevity the Contract Documents frequently omit modifying 

words such as “all” and “any” and articles such as “the” and “an,” but the fact that a modifier or 
an article is absent from one statement and appears in another is not intended to affect the 
interpretation of either statement. 


ARTICEE 2 
OWNER 


2.1 DEEINITIONS 

2.1.1 The Owner is the person or entity identified as such in the Agreement and is 
referred to throughout the Contract Documents as if singular in number. Erom time to time 
herein the Owner is referred to as the Town. 

2.1.2 The Project Manager is the person or entity identified as such in writing by the 
Owner, at the Owner’s option. The Project Manager shall act as the Owner’s representative with 
respect to all matters pertaining to the Project. The duties, responsibilities, and obligations of the 
Project Manager under this Contract may be modified from time to time by the Town, so long as 
such modifications do not interfere materially with the Contractor’s performance of the Work 
hereunder, and so long as the Contractor is given notice of any such modifications that affect the 
Contractor’s performance of the Work. 

2.2 INEORMATION AND SERVICES REQUIRED OE THE OWNER 

2.2.1 The Owner upon reasonable written request shall furnish to the Contractor in 
writing information which is necessary and relevant for the Contractor to evaluate, give notice 
of, or enforce mechanic’s lien rights. Such information shall include a correct statement of the 
record legal title to the property on which the Project is located, usually referred to as the site, 
and the Owner’s interest therein at the time of execution of the Agreement. 

2.2.2 The Owner shall furnish surveys describing physical characteristics, legal 
limitations and utility locations for the site of the Project, and a legal description of the site. 
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2.2.3 Except for permits and fees which are the responsibility of the Contractor under 
the Contract Documents, the Owner shall secure and pay for necessary approvals, easements, 
assessments and charges required for construction, use or occupancy of permanent structures, or 
for permanent changes in existing facilities. 

2.2.4 Information or services required of the Owner hereunder shall be furnished by the 
Owner with reasonable promptness after receipt from the Contractor of a written request for such 
information or services. 

2.2.5 Unless otherwise provided in the Contract Documents, the Contractor will be 
furnished, free of charge, such copies of Drawings and Project Manuals as are reasonably 
necessary for execution of the Work. 

2.2.6 The foregoing are in addition to other duties and responsibilities of the Owner 
enumerated herein and especially those in respect to Article 6 (Construction by Owner or by 
Separate Contractors), Article 9 (Payments and Completion) and Article 11 (Insurance and 
Bonds). 

2.3 OWNER’S RIGHT TO STOP THE WORK 

2.3.1 If the Contractor fails to correct Work which is not in accordance with the 
requirements of the Contract Documents as required by Paragraph 12.2 or persistently fails to 
carry out Work in accordance with the Contract Documents, the Owner, by written order signed 
by the Project Manager, may order the Contractor to stop the Work, or any portion thereof, until 
the cause for such order has been eliminated; however, the right of the Owner to stop the Work 
shall not give rise to a duty on the part of the Owner to exercise this right for the benefit of the 
Contractor or any other person or entity. 

2.3.2 The Owner may order the Contractor in writing to suspend, delay, or interrupt all 
or any part of the Work for such period of time as it may determine to be appropriate for the 
convenience of the Owner; provided however, that if there is a suspension, delay or interruption 
ordered by the Owner for fifteen days or more or due to a failure of the Owner to act within the 
time specified in this Contract, the Owner shall make an adjustment in the Contract Sum for any 
increase in the cost of performance of this Contract, but shall not include any profit to the 
Contractor on such increase; and provided further, that the Owner shall not make any adjustment 
in the Contract Sum under this provision for any suspension, delay, interruption or failure to act 
to the extent that such is due to any cause for which this Contract provides for an equitable 
adjustment of the Contract Sum under any other contract provisions. 

2.3.3 The Contractor must submit the amount of a claim under Subparagraph 2.3.2 to 
the Owner in writing as soon as practicable after the end of the suspension, delay, interruption or 
failure to act and, in any event, not later than 21 days after the end thereof. Except for costs due 
to a suspension order, the Owner shall not approve any costs in the claim incurred more than 
twenty days before the Contractor notified the Owner in writing of the act or failure to act 
involved in the claim. 
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2.4 


OWNER’S RIGHT TO CARRY OUT THE WORK 


2.4.1 If the Contractor defaults or neglects to carry out the Work in accordance with the 

Contract Documents and fails within a seven-day period after receipt of written notice from the 
Owner to begin and prosecute correction of such default or neglect with diligence and 
promptness, the Owner may, without prejudice to other remedies the Owner may have, correct 
such deficiencies. In such case an appropriate Construction Change Directive shall be issued 
deducting from payments then or thereafter due the Contractor the cost of correcting such 
deficiencies, including compensation for the Architect’s additional services and expenses made 
necessary by such default, neglect or failure. If payments then or thereafter due the Contractor 
are not sufficient to cover such amounts, the Contractor shall pay the difference to the Owner. 

ARTICEE 3 
CONTRACTOR 


3.1 DEEINITION 

3.1.1 The Contractor is the person or entity identified as such in the Agreement and is 
referred to throughout the Contract Documents as if singular in number. The term “Contractor” 
means the Contractor or the Contractor’s authorized representative. 

3.2 REVIEW OE CONTRACT DOCUMENTS AND EIEED CONDITIONS BY 

CONTRACTOR 

3.2.1 Before starting the Work, and at frequent intervals during the progress thereof, the 
Contractor shall carefully study and compare the Contract Documents with each other and with 
any information furnished by the Owner pursuant to Subparagraph 2.2.2 and shall at once report 
to the Architect any error, inconsistency or omission the Contractor may discover. Any 
necessary change shall be ordered as provided in Article 7, subject to the requirements of 
Paragraph 1.2 and other provisions of the Contract Documents. If the Contractor proceeds with 
the Work without such notice to the Architect, having discovered such errors, inconsistencies or 
omissions, or if by reasonable study of the Contract Documents the Contractor could have 
discovered such, the Contractor shall bear all costs arising therefrom. 

3.2.2 The Contractor shall take field measurements and verify field conditions and shall 
carefully compare such field measurements and conditions and other information known to the 
Contractor with the Contract Documents before commencing activities. Errors, inconsistencies 
or omissions discovered shall be reported to the Architect at once. Any necessary change shall 
be ordered as provided in Article 7, subject to the requirements of Paragraph 1.2 and other 
provisions of the Contract Documents. If the Contractor proceeds with the Work without such 
notice to the Architect, having discovered such errors, inconsistencies or omissions, the 
Contractor shall bear all costs arising therefrom. 
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3.2.3 The Contractor shall perform the Work in accordance with the Contract 
Documents and any submittals made in accordance with Paragraph 3.12. 

3.2.4 The Contractor shall give the Architect timely notice of any additional Drawings, 
Specifications, or instructions required to define the Work in greater detail, or to permit the 
proper progress of the Work. 

3.2.5 The Contractor shall not proceed with any Work not clearly and consistently 
defined in detail in the Contract Documents, but shall request additional drawings or instructions 
from the Architect as provided in Subparagraph 3.2.4. If the Contractor proceeds with such 
Work without obtaining further Drawings, Specifications or instructions, the Contractor shall 
correct Work incorrectly done at the Contractor’s own expense. 

3.3 SUPERVISION AND CONSTRUCTION PROCEDURES 

3.3.1 The Contractor shall supervise and direct the Work, using the Contractor’s best 
skill and attention. The Contractor shall be solely responsible for, and have control over 
construction means, methods, techniques, sequences and procedures and for coordinating all 
portions of the Work under the Contract. Where the Contract Documents refer to particular 
construction means, methods, techniques, sequences or procedures or indicate or imply that such 
are to be used in the Work, such mention is intended only to indicate that the operations of the 
Contractor shall be such as to produce at least the quality of work implied by the operations 
described, but the actual determination of whether or not the described operations may be safely 
and suitably employed on the Work shall be the responsibility of the Contractor, who shall notify 
the Architect in writing of the actual means, methods, techniques, sequences or procedures which 
will be employed on the Work, if these differ from those mentioned in the Contract Documents. 
All loss, damage, liability, or cost of correcting defective work arising from the employment of 
any construction means, methods, techniques, sequences or procedures shall be borne by the 
Contractor, notwithstanding that such construction means, methods, techniques, sequences or 
procedures are referred to, indicated or implied by the Contract Documents, unless the 
Contractor has given timely notice to the Owner and Architect in writing that such means, 
methods, techniques, sequences or procedures are not safe or suitable, and the Owner has then 
instructed the Contractor in writing to proceed at the Owner’s risk. 

3.3.2 The Contractor shall be responsible to the Owner for acts and omissions of the 
Contractor’s employees. Subcontractors and their agents and employees, and other persons 
performing portions of the Work under a contract with the Contractor. 

3.3.3 The Contractor shall not be relieved of obligations to perform the Work in 
accordance with the Contract Documents either by activities or duties of the Architect in the 
Architect’s administration of the Contract, or by tests, inspections or approvals required or 
performed by persons other than the Contractor. 

3.3.4 The Contractor shall be responsible for inspection of portions of Work already 
performed under this Contract to determine that such portions are in proper condition to receive 
subsequent Work. 
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3.4 


LABOR AND MATERIALS 


3.4.1 Unless otherwise provided in the Contract Documents, the Contractor shall 
provide and pay for labor, materials, equipment, tools, construction equipment and machinery, 
water, heat, utilities, transportation, and other facilities and services necessary for proper 
execution and completion of the Work, whether temporary or permanent and whether or not 
incorporated or to be incorporated in the Work. The word “provide” shall mean furnish and 
install completely, including connections, unless otherwise specified. 

3.4.2 The Contractor shall enforce strict discipline and good order among the 
Contractor’s employees and other persons carrying out the Contract. The Contractor shall not 
permit employment of unfit persons or persons not skilled in tasks assigned to them. 

3.5 WARRANTY 

3.5.1 The Contractor warrants to the Owner and Architect that materials and equipment 
furnished under the Contract will be of good quality and new unless otherwise required or 
permitted by the Contract Documents, that the Work will be free from defects not inherent in the 
quality required or permitted, and that the Work will conform with the requirements of the 
Contract Documents. Work not conforming to these requirements, including substitutions not 
properly approved and authorized, may be considered defective. The Contractor’s warranty 
excludes remedy for damage or defect occurring after Substantial Completion and caused by 
abuse, modifications not executed by the Contractor, improper or insufficient maintenance, 
improper operation, or normal wear and tear under normal usage. 

3.5.2 The Contractor shall be responsible for determining that all materials furnished 
for the Work meet all requirements of the Contract Documents. The Architect may require the 
Contractor to produce reasonable evidence that a material meets such requirements, such as 
certified reports of past tests by qualified testing laboratories, reports of studies by qualified 
experts, or other evidence which, in the opinion of the Architect, would lead to a reasonable 
certainty that any material used, or proposed to be used in the Work, meets the requirements of 
the Contract Documents. All such data shall be furnished at the Contractor’s expense. This 
provision shall not require the Contractor to pay for periodic testing of different batches of the 
same material, unless such testing is specifically required by the Contract Documents to be 
performed at the Contractor’s expense. 

3.5.3 If the Contractor proposes to use a material which, while suitable for the intended 
use, deviates in any way from the detailed requirements of the Contract Documents, the 
Contractor shall inform the Architect in writing of the nature of such deviations at the time the 
material is submitted for approval, and shall request written approval of the deviation from the 
requirements of the Contract Documents, in accordance with the procedures set forth in Mass. 
Gen. Laws Chapter 30, Section 391. 

3.5.4 In requesting approval of deviations or substitutions, the Contractor shall provide, 
upon request, evidence leading to a reasonable certainty that the proposed substitution or 
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deviation meets or exceeds the requirements set forth in Mass. Gen. Laws Chapter 30, Section 
39M(b). If, in the opinion of the Architect, the evidence presented by the Contractor does not 
provide a sufficient basis for such reasonable certainty, the Architect may reject such substitution 
or deviation. 

3.5.5 The Contract Documents are intended to produce a building of consistent 
character and quality of design. All components of the building including visible items of 
mechanical and electrical equipment have been selected to have a coordinated design in relation 
to the overall appearance of the building. The Architect shall judge the design and appearance of 
proposed substitutes on the basis of their suitability in relation to the overall design of the 
Project, as well as for their intrinsic merits. The Architect will not approve as equal to materials 
specified proposed substitutes which, in the Architect’s opinion, would be out of character, 
obtrusive, or otherwise inconsistent with the character or quality of design of the Project. In 
order to permit coordinated design of color and finishes the Contractor shall, if required by the 
Architect, furnish the substituted material in any color, finish, texture, or pattern which would 
have been available from the manufacturer originally specified, at no additional cost to the 
Owner. 

3.5.6 Any additional cost, or any loss or damage arising from the substitution of any 
material or any method for those originally specified shall be borne by the Contractor, 
notwithstanding approval or acceptance of such substitution by the Owner or the Architect, 
unless such substitution was made at the written request or direction of the Owner or the 
Architect. 

3.5.7 The warranty provided in this paragraph 3.5 shall be in addition to and not in 
limitation of any other warranty required by the Contract Documents or otherwise prescribed by 
law. 

3.5.8 The Contractor shall procure and deliver to the Architect, no later than the date 
claimed by the Contractor as the date of Substantial Completion, all special warranties required 
by the Contract Documents. Delivery by the Contractor shall constitute the Contractor’s 
guarantee to the Owner that the warranties shall be performed in accordance with their terms and 
conditions. 

3.6 TAXES 

3.6.1 The Contractor shall pay sales, consumer, use and similar taxes for the Work or 
portions thereof provided by the Contractor which are legally enacted when bids are received or 
negotiations concluded, whether or not yet effective or merely scheduled to go into effect. 

3.7 PERMITS, EEES AND NOTICES 

3.7.1 Unless otherwise provided in the Contract Documents, the Contractor shall secure 
and pay for the building permit and other permits and governmental fees, licenses and 
inspections necessary for proper execution and completion of the Work which are customarily 
secured after execution of the Contract and which are legally required when bids are received or 


Consolidated General Conditions - Page 10 
(Rev. 1/29/10) 



negotiations concluded. Notwithstanding the foregoing, the Town hereby waives the fee for the 
Town’s building permit for the Project. 

3.7.2 The Contractor shall comply with and give notices required by laws, ordinances, 
rules, regulations and lawful orders of public authorities bearing on performance of the Work. 

3.7.3 It is not the Contractor’s responsibility to ascertain that the Contract Documents 
are in accordance with applicable laws, statutes, ordinances, building codes, and rules and 
regulations. However, if the Contractor observes that portions of the Contract Documents are at 
variance therewith, the Contractor shall promptly notify the Architect and Owner in writing, and 
necessary changes shall be accomplished by appropriate Modification. 

3.7.4 If the Contractor performs Work knowing it to be contrary to laws, statutes, 
ordinances, building codes, and rules and regulations without such notice to the Architect and 
Owner, the Contractor shall assume full responsibility for such Work and shall bear the 
attributable costs. 

3.8 ALLOWANCES 

3.8.1-3.8.2 OMITTED. 

3.9 SUPERINTENDENCE 

3.9.1 The Contractor shall employ a competent superintendent, acceptable to the Owner, 

and necessary assistants who shall be in attendance at the Project site full time during the progress 
of the Work until the date of Substantial Completion, and for such additional time thereafter as 
the Architect may determine to be necessary for the expeditious completion of the Work. The 
superintendent shall be licensed to act as superintendent in accordance with all applicable laws for 
projects of this type. The Contractor shall remove the superintendent if requested to do so in 
writing by the Owner, and shall promptly replace him with a competent person reasonably 
acceptable to the Owner. The superintendent shall represent the Contractor, and communications 
given to the superintendent shall be as binding as if given to the Contractor. 

3.9.2 The Contractor shall retain a competent Registered Professional Engineer or 

Registered Eand Surveyor, acceptable to the Architect, who shall establish the exterior lines and 
required elevations of all buildings and structures to be erected on the site and shall establish 
sufficient lines and grades for the construction of associated Work such as, but not limited to, 
roads, utilities and site grading. The Engineer or Eand Surveyor shall certify as to the actual 
location of the constructed facilities in relation to property lines, building lines, easements, and 
other restrictive boundaries. 

3.9.3 The Contractor shall establish the building grades, lines, levels, column, wall and 
partition lines required by the various Subcontractors in laying out their Work. 

3.9.4 The Contractor shall coordinate and supervise the Work performed by 
Subcontractors to the end that the Work is carried out without conflict between trades and so that 
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no trade, at any time, causes delay to the general progress of the Work. If such delays occur, the 
Owner may deduct anticipated liquidated damages from the Progress Payments to the 
Contractor. The Contractor and all Subcontractors shall at all times afford each trade, any 
separate contractor, or the Owner, every reasonable opportunity for the installation of Work and 
the storage of materials. 

3.10 CONTRACTOR’S CONSTRUCTION SCHEDULES 

3.10.1 The Contractor shall prepare and submit to the Architect a progress schedule, and 
shall comply with such schedule, as described in Subparagraphs 8.2.4 through 8.2.8. 

3.11 DOCUMENTS AND SAMPLES AT THE SITE 

3.11.1 The Contractor shall maintain at the site for the Owner one record copy of the 
Drawings, Specifications, Addenda, Change Orders and other Modifications, in good order and 
marked currently to record changes and selections made during construction, and in addition 
approved Shop Drawings, Product Data, Samples and similar required submittals. These shall be 
available to the Architect and shall be delivered to the Architect for submittal to the Owner upon 
completion of the Work. 

3.12 SHOP DRAWINGS, PRODUCT DATA AND SAMPLES 

3.12.1 Shop Drawings are drawings, diagrams, schedules and other data specially 
prepared for the Work by the Contractor or a Subcontractor Sub-subcontractor, manufacturer, 
supplier or distributor to illustrate some portion of the Work. 

3.12.2 Product Data are illustrations, standard schedules, performance charts, 
instructions, brochures, diagrams and other information furnished by the Contractor to illustrate 
materials or equipment for some portion of the work. 

3.12.3 Samples are physical examples which illustrate materials, equipment or 
workmanship and establish standards by which the Work will be judged. 

3.12.4 Shop Drawings, Product Data, Samples and similar submittals are not Contract 
Documents. The purpose of their submittal is to demonstrate for those portions of the Work for 
which submittals are required the way the Contractor proposes to conform to the information 
given and the design concept expressed in the Contract Documents. Review by the Architect is 
subject to the limitations of this Paragraph 3.12 and Paragraph 4.2. 

3.12.5 The Contractor shall review, approve and submit to the Architect Shop Drawings, 
Product Data, Samples and similar submittals required by the Contract Documents with 
reasonable promptness, in accordance with the Contractor’s progress schedule approved by the 
Architect, and in such sequence as to cause no delay in the Work or in the activities of the Owner 
or of separate contractors. Submittals made by the Contractor which are not required by the 
Contract Documents may be returned without action. 
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3.12.6 The Contractor shall perform no portion of the Work requiring submittal and 
review of Shop Drawings, Product Data, Samples or similar submittals until the respective 
submittal has been reviewed by the Architect. Such Work shall be in accordance with reviewed 
and approved submittals. 

3.12.7 By approving and submitting Shop Drawings, Product Data, Samples, and similar 
submittals, the Contractor thereby represents that the Contractor has determined and verified all 
dimensions, quantities, field dimensions, relations to existing work, coordination with work to be 
installed later, coordination with information on previously accepted Shop Drawings, Product 
Data, Samples, or similar submittals and verification of compliance with all the requirements of 
the Contract Documents. The accuracy of all such information is the responsibility of the 
Contractor. In reviewing Shop Drawings, Product Data, Samples, and similar submittals the 
Architect shall be entitled to rely upon the Contractor’s representation that such information is 
correct and accurate. 

3.12.8 The Contractor shall not be relieved of responsibility for deviations from 
requirements of the Contract Documents by the Architect’s review of Shop Drawings, Product 
Data, Samples or similar submittals unless the Contractor has specifically informed the Architect 
in writing of such deviation at the time of submittal and the Architect has given written approval 
to the specific deviation. The Contractor shall not be relieved of responsibility for errors or 
omissions in Shop Drawings, Product Data, Samples or similar submittals by the Architect’s 
review thereof. 

3.12.9 The Contractor shall direct specific attention, in writing or on resubmitted Shop 
Drawings, Product Data, Samples or similar submittals, to revisions other than those requested 
by the Architect on previous submittals. Unless such notice has been given, the Architect’s 
review of a resubmitted Shop Drawing, Product Date, Sample, or similar submittal shall not 
constitute acceptance of any changes not requested on the prior submittal. 

3.12.10 Informational submittals upon which the Architect is not expected to take 
responsible action may be so identified in the Contract Documents. 

3.12.11 When professional certification of performance criteria of materials, systems or 
equipment is required by the Contract Documents, the Owner shall be entitled to rely upon such 
certifications, and neither the Owner nor the Architect shall be expected to make any 
independent examination with respect thereto. 

3.12.12 The Architect will not check dimensions or quantities on any Shop Drawings and 
will not assume any responsibility for any errors in dimensions or quantities on Shop Drawings. 

3.13 USE OF SITE 

3.13.1 The right of possession of the premises and the improvements made thereon by 

the Contractor shall remain at all times in the Owner. The Contractor’s right to entry and use 
thereof arises solely from the permission granted by the Owner under the Contract Documents. 
The Contractor shall confine the Contractor’s apparatus, the storage of materials and the 
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operations of the Contractor’s workers to limits indicated by law, ordinances, the Contract 
Documents and permits and/or directions of the Architect, and shall not unreasonably encumber 
the premises with the Contractor’s materials. The Owner shall not be liable to the Contractor, 
the Subcontractors, their employees or anyone else with respect to the conditions of the premises, 
except only for a condition caused directly and solely by the negligence of the Owner. 

3.14 CUTTING AND PATCHING 

3.14.1 The Contractor and its Subcontractors shall be responsible for cutting, fitting or 
patching required to complete the Work or to make its parts fit together properly, all to be 
performed in accordance with the requirements of the Contract Documents. 

3.14.2 The Contractor shall not damage or endanger a portion of the Work or fully or 
partially completed construction of the Owner or separate contractors by cutting, patching or 
otherwise altering such construction, or by excavation. The Contractor shall not cut or otherwise 
alter such construction by the Owner or a separate contractor except with written consent of the 
Owner and of such separate contractor; such consent shall not be unreasonably withheld. The 
Contractor shall not unreasonably withhold from the Owner or a separate contractor the 
Contractor’s consent to cutting or otherwise altering the Work. 

3.15 CLEANING UP 

3.15.1 The Contractor daily shall keep the premises and surrounding area free from 
accumulation of waste materials or rubbish caused by operations under the Contract. At 
completion of the Work the Contractor shall remove from and about the Project waste materials, 
rubbish, the Contractor’s tools, construction equipment, machinery and surplus materials. 
Immediately prior to the Architect’s inspection for Substantial Completion, the Contractor shall 
completely clean the premises. Concrete and ceramic surfaces shall be cleaned and washed. 
Resilient coverings shall be cleaned, waxed and buffed. Woodwork shall be dusted and cleaned. 
Sash, fixtures and equipment shall be thoroughly cleaned. Stains, spots, dust, marks and smears 
shall be removed from all surfaces. Hardware and all metal surfaces shall be cleaned and 
polished. Glass and plastic surfaces shall be thoroughly cleaned by professional window 
cleaners. All damaged, broken or scratched glass or plastic shall be replaced by the Contractor at 
the Contractor’s expense. 

3.15.2 If the Contractor fails to clean up as provided in the Contract Documents, the 
Owner may do so and the cost thereof shall be charged to the Contractor. 

3.15.3 The provisions of paragraphs 3.15.1 and 3.15.2 shall apply equally to all 
subcontractors at the project insofar as each subcontractor’s work is concerned. 

3.16 ACCESS TO WORK 

3.16.1 The Contractor shall provide the Owner and Architect access to the work in 

preparation and progress wherever located. 
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3.17 


ROYALTIES AND PATENTS 


3.17.1 The Contractor shall pay all royalties and license fees. The Contractor shall 
defend suits or claims for infringement of patent rights and shall hold the Owner and Architect 
harmless from loss on account thereof, but shall not be responsible for such defense or loss when 
a particular design, process or product of a particular manufacturer or manufacturers is required 
by the Contract Documents. However, if the Contractor has reason to believe that the required 
design, process or product is an infringement of a patent, the Contractor shall be responsible for 
such loss unless such information is promptly furnished to the Architect. 

3.18 INDEMNIEIC ATION 

3.18.1 To the fullest extent permitted by law, the Contractor shall indemnify and hold 
harmless the Owner, Architect, Architect’s consultants, and agents and employees of any of them 
from and against claims, damages, losses and expense, including but not limited to attorneys’ 
fees, arising out of or resulting from performance of the Work, provided that such claim, 
damage, loss or expense is attributable to bodily injury, sickness, disease or death, or to injury to 
or destruction of tangible property (other than the Work itself) including loss of use resulting 
therefrom, caused in whole or in part by negligent acts or omissions of the Contractor, a 
Subcontractor, anyone directly or indirectly employed by them or anyone for whose acts they 
may be liable, regardless of whether or not such claim, damage, loss or expense is caused in part 
by a party indemnified hereunder. Such obligation shall not be construed to negate, abridge, or 
reduce other rights or obligations of indemnity which would otherwise exist as to a party or 
person described in this Paragraph 3.18. 

3.18.2 In claims against any person or entity indemnified under this Paragraph 3.18 by 
an employee of the Contractor, a Subcontractor, anyone directly or indirectly employed by them 
or anyone for whose acts they may be liable, the indemnification obligation under this Paragraph 

3.18 shall not be limited by a limitation on the amount or type of damages, compensation, or 
benefits payable by or for the Contractor or a Subcontractor under workers’ or workmen’s 
compensation acts, disability benefit acts, or other employee benefit acts. 

3.18.3 The obligations of the Contractor under this Paragraph 3.18 shall not extend to the 
liability of the Architect, the Architect’s consultants, and agents and employees of any of them 
arising out of (1) the preparation of maps. Drawings, opinions, reports, surveys. Change Orders, 
designs or Specifications, or (2) directions or instructions given by the Architect, the Architect’s 
consultants, and agents or employees of any of them. 

3.19 COVENANT NOT TO SUE 

3.19.1 In consideration of the Contractor’s undertaking to indemnify and hold harmless 

the Architect, the Architect’s consultants and agents or employees of any of them, in accordance 
with Paragraph 3.18, agree that the Architect will not bring any civil suit, action or other 
proceeding in law, equity or arbitration against the Contractor, or the officers, employees, agents 
and servants of the Contractor, for or on account of any action which the Architect may have 
arising out of or in any manner connected with the Work, except to enforce the provisions of 
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Paragraph 3.18 and this Paragraph 3.19; and the Contractor, or any successor, assign or subrogee 
of the Contractor, agrees not to bring any civil suit, action or other proceeding in law, equity or 
arbitration against the Architect, or the officers, employees, agents and servants of the Architect, 
for the enforcement of any action which the Contractor may have arising out of or in any manner 
connected with the Work. 

3.20 RECORD KEEPING REQUIREMENTS 

3.20.1 The Contractor shall comply with all applicable requirements of Mass. Gen. Eaws 

Chapter 30, Section 39R. 


ARTICEE 4 

ADMINISTRATION OE THE CONTRACT 

4.1 ARCHITECT 

4.1.1 The Architect is the person lawfully licensed to practice architecture or an entity 
lawfully practicing architecture identified as such in the Agreement and is referred to throughout 
the Contract Documents as if singular in number. The term “Architect” means the Architect or 
the Architect’s authorized representative. 

4.1.2 Duties, responsibilities and limitations of authority of the Architect as set forth in 
the Contract Documents shall not be restricted, modified or extended without written consent of 
the Owner, Contractor and Architect. Consent shall not be unreasonably withheld. To the extent 
inconsistent herewith, the rights and responsibilities of the Architect shall be governed by the 
Owner/Architect Agreement for the Project. 

4.1.3 In case of termination of employment of the Architect, the Owner shall appoint an 
architect whose status under the Contract Documents shall be that of the former architect. 

4.2 ARCHITECT’S ADMINISTRATION OE THE CONTRACT 

4.2.1 The Architect will provide administration of the Contract as described in the 
Contract Documents. The Architect will advise and consult with the Owner. The Architect will 
have authority to act on behalf of the Owner only to the extent provided in the Contract 
Documents, unless otherwise modified by written instrument in accordance with other provisions 
of the Contract. 

4.2.2 The Architect will visit the site at intervals appropriate to the stage of construction 
to become generally familiar with the progress and quality of the completed Work and to 
determine in general if the Work is being performed in a manner indicating that the Work, when 
completed, will be in accordance with the Contract Documents. The Architect will visit the site 
at least once per week during periods of active construction. The Architect will not be required 
to make exhaustive or continuous on-site inspections to check quality or quantity of the Work. 

On the basis of on-site observations as an architect, the Architect will keep the Owner informed 
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of progress of the Work, and will endeavor to guard the Owner against defects and deficiencies 
in the Work. 

4.2.3 The Architect will not have control over or charge of and will not be responsible 
for construction means, methods, techniques, sequences or procedures, or for safety precautions 
and programs in connection with the Work, since these are solely the Contractor’s responsibility 
as provided in Paragraph 3.3. The Architect will not be responsible for the Contractor’s failure 
to carry out the Work in accordance with the Contract Documents. The Architect will not be 
responsible for acts or omissions of the Contractor, Subcontractors, or their agents or employees, 
or of any other persons performing portions of the Work. 

4.2.4 Communications Facilitating Contract Administration. Except as otherwise 
provided in the Contract Documents or when direct communications have been specially 
authorized, the Owner and Contractor shall endeavor to communicate through the Project 
Manager. Communications by and with the Architect’s consultants shall be through the 
Architect. Communications by and with Subcontractors and material suppliers generally shall be 
through the Contractor, although the Owner and Project Manager may have direct 
communications with subcontractors and suppliers intended to facilitate or expedite construction. 
Communications by and with separate contractors shall be through the Owner. 

As to any written communications between two of the three of the Owner, Architect, and 
Contractor, a concurrent copy shall be sent to the third. 

4.2.5 The Architect will have authority to reject Work which does not conform to the 
Contract Documents. Whenever the Architect considers it necessary or advisable for 
implementation of the intent of the Contract Documents, the Architect will have authority to 
require additional inspection or testing of the Work in accordance with Subparagraphs 13.5.2 and 
13.5.3, whether or not such Work is fabricated, installed or completed. However, neither this 
authority of the Architect nor a decision made in good faith either to exercise or not to exercise 
such authority shall give rise to a duty or responsibility of the Architect to the Contractor, 
Subcontractors, material and equipment suppliers, their agents or employees, or other persons 
performing portions of the Work. 

4.2.6 In accordance with generally accepted standards of professional practice the 
Architect will review, approve, and take other appropriate action upon the Contractor’s 
submittals such as Shop Drawings, Product Data and Samples, for the purpose of checking for 
conformance with the Contract Documents. The Architect’s action will be taken with reasonable 
promptness, while allowing sufficient time in the Architect’s professional judgment to permit 
adequate review, and in any event shall take no longer than the time permitted by law. Review 
of such submittals is not conducted for the purpose of determining the accuracy and 
completeness of other details such as dimensions and quantities, or for substantiating instructions 
for installation or performance of equipment or systems, all of which remain the responsibility of 
the Contractor as required by the Contract Documents. The Architect’s review of the 
Contractor’s submittals shall not relieve the Contractor of obligations set forth in Paragraphs 3.3, 
3.5 and 3.12. The Architect’s review shall not constitute approval of safety precautions or, 
unless otherwise specifically stated by the Architect, of any construction means, methods. 


Consolidated General Conditions - Page 17 
(Rev. 1/29/10) 



techniques, sequences or procedures. The Architect’s action with respect to any specific item 
shall not indicate approval of an assembly of which the item is a component. 

4.2.7 The Architect will prepare Change Orders and Construction Change Directives, 
and may authorize minor changes in the Work as provided in Paragraph 7.4. 

4.2.8 The Architect will conduct inspections to determine the date or dates of 
Substantial Completion and the date of final completion, will receive and forward to the Owner 
for the Owner’s review and records written warranties and related documents required by the 
Contract and assembled by the Contractor, and will issue a final Certificate for Payment upon 
compliance with the requirements of the Contract Documents. 

4.2.9 If the Owner and Architect agree in writing, the Architect will provide one or 
more project representatives to assist in carrying out the Architect’s responsibilities at the site. 
The duties, responsibilities and limitations of authority of such project representatives shall be as 
set forth in an exhibit to be incorporated in the Contract Documents. If no such exhibit has been 
so incorporated, the duties, responsibilities, and limitations of authority of such project 
representatives shall be as set forth in the edition of AIA Document B352 current as of the date 
of the Agreement. 

4.2.10 The Architect will interpret and decide matters concerning performance under and 
requirements of the Contract Documents on written request of either the Owner or Contractor. 
The Architect’s response to such requests will be made with reasonable promptness and within 
any time limits agreed upon. The Architect may, as the Architect judges desirable, issue 
additional drawings or instructions indicating in greater detail the construction or design of the 
various parts of the Work; such drawings or instructions may be effected by field order or other 
notice to the Contractor, and provided such drawings or instructions are reasonably consistent 
with the previously existing Contract Documents, the Work shall be executed in accordance with 
such additional drawings or instructions without additional cost or extension of the Contract 
Time. If the Contractor claims additional cost or time on account of such additional drawings or 
instructions, the Contractor shall give the notice provided in Subparagraph 4.3.7. 

4.2.11 Interpretations and decisions of the Architect will be consistent with the intent of 
and reasonably inferable from the Contract Documents and will be in writing or in the form of 
drawings. When making such interpretations and decisions, the Architect will endeavor to 
secure faithful performance by the Owner and Contractor, will not show partiality to either and 
will not be liable for results of interpretations or decisions so rendered in good faith. 

4.2.12 The Architect’s decisions on matters relating to aesthetic effect will be final if 
consistent with the intent expressed in the Contract Documents. 

4.3 CLAIMS AND DISPUTES 

4.3.1 Definition. A Claim is a demand or assertion by one of the parties seeking, as a 

matter of right, adjustment or interpretation of Contract terms, payment of money, extension of 
time or other relief with respect to the terms of the Contract. The term “Claim” includes Change 
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Order requests by the Contractor as well as other disputes and matters in question between the 
Owner and Contractor arising out of or relating to the Contract. Claims must be made by written 
notice. The responsibility to substantiate Claims shall rest with the party making the Claim. 

4.3.2 Decision of Architect. Claims arising prior to final payment or the earlier 
termination of the Contract shall be referred initially to the Architect for action as provided in 
Paragraph 4.4. Action by the Architect, as provided in Paragraph 4.4, shall be required as a 
condition precedent to arbitration of a Claim between the Contractor and Owner as to all such 
matters arising prior to the date final payment is due. Action by the Architect in response to a 
Claim shall not be a condition precedent to arbitration in the event (1) the position of Architect is 
vacant; (2) the Architect has failed to take action as required under Subparagraph 4.4.1 within 15 
days after the Claim is made; (3) the Architect has failed to take action required under 
Subparagraph 4.4.4 within 30 days after the Claim is made, unless the Architect has notified the 
parties in writing of the reasons why action could not be taken within 30 days, and of the date by 
which action will be taken; or (4) the Claim relates to a mechanic’s lien. 

4.3.3 Time Limits on Claim. Claims by either party must be made within 35 days after 
occurrence of the event giving rise to such Claim or within 35 days after the claimant first 
recognizes the condition giving rise to the Claim, whichever is later. Claims must be made by 
written notice. Any change or addition to a previously made Claim shall be made by timely 
written notice in accordance with this Subparagraph 4.3.3. 

4.3.4 Continuing Contract Performance. Pending final resolution of a Claim including 
arbitration, unless otherwise agreed in writing the Contractor shall proceed diligently with 
performance of the Contract and the Owner shall continue to make payments in accordance with 
the Contract Documents. 

4.3.5 Waiver of Claims: Final Payment. The making of final payment shall constitute 
a waiver of Claims by the Owner except those arising from: 

.1 liens. Claims, security interests or encumbrances arising out of the 
Contract and unsettled; 

.2 failure of the Work to comply with the requirements of the Contract 
Documents; or 

.3 terms of special warranties required by the Contract Documents. 

Any Claim which has not been waived in accordance with this Subparagraph shall be deemed to 
have accrued upon discovery by the Owner of the condition or breach upon which such Claim is 
based, for the purpose of any applicable statute of limitation. 

4.3.6 Claims for Differing Subsurface or Latent Physical Conditions. If, during the 
progress of the Work, the Contractor or the Owner discovers that the actual subsurface or latent 
physical conditions encountered at the site differ substantially or materially from those shown on 
the plans or indicated in the Contract Documents, either the Contractor or the Owner may request 
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an equitable adjustment in the Contract Sum applying to Work affected by the differing site 
conditions. A request for such an adjustment shall be in writing and shall be delivered by the 
party making such claim to the other party as soon as possible after such conditions are 
discovered. Upon receipt of such a claim from a Contractor, or upon its own initiative, the 
Owner shall make an investigation of such physical conditions, and, if they differ substantially or 
materially from those shown on the plans or indicated in the Contract Documents or from those 
ordinarily encountered and generally recognized as inherent in Work of the character provided 
for in the plans and Contract Documents and are of such a nature as to cause an increase or 
decrease in the cost of performance of the Work or a change in the construction methods 
required for the performance of the Work which results in an increase or decrease in the cost of 
the Work, the Owner shall make an equitable adjustment in the Contract Sum and the Contract 
shall be modified in writing accordingly. 

4.3.6.1 Should conditions encountered below the surface of the ground require that 
footings, foundations or other parts of the building or other structure be raised, lowered or 
changed, or if additional depth of excavation below the levels shown on the Drawings is required 
in order to provide proper bearing for the building or other structure or for any permanent 
utilities on the site or for permanent grading or other permanent site work, any change in the 
amount of excavation, dewatering, sheeting, protection, rock excavation, backfill, concrete or 
other structural work, or any other work permanently incorporated in the building shall be 
considered a change in the Work, and the Contract Sum shall be adjusted as provided in this 
Article, provided that the Work has been ordered in writing as provided in 7.1.1. 

4.3.7 Claims for Additional Cost or Time. If the Contractor claims that any acts or 
omissions of the Owner or the Architect, including any instructions or orders, whether oral, 
written, by Drawings, or otherwise, involve extra cost or time, and the Contractor has not 
received a written acknowledgment by the Owner or Architect that extra payment will be made 
or time extended on account thereof, the Contractor shall promptly so notify the Architect in 
writing of such Claim and shall not proceed with the Work relating to such Claim until the 
Contractor has received a further written order to proceed except, as provided in Paragraph 10.3, 
in the case of an emergency affecting life or property. No Claim by the Contractor on account of 
such acts, omissions, instructions or orders shall be valid unless the Contractor has so notified 
the Architect before proceeding, and has received the further written order to proceed. 

4.3.7.1 OMITTED 

4.3.7.2 The Contractor shall have the burden of demonstrating the effect of the claimed 
act or omission on the Contract Sum or Contract Time, and shall furnish the Architect with such 
documentation relating thereto as the Architect may reasonably require. In the case of a 
continuing act or omission only one Claim is necessary. 

4.3.7.3 Adverse weather conditions shall not be the basis for a Claim for additional time 
or cost. 

4.3.8 Injury or Damage to Person or Property. If either party to the Contract suffers 
injury or damage to person or property because of an act or omission of the other party, of any of 
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the other party’s employees or agents, or of others for whose acts such party is legally liable, 
written notice of such injury or damage, whether or not insured, shall be given to the other party 
within a reasonable time not exceeding 21 days after first observance. The notice shall provide 
sufficient detail to enable the other party to investigate the matter. If a Claim for additional cost 
or time related to this Claim is to be asserted, it shall be filed as provided in Subparagraph 4.3.7. 

4.4 REVIEW OE CEAIMS BY ARCHITECT 

4.4.1 The Architect shall take one or more of the following actions within ten days of 
receipt of a Claim: (1) defer any action with respect to all or any part of a Claim and request 
additional information from either party; (2) decline to render a decision for any reason which he 
deems appropriate (including but not limited to the fact that the Claim involves allegations of 
fault on the part of the Architect); (3) render a decision on all or a part of the Claim, or (4) 
submit a schedule to the parties indicating when the Architect expects to take action. The 
Architect shall notify the parties in writing of any action taken with respect to such Claim. If the 
Architect renders a decision or declines to render a decision, either party may proceed in 
accordance with Paragraph 4.5. If the Architect decides that the Work relating to such Claim 
should proceed regardless of his disposition of such Claim, the Architect shall issue to the 
Contractor a written order to proceed. The Contractor shall proceed as instructed, and all rights 
of both parties with respect to such Claim shall be deemed to have been reserved. 

4.4.2 If a Claim is resolved by agreement of the parties, the Architect will prepare or 
obtain appropriate documentation indicating the parties’ agreement to the resolution. In the 
absence thereof the Claim shall be treated as not resolved. 

4.4.3 If a Claim has not been resolved, the party making the Claim shall, within ten 
days after the Architect’s request, take one or more of the following actions: (1) submit 
additional supporting data requested by the Architect; (2) modify the initial Claim; (3) respond to 
the Architect’s action under paragraph 4.4.1; or (4) notify the Architect that the initial Claim 
stands. Upon receipt of the response or supporting data, the Architect will either reject or 
approve the claim in whole or in part. 

4.5 ARBITRATION 

4.5.1 Controversies and Claims Subject to Arbitration. Any Claim arising out of or 

related to the Contract, or the breach thereof, except claims relating to aesthetic effect, shall be 
settled by arbitration, subject to the foregoing provisions of paragraph 4.4 and the provisions of 
Subparagraph 4.5.7. Arbitration will be conducted in accordance with the Construction Industry 
Arbitration Rules of the American Arbitration Association and judgment upon the award 
rendered by the Arbitrator or Arbitrators may be entered in any Court having jurisdiction thereof. 
In any such arbitration in which the amount stated in the demand is $100,000 or less, a single 
arbitrator shall be appointed in accordance with the procedures set forth in the American 
Arbitration Association Construction Industry Arbitration Rules. In any such arbitration in 
which the amount stated in the demand is in excess of $100,000, a panel of three arbitrators shall 
be appointed in accordance with the procedures set forth in the American Arbitration Association 
Construction Industry Arbitration Rules. 
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4.5.2 Rules For Arbitration. The parties may agree to any arbitration forum. If unable 

to agree, by default the forum shall be the American Arbitration Association. If the neutral 
arbitrator(s) is/are appointed by the American Arbitration Association, the said Association shall 
administer the arbitration and its Construction Industry Arbitration Rules shall govern all aspects 
of the proceeding including the enforcement of any award. If the neutral arbitrator(s) is/are not 
appointed by the American Arbitration Association, then the arbitrator(s) shall act as the 
administrator of the arbitration but the Construction Industry Arbitration Rules of the 
Association shall nonetheless govern all aspects of the proceeding, including the enforcement of 
any award. The arbitration panel shall have all of the powers and duties conferred on the 
Association pursuant to said rules. 

In addition, the following rules shall govern the selection of arbitrators and the proceedings: 

4.5.2.1 Neither party may appoint as arbitrator an employee or an owner of that party, nor 
the parent, spouse or child of an employee or owner of that party. 

4.5.2.2 After the neutral arbitrator has been appointed, neither party may engage in 
ex parte communication with the arbitrator appointed by that party. 

4.5.3 Contract Performance During Arbitration. During arbitration proceedings, the 
Owner and Contractor shall comply with Subparagraph 4.3.4. 

4.5.4 When a written decision of the Architect states that the decision is final, any 
demand for arbitration of the matter covered by such decision must be made within two months 
after substantial completion of the project, as determined by the Architect in accordance with 
paragraph 9.8.2 hereof. The failure to demand arbitration within said two month period will 
result in the Architect’s decision becoming final and binding upon the Owner and the Contractor. 

4.5.4.1 A demand for arbitration shall be made within the time limits specified in 

Subparagraph 4.5.4, and in no event shall be made after the date when the institution of legal or 
equitable proceedings based on such Claim would be barred by the applicable statute of 
limitations. 

4.5.5 Claims and Timely Assertion of Claims. A party who files a notice of demand for 
arbitration must assert in the demand all Claims then known to that party on which arbitration is 
permitted to be demanded. When a party fails to include a Claim through oversight, 
inadvertence or excusable neglect, or when a Claim has matured or been acquired subsequently, 
the arbitrator or arbitrators may permit amendment. 

4.5.6 Judgment on Final Award. The award rendered by the arbitrator or arbitrators 
shall be final, and judgment may be entered upon it in accordance with applicable law in any 
court having jurisdiction thereof. 
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4.5.7 Notwithstanding any provision contained in this Paragraph 4.5 or elsewhere in the 

Contract Documents, the Owner reserves the following rights in connection with Claims and 
disputes between the Owner and the Contractor: 

. 1 the right to institute legal action against the Contractor in any court of 
competent jurisdiction in lieu of demanding arbitration pursuant to this 
Paragraph 4.5, in which case the dispute or disputes which are the subject 
of such action shall be decided by such court, and not by arbitration; 

.2 the right to obtain from any court of competent jurisdiction a stay of any 
arbitration instituted by the Contractor, provided that the application for 
such stay is made before the appointment of the neutral arbitrator in such 
arbitration, in which case the dispute or disputes which are the subject of 
such arbitration shall be decided by such court, and not by arbitration; 

.3 the right to require the Contractor to join as a party in any arbitration 

between the Owner and the Architect relating to the Project, in which case 
the Contractor agrees to be bound by the decision of the arbitrator or 
arbitrators in such arbitration. 

In case the Owner elects to proceed in accordance with 4.5.7.1 or 4.5.7.2 above, the word 
“litigation” shall be deemed to replace the word “arbitration” wherever the latter word appears in 
the Contract Documents. 


ARTICLE 5 
SUBCONTRACTORS 


5.1 DEFINITIONS 

5.1.1 A Subcontractor is a person or entity who has a direct contract with the Contractor 
to perform a portion of the Work at the site. The term “Subcontractor” is referred to throughout 
the Contract Documents as if singular in number and means a Subcontractor or an authorized 
representative of the Subcontractor. The term “Subcontractor” does not include a separate 
contractor or Subcontractors of a separate contractor. 

5.1.2 A Sub-subcontractor is a person or entity who has a direct or indirect contract 
with a Subcontractor to perform a portion of the Work at the site. The term “Sub-subcontractor” 
is referred to throughout the Contract Documents as if singular in number and means a Sub¬ 
subcontractor or an authorized representative of the Sub-subcontractor. 

5.2 AWARD OF SUBCONTRACTS AND OTHER CONTRACTS FOR PORTIONS 
OF THE WORK 

5.2.1 Unless otherwise stated in the Contract Documents or the bidding requirements, 

the Contractor, as soon as practicable after award of the Contract, shall furnish in writing to the 
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Owner through the Architect the names of persons or entities (including those who are to furnish 
materials or equipment fabricated to a special design) proposed for each principal portion of the 
Work. The Architect will promptly reply to the Contractor in writing stating whether or not the 
Owner or the Architect, after due investigation, has reasonable objection to any such proposed 
person or entity. Failure of the Owner or Architect to reply promptly shall constitute notice of no 
reasonable objection. 

5.2.2 The Contractor shall not contract with a proposed person or entity to whom the 
Owner or Architect has made reasonable and timely objection. The Contractor shall not be 
required to contract with anyone to whom the Contractor has made reasonable objection, unless 
otherwise required by law to do so. 

5.2.3 If the Owner or Architect has reasonable objection to a person or entity proposed 
by the Contractor, the Contractor shall propose another to whom the Owner or Architect has no 
reasonable objection. The Contract Sum shall be increased or decreased by the difference in cost 
occasioned by such change and an appropriate Change Order shall be issued. However, no 
increase in the Contract Sum shall be allowed for such change unless the Contractor has acted 
promptly and responsively in submitting names as required. 

5.2.4 The Contractor shall not change a Subcontractor, person or entity previously 
selected if the Owner or Architect makes reasonable objection to such change. 

5.2.5 The form of each filed Subcontract shall be submitted to the Owner for its 
acceptance, which shall not be unreasonably withheld or delayed. The form of subcontract shall 
be that set forth in Mass. Gen. Laws Chapter 149, Section 44F. Each Subcontract shall expressly 
provide for the contingent assignment referred to in Paragraph 5.4. 

5.3 SUBCONTRACTUAL RELATIONS 

5.3.1 By appropriate agreement, written where legally required for validity, the 

Contractor shall require each Subcontractor, to the extent of the Work to be performed by the 
Subcontractor, to be bound to the Contractor by terms of the Contract Documents, and to assume 
toward the Contractor all the obligations and responsibilities which the Contractor, by these 
Documents, assumes toward the Owner and Architect, including without limitation the 
obligations set forth in Paragraph 3.18. Each Subcontract agreement shall preserve and protect 
the rights of the Owner and Architect under the Contract Documents with respect to the Work to 
be performed by the Subcontractor so that Subcontracting thereof will not prejudice such rights, 
and shall allow to the Subcontractor, unless specifically provided otherwise in the Subcontract 
agreement, the benefit of all rights, remedies and redress against the Contractor that the 
Contractor, by the Contract Documents, has against the Owner. Where appropriate, the 
Contractor shall require each Subcontractor to enter into similar agreements with Sub¬ 
subcontractors. The Contractor shall make available to each proposed Subcontractor, prior to the 
execution of the Subcontract agreement, copies of the Contract Documents to which the 
Subcontractor will be bound, and, upon written request of the Subcontractor, identify to the 
Subcontractor terms and conditions of the proposed Subcontract agreement which may be at 
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variance with the Contract Documents. Subcontractors shall similarly make copies of applicable 
portions of such documents available to their respective proposed Sub-subcontractors. 

5.4 CONTINGENT ASSIGNMENT OE SUBCONTRACTS 

5.4.1 Each Subcontract agreement for a portion of the Work is assigned by the 
Contractor to the Owner provided that: 

.1 assignment is effective only after termination of the Contract by the 
Owner for cause pursuant to Paragraph 14.2 and only for those 
Subcontract agreements which the Owner accepts by notifying the 
Subcontractor in writing; and 

.2 assignment is subject to the prior rights of the surety, if any, obligated 
under bond relating to the Contract. 

ARTICEE 6 

CONSTRUCTION BY OWNER 
OR BY SEPARATE CONTRACTS 

6.1 OWNER’S RIGHT TO PEREORM CONSTRUCTION AND TO AWARD 
SEPARATE CONTRACTS 

6.1.1 The Owner reserves the right to perform construction or operations related to the 
Project with the Owner’s own forces, and to award separate contracts in connection with other 
portions of the Project or other construction or operations on the site under Conditions of the 
Contract identical or substantially similar to these, including those portions related to insurance 
and waiver of subrogation. If the Contractor claims that delay or additional cost is involved 
because of such action by the Owner, the Contractor shall make such Claim as provided 
elsewhere in the Contract Documents. 

6.1.2 When separate contracts are awarded for different portions of the Project or other 
construction or operations on the site, the term “Contractor” in the Contract Documents in each 
case shall mean the Contractor who executes each separate Owner-Contractor Agreement. 

6.1.3 The Owner shall provide for coordination of the activities of the Owner’s own 
forces and of each separate contractor with the work of the Contractor, who shall cooperate with 
them. The Contractor shall participate with other separate contractors and the Owner in 
reviewing their progress schedules when directed to do so. The Contractor shall make any 
revisions to the progress schedules and Contract Sum deemed necessary after a joint review and 
mutual agreement. The progress schedules shall then constitute the schedules to be used by the 
Contractor, separate contractors and the Owner until subsequently revised. 
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6.2 


MUTUAL RESPONSIBILITY 


6.2.1 The Contractor shall afford the Owner and separate contractors reasonable 
opportunity for introduction and storage of their materials and equipment and performance of 
their activities and shall connect and coordinate the Contractor’s construction and operations 
with theirs as required by the Contract Documents. 

6.2.2 If part of the Contractor’s Work depends for proper execution or results upon 
construction or operations by the Owner or a separate contractor, the Contractor shall, prior to 
proceeding with that portion of the Work, promptly report to the Architect apparent 
discrepancies or defects in such other construction that would render it unsuitable for such proper 
execution and results. Failure of the Contractor so to report shall constitute an acknowledgement 
that the Owner’s or separate contractors’ completed or partially completed construction is fit and 
proper to receive the Contractor’s Work, except as to defects not then reasonable discoverable. 

6.2.3 Costs caused by delays or by improperly timed activities or defective construction 
shall be borne by the party responsible therefor. 

6.2.4 The Contractor shall promptly remedy damage wrongfully caused by the 
Contractor to completed or partially completed construction or to property of the Owner or 
separate contractors as provided in Subparagraph 10.2.5. If such separate contractor sues or 
initiates an arbitration proceeding against the Owner on account of any damage alleged to have 
been caused by the Contractor, the Owner shall notify the Contractor, who shall defend such 
proceedings at the Contractor’s expense, and if any judgment or award against the Owner arises 
therefrom the Contractor shall pay or satisfy it and shall reimburse the Owner for all attorneys’ 
fees and court or arbitration costs which the Owner has incurred. 

6.2.5 Claims and other disputes and matters in question between the Contractor and a 
separate contractor shall be subject to the provisions of Paragraph 4.3 provided the separate 
contractor has reciprocal obligations. 

6.2.6 The Owner and each separate contractor shall have the same responsibilities for 
cutting and patching as are described for the Contractor in Paragraph 3.14. 

6.3 OWNER’S RIGHT TO CEEAN UP 

6.3.1 If a dispute arises among the Contractor, separate contractors and the Owner as to 

the responsibility under their respective contracts for maintaining the premises and surrounding 
area free from waste materials and rubbish as described in Paragraph 3.15, the Owner may clean 
up and allocate the cost among those responsible as the Architect determines to be just. 
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ARTICLE 7 


CHANGES IN THE WORK 


7.1 CHANGES 

7.1.1 Changes in the Work may be accomplished after execution of the Contract, and 
without invalidating the Contract, by Change Order, Construction Change Directive or order for 
a minor change in the Work, subject to the limitations stated in this Article 7 and elsewhere in 
the Contract Documents. 

7.1.2 A Change Order shall be based upon agreement among the Owner, Contractor 
and Architect; a Construction Change Directive requires agreement by the Owner and Architect 
and may or may not be agreed to by the Contractor; an order for a minor change in the Work 
may be issued by the Architect alone. 

7.1.3 Changes in the Work shall be performed under applicable provisions of the 
Contract Documents, and the Contractor shall proceed promptly, unless otherwise provided in 
the Change Order, Construction Change Directive or order for a minor change in the Work. 

7.1.4 If unit prices are stated in the Contract Documents or subsequently agreed upon, 
and if quantities originally contemplated are so changed in a proposed Change Order or 
Construction Change Directive that application of such unit prices to quantities of Work 
proposed will cause substantial inequity to the Owner or Contractor, the applicable unit prices 
shall be equitably adjusted. 

7.2 CHANGE ORDERS 

7.2.1 A Change Order is a written instrument prepared by the Architect and signed by 
the Owner, Contractor and Architect, stating their agreement upon all of the following: 

. 1 a change in the Work; 

.2 the amount of the adjustment in the Contract Sum, if any; and 
.3 the extent of the adjustment in the Contract Time, if any. 

7.3 CONSTRUCTION CHANGE DIRECTIVES 

7.3.1 A Construction Change Directive is a written order prepared by the Architect and 
signed by the Owner and Architect, directing a change in the Work and stating a proposed basis 
for adjustment, if any, in the Contract Sum or Contract Time, or both. The Owner may by 
Construction Change Directive, without invalidating the Contract, order changes in the Work 
within the general scope of the Contract consisting of additions, deletions or other revisions, the 
Contract Sum and Contract Time being adjusted accordingly. 

7.3.2 A Construction Change Directive shall be used in the absence of total agreement 
on the terms of a Change Order. 


Consolidated General Conditions - Page 27 
(Rev. 1/29/10) 



7.3.3 Upon request of the Owner or the Arehiteet, the Contraetor shall without eost to 

the Owner submit to the Arehiteet, in sueh form as the Arehiteet may require, an aeeurate written 
estimate of the eost of any proposed extra Work or ehange contemplated by a Construction 
Change Directive. The estimate shall indicate the quantity and unit cost of each item of 
materials, and the number of hours of work and hourly rate for each class of labor, as well as the 
description and amounts of all other costs chargeable under the terms of this Article. Unit labor 
costs for the installation of each item of materials shall be shown if required by the Architect. 

The Contractor shall promptly revise and resubmit such estimate if the Architect determines that 
it is not in compliance with the requirements of this Article, or that it contains errors of fact or 
mathematical errors. If required by the Architect, in order to establish the exact cost of new 
Work added or of previously required Work omitted, the Contractor shall obtain and furnish to 
the Architect bona fide proposals from recognized suppliers for furnishing any material included 
in such Work. Such estimates shall be furnished promptly so as to occasion no delay in the 
Work, and shall be furnished at the Contractor’s expense. The Contractor shall state in the 
estimate any extension of time required for the completion of the Work if the change or extra 
work is ordered. 

7.3.3.1 If the Construction Change Directive provides for an adjustment to the Contract 

Sum, the adjustment shall be based on one of the following methods, as selected by the Owner: 

(a) By unit prices stated in the Contract Documents or otherwise mutually 
agreed upon. 

(b) By Cost and Percentages (as defined below) estimated by the Contractor 
as provided in Subparagraph 7.3.3 and accepted by the Owner; the 
Contractor’s estimate shall become a fixed price which shall not be 
changed by any variation in the actual cost of executing the Work covered 
by the change. 

(c) By actual Cost determined after the Work covered by the change is 
completed, plus Percentage. 

(d) By use of the dispute resolution procedures set forth in Paragraph 4.3. 

As used in this Paragraph 7.3, “Cost” shall mean the estimated or actual net increase or decrease 
in cost to the Contractor, Subcontractor, or Sub-subcontractor for performing the Work covered 
by the change, including actual payments for materials, equipment, rentals, expendable items, 
wages and associated benefits to workmen and to supervisors employed full time at the site, 
insurance, bonds and other provable direct costs, but not including any administrative, 
accounting or expediting costs, or other indirect or overhead costs, or any wages or benefits of 
supervisory personnel not assigned full time to the site, or any amount for profit or fee to the 
Contractor, Subcontractor or Sub-subcontractor. 

“Percentage” shall mean an allowance to be added to or subtracted from the Cost in lieu of 
overhead and profit and of any other expense which is not included in the Cost of the Work 
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covered by the change, as defined above. Percentage for a Sub-subcontractor shall be 10% of 
any net increase or decrease of Cost of any Work performed by the Sub-subcontractor’s own 
forces plus 5% of any aggregate net increase in Cost of any Work performed for the Sub¬ 
subcontractor by other contractors. Percentage for a Subcontractor shall be such percentage 
allowances for overhead and profit as are set forth in the Subcontract between such 
Subcontractor and the Contractor. Percentage for the Contractor shall be 9 1/2% of any net 
increase or decrease of Cost of any Work performed by the Contractor’s own forces plus 4 1/2% 
of any net increase or decrease in the Cost for all other Work covered by the change. 

When in the reasonable judgment of the Architect a series of Construction Change Directives or 
Change Orders effect a single change, Percentage shall be calculated on the cumulative net 
increase or decrease in Cost, if any. 

7.3.3.2 If the Owner elects to determine the cost of the Work as provided in method (a) of 
sub-Subparagraph 7.3.3.1, the unit prices shall be subject to Subparagraph 7.1.4. 

Notwithstanding the inclusion of unit prices in the Contract Documents, it shall be the Owner’s 
option to require the Cost of any given change to be determined by one of the other methods 
stated in 7.3.3.1. If the Owner elects to determine the Cost of the change by unit prices and the 
nature of the work is such that its extent cannot readily be measured after the completion of such 
work or any subsequent work, the Contractor shall keep daily records, available at all times to 
the Architect for inspection, of the actual quantities of such work put in place, and delivery 
receipts or other adequate evidence, acceptable to the Architect, indicating the quantities of 
materials delivered to the site for use in such unit price work, and distinguishing such other 
similar material delivered for use in work included in the base Contract Sum. If so required by 
the Architect, materials for use in unit price work shall be stored apart from all other materials on 
the Project. 

1.3.3.3 If the Owner elects to determine the cost of the Work as provided in methods 
(c) or (d) of sub-Subparagraph 7.3.3.1 or if the method of determining the cost has not been 
established before the Work is begun, the Contractor shall keep detailed daily records of labor 
and materials costs applicable to the Work. 

7.3.4 Upon receipt of a Construction Change Directive, the Contractor shall promptly 
proceed with the change in the Work involved and advise the Architect of the Contractor’s 
agreement or disagreement with the method, if any, provided in the Construction Change 
Directive for determining the proposed adjustment in the Contract Sum or Contract Time. 

7.3.5 A Construction Change Directive signed by the Contractor indicates the 
agreement of the Contractor therewith, including adjustment in Contract Sum and Contract Time 
or the method for determining them. Such agreement shall be effective immediately and shall be 
recorded as a Change Order. 

7.3.6 If the Owner and Contractor do not agree with the adjustment in Contract Sum or 
Contract Time or the method for determining the adjustment, the dispute shall be governed by 
the procedures set forth in Paragraph 4.3. 
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7.4 


MINOR CHANGES IN THE WORK 


7.4.1 The Architect will have authority to order minor changes in the Work not 

involving adjustment in the Contract Sum or extension of the Contract Time and not inconsistent 
with the intent of the Contract Documents. Such changes shall be effected by written order and 
shall be binding on the Owner and Contractor. The Contractor shall carry out such written 
orders promptly. 


ARTICEE 8 
TIME 


8.1 DEEINITIONS 

8.1.1 Unless otherwise provided, Contract Time is the period of time, including 
authorized adjustments, allotted in the Contract Documents for Substantial Completion of the 
Work. 

8.1.2 The date of commencement of the Work is the date established in the Agreement. 
The date shall not be postponed by the failure to act of the Contractor or of persons or entities for 
whom the Contractor is responsible. 

8.1.3 The date of Substantial Completion is the date certified by the Architect in 
accordance with Paragraph 9.8. 

8.1.4 The term “day” as used in the Contract Documents shall mean calendar day 
unless otherwise specifically defined. 

8.2 PROGRESS AND COMPEETION 

8.2.1 Time limits stated in the Contract Documents are of the essence of the Contract. 
By executing the Agreement the Contractor confirms that the Contract Time is a reasonable 
period for performing the Work. 

8.2.2 The Contractor shall not knowingly, except by agreement or instruction of the 
Owner in writing, prematurely commence operations on the site or elsewhere prior to the 
effective date of insurance required by Article 11 to be furnished by the Contractor. The date of 
commencement of the Work shall not be changed by the effective date of such insurance. Unless 
the date of commencement is established by a notice to proceed given by the Owner, the 
Contractor shall notify the Owner in writing not less than five days or other agreed period before 
commencing the Work to permit the timely filing of mortgages, mechanic’s liens and other 
security interests. 

8.2.3 The Contractor shall proceed expeditiously with adequate forces and shall achieve 
Substantial Completion within the Contract Time. 
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8.2.4 Within two weeks after award of the Contract, the Contractor shall submit to the 
Architect a Progress Schedule showing for each class of work the percentage completion to be 
obtained and the total dollar value of work to be completed as of the first of each month until 
Substantial Completion. 

8.2.5 The Progress Schedule shall be based on an orderly progression of the Work, 
allowing adequate time for each operation (including adequate time for submission and review of 
submittals), and leading to a reasonable certainty of Substantial Completion by the date 
established in the Agreement. The Progress Schedule will be reviewed by the Architect for 
compliance with the requirements of this Article and will be accepted by the Architect or 
returned to the Contractor for revision and resubmittal. Unless specifically required by law, no 
payment under this Contract shall be due until the Progress Schedule has been approved by the 
Architect. 

8.2.6 If in any application for payment as provided for in Paragraph 9.2, the total value 
of the completed Work in place, as certified by the Architect, is less than 90% of the total value 
of the Work in place estimated in the Progress Schedule, the Owner may, at the Owner’s option, 
require the Contractor to accelerate the progress of the Work without cost to the Owner by 
increasing the work force or hours of work, or by other reasonable means approved by the 
Architect. 

8.2.7 If each of three successive applications for payment indicate that the actual Work 
completed, as certified by the Architect, is less than 90% of the values estimated in the Progress 
Schedule to be completed by the respective dates, the Owner may at the Owner’s option, treat the 
Contractor’s delinquency as a default justifying the action permitted under Paragraph 14.2. 

8.2.8 If the Architect has determined that the Contractor should be permitted to extend 
the time for completion as provided in Paragraph 8.3, the calendar dates in the Progress Schedule 
shall be adjusted accordingly to retain their same relationship to the adjusted date of Substantial 
Completion, and the dollar value of Work to be completed as of the first of each month shall be 
adjusted pro rata. 

8.2.9 If the Contractor fails to submit any application for payment in any month, the 
Architect shall, for the purpose of this evaluation of progress, certify separately to the actual 
value of the Work in place completed as of the first of the month and to the best of the 
Architect’s knowledge. 

8.2.10 Nothing herein shall limit the Owner’s right to liquidated or other damages for 
delays by the Contractor or to any other remedy which the Owner may possess under other 
provisions of the Contract Documents or by law. 

8.2.11 The Progress Schedule required hereunder shall be a CPM Schedule in 
accordance with the Project Specifications and shall be updated in accordance therewith. 
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8.3 


DELAYS AND EXTENSION OE TIME 


8.3.1 If the Contractor is delayed at any time in progress of the Work by an act or 
neglect of the Owner or Architect, of an employee of either, or of a separate contractor employed 
by the Owner, or by changes ordered in the Work, or by labor disputes, fire, unusual delay in 
deliveries, unavoidable casualties or other causes (except weather) beyond the Contractor’s 
control, or by delay authorized by the Owner, or by other causes which the Architect determines 
may justify delay, then the Contract Time shall be extended for such reasonable time as the 
Architect may determine. 

8.3.2 Claims relating to time shall be made in accordance with applicable provisions of 
Paragraph 4.3. 

8.3.3 The Contractor hereby agrees that the Contractor shall have no claim for damages 
of any kind against the Owner or the Architect on account of any delay in the commencement of 
the Work and/or any delay or suspension of any portion of the Work, whether such delay is 
caused by the Owner, the Architect, or otherwise, except as specifically provided in 
Subparagraphs 2.3.2 and 2.3.3. The Contractor acknowledges that, except as provided therein, 
the Contractor’s sole remedy for any such delay and/or suspension will be an extension of time 
as provided in this Article. 

8.3.4 No claim for delay shall be allowed on account of failure of the Architect to 
furnish Drawings, Specifications or instructions or to return Shop Drawings or Samples until the 
expiration of the applicable time period referred to in Mass. Gen. Laws Chapter 30, Section 39P, 
and not then unless such claim be reasonable. 

8.3.5 No extension of time shall be granted because of seasonal or abnormal variations 
in temperature, humidity or precipitation, which conditions shall be wholly at the risk of the 
Contractor, whether occurring within the time originally scheduled for completion or within the 
period of any extension granted. There shall be no increase in the Contract Sum on account of 
any additional costs of operations or conditions resulting therefrom. 

ARTICLE 9 

PAYMENTS AND COMPLETION 

9.1 CONTRACT SUM 

9.1.1 The Contract Sum is stated in the Agreement and, including authorized 
adjustments, is the maximum amount payable by the Owner to the Contractor for performance of 
the Work under the Contract Documents, or in equity, should the Contractor assert a quantum 
meruit claim for the fair value of Contractor’s Work, regardless of whether the Contractor is 
terminated hereunder. 
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9.2 


APPLICATIONS FOR PAYMENT 


9.2.1 Within fifteen days after receipt from the Contractor, at the place designated by 
the Owner if such a place is so designated, of a periodic estimate requesting payment of the 
amount due for the preceding month, the Owner will make a periodic payment to the Contractor 
for the Work performed during the preceding month and for the materials not incorporated in the 
Work but delivered and suitably stored at the site (or at some location agreed upon in writing) to 
which the Contractor has title or to which a Subcontractor has title and has authorized the 
Contractor to transfer title to the Owner, less (1) retention based on the Owner’s estimate of the 
fair value of its claims against the Contractor and less (2) a retention for direct payments to 
Subcontractors based on demands for same in accordance with the provisions of Subparagraph 

9.6.2, and less (3) a retention not exceeding five percent of the approved amount of the periodic 
payment. 

9.2.2 After the receipt of a periodic estimate requesting final payment and within sixty- 
five days after (a) the Contractor fully completes the Work or substantially completes the Work 
so that the value of the Work remaining to be done is, in the estimate of the Owner, less than one 
percent of the original Contract Sum, or (b) the Contractor substantially completes the work and 
the Owner takes possession for occupancy, whichever occurs first, the Owner shall pay the 
Contractor the entire balance due on the Contract less (1) a retention based on its estimate of the 
fair value of its claims against the Contractor and the cost of completing the incomplete and 
unsatisfactory items of Work and less (2) a retention for direct payments to Subcontractors based 
on demands for same in accordance with the provisions of Subparagraph 9.6.2, or based on the 
record of payments by the Contractor to the Subcontractors under this Contract if such record of 
payment indicates that the Contractor has not paid Subcontractors as provided in Subparagraph 

9.6.2. If the Owner fails to make payment as herein provided, there shall be added to each such 
payment daily interest at the rediscount rate then charged by the Federal Reserve Bank of Boston 
commencing on the first day after said payment is due and continuing until the payment is 
delivered or mailed to the Contractor; provided, that no interest shall be due, in any event, on the 
amount due on a periodic estimate for final payment until fifteen days after receipt of such a 
periodic estimate from the Contractor, at the place designated by the Owner if such a place is so 
designated. The Contractor agrees to pay to each Subcontractor a portion of any such interest 
paid in accordance with the amount due each Subcontractor. 

9.2.3 The Owner may make changes in any periodic estimate submitted by the 
Contractor, and the payment due on said periodic estimate shall be computed in accordance with 
the changes so made, but such changes or any requirement for a corrected periodic estimate shall 
not affect the due date for the periodic payment or the date for the commencement of interest 
charges on the amount of the periodic payment computed in accordance with the changes made, 
as provided herein; provided, that the Owner may, within seven days after receipt, return to the 
Contractor for correction, any periodic estimate which is not in the required form or which 
contains computations not arithmetically correct and, in that event, the date of receipt of such 
periodic estimate shall be the date of receipt of the corrected periodic estimate in proper form 
and with arithmetically correct computations. The date of receipt of a periodic estimate received 
on a Saturday, Sunday, or holiday shall be the first working day thereafter. 
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9.2.4 All periodic estimates shall be submitted to the Owner, or to the Owner’s 
representative, and the date of receipt by the Owner or its representative shall be marked on the 
estimate. All periodic estimates shall contain a separate item for each filed subtrade and each 
sub-subtrade listed in sub-bid form as required by the Specifications and a column listing the 
amount paid to each Subcontractor and Sub-subcontractor as of the date the periodic estimate is 
filed. The person making payment for the Owner shall add the daily interest provided for herein 
to each payment for each day beyond the due date based on the date of receipt marked on the 
estimate. 

9.2.5 The format and number of copies of applications for payment shall be as directed 
by the Architect. Such application shall be notarized, if required, and supported by such data 
substantiating the Contractor’s right to payment as the Owner or Architect may require, such as 
copies of requisitions from Subcontractors and material suppliers, and reflecting retainage if 
provided for elsewhere in the Contract Documents. 

9.2.5.1 Such applications may include requests for payment on account of changes in the 
Work which have been properly authorized by Construction Change Directives but not yet 
included in Change Orders when such Construction Change Directives have set forth an 
adjustment to the Contract Sum. 

9.2.5.2 Such applications may not include requests for payment of amounts the 
Contractor does not intend to pay to a Subcontractor or material supplier because of a dispute or 
other reason. 

9.2.6 Unless otherwise provided in the Contract Documents, payments shall be made on 
account of materials and equipment delivered and suitably stored at the site for subsequent 
incorporation in the Work. If approved in advance by the Owner, payment may similarly be 
made for materials and equipment suitably stored off the site at a location agreed upon in 
writing. Payment for materials and equipment stored on or off the site shall be conditioned upon 
compliance by the Contractor with procedures satisfactory to the Owner to establish the Owner’s 
title to such materials and equipment or otherwise protect the Owner’s interest, and shall include 
applicable insurance, storage and transportation to the site for such materials and equipment 
stored off the site. 

9.3 The Contractor warrants that title to all Work covered by an application for 
payment will pass to the Owner either by incorporation in the construction or upon receipt of 
payment by the Contractor, whichever occurs first, free and clear of all liens, claims, security 
interests or encumbrances, hereinafter referred to in this Article 9 as “liens.” 

9.4 CERTIFICATES FOR PAYMENT 

9.4.1 The Architect will, within seven days after receipt of the Contractor’s application 

for payment, either issue to the Owner a Certificate for Payment, with a copy to the Contractor, 
for such amount as the Architect determines is properly due, or notify the Contractor and Owner 
in writing of the Architect’s reasons for withholding certification in whole or in part as provided 
in Subparagraph 9.5.1. 
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9.4.2 The issuance of a Certificate for Payment will constitute a representation by the 

Architect to the Owner, based on the Architect’s observations at the site and the date comprising 
the application for payment, that the Work has progressed to the point indicated and that, to the 
best of the Architect’s knowledge, information and belief, the quality of the Work is in 
accordance with the Contract Documents. The foregoing representations are subject to an 
evaluation of the Work for conformance with the Contract Documents upon Substantial 
Completion, to results of subsequent tests and inspections, to minor deviations from the Contract 
Documents correctable prior to completion, and to specific qualifications expressed by the 
Architect. The issuance of a Certificate for Payment will further constitute a representation that 
the Contractor is entitled to payment in the amount certified. However, the issuance of a 
Certificate for Payment will not be a representation that the Architect has (1) made exhaustive or 
continuous on-site inspections to check the quality or quantity of the Work, (2) reviewed 
construction means, methods, techniques, sequences or procedures, (3) reviewed copies of 
requisitions received from Subcontractors and material suppliers and other data requested by the 
Owner to substantiate the Contractor’s right to payment or (4) made examination to ascertain 
how or for what purpose the Contractor has used money previously paid on account of the 
Contract Sum. 

9.5 DECISIONS TO WITHHOLD CERTIFICATION 

9.5.1 The Architect may decide not to certify payment and may withhold a Certificate 

for Payment in whole or in part, to the extent reasonably necessary to protect the Owner, if in the 
Architect’s opinion the representations to the Owner required by Subparagraph 9.4.2 cannot be 
made. If the Architect is unable to certify payment in the amount of the Application, the 
Architect will notify the Contractor and Owner as provided in Subparagraph 9.4.1. If the 
Contractor and Architect cannot agree on a revised amount, the Architect will promptly issue a 
Certificate for Payment for the amount for which the Architect is able to make such 
representations to the Owner. The Architect may also decide not to certify payment or, because 
of subsequently discovered evidence or subsequent observations, may nullify the whole or a part 
of a Certificate for Payment previously issued, to such extent as may be necessary in the 
Architect’s opinion to protect the Owner from loss because of: 

. 1 defective Work not remedied; 

.2 third party claims filed or reasonable evidence indicating probable filing 
of such claims; 

.3 failure of the Contractor to make payments properly to Subcontractors or 
for labor, materials or equipment; 

.4 reasonable evidence that the Work cannot be completed for the unpaid 
balance of the Contract Sum; 

.5 damage to the Owner or another contractor; 
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.6 reasonable evidence that the Work will not be completed within the 

Contract Time, and that the retainage currently held by the Owner would 
not be adequate to cover actual or liquidated damages for the anticipated 
delay; or 

.7 persistent failure to carry out the Work in accordance with the Contract 
Documents. 

9.5.2 When the above reasons for withholding certification are removed, certification 

will be made for amounts previously withheld. 

9.6 PROGRESS PAYMENTS 

9.6.1 After the Architect has issued a Certificate for Payment, the Owner shall make 
payment in the manner and within the time provided in the Contract Documents, and shall so 
notify the Architect. 

9.6.2 Payments to Subcontractors 

9.6.2.1 Eorthwith after the Contractor receives payment on account of a periodic estimate, 
the Contractor shall pay to each Subcontractor the amount paid for the labor performed and the 
materials furnished by that Subcontractor, less any amount specified in any court proceedings 
barring such payment and also less any amount claimed due from the Subcontractor by the 
Contractor. 

9.6.2.2 Not later than the sixty-fifth day after each Subcontractor substantially completes 
his work in accordance with the plans and Specifications, the entire balance due under the 
Subcontract less amounts retained by the Owner as the estimated cost of completing the 
incomplete and unsatisfactory items of work, shall be due the Subcontractor; and the Owner shall 
pay that amount to the Contractor. The Contractor shall forthwith pay to the Subcontractor the 
full amount received from the Owner less any amount specified in any court proceedings barring 
such payment and also less any amount claimed due from the Subcontractor by the Contractor. 

9.6.2.3 Each payment made by the Owner to the Contractor pursuant to Subparagraphs 

9.6.2.1 and 9.6.2.2 of this paragraph for the labor performed and the materials furnished by a 
Subcontractor shall be made to the Contractor for the account of that Subcontractor; and the 
Owner shall take reasonable steps to compel the Contractor to make each such payment to each 
such Subcontractor. If the Owner has received a demand for direct payment from a 
Subcontractor for any amount which has already been included in a payment to the Contractor or 
which is to be included in a payment to the Contractor for payment to the Subcontractor as 
provided in Subparagraphs 9.6.2.1 and 9.6.2.2, the Owner shall act upon the demand as provided 
in this section. 

9.6.2.4 If, within seventy days after the Subcontractor has substantially completed the 
Subcontract work, the Subcontractor has not received from the Contractor the balance due under 
the Subcontract including any amount due for extra labor and materials furnished to the 
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Contractor, less any amount retained by the Owner as the estimated cost of completing the 
incomplete and unsatisfactory items of Work, the Subcontractor may demand direct payment of 
that balance from the Owner. The demand shall be by a sworn statement delivered to or sent by 
certified mail to the Owner, and a copy shall be delivered to or sent by certified mail to the 
Contractor at the same time. The demand shall contain a detailed breakdown of the balance due 
under the Subcontract and also a statement of the status of completion of the Subcontract work. 
Any demand made after substantial completion of the Subcontract work shall be valid even if 
delivered or mailed prior to the seventieth day after the Subcontractor has substantially 
completed the Subcontract work. Within ten days after the Subcontractor has delivered or so 
mailed the demand to the Owner and delivered or so mailed a copy to the Contractor, the 
Contractor may reply to the demand. The reply shall be by a sworn statement delivered to or 
sent by certified mail to the Owner and a copy shall be delivered to or sent by certified mail to 
the Subcontractor at the same time. The reply shall contain a detailed breakdown of the balance 
due under the Subcontract including any amount due for extra labor and materials furnished to 
the Contractor and of the amount due for each claim made by the Contractor against the 
Subcontractor. 

9.6.2.5 Within fifteen days after receipt of the demand by the Owner, but in no event 
prior to the seventieth day after substantial completion of the Subcontract work, the Owner shall 
make direct payment to the Subcontractor of the balance due under the Subcontract including 
any amount due for extra labor and materials furnished to the Contractor, less any amount 

(i) retained by the Owner as the estimated cost of completing the incomplete or unsatisfactory 
items of Work, (ii) specified in any court proceedings barring such payment, or (iii) disputed by 
the Contractor in the sworn reply; provided, that the Owner shall not deduct from a direct 
payment any amount as provided in part (iii) if the reply is not sworn to, or for which the sworn 
reply does not contain the detailed breakdown required by Subparagraph 9.6.2.4. The Owner 
shall make further direct payments to the Subcontractor forthwith after the removal of the basis 
for deductions from direct payments made as provided in parts (i) and (ii) of this Subparagraph. 

9.6.2.6 The Owner shall forthwith deposit the amount deducted from a direct payment as 
provided in part (iii) of Subparagraph 9.6.2.5 in an interest-bearing joint account in the names of 
the Contractor and the Subcontractor in a bank in Massachusetts selected by the Owner or agreed 
upon by the Contractor and the Subcontractor and shall notify the Contractor and the 
Subcontractor of the date of the deposit and the bank receiving the deposit. The bank shall pay 
the amount in the account, including accrued interest, as provided in an agreement between the 
Contractor and the Subcontractor or as determined by decree of a court of competent jurisdiction. 

9.6.2.7 All direct payments and all deductions from demands for direct payments 
deposited in an interest-bearing account or accounts in a bank pursuant to Subparagraph 9.6.2.6 
shall be made out of amounts payable to the Contractor at the time of receipt of demand for 
direct payment from a Subcontractor and out of amounts which later become payable to the 
Contractor and in the order of receipt of such demands from Subcontractors. All direct payments 
shall discharge the obligation of the Owner to the Contractor to the extent of such payment. 

9.6.2.8 The Owner shall deduct from payments to the Contractor amounts which, together 
with the deposits in interest-bearing accounts pursuant to Subparagraph 9.6.2.6, are sufficient to 
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satisfy all unpaid balances of demands for direct payment received from Subcontractors. All 
such amounts shall be earmarked for such direct payments, and the Subcontractors shall have a 
right in such deductions prior to any claims against such amounts by creditors of the Contractor. 

9.6.2.9 If the Subcontractor does not receive payments as provided in Subparagraph 

9.6.2.1 or if the Contractor does not submit a periodic estimate for the value of the labor or 
materials performed or furnished by the Subcontractor and the Subcontractor does not receive 
payment for same when due less the deductions provided for in Subparagraph 9.6.2.1, the 
Subcontractor may demand direct payment by following the procedure in Subparagraph 9.6.2.4 
and the Contractor may file a sworn reply as provided in that same Subparagraph. A demand 
made after the first day of the month following that for which the Subcontractor performed or 
furnished the labor and materials for which the Subcontractor seeks payment shall be valid even 
if delivered or mailed prior to the time payment was due on a periodic estimate from the 
Contractor. Thereafter the Owner shall proceed as provided in Subparagraphs 9.6.2.5, 9.6.2.6, 

9 . 62.1 and9.6.2.8. 

9.6.3 Neither the Owner nor Architect shall have an obligation to pay or to see to the 
payment of money to a Subcontractor, Sub-subcontractor or material supplier, except as provided 
in Subparagraph 9.6.2, or otherwise as provided by law. 

9.6.4 A Certificate for Payment, a progress payment, or partial or entire use or 
occupancy of the Project by the Owner shall not constitute acceptance of Work not in accordance 
with the Contract Documents. 

9.6.5 “Subcontractor” as used in Sub-subparagraphs 9.6.2.1 through 9.6.2.9 shall mean 
a person who files a sub-bid and receives a subcontract as a result of that filed sub-bid or who is 
approved by the awarding authority in writing as a person performing labor or both performing 
labor and furnishing materials pursuant to a contract with the Contractor. “Subcontractor” as 
used in other provisions of the Contract Documents shall, except as otherwise expressly 
provided, have the meaning set forth in Subparagraph 5.1.1. 

9.7 FAILURE OF PAYMENT 

9.7.1 If the Architect does not issue a Certificate for Payment, through no fault of the 
Contractor, within seven days after receipt of the Contractor’s application for payment, or if the 
Owner does not pay the Contractor within seven days after the date established in the Contract 
Documents the amount certified by the Architect, then the Contractor may, upon seven 
additional days’ written notice to the Owner and Architect, stop the Work until payment of the 
amount owing has been received. The Contract Time shall be extended as provided in Article 7. 

9.8 SUBSTANTIAE COMPEETION 

9.8.1 Substantial Completion is the stage in the progress of the Work when the Work is 
sufficiently complete in accordance with the Contract Documents so the Owner can occupy or 
utilize the Work for its intended use and only minor items which can be corrected or completed 
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without any material interference with the Owner’s use of the Work remain to be corrected or 
completed. 

9.8.2 When the Contractor considers that the Work, or a portion thereof designated in 
the Contract Documents for separate completion, is substantially complete and the premises 
comply with Subparagraph 3.15.1, the Contractor shall submit to the Architect (1) a list of items 
to be completed or corrected, (2) all special warranties required by the Contract Documents, 
endorsed by the Contractor and in a form reasonably acceptable to the Architect and (3) the 
permits and certificates referred to in Subparagraph 13.5.4. The failure to include any items on 
the list mentioned in the preceding sentence does not alter the responsibility of the Contractor to 
complete all Work in accordance with the Contract Documents. When the Architect on the basis 
of an inspection determines that the Work or designated portion thereof is substantially complete 
and the other conditions have been met, the Architect will then prepare a Certificate of 
Substantial Completion which shall establish the Date of Substantial Completion, shall state the 
responsibilities of the Owner and the Contractor for security, maintenance, heat, utilities, damage 
to the Work, and insurance, and shall fix the time within which the Contractor shall complete the 
items listed therein. Warranties required by the Contract Documents shall commence on the date 
of Substantial Completion. The Certificate of Substantial Completion shall be submitted to the 
Owner and Contractor for their written acceptance of the responsibilities assigned to them in 
such Certificate. 

9.8.3 Upon Substantial Completion of the Work or designated portion thereof and upon 
application by the Contractor and certification by the Architect, the Owner shall make payment, 
reflecting adjustment in retainage, if any, for such Work or portion thereof as provided in the 
Contract Documents. 

9.9 PARTIAL OCCUPANCY OR USE 

9.9.1 The Owner may occupy or use any completed or partially completed portion of 
the Work at any stage. Such partial occupancy or use may begin whether or not the portion is 
substantially complete, provided that the respective responsibilities of the Owner and Contractor 
with respect to payments, retainage, if any, security, maintenance, heat, utilities, damage to the 
Work, insurance, correction of the Work, and warranties shall be established by agreement of the 
Owner and Contractor or, absent such agreement, shall be determined by the Architect subject to 
the right of either party to contest such determination as provided in Paragraph 4.5. 

9.9.2 Immediately prior to such partial occupancy or use, the Owner, Contractor and 
Architect shall jointly inspect the area to be occupied or portion of the Work to be used in order 
to determine and record the condition of the Work. 

9.9.3 Unless otherwise agreed upon, partial occupancy or use of a portion or portions of 
the Work shall not constitute acceptance of Work not complying with the requirements of the 
Contract Documents. 
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9.10 


FINAL COMPLETION AND FINAL PAYMENT 


9.10.1 Upon receipt of written notice that the Work is ready for final inspection and 
acceptance and upon receipt of a final application for payment, the Architect will promptly make 
such inspection and, when the Architect finds the Work acceptable under the Contract 
Documents and the Contract fully performed, the Architect will promptly issue a final Certificate 
for Payment stating that to the best of the Architect’s knowledge, information and belief, and on 
the basis of the Architect’s observations and inspections, the Work has been completed in 
accordance with terms and conditions of the Contract Documents. The Architect’s final 
Certificate for Payment will constitute a further representation that conditions listed in 
Subparagraph 9.10.2 as precedent to the Contractor’s being entitled to final payment have been 
fulfilled. 

9.10.2 Neither final payment nor any remaining retained percentage shall become due 
until the Contractor submits to the Architect (1) an affidavit that payrolls, bills for materials and 
equipment, and other indebtedness connected with the Work for which the Owner or the 
Owner’s property might be responsible or encumbered (less amounts withheld by Owner) have 
been paid or otherwise satisfied, (2) a certificate evidencing that insurance required by the 
Contract Documents to remain in force after final payment is currently in effect and will not be 
canceled or allowed to expire until at least 30 days’ prior written notice has been given to the 
Owner, (3) a written statement that the Contractor knows of no substantial reason that the 
insurance will not be renewable to cover the period required by the Contract Documents, 

(4) consent of surety, if any, to final payment and (5), if required by the Owner, other data 
establishing payment or satisfaction of obligations, such as receipts, releases and waivers of 
liens, claims, security interests or encumbrances arising out of the Contract, to the extent and in 
such form as may be designated by the Owner. If a Subcontractor refuses to furnish a release or 
waiver required by the Owner, the Contractor may furnish a bond satisfactory to the Owner to 
indemnify the Owner against such lien. If such lien remains unsatisfied after payments are 
made, the Contractor shall refund to the Owner all money that the Owner may be compelled to 
pay in discharging such lien, including all costs and reasonable attorneys’ fees. 

9.10.3 If, after Substantial Completion of the Work, final completion thereof is 
materially delayed through no fault of the Contractor or by issuance of Change Orders affecting 
final completion, and the Architect so confirms, the Owner shall, upon application by the 
Contractor and certification by the Architect, and without terminating the Contract, make 
payment of the balance due for that portion of the Work fully completed and accepted. If the 
remaining balance for Work not fully completed or corrected is less than retainage stipulated in 
the Contract Documents, and if bonds have been furnished, the written consent of surety to 
payment of the balance due for that portion of the Work fully completed and accepted shall be 
submitted by the Contractor to the Architect prior to certification of such payment. Such 
payment shall be made under terms and conditions governing final payment, except that it shall 
not constitute a waiver of claims. The making of final payment shall constitute a waiver of 
claims by the Owner to the extent provided in Subparagraph 4.3.5. 

9.10.4 Acceptance of final payment by the Contractor, a Subcontractor or material 
supplier shall constitute a waiver of claims by that payee except those previously made in writing 
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and identified by that payee as unsettled at the time of final application for payment. Such 
waivers shall be in addition to the waiver described in Subparagraph 4.3.5. 

ARTICLE 10 

PROTECTION OE PERSONS AND PROPERTY 

10.1 SAEETY PRECAUTIONS AND PROGRAMS 

10.1.1 The Contractor shall be responsible for initiating, maintaining and supervising all 
safety precautions and programs in connection with the performance of the Contract. 

10.2 SAEETY OE PERSONS AND PROPERTY 

10.2.1 The Contractor shall take reasonable precautions for safety of, and shall provide 
reasonable protection to prevent damage, injury or loss to: 

. 1 employees performing the Work and other persons who may be affected 
thereby; 

.2 the Work and materials and equipment to be incorporated therein, whether 
in storage on or off the site, under care, custody or control of the 
Contractor or the Contractor’s Subcontractors or Sub-subcontractors; 

.3 other property at the site or adjacent thereto, such as trees, shrubs, lawns, 
walks, pavements, roadways, structures and utilities not designated for 
removal, relocation or replacement in the course of construction; and 

.4 any other property of the Owner, whether or not forming part of the Work, 
located at the site or adjacent thereto in areas to which the Contractor has 
access. 

10.2.2 The Contractor shall give notices and comply with applicable laws, ordinances, 
rules, regulations and lawful orders of public authorities bearing on safety of persons or property 
or their protection from damage, injury or loss. 

10.2.3 The Contractor shall erect and maintain, as required by existing conditions and 
performance of the Contract, reasonable safeguards for safety and protection, including posting 
danger signs and other warnings against hazards, promulgating safety regulations and notifying 
owners and users of adjacent sites and utilities. 

10.2.4 When use or storage of explosives or other hazardous materials or equipment or 
unusual methods are necessary for execution of the Work, the Contractor shall exercise utmost 
care and carry on such activities under supervision of properly qualified personnel. 
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10.2.5 The Contractor shall promptly remedy damage and loss to property referred to in 
Clauses 10.2.1.2, 10.2.1.3 and 10.2.1.4. If the damage or loss is due in whole or in part to the 
Contractor’s failure to take the precautions required by this Paragraph 10.2, the Contractor shall, 
subject to any reimbursement to which the Contractor is entitled under the property insurance 
required by the Contract Documents, bear the cost. 

10.2.6 The Contractor shall designate a responsible member of the Contractor’s 
organization at the site whose duty shall be the prevention of accidents. This person shall be the 
Contractor’s superintendent unless otherwise designated by the Contractor in writing to the 
Owner and Architect. 

10.2.7 The Contractor shall not load or permit any part of the construction or site to be 
loaded so as to endanger its safety. 

10.2.8 The Contractor shall provide and maintain in good operating condition suitable 
and adequate fire protection equipment and services, and shall comply with all reasonable 
recommendations regarding fire protection made by the representatives of the fire insurance 
company carrying insurance on the Work or by the local fire chief or fire marshal. The area 
within the site limits shall be kept orderly and clean, and all combustible rubbish shall be 
promptly removed from the site. 

10.2.9 The Contractor shall at all time protect excavations, trenches, buildings and 
materials, from rain water, ground water, backup or leakage of sewers, drains and other piping, 
and from water of any other origin and shall remove promptly any accumulation of water. The 
Contractor shall provide and operate all pumps, piping and other equipment necessary to this 
end. 

10.2.10 The Contractor shall remove snow and ice which might result in damage or delay. 

10.2.11 During the progress of the Work and at all times prior to the date of Substantial 
Completion or occupancy of the Work by the Owner, whichever is earlier, the Contractor shall 
provide temporary heat, ventilation, and enclosure, as required by Mass. Gen. Laws Chapter 149, 
Section 44F(1). The permanent heating and ventilation systems may be used for these purposes 
when available unless otherwise provided in the Contract Documents. 

10.3 EMERGENCIES 

10.3.1 In an emergency affecting safety of persons or property, the Contractor shall act, 
at the Contractor’s discretion, to prevent threatened damage, injury or loss. Additional 
compensation or extension of time claimed by the Contractor on account of an emergency shall 
be determined as provided in Paragraph 4.3 and Article 7. 

10.4 VANDAEISM 

10.4.1 The Contractor shall be responsible for protecting the work, the work site, 
materials, and equipment stored at the site (or incorporated in the work), other property at the 
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site, or other property of the Owner, against vandalism by known or unknown persons. In 
discharging this obligation the Contractor shall utilize security personnel, measures, procedures, 
and equipment or materials necessary to prevent vandalism. 

10.4.2 In the event of any damage caused by vandalism to the property/materials/ 
equipment/items referenced in the preceding Article 10.4.1, and regardless of whether the 
Contractor has exercised due care in avoiding same, the Contractor shall be financially 
responsible therefor to whatever extent said damage is not indemnified by insurance coverage 
available to either the Contractor or Owner. The Contractor’s obligation hereunder shall include 
payment of damages to whatever extent insurance coverage is unavailable due to self-insurance, 
a deductible, or a self-insured retention. 

10.4.3 Any monies owed by the Contractor to the Owner on account of damages 
referenced in the preceding Article 10.4.2 may be offset by the Owner against any periodic 
payments made under the Contract. 


ARTICLE 11 

INSURANCE AND BONDS 

11.1 CONTRACTOR’S EIABIEITY INSURANCE 

11.1.1 The Contractor shall purchase from and maintain in a company or companies 
lawfully authorized to do business in the jurisdiction in which the Project is located and to which 
the Owner has no reasonable objection such insurance as will protect the Contractor from claims 
set forth below which may arise out of or result from the Contractor’s operations under the 
Contract and for which the Contractor may be legally liable, whether such operations be by the 
Contractor or by a Subcontractor or by anyone directly or indirectly employed by any of them, or 
by anyone for whose acts any of them may be liable: 

.1 claims under workers’ or workmen’s compensation, disability benefit and 
other similar employee benefit acts which are applicable to the Work to be 
performed; 

.2 claims for damages because of bodily injury, occupational sickness or 
disease, or death of the Contractor’s employees; 

.3 claims for damages because of bodily injury, sickness or disease, or death 
of any person other than the Contractor’s employees; 

.4 claims for damages insured by usual personal injury liability coverage 
which are sustained (1) by a person as a result of an offense directly or 
indirectly related to employment of such person by the Contractor, or (2) 
by another person; 
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.5 claims for damages, other than to the Work itself, because of injury to or 
destruction of tangible property, including loss of use resulting therefrom; 

.6 claims for damages because of bodily injury, death of a person or property 
damage arising out of ownership, maintenance or use of a motor vehicle; 
and 

.7 claims involving contractual liability insurance applicable to the 
Contractor’s obligations under Paragraph 3.18. 

11.1.2 The insurance required by Subparagraph 11.1.1 shall include all major divisions 
of coverage, and shall be on a comprehensive general basis including Premises and Operations 
(including X-C-U), Owner’s and Contractor’s Protective, Products and Completed Operations, 
and Owned, Nonowned, and Hired Motor Vehicles. Such insurance shall be written for not less 
than any limits of liability required by law or those set forth in the Contract Documents, 
whichever is greater. 

All insurance shall be written on an occurrence basis, unless the Owner approves in writing 
coverage on a claims-made basis. Coverages, whether written on an occurrence or claims-made 
basis, shall be maintained without interruption from date of commencement of the Work until 
date of final payment and termination of any coverage required to be maintained after final 
payment. The Owner shall be added as an Additional Insured on all policies, which shall 
constitute primary insurance for the Owner in relation to any similar or concurrent insurance 
independently maintained by the Owner. 

11.1.3 Certificates of insurance acceptable to the Owner shall be filed with the Owner 
prior to commencement of the Work. These Certificates and the insurance policies required by 
this Paragraph 11.1 shall contain a provision that coverages afforded under the policies will not 
be canceled or allowed to expire until at least 30 days’ prior written notice has been given to the 
Owner. These certificates shall set forth evidence of all coverage required by 11.1.1 and 11.1.2. 
The form of certificate shall be AIA Document G705. The Contractor shall furnish to the Owner 
copies of any endorsements that are subsequently issued amending limits of coverage. If any of 
the foregoing insurance coverages are required to remain in force after final payment and are 
reasonably available, an additional certificate evidencing continuation of such coverage shall be 
submitted with the final application for payment as required by Subparagraph 9.10.2. 

11.1.4 In addition to Statutory Workers’ Compensation Coverage, the Contractor shall 
provide Employers Liability Coverage at the following limits of liability: 

Each accident - $500,000; 

Disease - policy limit $500,000; 

Disease - each employee $500,000. 
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11.1.5 The liability insurance coverage purchased by the Contractor in order to comply 

with Section 11.1.1 (.1-.7) above shall contain the following limits of liability: 

$3,000,000 - general aggregate; 

$3,000,000 - products/completed operations aggregate; 

$1,000,000 - personal injury and advertising; 

$1,000,000- each occurrence; 

$1,000,000 - auto liability including hired and non-owned; 

$2,000,000 - umbrella. 

11.2 OWNER’S LIABILITY INSURANCE 

11.2.1 The Owner shall be responsible for purchasing and maintaining the Owner’s usual 
liability insurance. Optionally, the Owner may purchase and maintain other insurance for self¬ 
protection against claims which may arise from operations under the Contract. The Contractor 
shall not be responsible for purchasing and maintaining this optional Owner’s liability insurance 
unless specifically required by the Contract Documents. 

11.3 PROPERTY INSURANCE BUILDERS RISK POLICY 

11.3.1 Unless otherwise provided, the Owner shall purchase and maintain, in a company 
or companies lawfully authorized to do business in the jurisdiction in which the Project is 
located, property insurance in the amount of the initial Contract Sum as well as subsequent 
modifications thereto for the entire Work at the site on a replacement cost basis. Such property 
insurance shall be maintained, unless otherwise provided in the Contract Documents or 
otherwise agreed in writing by all persons and entities who are beneficiaries of such insurance, 
until final payment has been made as provided in Paragraph 9.10 or until no person or entity 
other than the Owner has an insurable interest in the property required by this Paragraph 11.3 to 
be covered, whichever is earlier. This insurance shall include interests of the Owner, the 
Contractor, Subcontractors and Sub-subcontractors in the Work. 

11.3.1.1 Property insurance shall be on an all-risk policy form and shall insure against the 
perils of fire and extended coverage and physical loss or damage including, without duplication 
of coverage, theft, vandalism, malicious mischief, collapse, false-work, temporary buildings and 
debris removal including demolition occasioned by enforcement of any applicable legal 
requirements, and shall cover reasonable compensation for Architect’s services and expenses 
required as a result of such insured loss. Coverage for other perils shall not be required unless 
otherwise provided in the Contract Documents. The form of policy for this coverage shall 
provide for coverage in the event of a loss up to the contemplated value of the property following 
completion of all Work required under the Contract. 
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11.3.1.2 If the Owner does not intend to purchase such property insurance required by the 
Contract and with all of the coverages in the amount described above, the Owner shall so inform 
the Contractor in writing prior to commencement of the Work. The Contractor may then effect 
insurance which will protect the interests of the Contractor, Subcontractors and Sub¬ 
subcontractors in the Work, and by appropriate Change Order the cost thereof shall be charged to 
the Owner. If the Contractor is damaged by the failure or neglect of the Owner to purchase or 
maintain insurance as described above, without so notifying the Contractor, then the Owner shall 
bear all reasonable costs properly attributable thereto. 

11.3.1.3 The property insurance maintained hereunder by the Owner has a deductible of 
$100,000 applicable to each/any claim thereunder. In the event of any property damage arising 
from any occurrence prior to the Architect’s issuance of a final Certificate for Payment under 
Section 9.10.1, including but not limited to property damage arising from vandalism or casualty 
of any kind, the Contractor shall be responsible for the cost of said property damage: (a) to the 
extent not indemnified by the Owner’s insurance policy because of said deductible; or (b) to the 
extent not indemnified by the Owner’s insurance policy for any other reason. 

11.3.1.4 Property insurance for portions of the Work stored off site and in transit shall be 
procured and the cost borne by the Contractor, unless otherwise provided in the Contract 
Documents. 

11.3.2 Boiler and Machinery Insurance. The Owner shall purchase and maintain boiler 
and machinery insurance required by the Contract Documents or by law, which shall specifically 
cover such insured objects during installation and until final acceptance by the Owner; this 
insurance shall include interests of the Owner, Contractor, Subcontractors and Sub¬ 
subcontractors in the Work, and the Owner and Contractor shall be named insureds. 

11.3.3 Loss of Use Insurance. The Owner, at the Owner’s option, may purchase and 
maintain such insurance as will insure the Owner against loss of use of the Owner’s property due 
to fire or other hazards, however caused. The Owner waives all rights of action against the 
Contractor for loss of use of the Owner’s property, including consequential losses due to fire or 
other hazards however caused, to the extent covered and paid by insurance under this 
Subparagraph 11.3.3. 

11.3.4 If the Contractor requests in writing that insurance for risks other than those 
described herein or for other special hazards be included in the property insurance policy, the 
Owner shall, if possible, include such insurance, and the cost thereof shall be borne by the 
Contractor. 

11.3.5 If during the Project construction period the Owner insures properties, real or 
personal or both, adjoining or adjacent to the site by property insurance under policies separate 
from those insuring the Project, or if after final payment property insurance is to be provided on 
the completed Project through a policy or policies other than those insuring the Project during 
the construction period, the Owner shall waive all rights in accordance with the terms of 
Subparagraph 11.3.7 for damages caused by fire or other perils covered by this separate property 
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insurance. All separate policies shall provide this waiver of subrogation by endorsement or 
otherwise. 

11.3.6 Before an exposure to loss may occur, the Owner shall file with the Contractor a 
copy of each policy that includes insurance coverages required by this Paragraph 11.3. Each 
policy shall contain all generally applicable conditions, definitions, exclusions and endorsements 
related to this Project. Each policy shall contain a provision that the policy will not be canceled 
or allowed to expire until at least 30 days’ prior written notice has been given to the Contractor. 

11.3.7 Waivers of Subrogation. INTENTIONAEEY OMITTED. 

11.3.8 A loss insured under Owner’s property insurance shall be adjusted by the Owner 
and made payable to the Owner on its behalf and on behalf of the insureds, as their interests may 
appear, subject to requirements of any applicable mortgagee clause and of Subparagraph 11.3.10. 
The Contractor shall pay Subcontractors their just shares of insurance proceeds received by the 
Contractor, and by appropriate agreements, written where legally required for validity, shall 
require Subcontractors to make payments to their Subcontractors in similar manner. 

11.3.9 If required in writing by a party in interest, the Owner shall, upon occurrence of 
an insured loss, give bond for proper performance of the Owner’s duties all subject to the 
requirements, if any, of the Owner’s construction and/or permanent lender. The cost of required 
bonds shall be charged against proceeds received by Owner. The Owner shall deposit in a 
separate account proceeds so received, which the Owner shall distribute in accordance with such 
agreement as the parties in interest may reach, or in accordance with an arbitration award in 
which case the procedure shall be as provided in Paragraph 4.5. 

11.3.10 The Owner shall have power to adjust and settle a loss with insurers unless one of 
the parties in interest shall object in writing within five days after occurrence of loss to the 
Owner’s exercise of this power; if such objection be made, arbitrators shall be chosen as 
provided in Paragraph 4.5. The Owner shall, in that case, make settlement with insurers in 
accordance with directions of such arbitrators. If distribution of insurance proceeds by 
arbitration is required, the arbitrators will direct such distribution. 

11.4 PEREORMANCE BOND AND PAYMENT BOND 

11.4.1 The Contractor shall furnish bonds covering faithful performance of the Contract 
and payment of obligations arising thereunder as stipulated in bidding requirements or 
specifically required in the Contract Documents on the date of execution of the Contract. Said 
bonds shall satisfy the applicable statutory requirements of the place in which the Work is to be 
performed. 

11.4.2 Upon the request of any person or entity appearing to be a potential beneficiary of 
bonds covering payment of obligations arising under the Contract, the Contractor shall promptly 
furnish a copy of the bonds or shall permit a copy to be made. 
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ARTICLE 12 


UNCOVERING AND CORRECTION OE WORK 

12.1 UNCOVERING OE WORK 

12.1.1 If a portion of the Work is covered, contrary to the Architect’s request or to 
requirements specifically expressed in the Contract Documents, it must, if required in writing by 
the Architect, be uncovered for the Architect’s observation and be replaced at the Contractor’s 
expense without change in the Contract Time. 

12.1.2 If a portion of the Work has been covered in accordance with the requirements 
specifically expressed in the contract documents, and which the Architect has not specifically 
requested to observe prior to its being covered, the Architect may request to see such Work and it 
shall be uncovered by the Contractor. If such Work is in accordance with the Contract 
Documents, costs of uncovering and replacement shall, by appropriate Change Order, be charged 
to the Owner. If such Work is not in accordance with the Contract Documents, the Contractor 
shall pay such costs unless the condition was caused by the Owner or a separate contractor in 
which event the Owner shall be responsible for payment of such costs. 

12.2 CORRECTION OE WORK 

12.2.1 The Contractor shall promptly correct Work rejected by the Architect or failing to 
conform to the requirements of the Contract Documents, whether observed before or after 
Substantial Completion and whether or not fabricated, installed or completed. The Contractor 
shall bear costs of correcting such rejected work, including additional testing and inspections and 
compensation for the Architect’s services and expenses made necessary thereby and any cost, 
loss, or damages to the Owner resulting from such failure or defect. 

12.2.2 If, within one year after the date of Substantial Completion of the Work or 
designated portion thereof, or after the date for commencement of warranties established under 
Subparagraph 9.9.1, or by terms of an applicable special warranty required by the Contract 
Documents, any of the Work is found to be not in accordance with the requirements of the 
Contract Documents, the Contractor shall correct it promptly after receipt of written notice from 
the Owner to do so unless the Owner has previously given the Contractor a written acceptance of 
such condition. This period of one year shall be extended with respect to portions of Work first 
performed after Substantial Completion by the period of time between Substantial Completion 
and the actual performance of the Work. This obligation under this Subparagraph 12.2.2 shall 
survive acceptance of the Work under the Contract and termination of the Contract. The Owner 
shall give such notice promptly after discovery of the condition. 

12.2.3 The Contractor shall remove from the site portions of the Work which are not in 
accordance with the requirements of the Contract Documents and are neither corrected by the 
Contractor nor accepted by the Owner. 
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12.2.4 If the Contractor fails to correct nonconforming Work within a reasonable time, 
the Owner may correct it in accordance with Paragraph 2.4. If the Contractor does not proceed 
with correction of such nonconforming Work within a reasonable time fixed by written notice 
from the Architect, the Owner may remove it and store the salvable materials or equipment at the 
Contractor’s expense. If the Contractor does not pay costs of such removal and storage within 
ten days after written notice, the Owner may upon ten additional days’ written notice sell such 
materials and equipment at auction or at private sale and shall account for the proceeds thereof, 
after deducting costs and damages that should have been borne by the Contractor, including 
compensation for the Architect’s services and expenses made necessary thereby. If such 
proceeds of sale do not cover costs which the Contractor should have borne, the Contract Sum 
shall be reduced by the deficiency. If payments then or thereafter due the Contractor are not 
sufficient to cover such amount, the Contractor shall pay the difference to the Owner. 

12.2.5 The Contractor shall bear the cost of correcting destroyed or damaged 
construction, whether completed or partially completed, of the Owner or separate contractors 
caused by the Contractor’s correction or removal of Work which is not in accordance with the 
requirements of the Contract Documents. 

12.2.6 Nothing contained in this Paragraph 12.2 shall be construed to establish a period 
of limitation with respect to other obligations which the Contractor might have under the 
Contract Documents. Establishment of the time period of one year as described in Subparagraph 
12.2.2 relates only to the specific obligation of the Contractor to correct the Work, and has no 
relationship to the time within which the obligation to comply with the Contract Documents may 
be sought to be enforced, nor to the time within which proceedings may be commenced to 
establish the Contractor’s liability with respect to the Contractor’s obligations other than 
specifically to correct the Work. 

12.3 ACCEPTANCE OE NONCONEORMING WORK 

12.3.1 If the Owner prefers to accept Work which is not in accordance with the 
requirements of the Contract Documents, the Owner may do so instead of requiring its removal 
and correction, in which case the Contract Sum will be reduced as appropriate and equitable. 
Such adjustment shall be effected whether or not final payment has been made. 

ARTICEE 13 

MISCEEEANEOUS PROVISIONS 

13.1 GOVERNING EAW 

13.1.1 The Contract shall be governed by the law of the place where the Project is 
located. 
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13.2 


SUCCESSORS AND ASSIGNS 


13.2.1 The Owner and Contractor respectively bind themselves, their partners, 
successors, assigns and legal representatives to the other party hereto and to partners, successors, 
assigns and legal representatives of such other party in respect to covenants, agreements and 
obligations contained in the Contract Documents. Except as hereinafter provided, neither party 
to the Contract shall assign the Contract or sublet it as a whole without the written consent of the 
other, nor shall the Contractor assign any moneys due or to become due to him hereunder, 
without the previous written consent of the Owner. The Owner may assign the Contract to any 
institutional lender providing construction or permanent financing for the Project or to any 
person acquiring the Owner’s interest in the Project, and the Contractor agrees to execute all 
consents, certificates, and other documents required by such lender or other person in connection 
with such assignment. 

13.2.2 If the Owner conveys its interest in the Project to a third party, any rights which 
the Owner may have against the Contractor arising from this Agreement shall automatically 
transfer to such third party. 

13.3 WRITTEN NOTICE 

13.3.1 Written notice shall be deemed to have been duly served if delivered in person to 
the individual or a member of the firm or entity or to an officer of the corporation for which it 
was intended, or if delivered at or sent by registered or certified mail to the last business address 
known to the party giving notice. 

13.4 RIGHTS AND REMEDIES 

13.4.1 Duties and obligations imposed by the Contract Documents and rights and 
remedies available thereunder shall be in addition to and not a limitation of duties, obligations, 
rights and remedies otherwise imposed or available by law. 

13.4.2 No action or failure to act by the Owner, Architect or Contractor shall constitute a 
waiver of a right or duty afforded them under the Contract, nor shall such action or failure to act 
constitute approval of or acquiescence in a breach thereunder, except as may be specifically 
agreed in writing. 

13.5 TESTS AND INSPECTIONS 

13.5.1 Tests, inspections and approvals of portions of the Work required by the Contract 

Documents or by laws, ordinances, rules, regulations or orders of public authorities having 
jurisdiction shall be made at an appropriate time. Unless otherwise provided, the Contractor 
shall make arrangements for such tests, inspections and approvals with an independent testing 
laboratory or entity acceptable to the Owner, or with the appropriate public authority, and shall 
bear all related costs of tests, inspections and approvals. The Contractor shall give the Architect 
timely notice of when and where tests and inspections are to be made so the Architect may 
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observe such procedures. The Owner shall bear costs of tests, inspections or approvals which do 
not become requirements until after bids are received or negotiations concluded. 

13.5.2 If the Architect, Owner or public authorities having jurisdiction determine that 
portions of the Work require additional testing, inspection or approval not included under 
Subparagraph 13.5.1, the Architect will, upon written authorization from the Owner, instruct the 
Contractor to make arrangements for such additional testing, inspection or approval by an entity 
acceptable to the Owner, and the Contractor shall give timely notice to the Architect of when and 
where tests and inspections are to be made so the Architect may observe such procedures. The 
Owner shall bear such costs except as provided in Subparagraph 13.5.3. 

13.5.3 If such procedures for testing, inspection or approval under Subparagraphs 13.5.1 
and 13.5.2 reveal failure of the portions of the Work to comply with requirements established by 
the Contract Documents, the Contractor shall bear all costs made necessary by such failure 
including those of repeated procedures and compensation for the Architect’s services and 
expenses. 

13.5.4 The Contractor shall obtain and deliver promptly to the Architect any occupancy 
permit and any certificates of final inspection of any part of the Contractor’s work and operating 
permits for any mechanical apparatus, such as elevators, escalators, boilers, air compressors, etc., 
which may be required by law to permit full use and occupancy of the premises by the Owner. 
Receipt of such permits or certificates by the Architect shall be a condition precedent to 
Substantial Completion of the Work. 

13.5.5 Tests or inspections conducted pursuant to the Contract Documents shall be made 
promptly to avoid unreasonable delay in the Work. 

13.6 LIMITATION OF LIABILITY 

13.6.1 The Owner shall be liable only to the extent of its interest in the Project; and no 

officer, director, partner, agent or employee of the Owner (or any partner of a partner or any 
agent or employee of a partner) shall ever be personally or individually liable with respect to this 
Contract or the Work. Each Subcontract shall include the foregoing limitation, which shall be 
effective if the Owner ever succeeds to the Contractor’s rights and obligations under a 
Subcontract. 

13.7 The Contractor shall comply with any decisions of the Arlington Redevelopment 
Board applicable to the Project, and with any other Laws, By-Laws, Rules, and Regulations or 
Ordinances within the Town of Arlington. 
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ARTICLE 14 


TERMINATION OR SUSPENSION 
OE THE CONTRACT 

14.1 TERMINATION BY THE CONTRACTOR 

14.1.1 The Contractor may terminate the Contract if the Work is stopped for a period of 
30 days through no act or fault of the Contractor or a Subcontractor, Sub-subcontractor or their 
agents or employees or any other persons performing portions of the Work under contract with 
the Contractor, for any of the following reasons: 

. 1 issuance of an order of a court or other public authority having 

jurisdiction; or 

.2 an act of government, such as declaration of national emergency, making 
material unavailable. 

14.1.2 If one of the above reasons exists, the Contractor may, upon seven additional 
days’ written notice to the Owner and Architect, terminate the Contract and recover from the 
Owner payment for Work executed and for proven loss with respect to materials, equipment, 
tools, and construction equipment and machinery, including reasonable overhead, profit and 
damages. 

14.1.3 If the Work is stopped for a period of 60 days through no act or fault of the 
Contractor or a Subcontractor or their agents or employees or any other persons performing 
portions of the Work under contract with the Contractor because the Owner has persistently 
failed to fulfill the Owner’s obligations under the Contract Documents with respect to matters 
important to the progress of the Work, the Contractor may, upon seven additional days’ written 
notice to the Owner and the Architect, terminate the Contract and recover from the Owner as 
provided in Subparagraph 14.1.2. 

14.2 TERMINATION BY THE OWNER 

14.2.1 If the Contractor is adjudged a bankrupt, or if the Contractor makes a general 

assignment for the benefit of the Contractor’s creditors, or if a receiver is appointed on account 
of the Contractor’s insolvency, or if the Contractor persistently or repeatedly refuses or fails, 
except in cases for which extension of time is provided, to supply enough properly skilled 
workmen or proper materials, or if the Contractor fails to make prompt payment to 
Subcontractors for materials or labor, or persistently disregards laws, ordinances, rules, 
regulations or orders of any public authority having jurisdiction, or otherwise is guilty of a 
significant violation of any provision of the Contract, including the failure to perform the Work 
in Accordance With the Contract, then the Contractor shall be in default, and the Owner may, 
without prejudice to any other right or remedy, and upon seven days’ written notice to the 
Contractor, take possession of all materials, tools, appliances, equipment, construction 
equipment and machinery and vehicles, offices and other facilities on the Project site, and all 
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materials intended for the Work, wherever stored, and may terminate the employment of the 
Contractor, accept assignment of any or all Subcontracts pursuant to Paragraph 5.4, and finish 
the Work by whatever method the Owner may deem expedient. The Owner shall be entitled to 
collect from the Contractor all direct, indirect, liquidated, and consequential damages suffered by 
the Owner on account of the Contractor’s default, including without limitation additional 
services and expenses of the Architect made necessary thereby. The Owner shall be entitled to 
hold all amounts due the Contractor at the date of termination until all of the Owner’s damages 
have been established, and to apply such amounts to such damages. 

14.2.2 When the Owner terminates the Contract for one of the reasons stated in 
Subparagraph 14.2.1, the Contractor shall not be entitled to receive further payment until the 
Work is finished. Any payment to the Contractor in quantum meruit shall be capped at the 
amount due under this Contract, including any adjustments, regardless of whether said 
termination by the Owner is deemed rightful or wrongful. 

14.2.3 If the unpaid balance of the Contract Sum exceeds costs of finishing the Work, 
including compensation for the Architect’s services and expenses made necessary thereby, such 
excess shall be paid to the Contractor. If such costs exceed the unpaid balance, the Contractor 
shall pay the difference to the Owner. The amount to be paid to the Contractor or Owner, as the 
case may be, shall be certified by the Architect, upon application, and this obligation for payment 
shall survive termination of the Contract. 


426800.1 
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SUPPLEMENTAL STATUTORY CONDITIONS 


ARTICLE I 
LI 

I.I.I 


1 . 1.2 


- WAGES AND EMPLOYMENT PRACTICES 

Preference To Veterans and Citizens In Public Work; Rate of Wages. (Statutory 
reference; Mass. Gen. Eaws Chapter 149, Section 26) This Paragraph applies to 
every contract or subcontract for the construction of public works by the 
Commonwealth or by a county, town or district, or by persons contracting or 
subcontracting for such works. 

In the employment of mechanics and apprentices, teamsters, chauffeurs and 
laborers, preference shall first be given to citizens of the Commonwealth who 
have been residents of the Commonwealth for at least six months at the 
commencement of their employment, who are veterans as defined in Mass. Gen. 
Eaws Chapter 4, Section 7, clause 43, and who are qualified to perform the work 
to which the employment relates; and secondly, to citizens of the Commonwealth 
generally who have been residents of the Commonwealth for at least six months 
at the commencement of their employment, and if they cannot be obtained in 
sufficient numbers, then to citizens of the United States, and every contract for 
such work shall contain a provision to this effect. Each county, town or district in 
the construction of public works, or persons contracting or subcontracting for 
such works, shall give preference to veterans and citizens who are residents of 
such county, town or district. 

The rate per hour of the wages paid to said mechanics and apprentices, teamsters, 
chauffeurs and laborers in the construction of public works shall not be less than 
the rate or rates of wages to be determined by the Commissioner of Eabor and 
Industries as hereinafter provided; provided, that the wages paid to laborers 
employed on said works shall not be less than those paid to laborers in the 
municipal service of the town or towns where said works are being constructed; 
provided, further, that where the same public work is to be constructed in two or 
more towns, the wages paid to laborers shall not be less than those paid to 
laborers in the municipal service of the town paying the highest rate; provided 
further, that if, in any of the towns where the works are to be constructed, a wage 
rate or wage rates have been established in certain trades and occupations by 
collective agreements or understandings in the private construction industry 
between organized labor and employers, the rate or rates to be paid on said works 
shall not be less than the rates so established; provided, further, that in towns 
where no such rate or rates have been so established, the wages paid to mechanics 
and apprentices, teamsters, chauffeurs and laborers on public works, shall not be 
less than the wages paid to the employees in the same trades and occupations by 
private employers engaged in the construction industry. This section shall also 
apply to regular employees of the Commonwealth or of a county, town or district, 
when such employees are employed in the construction, addition to or alteration 
of public buildings for which special appropriations of more than one thousand 
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dollars are provided. Payments by employers to health and welfare plans, pension 
plans and supplementary unemployment benefit plans under eolleetive bargaining 
agreements or understandings between organized labor and employers shall be 
ineluded for the purpose of establishing minimum wage rates as herein provided. 

List of Jobs; Classifieations; Determination of Rate of Wages; Sehedule. 

(Statutory referenee; Mass. Gen. Laws Chapter 149, Seetion 27) This Paragraph 
applies to every eontraet or subeontraet for the eonstruetion of publie works by 
the Commonwealth, or by a county, town or district. 

The Commissioner of Labor and Industries shall prepare, for the use of such 
public officials or public bodies whose duty it shall be to cause public works to be 
constructed, a list of the several jobs usually performed on various types of public 
works upon which mechanics and apprentices, teamsters, chauffeurs and laborers 
are employed. The Commissioner shall classify said jobs, and he may revise such 
classifications from time to time, as he may deem advisable. Prior to awarding a 
contract for the construction of public works, said public official or public body 
shall submit to the Commissioner a list of the jobs upon which mechanics and 
apprentices, teamsters, chauffeurs and laborers are to be employed, and shall 
request the Commissioner to determine the rate of wages to be paid on each job. 
Said rates shall apply to all persons engaged in transporting gravel or fill to the 
site of said public works or removing gravel or fill from such site, regardless of 
whether such persons are employed by a contractor or subcontractor or are 
independent contractors or owner-operators. The Commissioner, subject to the 
provisions of Paragraph 1.1 of these Supplementary Statutory Conditions, shall 
proceed forthwith to determine the same, and shall furnish said official or public 
body with a schedule of such rate or rates of wages as soon as said determination 
shall have been made. In advertising or calling for bids for said works, the 
awarding official or public body shall incorporate said schedule in the 
advertisement or call for bids by an appropriate reference thereto, and shall 
furnish a copy of said schedule without cost, to any person requesting the same. 
Said schedule shall be made a part of the contract for said works and shall 
continue to the minimum rate or rates of wages for said employees during the life 
of the contract. Any person engaged in the construction of said works shall cause 
a legible copy of said schedule to be kept posted in a conspicuous place at the site 
of said works during the life of the contract. The aforesaid rates of wages in the 
schedule of wage rates shall include payment by employers to health and welfare 
plans, pension plans, and supplementary unemployment benefit plans and such 
payments shall be considered as payments to persons under this section 
performing work as herein provided. Any employer engaged in the construction 
of such works who does not make payments to a health and welfare plan, a 
pension plan and a supplementary unemployment benefit plan, where such 
payments are included in said rates of wages, shall pay the amount of said 
payments directly to each employee engaged in said construction. Note: The 
awarding authority does not guarantee the accuracy of any schedule of wage rates 
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furnished to the Contractor hereunder, and the Contractor shall be responsible for 
ascertaining the prevailing wages in the area where the work will be performed. 

1.3 Employment Records To Be Kept By Contractor, Subcontractor; Statement of 

Compliance. (Statutory reference; Mass. Gen. Laws Chapter 149, Section 27B) 
This Paragraph applies to every contract or subcontract for the construction of 
public works by the Commonwealth, or by a county, town or district. 

Every Contractor, Subcontractor or public body engaged in said public works to 
which Paragraph 1.2 of these Supplementary Statutory Conditions applies shall 
keep a true and accurate record of all mechanics and apprentices, teamsters, 
chauffeurs and laborers employed thereon, showing the name, address and 
occupational classification of each such employee on said works, and the hours 
worked by, and the wages paid to, each such employee, and shall furnish to the 
Commissioner of Labor and Industries, upon his request, a copy of said record, 
signed by the employer or his authorized agent under the penalties of perjury. 
Such records shall be open to inspection by any authorized representative of the 
Department of Labor and Industries at any reasonable time, and as often as may 
be necessary. 

Each such Contractor, Subcontractor or public body shall preserve its payroll 
records for a period of three years from the date of completion of the contract. 

Each such Contractor, Subcontractor or public body shall furnish to the 
Commissioner of Labor and Industries within fifteen days after completion of its 
portion of the work a statement, executed by the Contractor, Subcontractor, or 
public body or by any authorized officer or employee of the Contractor, 
Subcontractor or public body who supervises the payment of wages in the 
following form: 

STATEMENT OE COMPLIANCE _, 2004 

I,_,_ 

(Name of signatory party) (Ti tie) d o hereby state: 

That I pay or supervise the payment of the persons employed by (Contractor, Subcontractor or 

public body)_on the_and that all mechanics (building or project) 

and apprentices, teamsters, chauffeurs and laborers employed on said project have been paid in 
accordance with wages determined under the provisions of sections twenty-six and twenty-seven 
of chapter one hundred and forty-nine of the General Laws. 


Signature 


Title 
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The above mentioned eopies of payroll reeords and statements of eomplianee 
shall be available for inspeetion by any interested party filing a written request to 
the Commissioner for sueh inspeetion. 

1.4 Wages Paid to Operators of Trueks and Other Equipment. (Statutory referenee: 
Mass. Gen. Laws Chapter 149, Seetion 27F) This Paragraph applies to every 
eontraet for the eonstruction of publie works by the Commonwealth, or by a 
eounty, city, town or district. 

Prescribed rates of wages, as determined by the Commissioner of Labor and 
Industries, shall be paid to the operators of all trucks, vehicles or equipment 
employed on the Project. Said rates of wages shall be requested of said 
Commissioner by the awarding authority and shall be furnished by the 
Commissioner in a schedule containing the classification of jobs, and the rate of 
wages to be paid for each job. Said rates of wages shall include payments to 
health and welfare plans, or, if no such plan is in effect between employer and 
employees, the amount of such payments shall be paid directly to said operators. 

1.5 Reserve Police Officers (Statutory reference: Mass. Gen. Laws. Chapter 149, 
Section 27B) This Paragraph 1.5 applies to every contract for the construction, 
alteration, maintenance, repair or demolition of, or addition to, any public works 
for the Commonwealth or any political subdivision thereof 

The Contractor shall pay to any reserve police officer employed by him in any 
city or town the prevailing rate of wage paid to regular police officers in such city 
or town. 

1.6 Eight-Hour Day, etc. This Paragraph 1.6 applies only to contracts which are 
subject to the provisions of Mass. Gen. Laws Chapter 149, Sections 30 and 34. 

No laborer, worker, mechanic, foreman or inspector working within this 
Commonwealth in the employ of the Contractor, Subcontractor or other person 
doing or contracting to do the whole or part of the work contemplated by the 
contract, shall be required or permitted to work more than eight hours in any one 
day or more than forty-eight hours in any one week, or more than six days in any 
one week, except in cases of emergency. 

1.7 Lodging, etc. (Statutory reference: Mass. Gen. Laws Chapter 149, Section 25) 
This Paragraph applies to every contract with the Commonwealth, a county, city 
or town, or with a department, board, commission, or officer acting therefor, for 
the doing of public work. 

Every employee under this contract shall lodge, board and trade where and with 
whom he elects, and neither the Contractor nor his agents or employees shall, 
either directly or indirectly, require as a condition of the employment of any 
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person that the employee shall lodge, board or trade at a partieular place or with a 
particular person. 


1.8 Access to Contractor’s Records (Executive Order No. 195) This paragraph 
applies to every contract for the purchase of services or material by any agency, 
bureau, board, commission, institution, or department of the Commonwealth. 

The Governor or his designee, the secretary of administration and finance, and the 
state auditor or his designee shall have the right at reasonable times and upon 
reasonable notice to examine the books, records, and other compilations of data of 
the Contractor which pertain to the performance and requirements of this contract. 

1.9 Worker’s Compensation Insurance (Statutory reference: Mass. Gen. Laws 
Chapter 149, Section 34A) This Paragraph 1.9 applies to every contract for the 
construction, alteration, maintenance, repair or demolition of, or addition to, any 
public building or other public works for the Commonwealth or any political 
subdivision thereof 

The Contractor shall, before commencing performance of the contract, provide by 
insurance for the payment of compensation and the furnishing of other benefits 
under Mass. Gen. Laws Chapter 152 to all persons to be employed under the 
contract, and the Contractor shall continue such insurance in full force and effect 
during the term of the contract. Sufficient proof of compliance with thi s 
Paragraph 1.9 must be furnished at the time of execution of thi s contract. Lailure 
to provide and continue in force such insurance as aforesaid shall be deemed a 
material breach of the contract and shall operate as an immediate termination 
thereof No cancellation of such insurance, whether by the insurer or by the 
insured, shall be valid unless written notice thereof is given by the party 
proposing cancellation to the other party and to the awarding authority at least 
fifteen days prior to the intended effective date thereof, which date shall be 
expressed in full notice. 

ARTICLE 2 - EQUAL EMPLOYMENT OPPORTUNITY AND ALLIRMATIVE ACTION 

(Statutory reference: Mass. Gen. Laws Chapter I5IB; Executive Orders No. 74, No. 116 and No. 
246). The provisions of this Article 2 are intended to comply with the Commonwealth’s 
Supplemental Equal Employment Opportunity Anti-Discrimination and Affirmative Action 
Program, referred to in Executive Order No. 116 and administered by the Massachusetts 
Commission Against Discrimination. If no specific percentage has been inserted in 
Subparagraph 2.2.3 below, the applicable minimum percentage provided for in such 
Supplemental Program shall be deemed to have been so inserted. 

2.1 Definitions . Eor purposes of this Contract, “minority” refers to Asian-Americans, 

Blacks, Spanish-Surnamed Americans, North American Indians, and Cape 
Verdeans. “Commission” refers to the Massachusetts Commission Against 
Discrimination. 
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Non-Discrimination and Affirmative Action Requirements . During the 
performance of this Contraet, the Contractor and all of his Subcontractors 
(hereinafter “Contraetor”), for himself, his assignees and sueeessors in interest, 
agree to comply with Subparagraphs 2.2.1 through 2.2.11. 

In connection with the performanee of Work under this Contract, the Contractor 
shall not discriminate against any employee or applieant for employment because 
of raee, eolor, religious creed, national origin, age or sex. The aforesaid provision 
shall include, but not be limited to, the following: employment upgrading, 
demotion, or transfer; recruitment advertising; recruitment layoff; termination; 
rates of pay or other forms of eompensation; eonditions or privileges of 
employment; and seleetion for apprentieeship. The Contractor shall post hereafter 
in conspieuous places, available for employees and applicants for employment, 
notices to be provided by the Commission setting forth the provisions of the Fair 
Employment Praetiees Law of the Commonwealth. 

In connection with the performanee of Work under this Contraet, the Contractor 
shall undertake in good faith affirmative action measures designed to eliminate 
any diseriminatory barriers in the terms and conditions of employment on the 
grounds of raee, eolor, religious ereed, national origin, age or sex, and to 
eliminate and remedy any effeets of such discrimination in the past. Such 
affirmative action shall entail positive and aggressive measures to ensure equal 
opportunity in the areas of hiring, upgrading, demotion or transfer, reeruitment, 
layoff or termination, rate of compensation, and in-service or apprentieeship 
training programs. This affirmative aetion shall inelude all action required to 
guarantee equal employment opportunity for all persons, regardless of raee, color, 
religious ereed, national origin, age or sex. A purpose of this provision is to 
ensure to the fullest extent possible an adequate supply of skilled tradesmen for 
this and future Commonwealth public construction projects. 

As part of his obligation of remedial action under the foregoing Subparagraph 
2.2.2, the Contraetor shall maintain on this projeet a not less than ten percent 
(10%) ratio of minority employee man hours to total man hours in each job 
category including but not limited to brieklayers, earpenters, cement masons, 
eleetricians, ironworkers, operating engineers, and those “elasses of work” 
enumerated in Mass. Gen. Laws Chapter 149, Section 44L. 

In the hiring of minority journeymen, apprentiees, trainees and advaneed trainees, 
the Contraetor shall rely on referrals from a multi-employer affirmative aetion 
program approved by the Commission, traditional referral methods utilized by the 
construction industry, and referrals from ageneies, not more than three in number 
at any one time, designated by the Liaison Committee (described in Subparagraph 
2.2.5 below) or the Commission. 
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2.2.5 At the discretion of the Commission there may be established for the life of this 
Contract a body to be known as the Liaison Committee. The Liaison Committee 
shall be composed of one representative each from the agency or agencies 
administering this project, hereinafter called the administering agency, the 
Commission and such other representatives as may be designated by the 
Commission in conjunction with the administering agency. 

2.2.6 The Contractor (or his agent, if any, designated by him as the on-site equal 
employment opportunity officer) shall recognize the Liaison Committee as an 
affirmative action body, and shall establish a continuing working relationship 
with the Liaison Committee, consulting with the Liaison Committee on all matters 
related to minority recruitment, referral, employment and training. 

2.2.7 The Contractor shall prepare projected manning tables on a quarterly basis. These 
shall be broken down into projections, by week, of workers required in each trade. 
Copies shall be furnished one week in advance of the commencement of the 
period covered, and also when updated, to the Commission and Liaison 
Committee. 

2.2.8 Records of employment referral orders, prepared by the Contractor, shall be made 
available to the Commission and to the Liaison Committee on request. 

2.2.9 The Contractor shall prepare weekly reports in a form approved by the 
Commission of hours worked in each trade by each employee, identified as a 
minority or non-minority. Copies of these shall be provided at the end of each 
week to the Commission and to the Liaison Committee. 

If the Contractor shall use any Subcontractor on any work performed under this 
Contract, he shall take affirmative action to negotiate with qualified minority 
Subcontractors. This affirmative action shall cover both pre-bid and post-bid 
periods. It shall include notification to the Office of Minority Business 
Assistance (within the Executive Office of Communities and Development) or its 
designee, while bids are in preparation, of all products, work or services for which 
the Contractor intends to negotiate bids. 

In the employment of journeymen, apprentices, trainees and advanced trainees, 
the Contractor shall give preference, first, to citizens of the Commonwealth who 
have served in the armed forces of the United States in time of war and have been 
honorably discharged therefrom or released from active duty therein, and who are 
qualified to the perform the work to which the employment relates, and, secondly, 
to citizens of the Commonwealth generally, and, if such cannot be obtained in 
sufficient numbers, then to citizens of the United States. 

A designee of the Commission and a designee of the Liaison Committee shall 
each have right of access to the construction site. 
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2 . 2.10 


2 . 2.11 


2.3 


2.4 


2.5 


2.6 


The Contractor shall maintain as a goal on this project a not less than five percent 
ratio of women work force to total project hours in both the general contract and 
each individual filed sub-bid contract. 

A Labor Scheduling Table will be used as a tool for achieving a range of women 
work force participation for the entire project in both the general contract and 
each individual filed sub-bid contract. Said Labor Scheduling Table shall be in a 
form acceptable to the Town. 

Before starting work, the Contractors (includes the General Contractor, for itself 
and its Subcontractors, as well as all filed sub-bid Contractors) will submit plans 
for achievement of the equal opportunity goals of the contract. All Contractors 
will be required to make a good faith effort to achieve these goals. The plan will 
indicate if the Contractors expect to achieve the requirements during the first 
quarter. If there are reasons why the Contractors do not expect to achieve the 
requirements during the first quarter year of the contract construction phase, then 
the Contractors shall provide a plan calculated to address, to the extent reasonably 
possible, these obstacles to a good faith effort to achieve such goals. 

Not more than ten days following the end of each work quarter, the Contractors 
will report on the achievement of the goals, detailing the good faith efforts that 
have been made and will continue to be made and any other appropriate efforts 
not yet undertaken. 

All reports will be signed by an officer or principal of the company who has the 
authority to contractually obligate the company. 

The Contractor shall comply with the provisions of Executive Order No. 74, as 
amended by Executive Order No. 166, dated May 1, 1975, and of Mass. Gen. 
Eaws Chapter 15 IB, both of which are herein incorporated by reference and made 
a part of this Contract. 

The Contractor, in the performance of all Work, and prior to completion of the 
Work, will not discriminate on grounds of race, color, religious creed, national 
origin, age or sex in employment practices, in the selection or retention of 
Subcontractors, or in the procurement of materials and rentals of equipment. 

In all solicitations either by competitive bidding or negotiation made by the 
Contractor either for work to be performed under a subcontract or for the 
procurement of materials or equipment, each potential Subcontractor or supplier 
shall be notified in writing by the Contractor of the Contractor’s obligations under 
this Contract relative to non-discrimination and affirmative action. 

The Contractor hereby certifies that he shall comply with the minority manpower 
ratio and specific action steps contained herein. The Contractor shall be required 
to obtain Ifom each of its Subcontractors and submit to the administering agency 
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prior to the performance of any work under the Contract a certification by said 
Subcontractor, regardless of tier, that it will comply with the minority manpower 
ration and specific affirmative action steps contained herein. Such certification 
shall be provided on forms furnished by the administering agency or, in the 
absence thereof, on forms prescribed by the Commission. 

2.7 The Contractor’s certification form must be signed by all successful low bidder(s) 
prior to award by the administering agency. 

2.8 Compliance Information, Reports and Sanctions. 

2.8.1 The Contractor will provide all information and reports required by the 
administering agency or the Commission on instructions issued by either of them 
and will permit access to its facilities and books, records, accounts and other 
sources of information which may be determined by the Commission to affect the 
employment of personnel. This provision shall apply only to information 
pertinent to the Commonwealth’s supplementary affirmative action contract 
requirements. Where information required is in the exclusive possession of 
another who fails or refuses to furnish this information, the Contractor shall so 
certify to the administering agency or the Commission as appropriate and shall set 
forth what efforts he has made to obtain the information. 

2.8.2 Whenever the administering agency, the Commission or the Liaison Committee 
believes the Contractor or any Subcontractor may not be operating in compliance 
with the terms of this Paragraph 2.8, the Commission directly, or through its 
designated agent, shall conduct an appropriate investigation, and may confer with 
the parties, to determine if such Contractor is operating in compliance with the 
terms of this Paragraph 2.8. If the Commission or its agent finds the Contractor 
or any Subcontractor not in compliance, it shall make a preliminary report on 
noncompliance, and notify such Contractor in writing of such steps as will in the 
judgment of the Commission or its agent bring such Contractor into compliance. 
In the event that such Contractor fails or refuses to fully perform such steps, the 
Commission shall make a final report of non-compliance, and recommend to the 
administering agency the imposition of one or more of the sanctions listed below. 
If, however, the Commission believes the Contractor or any Subcontractor has 
taken or is taking every possible measure to achieve compliance, it shall not make 
a final report of non-compliance. Within fourteen days of the receipt of the 
recommendations of the Commission, the administering agency shall move to 
impose one or more of the following sanctions, as it may deem appropriate to 
attain full and effective enforcement: 

(i) The recovery by the administering agency Ifom the Contractor of 

1/100 of 1% of the contract award price or $1,000, whichever sum is 
greater, in the nature of liquidated damages or, if a Subcontractor is in 
non-compliance, the recovery by the administering agency Ifom the 
Contractor, to be assessed by the Contractor as a back charge against 
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the Subcontractor, of 1/10 or 1% of the subcontract price, or $400, 
whichever sum is greater, in the nature of liquidated damages, for each 
week that such party fails or refuses to comply; 

(ii) The suspension of any payment or part thereof due under the Contract 
until such time as the Contractor or any Subcontractor is able to 
demonstrate his compliance with the terms of the contract; 

(iii) The termination, or cancellation, of the Contract, in whole or in part, 
unless the Contractor or any subcontractor is able to demonstrate 
within a specified time his compliance with the terms of the Contract; 

(iv) The denial to the Contractor or any Subcontractor of the right to 
participate in any future contracts awarded by the administering 
agency for a period of up to three years. 

If at any time after the imposition of one or more of the above sanctions a 
Contractor is able to demonstrate that he is in compliance with this Paragraph 2.8, 
he may request that the administering agency, in consultation with the 
Commission, suspend the sanctions conditionally, pending a final determination 
by the Commission as to whether the Contractor is in compliance. Upon final 
determination of the Commission, the administering agency, based on the 
recommendation of the Commission, shall either lift the sanctions or reimpose 
them. 

Sanctions enumerated under Subparagraph 2.8.2 of this Paragraph 2.8 shall not be 
imposed by the administering agency except after an adjudicatory proceeding, as 
that term is used in Mass. Gen. Laws Chapter 30A, has been conducted. No 
investigation by the Commission or its agent shall be initiated without prior notice 
to the Contractor. 

Severability. The provisions of this Article 2 are severable, and if any of these 
provisions shall be held unconstitutional by any court of competent jurisdiction, 
the decision of such court shall not affect or impair any of the remaining 
provisions. 

The Contractor shall comply with the provisions of Executive Order No. 246, 
relating to discrimination against and equal employment opportunity for the 
handicapped, which is herein incorporated by reference and made a part of this 
Contract. In connection with the performance of work under this Contract, the 
Contractor, Subcontractors and suppliers of goods and services shall not 
discriminate against the handicapped. Furthermore, Contractors, Subcontractors 
and suppliers of goods and services must give written notice of their commitments 
under this Paragraph 2.10 to any labor union, association or brotherhood with 
which they have a collective bargaining contract or other agreement, and must 
give such notice to handicapped contractors and to handicapped contractor 
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2.11 

2 . 11.1 

2 . 11.2 

2.11.3 

2.11.4 

ARTICLE 3 

3.1 

ARTICLE 4 

4.1 

4.1.1 


associations. A copy of such notice must be furnished to the awarding authority 
at the time of the signing of the eontraet. 

Suspension of Payments. 

If the awarding authority determines after investigation that the Contraetor or any 
Subeontraetor is not in eomplianee with the terms of Artiele 2, it may suspend any 
payment or portion thereof due under the Contract until the Contractor 
demonstrates eomplianee with the terms of Article 2. 

Payment shall not be suspended if the awarding authority finds that the Contraetor 
made his best efforts to eomply with Artiele 2, or that some other justifiable 
reason exists for waiving the provisions of Artiele 2 in whole or in part. 

Payment may be suspended only after the Contraetor and any other interested 
party shall have been given the opportunity to present evidenee in support of its 
position at an informal hearing held by the awarding authority and the awarding 
authority has eoneluded upon review of all the evidenee that sueh penalty is 
justified. 

This temporary suspension of payments by the awarding authority is separate 
Ifom the sanetions set forth in Paragraph 2.8 above, whieh are determined by the 
Commission and reeommended to the awarding authority. 

- MASSACHUSETTS PUBLIC CONSTRUCTION STATUTES 

To whatever extent Massaehusetts statutory laws regarding pub he eonstruetion 
apply to this projeet, said laws speeifically are ineorporated herein as if re-stated 
herein. 

- TITLE 1 GENERAL GOVERNMENT, ARTICLE 16 CONSTRUCTION 
PROJECTS, § 1-3 OE THE TOWN OE ARLINGTON GENERAL BY-LAWS 

Women Work Eoree Partieipation. 

The eontraetor shall maintain as a goal on this project a not less than five pereent 
ratio of women work foree to total project hours in both the general contract and 
each individual filed sub-bid eontraet, if applieable. The preeeding sentenee shall 
be included in all eonstruetion contracts whether entered into by the Town 
pursuant to the provisions of M.G.L. c. 149 or M.G.L. e. 30, § 39M et. seq. 
provided however, that if entered into under Chapter 30 same shall not be deemed 
to apply where the projeeted bid priee as determined by the Direetor of Publie 
Works is not likely to exeeed $200,000. 
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A Labor Scheduling Table whieh will be used as a tool for aehieving a range of 
women work foree partieipation for the entire projeet in both the general eontraet 
and eaeh individual fded sub-bid eontraet. 

Equal Opportunity Goal Complianee. 

Before starting work, the eontractors (ineludes the general eontraetor, for itself 
and its subeontractors, as well as all fded sub-bid eontractors, if applicable) will 
submit plans for aehievement of the equal opportunity goals of the eontraet. All 
contractors will be required to make a good faith effort to aehieve these goals. 

The plan will indieate if the eontraetors expeet to aehieve the requirements during 
the first quarter. If there are reasons why the eontractors do not expect to achieve 
the requirements during the first quarter year of the eontraet construction phase, 
then the eontraetors shall provide a plan ealeulated to address, to the extent 
reasonably possible, these obstaeles to a good faith effort to aehieve sueh goals. 

Not more than ten days following the end of eaeh work quarter, the eontraetors 
will report on the aehievement of the goals, detailing the good faith efforts that 
have been made and will eontinue to be made and any other appropriate efforts 
not yet undertaken. 

All reports will be signed by an offieer or prineipal of the eompany who has the 
authority to eontraetually obligate the eompany. 

Reeruitment and Training 

Any board, offieer, eommittee, or other ageney of the Town, whieh aets on behalf 
of the Town in making or supervising any eontraet, in any amount exceeding the 
sum of $100,000 for the purehase of goods or serviees or for the eonstruction, 
renovation, or repair of buildings or other improvement of real estate, may make 
arrangements with eontraetors and other interested ageneies for speeial programs 
of reeruitment and training in connection with the work to be performed on sueh 
eontraet, with the objeetive of promoting equal employment opportunity for 
members of minority groups proteeted by the fair employment laws of the 
Commonwealth and the United States. Any board, offieer, eommittee or other 
Town ageney may expend Town funds in earrying them out provided that 
appropriations speeifieally designed for sueh purposes have been voted by the 
Town Meeting. 
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PAYMENT BOND 


Bond No.__ 

KNOW ALL MEN BY THESE PRESENT^ that we_^_with a place of 

business at____as principal (the ‘'Principal"), and 

_a corporation ^aliHed to do business in the Corranonweallh of 

Massachusetts, with a place of business at . ___as Surety (the:“Surety"), 

axe held and firmly bound unto Town of Arlington as Obligee (the ‘‘Obligee’'), in the sum of 

lawful money of the United States of America, to be paid to-the Obligee, for which payment, well 
and tally to be made, we bind ourselves, our respective heirs, executors, administrators, successors 
and assigns, jointly and severally, finniy by these present. 

■WHEREAS, the Prine^a! has assumed and made a contract with the Obligee, bearing the date of 
' _.forthe • ■ ' > ■ 

NOW, THE CONDHIONS of this obligation are such that if the Principal and all subcontractors 
under said contract shall pay for all labor perfonned or fiimished and for all materials used or 
en^loyed in said contract and in any pad all duly authorized modiScations, alterations, 
extensions of time,, obanges or additions to said contract that may hereafter be made, notice to the 
Surety of such naodificatibijs, ^emtions, extensions of rime, ebangesor additions being hereby 
waiv^ the foregoing to include any other purposes or hems set out in, and to Be subject to, the ■ 
provisions Of Massachusetts General i^ws, Chapter 30, Section 39A, and Chapter 149, Section 
29, as amErndedthenthis obligation shall become null and void; othemisc, it sMl remain in fiill 
force and virtue. 

IN WITNESS WHEREFORE, the Principal and.Snrcty have hereto settheir hands and seals this 
__^ day of_^_, 2004. 

PRINCIPAL SURETY 


[Name and Seal} [Attomey-In-Fact][Sea)] , 

[Title] [Address] 

[Phone] 

Attest:_ Attest;__ 

The rate for this Bond is_ % of the first S,_and __ % for the next 

S _.. 

The total premium'for this Bond is S__ 

END OF PAYMENT BOND 
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. TOWN OF ARJLINGTON 

GENERAL CONTRACT 

THE TOWN OF ARLINGTON, a munJdpal corporalLon of ihe Commonwealth of 
Massachusetts, acting through its Town Manager, and 


(The Contractor) hereby mutually agree as follows: 


ARTTCr.E-T - THE'cONTRACT DOCUMENTS . — 

The Contractilocrntjents, as defined in the CONSOLIDATED GENERAL CONDITIONS and 
SUPPLEMEM'AL STATUTORY CONDITIONS, including said CONSOLIDATED. 
GENERAL CONDITIONS and SUPPLEMENTAL STATUTORY CONDITIONS are hereby 
incorporaled by reference and made a part hereof, and shall iuelude Addenda and Alternates, if 
any. 


ARTICLE 0 -.GENERAL DESCRIPTION OF THE WORK - 

Thc Contractor shall ftimish all ofths materials and perform all ofthe Work required by the 
Contract bocuments entitled' . dated 

__ prepared by [___I, 

anting as, and b these Contract Documents entitled, the Architect. 

ARTICLE m ■ COMMENCEMENT AND COMPLETION OF WORK AND LIQUIDATED 
DAMAGES 

It is agreed that time is ofthe essence of this Contract, 

The Contractofshall connnence.work only upon the execution of this Contract by the Town of 
Arlington by. its Town Manager, the certification of the availability pf the Appropriation by the , 
•^Town ConT’hnfier*' approval as to form by the Town Counsel/ and upon issuance of a Notice to 
Proceed^ and shall brbg the Work to Substantial ConpletiDn by [DATE}, and to Final 

Completion within 15 calendar days thereafter. Liquidated damages in the amount of {$_} per 

calendar day will be applicable after the date of Substantial Completion for which the project is 
not substantially complete, and for each day after the date of Finb Completion for which the 
projenfis not finally complete, and otherwise b accordance with the provisions ofthe 
CONSOLIDATED GENERAL CONOmONS and SUPPLEMENTAL STATUTORY 
CONDITIONS, The liquidated damages amount per calendar day is a minimum damage figure 
to compensate the Owner for administrative costs and loss or delay of jts use of the buQdbg and 
site, and does not limit b any way the Ibbiiity ofthe Contractor for damages in excess of the 
specified liquidated damages amoimt for other damages, for example, damages for breach of 
Contract, and added architect and consultant fees. It is expressly understood that such' liquidated 





damages do not constitute a penalty. All work shall be phased (if applicable)-in accordance with 
the Contract Documents. 


NOTE: .NOTWITHSTANDING ANYTHING TO THE CONTRAHY, THE TIME OF 
COMMENCEMENT SHALL ONLY BE BY WRITTEN NOTICE TO PROCEED WITH THE 
WORK AS DATED AND-ISSUED TO THE CONTRACTOR BY THE TOWN OF 
ARLINGTON. NOTl'CE TO PROCEED MAY BE GIVEN ANYTIME AFTER THE AWARD 
OF THE CONTRACT, BUT NOT LATER THAN 14 DAYS AFTER THE EXECUTION OF 
THE CONTRACT. 


ARTICLE IV - COMPENSATION TO BE PAID BY TOWN 


The Town shall pay and the Contractor shall accept, as ftiU compensation for everything 
furnished, done by or reBulting to the Contractor in cany rag out this Contract, isubject to 
additions and deductions La the Contract Documents in the sum of; 


ARTICLE V - AVAILABILITY OP APPROPRIATION 

This Contract is subject to an appropriation beiag,availabie therefor. 

This Contract is executed by the Town of Arlin^on and by the Contractor as of this 
of _. 2004. 


TOWN OF ARLINGTON 

■ '• BY: _ • 

TowtrMjanager 

Approved as to Availability 

of Appropriation CONTRACTOR; 


T Dwm CotnptroEer 


(Name) 


Approved as to Foinx 


(Address) 

BY: ._ 

(Name) 


Town Counsel (Title) 

(Affix Corporate Seal Here) 
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BY-LAWS OF THE TOWN OF ARLINGTON 
TITLE I 
ARTICLE 16 


CONSTRUCTION PROJECTS 

Section 1. Women Work Force Participation 

Any Town board or official in charge of a construction or reconstruction project is required to include in the 
contract documents the following: 

A. Contractor shall maintain as a goal on this project a not less than five percent ratio of women work force 
to total project hours in both the general contract and each individual filed sub-bid contract, if 
applicable. The preceding sentence shall be included in all construction contracts whether entered into 
by the Town pursuant to the provisions of M.G.L. c. 149 or M.G. L. c 30, §39M et. seq. provided 
however, that if entered into under Chapter 30 same shall not be deemed to apply where the projected 
bid price as determined by the Director of Public Works is not likely to exceed $200,000. 

B. A Labor Scheduling Table which will be used as a tool for achieving a range of women work force 
participation for the entire project in both the genera! contract and each individual filed sub-bid contract. 

Section 2. Equal Opportunity Goal Compliance 

Any Town board or official in charge of a construction or reconstruction project is required to include in the 
contract documents the following: 

A. Before starting work, the contractors (includes the general contractor, for itself and its 
subcontractors, as well as all filed sub-bid contractors, if applicable) will submit plans for 
achievement of the equal opportunity goals of the contract. All contractors will be required to make 
a good faith effort to achieve these goals. The plan will indicate if the contractors expect to achieve 
the requirements during the first quarter. If there are reasons why the contractors do not expect to 
achieve the requirements during the first quarter year of the contract construction phase, then the 
contractors shall provide a plan calculated to address, to the extent reasonably possibly, these 
obstacles to a good faith effort to achieve such goals. 

B. Not more than ten days following the end of each work quarter, the contractors will report on the 
achievement of the goals, detailing the good faith efforts that have been made and will continue to be 
made and any other appropriate efforts not yet undertaken. 

C. All reports will be signed by an officer or principal of the company who has the authority to 
contractually obligate the company. 

Section 3. Recruitment and Training 

Any board, officer, committee, or other agency of the Town, which acts on behalf of the Town in making or 
supervising any contract, in an amount exceeding the sum of $100,000 for the purchase of goods or services or 
for the construction, renovation, or repair of buildings or other improvement of real estate, may make 
arrangements with contractors and other interested agencies for special programs of recruitment and training in 
connection with the work to be performed on such contract, with the objective of promoting equal employment 
opportunity for members of minority groups protected by the fair employment laws of the Commonwealth and 
the United States. Any board, officer, committee or other Town agency may expend Town funds in carrying 
them out provided that appropriations specifically designed for such purposes have been voted by the Town 
Meeting. 


F/shared/pur/winword/forms/womenworkforce.doc 







Town of Arlington 

Equal Opportunity Advisory Committee 

730 Massachusetts Avenue, Arlington, MA 02476 
Phone (781)316-3120 Fax: (781)316-3129 


Tricia O'Donoghue, Chair 
Barbara Boltz 
Augusta haydock 
Jack Jones 

CARYN COVE MALLOY 

Equal opportunity Officer 


CONTRACTOR CERTIFICATION 

During the performance of the Contract, the Contractor and all subcontractors (hereafter 
collectively referred to as “the Contractor”) for a town construction contract or town assisted 
construction contract, for him/herself, his/her assignees and successors in interest, agree to 
comply with all applicable equal employment opportunity, non-discrimination and affirmative 
action requirements, including but not limited to the following: 

The Contractor shall comply with the provisions of Town of Arlington Bylaws, Anti- 
Discrimination policies and Chapter 15 IB of the Massachusetts General Laws, as amended, and 
all other applicable anti-discrimination and equal opportunity laws, all of which are herein 
incorporated by reference and made a part of this contract. 

In connection with the performance of work under this contract, the Contractor shall undertake, 
in good faith, affirmative action measures to eliminate any discriminatory barrier in the terms 
and conditions of employment on the grounds of race, color, religious creed, national origin, sex, 
gender identity, sexual orientation, age, genetic information, ancestry, children, marital status, 
veteran status or membership in the armed service, the receiving of public assistance, and 
handicap. Such affirmative action measures shall entail a list of positive and aggressive 
measures which shall include but not be limited to, advertising employment opportunities in 
minority and other community news media; notifying minority women and other community- 
based organizations of employment opportunities; maintaining a file of names and addresses of 
each worker referred to the Contractor and what action was taken concerning such worker; and 
notifying this Committee in writing when a union with whom the Contractor has a collective 
bargaining agreement has failed to refer a minority or woman worker. 

The Contractor shall submit to the Equal Opportunity Advisory Committee, through the 
Purchasing Director Domenic Lanzillotti, the following Contractor’s Certification with all 
attachments. The Contractor’s Certification will be reviewed by the Committee and will inform 
the Contractor of any deficiencies to be corrected. 


As adopted September 2016 





CONTRACTOR CERTIFICATION 


certifies that they; 


(Contractor Name) 


1. Will not discriminate in their employment practices. 

2. Intend to use, if General Contractor, the following listed construction trades in the work 
under the contract: 


3. If Trade Subcontractor, will provide the following work under the contract: 


4. Will make good faith efforts to comply with the minority employee and women 
employee workforce participation ratio goals of the Town of Arlington and the 
Commonwealth of Massachusetts and specific affirmative steps contained herein; and to 
provide evidence of its good faith efforts . Attached hereto, please find: 

A. Employment Opportunities advertised in: 


B. Notification to Minority/Women/Community based Organizations such as: 


As adopted September 2016 








C. List of workers referred to Contractor and note on what action was talcen: 


D. Written notification that Union/Local No,_failed to refer a Minority or 

Female worker during the week of: __ 


Signature of Officer 


Date 


Printed Name of Officer and Title 


As adopted September 2016 





THE COMMONWEALTH OF MASSACHUSETTS 



CHARLES D. BAKER 


Governor 


KARYN E. POLITO 
Lt. Governor 


EXECUTIVE OFFICE OF LABOR AND WORKFORCE DEVELOPMENT 
DEPARTMENT OF LABOR STANDARDS 


Prevailing Wage Rates 

As determined by the Director under the provisions of the 
Massachusetts Generai Laws, Chapter 149, Sections 26 to 27H 


RONALD L. WALKER, II 

Secretary 

WILLIAM D MCKINNEY 

Director 


Awarding Authority: 
Contract Number: 
Description of Work: 


Town of Arlington 

17-01 City/Town: ARLINGTON 

Whittemore-Robbins Carriage House Rebab. Work not limited to Exterior Building Envelope demo, re-roofmg, 
replace gutters, wallboard and moldings, repointing block foundation, door and window repair. 


Job Location: 


Mass Ave. 


Information about Prevailing Wage Schedules for Awarding Authorities and Contractors 

• This wage schedule applies only to the specific project referenced at the top of this page and uniquely identified by the 
“Wage Request Number” on all pages of this schedule. 

• An Awarding Authority must request an updated wage schedule from the Department of Labor Standards (“DLS”) if it has 
not opened bids or selected a contractor within 90 days of the date of issuance of the wage schedule. For CM AT RISK 
projects (bid pursuant to G.L. C.149A), the earlier of: (a) the execution date of the GMP Amendment, or (b) the bid for the first 
constmction scope of work must be within 90-days of the wage schedule issuance date. 

• The wage schedule shall be incorporated in any advertisement or call for bids for the project as required by M.G.L. c. 149, 

§ 27. The wage schedule shall be made a part of the contract awarded for the project. The wage schedule must be posted in a 
conspicuous place at the work site for the life of the project in accordance with M.G.L. c. 149 § 27. The wages listed on the 
wage schedule must be paid to employees performing constmction work on the project whether they are employed by the prime 
contractor, a filed sub-bidder, or any sub-contractor. 

• All apprentices working on the project are required to be registered with the Massachusetts Department of Labor 
Standards, Division of Apprentice Standards (DLS/DAS). Apprentice must keep his/her apprentice identification card on 
his/her person during all work hours on the project. An apprentice registered with DAS may be paid the lower apprentice 
wage rate at the applicable step as provided on the prevailing wage schedule. Any apprentice not registered with DLS/DAS 
regardless of whether or not they are registered with any other federal, state, local, or private agency must be paid the 
journeyworker's rate for the trade. 

• The wage rates will remain in effect for the duration of the project, except in the case of multi-year public construction 
projects. For constmction projects lasting longer than one year, awarding authorities must request an updated wage schedule. 
Awarding authorities are required to request these updates no later than two weeks before the anniversary of the date the 
contract was executed by the awarding authority and the general contractor. For multi-year CM AT RISK projects, awarding 
authority must request an annual update no later than two weeks before the anniversary date, determined as the earlier of: (a) 
the execution date of the GMP Amendment, or (b) the execution date of the first amendment to permit procurement of 
constmction services. Contractors are required to obtain the wage schedules from awarding authorities, and to pay no less than 
these rates to covered workers. The annual update requirement is not applicable to 27F “rental of equipment” contracts. 

• Every contractor or subcontractor which performs constmction work on the project is required to submit weekly payroll 
reports and a Statement of Compliance directly to the awarding authority by mail or email and keep them on file for three years. 
Each weekly payroll report must contain: the employee’s name, address, occupational classification, hours worked, and wages 
paid. Do not submit weekly payroll reports to DLS. A sample of a payroll reporting form may be obtained at 
http://www.mass.gov/dols/pw. 

• Contractors with questions about the wage rates or classifications included on the wage schedule have an affirmative 
obligation to inquire with DLS at (617) 626-6953. 

• Employees not receiving the prevailing wage rate set forth on the wage schedule may report the violation to the Fair Labor 
Division of the office of the Attorney General at (617) 727-3465. 

• Failure of a contractor or subcontractor to pay the prevailing wage rates listed on the wage schedule to all employees who 
perfonn construction work on the project is a violation of the law and subjects the contractor or subcontractor to civil and 
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Classification 

Construction 

Effective Date 

Base Wage 

Health 

Pension 

Snpplementai 

Unemployment 

Total Rate 

(2 AXLE) DRIVER - EQUIPMENT 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.25 

$10.91 

$10.89 

$0.00 

$55.05 

(3 AXLE) DRIVER - EQUIPMENT 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.32 

$10.91 

$10.89 

$0.00 

$55.12 

(4 & 5 AXLE) DRIVER - EQUIPMENT 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.44 

$10.91 

$10.89 

$0.00 

$55.24 

ADS/SUBMERSIBLE PILOT 

PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 

08/01/2015 

$88.29 

$9.80 

$19.23 

$0.00 

$117.32 

AIR TRACK OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.60 

$7.45 

$13.80 

$0.00 

$58.85 

ASBESTOS REMOVER - PIPE / MECH. EQUIPT. 

HEAT & FROST INSULATORS LOCAL 6 (BOSTON) 

12/01/2016 

$33.90 

$11.50 

$7.10 

$0.00 

$52.50 

06/01/2017 

$34.90 

$11.50 

$7.10 

$0.00 

$53.50 


12/01/2017 

$35.90 

$11.50 

$7.10 

$0.00 

$54.50 


06/01/2018 

$36.90 

$11.50 

$7.10 

$0.00 

$55.50 


12/01/2018 

$37.90 

$11.50 

$7.10 

$0.00 

$56.50 


06/01/2019 

$38.90 

$11.50 

$7.10 

$0.00 

$57.50 


12/01/2019 

$39.90 

$11.50 

$7.10 

$0.00 

$58.50 


06/01/2020 

$40.90 

$11.50 

$7.10 

$0.00 

$59.50 


12/01/2020 

$41.90 

$11.50 

$7.10 

$0.00 

$60.50 

ASPHALT RAKER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

ASPHALT/CONCRETE/CRUSHER PLANT-ON SITE 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$45.38 

$10.00 

$15.25 

$0.00 

$70.63 


06/01/2017 

$46.38 

$10.00 

$15.25 

$0.00 

$71.63 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$47.38 

$10.00 

$15.25 

$0.00 

$72.63 

BACKHOE/FRONT-END LOADER 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$45.38 

$10.00 

$15.25 

$0.00 

$70.63 


06/01/2017 

$46.38 

$10.00 

$15.25 

$0.00 

$71.63 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$47.38 

$10.00 

$15.25 

$0.00 

$72.63 

BARCO-TYPE JUMPING TAMPER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

BLOCK PAVER, RAMMER / CURB SETTER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.60 

$7.45 

$13.80 

$0.00 

$58.85 

BOILER MAKER 

BOILERMAKERS LOCAL 29 

01/01/2017 

$42.92 

$6.97 

$16.21 

$0.00 

$66.10 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - BOILERMAKER - Local 29 
Effective Date - 01/01/2017 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

65 

$27.90 

$6.97 

$10.54 

$0.00 

$45.41 

2 

65 

$27.90 

$6.97 

$10.54 

$0.00 

$45.41 

3 

70 

$30.04 

$6.97 

$11.35 

$0.00 

$48.36 

4 

75 

$32.19 

$6.97 

$12.16 

$0.00 

$51.32 

5 

80 

$34.34 

$6.97 

$12.97 

$0.00 

$54.28 

6 

85 

$36.48 

$6.97 

$13.78 

$0.00 

$57.23 

7 

90 

$38.63 

$6.97 

$14.59 

$0.00 

$60.19 

8 

95 

$40.77 

$6.97 

$15.40 

$0.00 

$63.14 


Notes: 


Apprentice to Journeyworker Ratio: 1:5 


BRICK/STONE/ARTIFICIAL MASONRY (INCL. MASONRY 

08/01/2016 

$50.76 

$10.18 

$19.22 

$0.00 

$80.16 

WATERPROOFING) 

BRICKLAYERS LOCAL 3 (BOSTON) 

02/01/2017 

$50.76 

$10.18 

$19.79 

$0.00 

$80.73 


Apprentice - BRICK/PLASTER/CEMENT MASON - Local 3 Boston 
Effective Date - 08/01/2016 

Step percent Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 


$25.38 

$10.18 

$19.22 

$0.00 

$54.78 


2 

60 


$30.46 

$10.18 

$19.22 

$0.00 

$59.86 


3 

70 


$35.53 

$10.18 

$19.22 

$0.00 

$64.93 


4 

80 


$40.61 

$10.18 

$19.22 

$0.00 

$70.01 


5 

90 


$45.68 

$10.18 

$19.22 

$0.00 

$75.08 


Effective Date - 

02/01/2017 




Supplemental 



Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 


1 

50 


$25.38 

$10.18 

$19.79 

$0.00 

$55.35 


2 

60 


$30.46 

$10.18 

$19.79 

$0.00 

$60.43 


3 

70 


$35.53 

$10.18 

$19.79 

$0.00 

$65.50 


4 

80 


$40.61 

$10.18 

$19.79 

$0.00 

$70.58 


5 

90 


$45.68 

$10.18 

$19.79 

$0.00 

$75.65 


Notes: 







~i 









__i 


Apprentice to Journeyworker Ratio: 1:5 







BULLDOZER/GRADER/SCRAPER 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 

OPERA TING ENGINEERS LOCAL 4 











06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 




12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 
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Classification 

Effective Date Base Wage 

Health 

„ Supplemental 

Pension 

Unemployment 

Total Rate 

CAISSON & UNDERPINNING BOTTOM MAN 

12/01/2016 

$37.95 

$7.45 

$14.00 

$0.00 

$59.40 

LABORERS - FOUNDATION AND MARINE 

For apprentice rates see "Apprentice- LABORER" 

CAISSON & UNDERPINNING LABORER 

12/01/2016 

$36.80 

$7.45 

$14.00 

$0.00 

$58.25 

LABORERS - FOUNDATION AND MARINE 

For apprentice rates see "Apprentice- LABORER" 

CAISSON & UNDERPINNING TOP MAN 

12/01/2016 

$36.80 

$7.45 

$14.00 

$0.00 

$58.25 

LABORERS - FOUNDATION AND MARINE 

For apprentice rates see "Apprentice- LABORER" 

CARBIDE CORE DRILL OPERATOR 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

CARPENTER 

09/01/2016 

$37.80 

$9.90 

$17.00 

$0.00 

$64.70 

CARPENTERS -ZONE 2 (Eastern Massachusetts) 


03/01/2017 

$38.77 

$9.90 

$17.00 

$0.00 

$65.67 


09/01/2017 

$39.78 

$9.90 

$17.00 

$0.00 

$66.68 


03/01/2018 

$40.78 

$9.90 

$17.00 

$0.00 

$67.68 


09/01/2018 

$41.82 

$9.90 

$17.00 

$0.00 

$68.72 

03/01/2019 

Apprentice - CARPENTER - Zone 2 Eastern MA 

Effective Date - 09/01/2016 

$42.85 

$9.90 

$17.00 

Supplemental 

$0.00 

$69.75 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 


1 50 

$18.90 

$9.90 

$1.63 

$0.00 

$30.43 


2 60 

$22.68 

$9.90 

$1.63 

$0.00 

$34.21 


3 70 

$26.46 

$9.90 

$12.11 

$0.00 

$48.47 


4 75 

$28.35 

$9.90 

$12.11 

$0.00 

$50.36 


5 80 

$30.24 

$9.90 

$13.74 

$0.00 

$53.88 


6 80 

$30.24 

$9.90 

$13.74 

$0.00 

$53.88 


7 90 

$34.02 

$9.90 

$15.37 

$0.00 

$59.29 


8 90 

Effective Date - 03/01/2017 

$34.02 

$9.90 

$15.37 

$0.00 

Supplemental 

$59.29 


Step percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 


1 50 

$19.39 

$9.90 

$1.63 

$0.00 

$30.92 


2 60 

$23.26 

$9.90 

$1.63 

$0.00 

$34.79 


3 70 

$27.14 

$9.90 

$12.11 

$0.00 

$49.15 


4 75 

$29.08 

$9.90 

$12.11 

$0.00 

$51.09 


5 80 

$31.02 

$9.90 

$13.74 

$0.00 

$54.66 


6 80 

$31.02 

$9.90 

$13.74 

$0.00 

$54.66 


7 90 

$34.89 

$9.90 

$15.37 

$0.00 

$60.16 


8 90 

$34.89 

$9.90 

$15.37 

$0.00 

$60.16 



Notes: 


Apprentice to Journeyworker Ratio: 1:5 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplementai 

Unemployment 

Total Rate 

CEMENT MASONRY/PLASTERING 

BRICKLAYERS LOCAL 3 (BOSTON) 

01/01/2017 

$45.67 

$12.20 

$19.41 

$1.30 

$78.58 

07/01/2017 

$46.30 

$12.20 

$19.41 

$1.30 

$79.21 


01/01/2018 

$46.54 

$12.20 

$19.41 

$1.30 

$79.45 


07/01/2018 

$46.79 

$12.20 

$19.41 

$1.30 

$79.70 


01/01/2019 

$47.03 

$12.20 

$19.41 

$1.30 

$79.94 


07/01/2019 

$47.27 

$12.20 

$19.41 

$1.30 

$80.18 


01/01/2020 

$47.52 

$12.20 

$19.41 

$1.30 

$80.43 


Apprentice - CEMENT MASONRY/PLASTERING - Eastern Mass (Boston) 
Effective Date - 01/01/2017 

Step percent Apprentice Base Wage Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 


$22.84 $12.20 

$12.41 

$0.00 


$47.45 


2 

60 


$27.40 $12.20 

$14.41 

$1.30 


$55.31 


3 

65 


$29.69 $12.20 

$15.41 

$1.30 


$58.60 


4 

70 


$31.97 $12.20 

$16.41 

$1.30 


$61.88 


5 

75 


$34.25 $12.20 

$17.41 

$1.30 


$65.16 


6 

80 


$36.54 $12.20 

$18.41 

$1.30 


$68.45 


7 

90 


$41.10 $12.20 

$19.41 

$1.30 


$74.01 


Effective Date - 07/01/2017 




Supplemental 




Step 

percent 

Apprentice Base Wage Health 

Pension 

Unemployment 

Total Rate 


1 

50 


$23.15 $12.20 

$12.41 

$0.00 


$47.76 


2 

60 


$27.78 $12.20 

$14.41 

$1.30 


$55.69 


3 

65 


$30.10 $12.20 

$15.41 

$1.30 


$59.01 


4 

70 


$32.41 $12.20 

$16.41 

$1.30 


$62.32 


5 

75 


$34.73 $12.20 

$17.41 

$1.30 


$65.64 


6 

80 


$37.04 $12.20 

$18.41 

$1.30 


$68.95 


7 

90 


$41.67 $12.20 

$19.41 

$1.30 


$74.58 


Notes: 







1 


1 

Steps 3,4 are 500 hrs. All other steps 

are 

1,000 hrs. 




1 

1 


Apprentice to Journeyworker Ratio: 1:3 

— - 

— — 

— ■ 

— 

— ■ 



CHAIN SAW OPERATOR 


12/01/2016 $37.10 

$7.45 

$13.80 

$0.00 


$58.35 

LABORERS - ZONE 1 









For apprentice rates see ' 

"Apprentice- LABORER" 








CLAM SHELLS/SLURRY BUCKETS/HEADING MACHINES 

12/01/2016 $46.38 

$10.00 

$15.25 

$0.00 


$71.63 

OPERA TING ENGINEERS LOCAL 4 











06/01/2017 $47.38 

$10.00 

$15.25 

$0.00 


$72.63 




12/01/2017 $48.38 

$10.00 

$15.25 

$0.00 


$73.63 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 








COMPRESSOR OPERATOR 


12/01/2016 $31.17 

$10.00 

$15.25 

$0.00 


$56.42 

OPERA TING ENGINEERS LOCAL 4 











06/01/2017 $31.86 

$10.00 

$15.25 

$0.00 


$57.11 




12/01/2017 $32.55 

$10.00 

$15.25 

$0.00 


$57.80 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 








DELEADER (BRIDGE) 


01/01/2017 $51.41 

$7.85 

$16.10 

$0.00 


$75.36 

PAINTERS LOCAL 35 - ZONE 2 
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Classification 


Effective Date Base Wage 

Health 

Pension Total Rate 

Unemployment 

Apprentice - PAINTER Local 35 
Effective Date - 01/01/2017 

Step percent 

- BRIDGES/TANKS 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

50 

$25.71 

$7.85 

$0.00 

$0.00 

$33.56 

2 

55 

$28.28 

$7.85 

$3.66 

$0.00 

$39.79 

3 

60 

$30.85 

$7.85 

$3.99 

$0.00 

$42.69 

4 

65 

$33.42 

$7.85 

$4.32 

$0.00 

$45.59 

5 

70 

$35.99 

$7.85 

$14.11 

$0.00 

$57.95 

6 

75 

$38.56 

$7.85 

$14.44 

$0.00 

$60.85 

7 

80 

$41.13 

$7.85 

$14.77 

$0.00 

$63.75 

8 

90 

$46.27 

$7.85 

$15.44 

$0.00 

$69.56 


Notes: 

Steps are 750 hrs. 


Apprentice to Journeyworker Ratio:l:l 







DEMO: ADZEMAN 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$35.50 

$7.45 

$13.55 

$0.00 

$56.50 

DEMO: BACKHOE/LOADER/HAMMER OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$36.50 

$7.45 

$13.55 

$0.00 

$57.50 

DEMO: BURNERS 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$36.25 

$7.45 

$13.55 

$0.00 

$57.25 

DEMO: CONCRETE CUTTER/SAWYER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$36.50 

$7.45 

$13.55 

$0.00 

$57.50 

DEMO: JACKHAMMER OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$36.25 

$7.45 

$13.55 

$0.00 

$57.25 

DEMO: WRECKING LABORER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$35.50 

$7.45 

$13.55 

$0.00 

$56.50 

DIRECTIONAL DRILL MACHINE OPERATOR 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 


06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

DIVER 

PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 

08/01/2015 

$58.86 

$9.80 

$19.23 

$0.00 

$87.89 

DIVER TENDER 

PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 

08/01/2015 

$42.04 

$9.80 

$19.23 

$0.00 

$71.07 

DIVER TENDER (EFFLUENT) 

08/01/2015 

$63.06 

$9.80 

$19.23 

$0.00 

$92.09 


PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplementai 

Unemployment 

Total Rate 

DIVER/SLURRY (EFFLUENT) 

PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 

08/01/2015 

$88.23 

$9.80 

$19.23 

$0.00 

$117.26 

DRAWBRIDGE OPERATOR (Construction) 

09/01/2016 

$47.13 

$13.00 

$17.41 

$0.00 

$77.54 

ELECTRICIANS LOCAL 103 


03/01/2017 

$48.33 

$13.00 

$17.45 

$0.00 

$78.78 


09/01/2017 

$49.28 

$13.00 

$17.48 

$0.00 

$79.76 


03/01/2018 

$50.48 

$13.00 

$17.51 

$0.00 

$80.99 


09/01/2018 

$51.67 

$13.00 

$17.55 

$0.00 

$82.22 


03/01/2019 

$52.87 

$13.00 

$17.59 

$0.00 

$83.46 

For apprentice rates see "Apprentice- ELECTRICIAN" 

ELECTRICIAN 

09/01/2016 

$47.13 

$13.00 

$17.41 

$0.00 

$77.54 

ELECTRICIANS LOCAL 103 


03/01/2017 

$48.33 

$13.00 

$17.45 

$0.00 

$78.78 


09/01/2017 

$49.28 

$13.00 

$17.48 

$0.00 

$79.76 


03/01/2018 

$50.48 

$13.00 

$17.51 

$0.00 

$80.99 


09/01/2018 

$51.67 

$13.00 

$17.55 

$0.00 

$82.22 


03/01/2019 

$52.87 

$13.00 

$17.59 

$0.00 

$83.46 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - ELECTRICIAN - Local 103 


Effective Date - 

Step percent 

09/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

40 


$18.85 

$13.00 

$0.57 

$0.00 

$32.42 

2 

40 


$18.85 

$13.00 

$0.57 

$0.00 

$32.42 

3 

45 


$21.21 

$13.00 

$13.36 

$0.00 

$47.57 

4 

45 


$21.21 

$13.00 

$13.36 

$0.00 

$47.57 

5 

50 


$23.57 

$13.00 

$13.73 

$0.00 

$50.30 

6 

55 


$25.92 

$13.00 

$14.09 

$0.00 

$53.01 

7 

60 


$28.28 

$13.00 

$14.46 

$0.00 

$55.74 

8 

65 


$30.63 

$13.00 

$14.83 

$0.00 

$58.46 

9 

70 


$32.99 

$13.00 

$15.20 

$0.00 

$61.19 

10 

75 


$35.35 

$13.00 

$15.57 

$0.00 

$63.92 

Effective Date - 

03/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

40 


$19.33 

$13.00 

$0.58 

$0.00 

$32.91 

2 

40 


$19.33 

$13.00 

$0.58 

$0.00 

$32.91 

3 

45 


$21.75 

$13.00 

$13.37 

$0.00 

$48.12 

4 

45 


$21.75 

$13.00 

$13.37 

$0.00 

$48.12 

5 

50 


$24.17 

$13.00 

$13.75 

$0.00 

$50.92 

6 

55 


$26.58 

$13.00 

$14.11 

$0.00 

$53.69 

7 

60 


$29.00 

$13.00 

$14.48 

$0.00 

$56.48 

8 

65 


$31.41 

$13.00 

$14.85 

$0.00 

$59.26 

9 

70 


$33.83 

$13.00 

$15.22 

$0.00 

$62.05 

10 

75 


$36.25 

$13.00 

$15.60 

$0.00 

$64.85 


Notes: : i 

I App Prior 1/1/03; 30/35/40/45/50/55/65/70/75/80 j 

Apprentice to Jonrneyworker Ratio:2:3*** 

ELEVATOR CONSTRUCTOR 01/01/2017 $55.86 $15.28 $15.71 $0.00 $86.85 

ELEVATOR CONSTRUCTORS LOCAL 4 
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Classification 

Effective Date Base Wage 

Health 

„ Supplemental 

Pension 

Unemployment 

Total Rate 

Apprentice - ELEVATOR CONSTRUCTOR 
Effective Date - 01/01/2017 

Step percent 

- Local 4 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 50 

$27.93 

$15.28 

$0.00 

$0.00 


$43.21 


2 55 

$30.72 

$15.28 

$15.71 

$0.00 


$61.71 


3 65 

$36.31 

$15.28 

$15.71 

$0.00 


$67.30 


4 70 

$39.10 

$15.28 

$15.71 

$0.00 


$70.09 


5 80 

$44.69 

$15.28 

$15.71 

$0.00 


$75.68 


Notes: 

Steps 1-2 are 6 mos.; Steps 3-5 are 1 year 





~~i 

1 


Apprentice to Journeyworker Ratio:l:l 








ELEVATOR CONSTRUCTOR HELPER 

ELEVATOR CONSTRUCTORS LOCAL 4 

01/01/2017 

$39.10 

$15.28 

$15.71 

$0.00 


$70.09 

For apprentice rates see "Apprentice - ELEVATOR CONSTRUCTOR" 








FENCE & GUARD RAIL ERECTOR 

LABORERS - ZONE 1 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 


$58.35 

For apprentice rates see "Apprentice- LABORER" 








FIELD ENG.INST.PERSON-BLDG,SITE,HVY/HWY 

OPERA TING ENGINEERS LOCAL 4 

11/01/2016 

05/01/2017 

$41.37 

$42.25 

$10.00 

$10.00 

$15.15 

$15.15 

$0.00 

$0.00 


$66.52 

$67.40 


11/01/2017 

$42.98 

$10.00 

$15.15 

$0.00 


$68.13 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

05/01/2018 

$43.69 

$10.00 

$15.15 

$0.00 


$68.84 

FIELD ENG.PARTY CHIEF-BLDG,SITE,HVY/HWY 

OPERA TING ENGINEERS LOCAL 4 

11/01/2016 

05/01/2017 

$42.82 

$43.71 

$10.00 

$10.00 

$15.15 

$15.15 

$0.00 

$0.00 


$67.97 

$68.86 


11/01/2017 

$44.44 

$10.00 

$15.15 

$0.00 


$69.59 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

05/01/2018 

$45.16 

$10.00 

$15.15 

$0.00 


$70.31 

FIELD ENG.ROD PERSON-BLDG,SITE,HVY/HWY 

OPERA TING ENGINEERS LOCAL 4 

11/01/2016 

05/01/2017 

$21.98 

$22.51 

$10.00 

$10.00 

$15.15 

$15.15 

$0.00 

$0.00 


$47.13 

$47.66 


11/01/2017 

$22.93 

$10.00 

$15.15 

$0.00 


$48.08 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

05/01/2018 

$23.36 

$10.00 

$15.15 

$0.00 


$48.51 

FIRE ALARM INSTALLER 

ELECTRICIANS LOCAL 103 

09/01/2016 

03/01/2017 

$47.13 

$48.33 

$13.00 

$13.00 

$17.41 

$17.45 

$0.00 

$0.00 


$77.54 

$78.78 


09/01/2017 

$49.28 

$13.00 

$17.48 

$0.00 


$79.76 


03/01/2018 

$50.48 

$13.00 

$17.51 

$0.00 


$80.99 


09/01/2018 

$51.67 

$13.00 

$17.55 

$0.00 


$82.22 


03/01/2019 

$52.87 

$13.00 

$17.59 

$0.00 


$83.46 


For apprentice rates see "Apprentice- ELECTRICIAN" 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplemental 

Unemployment 

Total Rate 

FIRE ALARM REPAIR / MAINTENANCE 

/ COMMlSSlO^mOELECTRICIANS 

LOCAL 103 

09/01/2016 

03/01/2017 

$35.35 

$36.25 

$13.00 

$13.00 

$15.57 

$15.60 

$0.00 

$0.00 

$63.92 

$64.85 


09/01/2017 

$36.96 

$13.00 

$15.62 

$0.00 

$65.58 


03/01/2018 

$37.86 

$13.00 

$15.65 

$0.00 

$66.51 


09/01/2018 

$38.75 

$13.00 

$15.67 

$0.00 

$67.42 

For apprentice rates see "Apprentice- TELECOMMUNICATIONS TECHNICIAN" 

03/01/2019 

$39.65 

$13.00 

$15.70 

$0.00 

$68.35 

FIREMAN (ASST. ENGINEER) 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

06/01/2017 

$37.65 

$38.49 

$10.00 

$10.00 

$15.25 

$15.25 

$0.00 

$0.00 

$62.90 

$63.74 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$39.32 

$10.00 

$15.25 

$0.00 

$64.57 

FLAGGER & SIGNALER 

LABORERS - ZONE 1 

12/01/2016 

$20.50 

$7.45 

$13.80 

$0.00 

$41.75 

For apprentice rates see "Apprentice- LABORER" 







FLOORCOVERER 

FLOORCOVERERSLOCAL 2168 ZONE 1 

03/01/2016 

$42.13 

$9.80 

$17.62 

$0.00 

$69.55 


Apprentice - FLOORCOVERER - Local 2168 Zone I 







Effective Date - 03/01/2016 




Supplemental 




Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 


1 

50 

$21.07 

$9.80 

$1.79 

$0.00 


$32.66 


2 

55 

$23.17 

$9.80 

$1.79 

$0.00 


$34.76 


3 

60 

$25.28 

$9.80 

$12.25 

$0.00 


$47.33 


4 

65 

$27.38 

$9.80 

$12.25 

$0.00 


$49.43 


5 

70 

$29.49 

$9.80 

$14.04 

$0.00 


$53.33 


6 

75 

$31.60 

$9.80 

$14.04 

$0.00 


$55.44 


7 

80 

$33.70 

$9.80 

$15.83 

$0.00 


$59.33 


8 

85 

$35.81 

$9.80 

$15.83 

$0.00 


$61.44 


Notes: 

Steps are 750 hrs. 






~~i 

1 


,_ 







1 


Apprentice to Journeyworker Ratio:l:l 








FORK LIFT/CHERRY PICKER 

12/01/2016 

$45.38 

$10.00 

$15.25 

$0.00 


$70.63 

OPERA TING ENGINEERS LOCAL 4 










06/01/2017 

$46.38 

$10.00 

$15.25 

$0.00 


$71.63 



12/01/2017 

$47.38 

$10.00 

$15.25 

$0.00 


$72.63 

For apprentice rates see 

"Apprentice- OPERATING ENGINEERS" 








GENERATOR/LIGHTING PLANT/HEATERS 

12/01/2016 

$31.17 

$10.00 

$15.25 

$0.00 


$56.42 

OPERA TING ENGINEERS LOCAL 4 










06/01/2017 

$31.86 

$10.00 

$15.25 

$0.00 


$57.11 



12/01/2017 

$32.55 

$10.00 

$15.25 

$0.00 


$57.80 

For apprentice rates see 

"Apprentice- OPERATING ENGINEERS" 








GLAZIER (GLASS PLANK/AIR BARRIER/INTERIOR 

01/01/2017 

$40.91 

$7.85 

$16.10 

$0.00 


$64.86 


SYSTEMS) 

GLAZIERS LOCAL 35 (ZONE 2) 


Issue Date: 01/17/2017 


Wage Request Number: 20170117-025 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - GLAZIER - Local 35 Zone 2 
Effective Date - 01/01/2017 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$20.46 

$7.85 

$0.00 

$0.00 

$28.31 

2 

55 

$22.50 

$7.85 

$3.66 

$0.00 

$34.01 

3 

60 

$24.55 

$7.85 

$3.99 

$0.00 

$36.39 

4 

65 

$26.59 

$7.85 

$4.32 

$0.00 

$38.76 

5 

70 

$28.64 

$7.85 

$14.11 

$0.00 

$50.60 

6 

75 

$30.68 

$7.85 

$14.44 

$0.00 

$52.97 

7 

80 

$32.73 

$7.85 

$14.77 

$0.00 

$55.35 

8 

90 

$36.82 

$7.85 

$15.44 

$0.00 

$60.11 


Notes: 

Steps are 750 hrs. 


Apprentice to Journeyworker Ratio:l:l 


HOISTING ENGINEER/CRANES/GRADALLS 

12/01/2016 

$45.38 

$10.00 

$15.25 

$0.00 

$70.63 

OPERA TING ENGINEERS LOCAL 4 

06/01/2017 

$46.38 

$10.00 

$15.25 

$0.00 

$71.63 


12/01/2017 

$47.38 

$10.00 

$15.25 

$0.00 

$72.63 


IssneDate: 01/17/2017 


Wage Request Number: 20170117-025 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - OPERA TING ENGINEERS - Local 4 


Effective Date - 

Step percent 

12/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

55 


$24.96 

$10.00 

$0.00 

$0.00 

$34.96 

2 

60 


$27.23 

$10.00 

$15.25 

$0.00 

$52.48 

3 

65 


$29.50 

$10.00 

$15.25 

$0.00 

$54.75 

4 

70 


$31.77 

$10.00 

$15.25 

$0.00 

$57.02 

5 

75 


$34.04 

$10.00 

$15.25 

$0.00 

$59.29 

6 

80 


$36.30 

$10.00 

$15.25 

$0.00 

$61.55 

7 

85 


$38.57 

$10.00 

$15.25 

$0.00 

$63.82 

8 

90 


$40.84 

$10.00 

$15.25 

$0.00 

$66.09 

Effective Date - 

06/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

55 


$25.51 

$10.00 

$0.00 

$0.00 

$35.51 

2 

60 


$27.83 

$10.00 

$15.25 

$0.00 

$53.08 

3 

65 


$30.15 

$10.00 

$15.25 

$0.00 

$55.40 

4 

70 


$32.47 

$10.00 

$15.25 

$0.00 

$57.72 

5 

75 


$34.79 

$10.00 

$15.25 

$0.00 

$60.04 

6 

80 


$37.10 

$10.00 

$15.25 

$0.00 

$62.35 

7 

85 


$39.42 

$10.00 

$15.25 

$0.00 

$64.67 

8 

90 


$41.74 

$10.00 

$15.25 

$0.00 

$66.99 


Notes: 


Apprentice to Journeyworker Ratio: 1:6 


HVAC (DUCTWORK) 

SHEETMETAL WORKERS LOCAL 17-A 

For apprentice rates see "Apprentice- SHEET METAL WORKER" 

11/01/2016 

02/01/2017 

08/01/2017 

02/01/2018 

$43.40 

$44.50 

$45.60 

$46.75 

$10.70 

$10.70 

$10.70 

$10.70 

$23.07 

$23.07 

$23.07 

$23.07 

$2.32 

$2.32 

$2.32 

$2.32 

$79.49 

$80.59 

$81.69 

$82.84 

HVAC (ELECTRICAL CONTROLS) 

09/01/2016 

$47.13 

$13.00 

$17.41 

$0.00 

$77.54 

ELECTRICIANS LOCAL 103 


03/01/2017 

$48.33 

$13.00 

$17.45 

$0.00 

$78.78 


09/01/2017 

$49.28 

$13.00 

$17.48 

$0.00 

$79.76 


03/01/2018 

$50.48 

$13.00 

$17.51 

$0.00 

$80.99 


09/01/2018 

$51.67 

$13.00 

$17.55 

$0.00 

$82.22 


03/01/2019 

$52.87 

$13.00 

$17.59 

$0.00 

$83.46 

For apprentice rates see "Apprentice- ELECTRICIAN" 

HVAC (TESTING AND BALANCING - AIR) 

11/01/2016 

$43.40 

$10.70 

$23.07 

$2.32 

$79.49 

SHEETMETAL WORKERS LOCAL 17-A 


02/01/2017 

$44.50 

$10.70 

$23.07 

$2.32 

$80.59 


08/01/2017 

$45.60 

$10.70 

$23.07 

$2.32 

$81.69 


02/01/2018 

$46.75 

$10.70 

$23.07 

$2.32 

$82.84 

For apprentice rates see "Apprentice- SHEET METAL WORKER" 

Issne Date: 01/17/2017 Wage Request Number: 

20170117-025 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplemental 

Unemployment 

Total Rate 

HVAC (TESTING AND BALANCING -WATER) 

PIPEFITTERS LOCAL 537 

For apprentice rates see "Apprentice- PIPEFITTER" or "PLUMBER/PIPEEITTER" 

09/01/2016 

03/01/2017 

$50.19 

$51.19 

$9.70 

$9.70 

$18.14 

$18.14 

$0.00 

$0.00 

$78.03 

$79.03 

HVAC MECHANIC 

PIPEFITTERS LOCAL 537 

09/01/2016 

$50.19 

$9.70 

$18.14 

$0.00 

$78.03 

For apprentice rates see "Apprentice- PIPEFITTER" or "PLUMBER/PIPEEITTER" 

03/01/2017 

$51.19 

$9.70 

$18.14 

$0.00 

$79.03 

HYDRAULIC DRILLS 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.60 

$7.45 

$13.80 

$0.00 

$58.85 

INSULATOR (PIPES & TANKS) 

HEAT & FROST INSULATORS LOCAL 6 (BOSTON) 

09/01/2016 

$45.09 

$11.75 

$14.20 

$0.00 

$71.04 

09/01/2017 

$47.09 

$11.75 

$14.20 

$0.00 

$73.04 


09/01/2018 

$49.34 

$11.75 

$14.20 

$0.00 

$75.29 


09/01/2019 

$51.84 

$11.75 

$14.20 

$0.00 

$77.79 


Apprentice - ASBESTOS INSULATOR (Pipes & Tanks) - Local 6 Boston 
Effective Date - 09/01/2016 

Step percent Apprentice Base Wage Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

50 


$22.55 

$11.75 

$10.45 

$0.00 

$44.75 

2 

60 


$27.05 

$11.75 

$11.20 

$0.00 

$50.00 

3 

70 


$31.56 

$11.75 

$11.95 

$0.00 

$55.26 

4 

80 


$36.07 

$11.75 

$12.70 

$0.00 

$60.52 

Effective Date - 

09/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 


$23.55 

$11.75 

$10.45 

$0.00 

$45.75 

2 

60 


$28.25 

$11.75 

$11.20 

$0.00 

$51.20 

3 

70 


$32.96 

$11.75 

$11.95 

$0.00 

$56.66 

4 

80 


$37.67 

$11.75 

$12.70 

$0.00 

$62.12 


Notes: i 

Steps are 1 year ^ 

Apprentice to Journeyworker Ratio: 1:4 

$72.70 
$73.30 


IRONWORKER/WELDER 

IRONWORKERS LOCAL 7 (BOSTON AREA) 


09/16/2016 

03/16/2017 


$44.05 

$44.65 


$7.80 

$7.80 


$20.85 

$20.85 


$ 0.00 

$ 0.00 


Issue Date: 01/17/2017 
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Classification 


Effective Date Base Wage 

Health 

Pension Total Rate 

Unemployment 

Apprentice - IRONWORKER - Local 7 Boston 





Effective Date - 09/16/2016 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

60 

$26.43 

$7.80 

$20.85 

$0.00 

$55.08 

2 

70 

$30.84 

$7.80 

$20.85 

$0.00 

$59.49 

3 

75 

$33.04 

$7.80 

$20.85 

$0.00 

$61.69 

4 

80 

$35.24 

$7.80 

$20.85 

$0.00 

$63.89 

5 

85 

$37.44 

$7.80 

$20.85 

$0.00 

$66.09 

6 

90 

$39.65 

$7.80 

$20.85 

$0.00 

$68.30 

Effective Date - 03/16/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

60 

$26.79 

$7.80 

$20.85 

$0.00 

$55.44 

2 

70 

$31.26 

$7.80 

$20.85 

$0.00 

$59.91 

3 

75 

$33.49 

$7.80 

$20.85 

$0.00 

$62.14 

4 

80 

$35.72 

$7.80 

$20.85 

$0.00 

$64.37 

5 

85 

$37.95 

$7.80 

$20.85 

$0.00 

$66.60 

6 

90 

$40.19 

$7.80 

$20.85 

$0.00 

$68.84 

Notes: 

1 

** Structural 1:6; Ornamental 1:4 





i 

1 

Apprentice to Journeyworker Ratio:** 






JACKHAMMER & PAVING BREAKER OPERATOR 

LABORERS - ZONE 1 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 $58.35 

For apprentice rates see ' 

'Apprentice- LABORER" 






LABORER 

LABORERS - ZONE 1 


12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 $58.10 


Apprentice - LABORER - Zone I 

Effective Date - 12/01/2016 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

60 

$22.11 

$7.45 

$13.80 

$0.00 


$43.36 


2 

70 

$25.80 

$7.45 

$13.80 

$0.00 


$47.05 


3 

80 

$29.48 

$7.45 

$13.80 

$0.00 


$50.73 


4 

90 

$33.17 

$7.45 

$13.80 

$0.00 


$54.42 


Notes: 







~i 


Apprentice to Journeyworker Ratio: 1:5 





— 

1 


LABORER: CARPENTER TENDER 

LABORERS - ZONE 1 

12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 


$58.10 

For apprentice rates see ' 

'Apprentice- LABORER" 








LABORER: CEMENT FINISHER TENDER 

LABORERS - ZONE 1 

12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 


$58.10 


Issue Date: 01/17/2017 


Wage Request Number: 20170117-025 
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Classification Effective Date Base Wage Health Pension Snpplemental Total Rate 

Unemployment 

For apprentice rates see "Apprentice- LABORER" 


LABORER: HAZARDOUS WASTE/ASBESTOS REMOVER 
LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2015 

$35.50 

$7.45 

$13.55 

$0.00 

$56.50 

LABORER: MASON TENDER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

LABORER: MULTI-TRADE TENDER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 

$58.10 

LABORER: TREE REMOVER 

LABORERS - ZONE 1 

12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 

$58.10 

This classification applies to all tree work associated with the removal of standing trees, and trimming and removal of branches and limbs when the work is not done for 
a utility company for the purpose of operation, maintenance or repair of utility company equipment. For apprentice rates see "Apprentice- LABORER" 


LASER BEAM OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

MARBLE & TILE FINISHERS 

BRICKLAYERS LOCAL 3 - MARBLE & TILE 

08/01/2016 

$38.78 

$10.18 

$17.78 

$0.00 

$66.74 


02/01/2017 

$38.78 

$10.18 

$18.24 

$0.00 

$67.20 


Appreutice - MARBLE & TILE FINISHER 

- Local 3 Marble & Tile 






Effective Date - 08/01/2016 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 

$19.39 

$10.18 

$17.78 

$0.00 

$47.35 


2 

60 

$23.27 

$10.18 

$17.78 

$0.00 

$51.23 


3 

70 

$27.15 

$10.18 

$17.78 

$0.00 

$55.11 


4 

80 

$31.02 

$10.18 

$17.78 

$0.00 

$58.98 


5 

90 

$34.90 

$10.18 

$17.78 

$0.00 

$62.86 


Effective Date - 02/01/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 

$19.39 

$10.18 

$18.24 

$0.00 

$47.81 


2 

60 

$23.27 

$10.18 

$18.24 

$0.00 

$51.69 


3 

70 

$27.15 

$10.18 

$18.24 

$0.00 

$55.57 


4 

80 

$31.02 

$10.18 

$18.24 

$0.00 

$59.44 


5 

90 

$34.90 

$10.18 

$18.24 

$0.00 

$63.32 


Notes: 






~~i 


Appreutice to Jourueyworker Ratio: 1:3 





__i 


MARBLE MASONS,TILELAYERS & TERRAZZO MECH 

BRICKLAYERS LOCAL 3 - MARBLE & TILE 

08/01/2016 

02/01/2017 

$50.80 

$50.80 

$10.18 

$10.18 

$19.22 

$19.79 

$0.00 

$0.00 

$80.20 

$80.77 


Issue Date: 01/17/2017 
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Classification Effective Date Base Wage Health Pension Snpplemental Total Rate 

Unemployment 


Apprentice - MARBLE-TILE-TERRAZZO MECHANIC - Local 3 Marble & Tile 


Effective Date - 

Step percent 

08/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

50 


$25.40 

$10.18 

$19.22 

$0.00 

$54.80 

2 

60 


$30.48 

$10.18 

$19.22 

$0.00 

$59.88 

3 

70 


$35.56 

$10.18 

$19.22 

$0.00 

$64.96 

4 

80 


$40.64 

$10.18 

$19.22 

$0.00 

$70.04 

5 

90 


$45.72 

$10.18 

$19.22 

$0.00 

$75.12 

Effective Date - 

Step percent 

02/01/2017 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

50 


$25.40 

$10.18 

$19.79 

$0.00 

$55.37 

2 

60 


$30.48 

$10.18 

$19.79 

$0.00 

$60.45 

3 

70 


$35.56 

$10.18 

$19.79 

$0.00 

$65.53 

4 

80 


$40.64 

$10.18 

$19.79 

$0.00 

$70.61 

5 

90 


$45.72 

$10.18 

$19.79 

$0.00 

$75.69 


Notes: 


Apprentice to Journeyworker Ratio: 1:5 


MECH. SWEEPER OPERATOR (ON CONST. SITES) 

OPERA TING ENGINEERS LOCAL 4 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2016 

06/01/2017 

12/01/2017 

$44.94 

$45.93 

$46.92 

$10.00 

$10.00 

$10.00 

$15.25 

$15.25 

$15.25 

$0.00 

$0.00 

$0.00 

$70.19 

$71.18 

$72.17 

MECHANICS MAINTENANCE 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 


06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

MILLWRIGHT (Zone 1) 

MILLWRIGHTS LOCAL 1121 - Zone 1 

04/01/2015 

$37.64 

$9.80 

$16.21 

$0.00 

$63.65 


Apprentice - MILL WRIGHT -Local 1121 Zone 1 

Effective Date - 04/01/2015 

Step percent Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

55 


$20.70 

$9.80 

$4.48 

$0.00 

$34.98 

2 

65 


$24.47 

$9.80 

$13.36 

$0.00 

$47.63 

3 

75 


$28.23 

$9.80 

$14.18 

$0.00 

$52.21 

4 

85 


$31.99 

$9.80 

$14.99 

$0.00 

$56.78 

Notes: 







~i 

Steps are 2,000 hours 

Apprentice to Journeyworker Ratio: 1:5 





— 

_^1 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplemental 

Unemployment 

Total Rate 

MORTAR MIXER 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

OILER (OTHER THAN TRUCK CRANES,GRADALLS) 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$22.96 

$10.00 

$15.25 

$0.00 

$48.21 


06/01/2017 

$23.47 

$10.00 

$15.25 

$0.00 

$48.72 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$23.99 

$10.00 

$15.25 

$0.00 

$49.24 

OILER (TRUCK CRANES, GRADALLS) 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$26.94 

$10.00 

$15.25 

$0.00 

$52.19 


06/01/2017 

$27.54 

$10.00 

$15.25 

$0.00 

$52.79 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$28.15 

$10.00 

$15.25 

$0.00 

$53.40 

OTHER POWER DRIVEN EQUIPMENT - CLASS II 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 


06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

PAINTER (BRIDGES/TANKS) 

PAINTERS LOCAL 35 - ZONE 2 

01/01/2017 

$51.41 

$7.85 

$16.10 

$0.00 

$75.36 


Apprentice - PAINTER Local 35 - BRIDGES/TANKS 
Effective Date - 01/01/2017 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$25.71 

$7.85 

$0.00 

$0.00 

$33.56 

2 

55 

$28.28 

$7.85 

$3.66 

$0.00 

$39.79 

3 

60 

$30.85 

$7.85 

$3.99 

$0.00 

$42.69 

4 

65 

$33.42 

$7.85 

$4.32 

$0.00 

$45.59 

5 

70 

$35.99 

$7.85 

$14.11 

$0.00 

$57.95 

6 

75 

$38.56 

$7.85 

$14.44 

$0.00 

$60.85 

7 

80 

$41.13 

$7.85 

$14.77 

$0.00 

$63.75 

8 

90 

$46.27 

$7.85 

$15.44 

$0.00 

$69.56 


Notes: i 

I Steps are 750 hrs. j 

Apprentice to Jonrneyworker Ratio:l:l 

PAINTER (SPRAY OR SANDBLAST, NEW) * 01/01/2017 $42.31 $7.85 $16.10 $0.00 $66.26 

* If 30% or more of surfaces to be painted are new construction, 

NEW paint rate shall be useA.PAINTERSLOCAL 35 - ZONE 2 


Issue Date: 01/17/2017 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - PAINTER Local 35 Zone 2 - Spray/Sandblast - New 
Effective Date - 01/01/2017 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$21.16 

$7.85 

$0.00 

$0.00 

$29.01 

2 

55 

$23.27 

$7.85 

$3.66 

$0.00 

$34.78 

3 

60 

$25.39 

$7.85 

$3.99 

$0.00 

$37.23 

4 

65 

$27.50 

$7.85 

$4.32 

$0.00 

$39.67 

5 

70 

$29.62 

$7.85 

$14.11 

$0.00 

$51.58 

6 

75 

$31.73 

$7.85 

$14.44 

$0.00 

$54.02 

7 

80 

$33.85 

$7.85 

$14.77 

$0.00 

$56.47 

8 

90 

$38.08 

$7.85 

$15.44 

$0.00 

$61.37 


Notes: i 

L _^1 

Apprentice to Journeyworker Ratio:l:l 

PAINTER (SPRAY OR SANDBLAST, REPAINT) 01/01/2017 $40.37 $7.85 $16.10 $0.00 $64.32 

PAINTERS LOCAL 35 - ZONE 2 


Apprentice - PAINTER Local 35 Zone 2 - Spray/Sandblast - Repaint 
Effective Date - 01/01/2017 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$20.19 

$7.85 

$0.00 

$0.00 

$28.04 

2 

55 

$22.20 

$7.85 

$3.66 

$0.00 

$33.71 

3 

60 

$24.22 

$7.85 

$3.99 

$0.00 

$36.06 

4 

65 

$26.24 

$7.85 

$4.32 

$0.00 

$38.41 

5 

70 

$28.26 

$7.85 

$14.11 

$0.00 

$50.22 

6 

75 

$30.28 

$7.85 

$14.44 

$0.00 

$52.57 

7 

80 

$32.30 

$7.85 

$14.77 

$0.00 

$54.92 

8 

90 

$36.33 

$7.85 

$15.44 

$0.00 

$59.62 


Notes: 

Steps are 750 hrs. 


Apprentice to Jonrneyworker Ratio:l:l 


PAINTER (TRAFFIC MARKINGS) 

LABORERS - ZONE 1 

For Apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$36.85 

$7.45 

$13.80 

$0.00 

$58.10 

PAINTER / TAPER (BRUSH, NEW) * 

* If 30% or more of surfaces to be painted are new construction, 

NEW paint rate shall be used.PAINTERS LOCAL 35 - ZONE 2 

01/01/2017 

$40.91 

$7.85 

$16.10 

$0.00 

$64.86 


IssneDate: 01/17/2017 


Wage Request Number: 20170117-025 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - PAINTER - Local 35 Zone 2 - BRUSH NEW 


Effective Date - 01/01/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

50 

$20.46 

$7.85 

$0.00 

$0.00 

$28.31 

2 

55 

$22.50 

$7.85 

$3.66 

$0.00 

$34.01 

3 

60 

$24.55 

$7.85 

$3.99 

$0.00 

$36.39 

4 

65 

$26.59 

$7.85 

$4.32 

$0.00 

$38.76 

5 

70 

$28.64 

$7.85 

$14.11 

$0.00 

$50.60 

6 

75 

$30.68 

$7.85 

$14.44 

$0.00 

$52.97 

7 

80 

$32.73 

$7.85 

$14.77 

$0.00 

$55.35 

8 

90 

$36.82 

$7.85 

$15.44 

$0.00 

$60.11 

Notes: 

1 

Steps are 750 hrs. 





~~i 

1 

Apprentice to Journeyworker Ratio:l:l 






PAINTER / TAPER (BRUSH, REPAINT) 

PAINTERS LOCAL 35 - ZONE 2 

01/01/2017 

$38.97 

$7.85 

$16.10 

$0.00 $62.92 


Apprentice - PAINTER Local 35 Zone 2-BR USH REPAINT 
Effective Date - 01/01/2017 

Step percent Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 

$19.49 

$7.85 

$0.00 

$0.00 


$27.34 


2 

55 

$21.43 

$7.85 

$3.66 

$0.00 


$32.94 


3 

60 

$23.38 

$7.85 

$3.99 

$0.00 


$35.22 


4 

65 

$25.33 

$7.85 

$4.32 

$0.00 


$37.50 


5 

70 

$27.28 

$7.85 

$14.11 

$0.00 


$49.24 


6 

75 

$29.23 

$7.85 

$14.44 

$0.00 


$51.52 


7 

80 

$31.18 

$7.85 

$14.77 

$0.00 


$53.80 


8 

90 

$35.07 

$7.85 

$15.44 

$0.00 


$58.36 


Notes: 

Steps are 750 hrs. 






~~i 

1 


Apprentice to Journeyworker Ratio:l:l 

— 

— 

— 

— 

-- 

1 


PANEL & PICKUP TRUCKS DRIVER 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.08 

$10.91 

$10.89 

$0.00 


$54.88 

PIER AND DOCK CONSTRUCTOR (UNDERPINNING AND 
DECK) 

PILE DRIVER LOCAL 56 (ZONE 1) 

For apprentice rates see "Apprentice- PILE DRIVER" 

08/01/2015 

$42.04 

$9.80 

$19.23 

$0.00 


$71.07 

PILE DRIVER 


08/01/2015 

$42.04 

$9.80 

$19.23 

$0.00 


$71.07 


PILE DRIVER LOCAL 56 (ZONE 1) 


IssneDate: 01/17/2017 


Wage Request Number: 20170117-025 


Page 19 of 31 





Classification 


Effective Date Base Wase 

Health 

Pension Total Rate 






Unemployment 

Apprentice - PILE DRIVER - Local 56 Zone 1 





Effective Date - 

08/01/2015 



Supplemental 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$21.02 

$9.80 

$19.23 

$0.00 

$50.05 

2 

60 

$25.22 

$9.80 

$19.23 

$0.00 

$54.25 

3 

70 

$29.43 

$9.80 

$19.23 

$0.00 

$58.46 

4 

75 

$31.53 

$9.80 

$19.23 

$0.00 

$60.56 

5 

80 

$33.63 

$9.80 

$19.23 

$0.00 

$62.66 

6 

80 

$33.63 

$9.80 

$19.23 

$0.00 

$62.66 

7 

90 

$37.84 

$9.80 

$19.23 

$0.00 

$66.87 

8 

90 

$37.84 

$9.80 

$19.23 

$0.00 

$66.87 

Notes: 






~~i 

1 

Apprentice to Journeyworker Ratio: 1:3 




1 

PIPEFITTER & STEAMFITTER 

09/01/2016 

$50.19 

$9.70 

$18.14 

$0.00 $78.03 

PIPEFITTERS LOCAL 537 









03/01/2017 

$51.19 

$9.70 

$18.14 

$0.00 $79.03 

Apprentice- PIPEFITTER - Local 537 





Effective Date - 

09/01/2016 



Supplemental 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

40 

$20.08 

$9.70 

$7.50 

$0.00 

$37.28 

2 

45 

$22.59 

$9.70 

$18.14 

$0.00 

$50.43 

3 

60 

$30.11 

$9.70 

$18.14 

$0.00 

$57.95 

4 

70 

$35.13 

$9.70 

$18.14 

$0.00 

$62.97 

5 

80 

$40.15 

$9.70 

$18.14 

$0.00 

$67.99 

Effective Date - 

03/01/2017 



Supplemental 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

40 

$20.48 

$9.70 

$7.50 

$0.00 

$37.68 

2 

45 

$23.04 

$9.70 

$18.14 

$0.00 

$50.88 

3 

60 

$30.71 

$9.70 

$18.14 

$0.00 

$58.55 

4 

70 

$35.83 

$9.70 

$18.14 

$0.00 

$63.67 

5 

80 

$40.95 

$9.70 

$18.14 

$0.00 

$68.79 

Notes: 






1 

1 

** 1:3; 3:15; 1:10 thereafter/ Steps are 1 yr. 




1 

1 

Refrig/AC Mechanic **l:l;l:2;2:4;3:6;4:8;5:10;6:12;7:14;8:17;9:20;10:23(Max) 


1 

Apprentice to Journeyworker Ratio:** 





PIPELAYER 


12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 $58.35 

LABORERS - ZONE 1 







For apprentice rates see ' 

'Apprentice- LABORER" 





PLUMBERS & GASFITTERS 

09/01/2016 

$51.69 

$11.32 

$15.46 

$0.00 $78.47 

PLUMBERS & GASFITTERS LOCAL 12 








03/01/2017 

$52.69 

$11.32 

$15.46 

$0.00 $79.47 

Issue Date: 01/17/2017 

Wage Request Number: 20170117-025 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - PLUMBER/GASFITTER - Local 12 


Effective Date - 09/01/2016 

Step percent 

Apprentice Base Wage Health Pension 

Supplemental 

Unemployment 

Total Rate 


1 

35 

$18.09 $11.32 

$5.74 

$0.00 


$35.15 


2 

40 

$20.68 $11.32 

$6.49 

$0.00 


$38.49 


3 

55 

$28.43 $11.32 

$8.73 

$0.00 


$48.48 


4 

65 

$33.60 $11.32 

$10.23 

$0.00 


$55.15 


5 

75 

$38.77 $11.32 

$11.72 

$0.00 


$61.81 


Effective Date - 03/01/2017 



Supplemental 




Step 

percent 

Apprentice Base Wage Health Pension 

Unemployment 

Total Rate 


1 

35 

$18.44 $11.32 

$5.74 

$0.00 


$35.50 


2 

40 

$21.08 $11.32 

$6.49 

$0.00 


$38.89 


3 

55 

$28.98 $11.32 

$8.73 

$0.00 


$49.03 


4 

65 

$34.25 $11.32 

$10.23 

$0.00 


$55.80 


5 

75 

$39.52 $11.32 

$11.72 

$0.00 


$62.56 


Notes: 






1 



** 1:2; 2:6; 3:10; 4:14; 5:19/Steps 

are 1 yr 




1 


1 

Step4 with lic$58.50 Step5 with lic$65.36 




1 


Apprentice to Journeyworker Ratio:** 







PNEUMATIC CONTROLS (TEMP.) 

09/01/2016 $50.19 

$9.70 

$18.14 

$0.00 


$78.03 

PIPEFITTERS LOCAL 537 










03/01/2017 $51.19 

$9.70 

$18.14 

$0.00 


$79.03 

For apprentice rates see ' 

"Apprentice- PIPEFITTER" or "PLUMBER/PIPEFITTER" 






PNEUMATIC DRILL/TOOL OPERATOR 

12/01/2016 $37.10 

$7.45 

$13.80 

$0.00 


$58.35 

LABORERS - ZONE 1 








For apprentice rates see ' 

"Apprentice- LABORER" 







POWDERMAN & BLASTER 

12/01/2016 $37.85 

$7.45 

$13.80 

$0.00 


$59.10 

LABORERS - ZONE 1 








For apprentice rates see ' 

"Apprentice- LABORER" 







POWER SHOVEL/DERRICK/TRENCHING MACHINE 

12/01/2016 $45.38 

$10.00 

$15.25 

$0.00 


$70.63 

OPERA TING ENGINEERS LOCAL 4 









06/01/2017 $46.38 

$10.00 

$15.25 

$0.00 


$71.63 



12/01/2017 $47.38 

$10.00 

$15.25 

$0.00 


$72.63 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 







PUMP OPERATOR (CONCRETE) 

12/01/2016 $45.38 

$10.00 

$15.25 

$0.00 


$70.63 

OPERA TING ENGINEERS LOCAL 4 









06/01/2017 $46.38 

$10.00 

$15.25 

$0.00 


$71.63 



12/01/2017 $47.38 

$10.00 

$15.25 

$0.00 


$72.63 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 







PUMP OPERATOR (DEWATERING, OTHER) 

12/01/2016 $31.17 

$10.00 

$15.25 

$0.00 


$56.42 

OPERA TING ENGINEERS LOCAL 4 









06/01/2017 $31.86 

$10.00 

$15.25 

$0.00 


$57.11 



12/01/2017 $32.55 

$10.00 

$15.25 

$0.00 


$57.80 

For apprentice rates see ' 

"Apprentice- OPERATING ENGINEERS" 







READY MIX CONCRETE DRIVERS after 4/30/10 

07/01/2016 $28.03 

$8.23 

$9.31 

$0.00 


$45.57 

(Drivers Hired After AI2>0I20\0)teamsters LOCAL 25c 

05/01/2017 $28.18 

$8.23 

$9.72 

$0.00 


$46.13 



07/01/2017 $28.18 

$8.48 

$9.72 

$0.00 


$46.38 


IssneDate: 01/17/2017 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplemental 

Unemployment 

Total Rate 

READY-MIX CONCRETE DRIVER 

07/01/2016 

$29.33 

$8.23 

$9.31 

$0.00 

$46.87 

TEAMSTERS LOCAL 25c 

05/01/2017 

$29.48 

$8.23 

$9.72 

$0.00 

$47.43 


07/01/2017 

$29.48 

$8.48 

$9.72 

$0.00 

$47.68 

RECLAIMERS 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 

OPERA TING ENGINEERS LOCAL 4 

06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 


12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 







RESIDENTIAL WOOD FRAME (All Other Work) 

CARPENTERS -ZONE 2 (Residential Wood) 

06/01/2016 

$25.32 

$9.80 

$16.82 

$0.00 

$51.94 

RESIDENTIAL WOOD FRAME CARPENTER ** 

** The Residential Wood Frame Carpenter classification applies 
only to the construction of new, wood frame residences that do 

10/01/2016 

04/01/2017 

$25.69 

$26.31 

$7.07 

$7.07 

$7.18 

$7.18 

$0.00 

$0.00 

$39.94 

$40.56 

not exceed four stories including the carpenters -zone 

10/01/2017 

$26.93 

$7.07 

$7.18 

$0.00 

$41.18 

2 (Residential Wood) 

04/01/2018 

$27.35 

$7.07 

$7.18 

$0.00 

$41.60 


10/01/2018 

$27.77 

$7.07 

$7.18 

$0.00 

$42.02 


04/01/2019 

$28.20 

$7.07 

$7.18 

$0.00 

$42.45 


10/01/2019 

$28.63 

$7.07 

$7.18 

$0.00 

$42.88 


As of 9/1/09 Carpentry work on wood-frame residential WEATHERIZATION projects shall be paid the RESIDENTIAL WOOD FRAME CARPENTER rate. 


Apprentice - CARPENTER (Residential Wood Frame) - Zone 2 


Effective Date - 

Step percent 

10/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

60 


$15.41 

$7.07 

$0.00 

$0.00 

$22.48 

2 

60 


$15.41 

$7.07 

$0.00 

$0.00 

$22.48 

3 

65 


$16.70 

$7.07 

$7.18 

$0.00 

$30.95 

4 

70 


$17.98 

$7.07 

$7.18 

$0.00 

$32.23 

5 

75 


$19.27 

$7.07 

$7.18 

$0.00 

$33.52 

6 

80 


$20.55 

$7.07 

$7.18 

$0.00 

$34.80 

7 

85 


$21.84 

$7.07 

$7.18 

$0.00 

$36.09 

8 

90 


$23.12 

$7.07 

$7.18 

$0.00 

$37.37 

Effective Date - 

04/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

60 


$15.79 

$7.07 

$0.00 

$0.00 

$22.86 

2 

60 


$15.79 

$7.07 

$0.00 

$0.00 

$22.86 

3 

65 


$17.10 

$7.07 

$7.18 

$0.00 

$31.35 

4 

70 


$18.42 

$7.07 

$7.18 

$0.00 

$32.67 

5 

75 


$19.73 

$7.07 

$7.18 

$0.00 

$33.98 

6 

80 


$21.05 

$7.07 

$7.18 

$0.00 

$35.30 

7 

85 


$22.36 

$7.07 

$7.18 

$0.00 

$36.61 

8 

90 


$23.68 

$7.07 

$7.18 

$0.00 

$37.93 


Notes: 


Apprentice to Jonrneyworker Ratio: 1:5 


IssneDate: 01/17/2017 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplemental 

Unemployment 

Total Rate 

RIDE-ON MOTORIZED BUGGY OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

ROLLER/SPREADER/MULCHING MACHINE 

12/01/2016 

$44.94 

$10.00 

$15.25 

$0.00 

$70.19 

OPERA TING ENGINEERS LOCAL 4 


06/01/2017 

$45.93 

$10.00 

$15.25 

$0.00 

$71.18 


12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 

$72.17 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

ROOFER (Inc.Roofer Waterproofng &Roofer Damproofg) 

08/01/2016 

$41.11 

$11.00 

$13.00 

$0.00 

$65.11 

ROOFERS LOCAL 33 


02/01/2017 

$42.26 

$11.00 

$13.00 

$0.00 

$66.26 


08/01/2017 

$43.36 

$11.00 

$13.00 

$0.00 

$67.36 


02/01/2018 

$44.51 

$11.00 

$13.00 

$0.00 

$68.51 


08/01/2018 

$45.61 

$11.00 

$13.00 

$0.00 

$69.61 


02/01/2019 

$46.76 

$11.00 

$13.00 

$0.00 

$70.76 


Apprentice - ROOFER - Local 33 

Effective Date - 08/01/2016 

Step percent Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

50 

$20.56 

$11.00 

$3.44 

$0.00 


$35.00 


2 

60 

$24.67 

$11.00 

$13.00 

$0.00 


$48.67 


3 

65 

$26.72 

$11.00 

$13.00 

$0.00 


$50.72 


4 

75 

$30.83 

$11.00 

$13.00 

$0.00 


$54.83 


5 

85 

$34.94 

$11.00 

$13.00 

$0.00 


$58.94 


Effective Date - 

02/01/2017 



Supplemental 




Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 


1 

50 

$21.13 

$11.00 

$3.44 

$0.00 


$35.57 


2 

60 

$25.36 

$11.00 

$13.00 

$0.00 


$49.36 


3 

65 

$27.47 

$11.00 

$13.00 

$0.00 


$51.47 


4 

75 

$31.70 

$11.00 

$13.00 

$0.00 


$55.70 


5 

85 

$35.92 

$11.00 

$13.00 

$0.00 


$59.92 


Notes: 

** 1:5, 2:6-10, the 1:10; Reroofmg: 1:4, then 1:1 





1 



Step 1 is 2000 hrs.; Steps 2-5 are 1000 hrs. 





1 

1 



(Hot Pitch Mechanics' receive $1.00 hr. above ROOFER) 





1 











Apprentice to Journeyworker Ratio:** 







ROOFER SLATE / TILE / PRECAST CONCRETE 08/01/2016 

$41.36 

$11.00 

$13.00 

$0.00 


$65.36 

ROOFERS LOCAL 33 











02/01/2017 

$42.51 

$11.00 

$13.00 

$0.00 


$66.51 



08/01/2017 

$43.61 

$11.00 

$13.00 

$0.00 


$67.61 



02/01/2018 

$44.76 

$11.00 

$13.00 

$0.00 


$68.76 



08/01/2018 

$45.86 

$11.00 

$13.00 

$0.00 


$69.86 



02/01/2019 

$47.01 

$11.00 

$13.00 

$0.00 


$71.01 

For apprentice rates see ' 

"Apprentice- ROOFER" 







SHEETMETAL WORKER 

11/01/2016 

$43.40 

$10.70 

$23.07 

$2.32 


$79.49 

SHEETMETAL WORKERS LOCAL 17-A 










02/01/2017 

$44.50 

$10.70 

$23.07 

$2.32 


$80.59 



08/01/2017 

$45.60 

$10.70 

$23.07 

$2.32 


$81.69 



02/01/2018 

$46.75 

$10.70 

$23.07 

$2.32 


$82.84 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - SHEET METAL WORKER - Local 17-A 


Effective Date - 

Step percent 

11/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

40 


$17.36 

$10.70 

$5.24 

$0.00 

$33.30 

2 

40 


$17.36 

$10.70 

$5.24 

$0.00 

$33.30 

3 

45 


$19.53 

$10.70 

$10.31 

$1.22 

$41.76 

4 

45 


$19.53 

$10.70 

$10.31 

$1.22 

$41.76 

5 

50 


$21.70 

$10.70 

$11.21 

$1.31 

$44.92 

6 

50 


$21.70 

$10.70 

$11.46 

$1.32 

$45.18 

7 

60 


$26.04 

$10.70 

$13.02 

$1.49 

$51.25 

8 

65 


$28.21 

$10.70 

$13.93 

$1.59 

$54.43 

9 

75 


$32.55 

$10.70 

$15.74 

$1.77 

$60.76 

10 

85 


$36.89 

$10.70 

$17.05 

$1.94 

$66.58 

Effective Date - 

02/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

40 


$17.80 

$10.70 

$5.24 

$0.00 

$33.74 

2 

40 


$17.80 

$10.70 

$5.24 

$0.00 

$33.74 

3 

45 


$20.03 

$10.70 

$10.31 

$1.24 

$42.28 

4 

45 


$20.03 

$10.70 

$10.31 

$1.24 

$42.28 

5 

50 


$22.25 

$10.70 

$11.21 

$1.32 

$45.48 

6 

50 


$22.25 

$10.70 

$11.46 

$1.33 

$45.74 

7 

60 


$26.70 

$10.70 

$13.02 

$1.51 

$51.93 

8 

65 


$28.93 

$10.70 

$13.93 

$1.61 

$55.17 

9 

75 


$33.38 

$10.70 

$15.74 

$1.79 

$61.61 

10 

85 


$37.83 

$10.70 

$17.05 

$1.97 

$67.55 


Notes: i 

I Steps are 6 mos. ^ 

Apprentice to Jonrneyworker Ratio: 1:4 

SIGN ERECTOR 06/01/2013 $25.81 $7.07 $7.05 $0.00 $39.93 

PAINTERS LOCAL 35 - ZONE 2 
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Classification 


Effective Date Base Wage Health 


Pension Total Rate 

Unemployment 


Apprentice - SIGN ERECTOR - Local 35 Zone 2 
Effective Date - 06/01/2013 


Step 

percent 

Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

50 

$12.91 

$7.07 

$0.00 

$0.00 

$19.98 

2 

55 

$14.20 

$7.07 

$2.45 

$0.00 

$23.72 

3 

60 

$15.49 

$7.07 

$2.45 

$0.00 

$25.01 

4 

65 

$16.78 

$7.07 

$2.45 

$0.00 

$26.30 

5 

70 

$18.07 

$7.07 

$7.05 

$0.00 

$32.19 

6 

75 

$19.36 

$7.07 

$7.05 

$0.00 

$33.48 

7 

80 

$20.65 

$7.07 

$7.05 

$0.00 

$34.77 

8 

85 

$21.94 

$7.07 

$7.05 

$0.00 

$36.06 

9 

90 

$23.23 

$7.07 

$7.05 

$0.00 

$37.35 


Notes: 

Steps are 4 mos. 


Apprentice to Jonrneyworker Ratio:l:l 


SPECIALIZED EARTH MOVING EQUIP <35 TONS 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.54 

$10.91 

$10.89 

$0.00 

$55.34 

SPECIALIZED EARTH MOVING EQUIP >35 TONS 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.83 

$10.91 

$10.89 

$0.00 

$55.63 

SPRINKLER FITTER 

SPRINKLER FITTERS LOCAL 550 - (Section A) Zone 1 

01/01/2017 

$55.08 

$8.77 

$17.20 

$0.00 

$81.05 

03/01/2017 

$56.08 

$8.77 

$17.20 

$0.00 

$82.05 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - SPRINKLER FITTER - Local 550 (Section A) Zone 1 


Effective Date - 01/01/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

35 

$19.28 

$8.52 

$8.70 

$0.00 


$36.50 


2 

40 

$22.03 

$8.52 

$8.70 

$0.00 


$39.25 


3 

45 

$24.79 

$8.52 

$8.70 

$0.00 


$42.01 


4 

50 

$27.54 

$8.52 

$8.70 

$0.00 


$44.76 


5 

55 

$30.29 

$8.52 

$8.70 

$0.00 


$47.51 


6 

60 

$33.05 

$8.52 

$10.20 

$0.00 


$51.77 


7 

65 

$35.80 

$8.52 

$10.20 

$0.00 


$54.52 


8 

70 

$38.56 

$8.52 

$10.20 

$0.00 


$57.28 


9 

75 

$41.31 

$8.52 

$10.20 

$0.00 


$60.03 


10 

80 

$44.06 

$8.52 

$10.20 

$0.00 


$62.78 


Effective Date - 03/01/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 

35 

$19.63 

$8.52 

$8.70 

$0.00 


$36.85 


2 

40 

$22.43 

$8.52 

$8.70 

$0.00 


$39.65 


3 

45 

$25.24 

$8.52 

$8.70 

$0.00 


$42.46 


4 

50 

$28.04 

$8.52 

$8.70 

$0.00 


$45.26 


5 

55 

$30.84 

$8.52 

$8.70 

$0.00 


$48.06 


6 

60 

$33.65 

$8.52 

$10.20 

$0.00 


$52.37 


7 

65 

$36.45 

$8.52 

$10.20 

$0.00 


$55.17 


8 

70 

$39.26 

$8.52 

$10.20 

$0.00 


$57.98 


9 

75 

$42.06 

$8.52 

$10.20 

$0.00 


$60.78 


10 

80 

$44.86 

$8.52 

$10.20 

$0.00 


$63.58 


Notes: Apprentice entered prior 9/30/10: 

40/45/50/55/60/65/70/75/80/85 
' Steps are 850 hours 

Apprentice to Journeyworker Ratio: 1:3 

— 




- . 

~~i 

_ ^1 


STEAM BOILER OPERATOR 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

06/01/2017 

$44.94 

$45.93 

$10.00 

$10.00 

$15.25 

$15.25 

$0.00 

$0.00 


$70.19 

$71.18 

For apprentice rates see ' 

'Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 


$72.17 

TAMPERS, SELF-PROPELLED OR TRACTOR DRAWN 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

06/01/2017 

$44.94 

$45.93 

$10.00 

$10.00 

$15.25 

$15.25 

$0.00 

$0.00 


$70.19 

$71.18 

For apprentice rates see ' 

'Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$46.92 

$10.00 

$15.25 

$0.00 


$72.17 

TELECOMMUNICATION TECHNICIAN 

ELECTRICIANS LOCAL 103 

09/01/2016 

03/01/2017 

$35.35 

$36.25 

$13.00 

$13.00 

$15.57 

$15.60 

$0.00 

$0.00 


$63.92 

$64.85 



09/01/2017 

$36.96 

$13.00 

$15.62 

$0.00 


$65.58 



03/01/2018 

$37.86 

$13.00 

$15.65 

$0.00 


$66.51 



09/01/2018 

$38.75 

$13.00 

$15.67 

$0.00 


$67.42 



03/01/2019 

$39.65 

$13.00 

$15.70 

$0.00 


$68.35 
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Classification 


Effective Date Base Wage Health 


Pension 


Snpplemental 

Unemployment 


Total Rate 


Apprentice - TELECOMMUNICATION TECHNICIAN - Local 103 


Effective Date - 

Step percent 

09/01/2016 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 

1 

40 


$14.14 

$13.00 

$0.42 

$0.00 

$27.56 

2 

40 


$14.14 

$13.00 

$0.42 

$0.00 

$27.56 

3 

45 


$15.91 

$13.00 

$11.53 

$0.00 

$40.44 

4 

45 


$15.91 

$13.00 

$11.53 

$0.00 

$40.44 

5 

50 


$17.68 

$13.00 

$11.80 

$0.00 

$42.48 

6 

55 


$19.44 

$13.00 

$12.07 

$0.00 

$44.51 

7 

60 


$21.21 

$13.00 

$12.36 

$0.00 

$46.57 

8 

65 


$22.98 

$13.00 

$12.63 

$0.00 

$48.61 

9 

70 


$24.75 

$13.00 

$13.91 

$0.00 

$51.66 

10 

75 


$26.51 

$13.00 

$14.19 

$0.00 

$53.70 

Effective Date - 

03/01/2017 




Supplemental 


Step 

percent 


Apprentice Base Wage 

Health 

Pension 

Unemployment 

Total Rate 

1 

40 


$14.50 

$13.00 

$0.44 

$0.00 

$27.94 

2 

40 


$14.50 

$13.00 

$0.44 

$0.00 

$27.94 

3 

45 


$16.31 

$13.00 

$12.54 

$0.00 

$41.85 

4 

45 


$16.31 

$13.00 

$12.54 

$0.00 

$41.85 

5 

50 


$18.13 

$13.00 

$12.81 

$0.00 

$43.94 

6 

55 


$19.94 

$13.00 

$13.09 

$0.00 

$46.03 

7 

60 


$21.75 

$13.00 

$13.37 

$0.00 

$48.12 

8 

65 


$23.56 

$13.00 

$13.65 

$0.00 

$50.21 

9 

70 


$25.38 

$13.00 

$13.93 

$0.00 

$52.31 

10 

75 


$27.19 

$13.00 

$14.21 

$0.00 

$54.40 


Notes: 


Apprentice to Jonrneyworker Ratio:l:l 

TERRAZZO FINISHERS 

BRICKLAYERS LOCAL 3 - MARBLE & TILE 


08/01/2016 $49.70 $10.18 $19.22 

02/01/2017 $49.70 $10.18 $19.79 


$ 0.00 

$ 0.00 


$79.10 

$79.67 
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Classification 

Effective Date Base Wage 

Health 

„ Supplemental 

Pension 

Unemployment 

Total Rate 

Apprentice - TERRAZZO FINISHER - Loccil 3 Marble & Tile 






Effective Date - 08/01/2016 

Step percent 

Apprentice Base Wage Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 50 

$24.85 $10.18 

$19.22 

$0.00 


$54.25 


2 60 

$29.82 $10.18 

$19.22 

$0.00 


$59.22 


3 70 

$34.79 $10.18 

$19.22 

$0.00 


$64.19 


00 

o 

$39.76 $10.18 

$19.22 

$0.00 


$69.16 


5 90 

$44.73 $10.18 

$19.22 

$0.00 


$74.13 


Effective Date - 02/01/2017 

Step percent 

Apprentice Base Wage Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 50 

$24.85 $10.18 

$19.79 

$0.00 


$54.82 


2 60 

$29.82 $10.18 

$19.79 

$0.00 


$59.79 


3 70 

$34.79 $10.18 

$19.79 

$0.00 


$64.76 


00 

O 

$39.76 $10.18 

$19.79 

$0.00 


$69.73 


5 90 

$44.73 $10.18 

$19.79 

$0.00 


$74.70 


Notes: 





~~i 


1 

Apprentice to Journeyworker Ratio: 1:3 

— 

— 

— 

— 

1 


TEST BORING DRILLER 

LABORERS - FOUNDATION AND MARINE 

12/01/2016 $38.20 

$7.45 

$14.00 

$0.00 


$59.65 

For apprentice rates see "Apprentice- LABORER" 







TEST BORING DRILLER HELPER 

LABORERS - FOUNDATION AND MARINE 

12/01/2016 $36.92 

$7.45 

$14.00 

$0.00 


$58.37 

For apprentice rates see "Apprentice- LABORER" 







TEST BORING LABORER 

LABORERS - FOUNDATION AND MARINE 

12/01/2016 $36.80 

$7.45 

$14.00 

$0.00 


$58.25 

For apprentice rates see "Apprentice- LABORER" 







TRACTORS/PORTABLE STEAM GENERATORS 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 $44.94 

06/01/2017 $45.93 

$10.00 

$10.00 

$15.25 

$15.25 

$0.00 

$0.00 


$70.19 

$71.18 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 $46.92 

$10.00 

$15.25 

$0.00 


$72.17 

TRAILERS FOR EARTH MOVING EQUIPMENT 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 $34.12 

$10.91 

$10.89 

$0.00 


$55.92 

TUNNEL WORK - COMPRESSED AIR 

LABORERS (COMPRESSED AIR) 

12/01/2016 $49.08 

$7.45 

$14.40 

$0.00 


$70.93 

For apprentice rates see "Apprentice- LABORER" 







TUNNEL WORK - COMPRESSED AIR (HAZ. WASTE) 

LABORERS (COMPRESSED AIR) 

12/01/2016 $51.08 

$7.45 

$14.40 

$0.00 


$72.93 

For apprentice rates see "Apprentice- LABORER" 







TUNNEL WORK - FREE AIR 

LABORERS (FREE AIR TUNNEL) 

12/01/2016 $41.15 

$7.45 

$14.40 

$0.00 


$63.00 

For apprentice rates see "Apprentice- LABORER" 







TUNNEL WORK - FREE AIR (HAZ. WASTE) 

12/01/2016 $43.15 

$7.45 

$14.40 

$0.00 


$65.00 


LABORERS (FREE AIR TUNNEL) 

For apprentice rates see "Apprentice- LABORER" 
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Classification 

Effective Date 

Base Wage 

Health 

Pension 

Snpplementai 

Unemployment 

Total Rate 

VAC-HAUL 

TEAMSTERS JOINT COUNCIL NO. 10 ZONE A 

12/01/2016 

$33.54 

$10.91 

$10.89 

$0.00 

$55.34 

WAGON DRILL OPERATOR 

LABORERS - ZONE 1 

For apprentice rates see "Apprentice- LABORER" 

12/01/2016 

$37.10 

$7.45 

$13.80 

$0.00 

$58.35 

WASTE WATER PUMP OPERATOR 

OPERA TING ENGINEERS LOCAL 4 

12/01/2016 

$45.38 

$10.00 

$15.25 

$0.00 

$70.63 


06/01/2017 

$46.38 

$10.00 

$15.25 

$0.00 

$71.63 

For apprentice rates see "Apprentice- OPERATING ENGINEERS" 

12/01/2017 

$47.38 

$10.00 

$15.25 

$0.00 

$72.63 

WATER METER INSTALLER 

PLUMBERS & GASFITTERS LOCAL 12 

09/01/2016 

$51.69 

$11.32 

$15.46 

$0.00 

$78.47 

For apprentice rates see "Apprentice- PLUMBER/PIPEFITTER" or 

Outside Electrical - East 

03/01/2017 

"PLUMBER/GASFITTER" 

$52.69 

$11.32 

$15.46 

$0.00 

$79.47 

CABLE TECHNICIAN (Power Zone) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$26.61 

$7.50 

$1.80 

$0.00 

$35.91 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$27.14 

$7.75 

$1.81 

$0.00 

$36.70 

CABLEMAN (Underground Ducts & Cables) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$37.70 

$7.50 

$8.87 

$0.00 

$54.07 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$38.45 

$7.75 

$9.53 

$0.00 

$55.73 

DRIVER / GROUNDMAN CDL 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$31.05 

$7.50 

$8.89 

$0.00 

$47.44 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$31.66 

$7.75 

$9.44 

$0.00 

$48.85 

DRIVER / GROUNDMAN -Inexperienced (<2000 Hrs) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$24.39 

$7.50 

$1.73 

$0.00 

$33.62 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$24.88 

$7.75 

$1.75 

$0.00 

$34.38 

EQUIPMENT OPERATOR (Class A CDL) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$37.70 

$7.50 

$12.95 

$0.00 

$58.15 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$38.45 

$7.75 

$13.61 

$0.00 

$59.81 

EQUIPMENT OPERATOR (Class B CDL) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$33.26 

$7.50 

$9.63 

$0.00 

$50.39 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$33.92 

$7.75 

$10.21 

$0.00 

$51.88 

GROUNDMAN 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$24.39 

$7.50 

$1.73 

$0.00 

$33.62 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$24.88 

$7.75 

$1.75 

$0.00 

$34.38 

GROUNDMAN -Inexperienced (<2000 Hrs.) 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$19.96 

$7.50 

$1.60 

$0.00 

$29.06 

For apprentice rates see "Apprentice- LINEMAN" 

09/03/2017 

$20.35 

$7.75 

$1.61 

$0.00 

$29.71 

JOURNEYMAN LINEMAN 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

08/28/2016 

$44.35 

$7.50 

$15.83 

$0.00 

$67.68 


09/03/2017 

$45.23 

$7.75 

$16.61 

$0.00 

$69.59 
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Classification 

Effective Date Base Wage 

Health 

„ Supplemental 

Pension 

Unemployment 

Total Rate 

Apprentice - LINEMAN (Outside Electrical) 

- East Local 104 







Effective Date - 08/28/2016 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 60 

$26.61 

$7.50 

$3.30 

$0.00 


$37.41 


2 65 

$28.83 

$7.50 

$3.36 

$0.00 


$39.69 


3 70 

$31.05 

$7.50 

$3.43 

$0.00 


$41.98 


4 75 

$33.26 

$7.50 

$5.00 

$0.00 


$45.76 


5 80 

$35.48 

$7.50 

$5.06 

$0.00 


$48.04 


6 85 

$37.70 

$7.50 

$5.13 

$0.00 


$50.33 


7 90 

$39.92 

$7.50 

$7.20 

$0.00 


$54.62 


Effective Date - 09/03/2017 

Step percent 

Apprentice Base Wage 

Health 

Pension 

Supplemental 

Unemployment 

Total Rate 


1 60 

$27.14 

$7.75 

$3.31 

$0.00 


$38.20 


2 65 

$29.40 

$7.75 

$3.38 

$0.00 


$40.53 


3 70 

$31.66 

$7.75 

$3.45 

$0.00 


$42.86 


4 75 

$33.92 

$7.75 

$5.02 

$0.00 


$46.69 


5 80 

$36.18 

$7.75 

$5.09 

$0.00 


$49.02 


6 85 

$38.45 

$7.75 

$5.15 

$0.00 


$51.35 


7 90 

$40.71 

$7.75 

$7.22 

$0.00 


$55.68 


Notes: 






~~i 


1 

Apprentice to Journeyworker Ratio: 1:2 

— 

— 

— 

— 

— 

1 


TELEDATA CABLE SPLICER 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

01/01/2016 

$28.98 

$4.25 

$3.12 

$0.00 


$36.35 

TELEDATA LINEMAN/EQUIPMENT OPERATOR 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

01/01/2016 

$27.31 

$4.25 

$3.07 

$0.00 


$34.63 

TELEDATA WIREMAN/INSTALLER/TECHNICIAN 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

01/01/2016 

$27.31 

$4.25 

$3.07 

$0.00 


$34.63 

TREE TRIMMER 

OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

01/31/2016 

$18.51 

$3.55 

$0.00 

$0.00 


$22.06 

This classification applies only to tree work done: (a) for a utility company, R.E.A. cooperative, or railroad or coal mining company, and (b) for the purpose of 
operating, maintaining, or repairing the utility company’s equipment, and (c) by a person who is using hand or mechanical cutting methods and is not on the ground. 
This classification does not apply to wholesale tree removal. 



TREE TRIMMER GROUNDMAN 

01/31/2016 

$16.32 

$3.55 

$0.00 

$0.00 


$19.87 


OUTSIDE ELECTRICAL WORKERS - EAST LOCAL 104 

This classification applies only to tree work done: (a) for a utility company, R.E.A. cooperative, or railroad or coal mining company, and (b) for the purpose of 
operating, maintaining, or repairing the utility company’s equipment, and (c) by a person who is using hand or mechanical cutting methods and is on the ground. This 
classification does not apply to wholesale tree removal. 
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Classification 


Effective Date Base Wage Health 


Pension 


Supplemental 

Unemployment 


Additional Apprentice Information: 

Minimum wage rates for apprentices employed on public works projects are listed above as a percentage of the pre-determined hourly wage rate established by the 
Commissioner under the provisions of the M.G.L. c. 149, ss. 26-27D. Apprentice ratios are established by the Division of Apprenticeship Training pursuant to M.G.L. 
c. 23, ss. IIE-IIL. 

Ail apprentices must be registered with the Division of Apprenticeship Training in accordance with M.G.L. c. 23, ss. I lE-1 IL. 

Ail steps are six months (1000 hours.) 

Ratios are expressed in allowable number of apprentices to journeymen or fraction thereof, unless otherwise specified. 

** Multiple ratios are listed in the comment field. 

*** APPtoJM; 1:1,2:2,2:3,3:4,4:4,4:5,4:6,5:7,6:7,6:8,6:9,7:10, 8:10, 8:11, 8:12,9:13, 10:13, 10:14, etc. 

**** APP to JM; 1:1, 1:2, 2:3, 2:4, 3:5, 4:6, 4:7, 5:8, 6:9, 6:10, 7:11, 8:12, 8:13, 9:14, 10:15, 10:16, etc. 


Total Rate 
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CERTIFICATE OF NON-COLLUSION 


The undersigned certifies under penalties of perjury that this bid or proposal has been made and 
submitted in good faith and without coliusion or fraud with any other person. As used in this 
certification, the word “person” shall mean any natural person, business, partnership, corporation, 
union, committee, club or other organization, entity, or group of individuals. 


(Signature of individual submitting bid or proposal) 


(Name of individual submitting bid or proposal) 


Name of Business 


Date 


Pursuant to M.G.L. Chapter 62C, Section 49A, I certify under the penalties of perjury that I have 
complied with all laws of the commonwealth relating to taxes, reporting of employees and contractors, 
and withholding and remitting child support. 


Social Security Number or 
Federal Identification Number 


Signature of Individual or Responsible 
Corporate Officer and Title 


NON-COLLUSION FORMS 
MUST RESIGNED AND 
SUBMITTED WITH BID 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 














CERTIFICATE OF OSHA TRAINING 


The undersigned hereby certifies that it is able to furnish labor that can work in harmony with all other 
elements of labor employed or to be employed in the Work; that all employees to be employed at the 
worksite shall have successfully completed a course In construction safety and health approved by 
OSHA (the United States Occupational Safety and Health Administration) that is at least 10 hours in 
duration at the time the employee begins work and who shall furnish documentation of successful 
completion of said course with the first certified payroll report for each employee; and that it shall 
comply fully with all laws and regulations applicable to awards made subject to MGL, Chapter 149 
Section 44A . 


Signature: 

Title: 

Date: 
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The Secretary of the Interior’s 

Standards for the Treatment of Historic Properties 

1995 


Four Treatment Approaches 

There are Standards for four distinct, but interrelated, approaches to the treatment of historic properties- 
preservation, rehabilitation, restoration, and reconstruction. Preservation focuses on the maintenance and 
repair of existing historic materials and retention of a property's form as it has evolved over time. 
(Protection and Stabilization have now been consolidated under this treatment.) Rehabilitation 
acknowledges the need to alter or add to a historic property to meet continuing or changing uses while 
retaining the property's historic character. Restoration depicts a property at a particular period of time in 
its history, while removing evidence of other periods. Reconstruction re-creates vanished or non- 
suiwiving portions of a property for interpretive purposes. 


Preservation is defined as the act or process of applying measures necessary to sustain the existing 
form, integrity, and materials of an historic property. Work, including preliminary measures to protect 
and stabilize the property, generally focuses upon the ongoing maintenance and repair of historic 
materials andfeatures rather than extensive replacement and new construction. New exterior additions 
are not within the scope of this treatment; however, the limited and sensitive upgrading of mechanical, 
electrical, and plumbing systems and other code-required work to make properties functional is 
appropriate within a preservation project. 

Standards for Preservation 

1. A property will be used as it was historically, or be given a new use that maximizes the retention of 
distinctive materials, features, spaces, and spatial relationships. Where a treatment and use have not been 
identified, a property will be protected and, if necessary, stabilized until additional work may be under¬ 
taken. 

2. The historic character of a property will be retained and preserved. The replacement of intact or 
repairable historic materials or alteration of features, spaces, and spatial relationships that characterize a 
property will be avoided. 

3. Each property will be recognized as a physical record of its time, place, and use. Work needed to 
stabilize, consolidate, and conseiwe existing historic materials and features will be physically and visually 
compatible, identifiable upon close inspection, and properly documented for future research. 

4. Changes to a property that have acquired historic significance in their own right will be retained and 
preserved. 

5. Distinctive materials, features, finishes, and construction techniques or examples of craftsmanship that 
characterize a property will be preserved. 
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6. The existing condition of historic features will be evaluated to determine the appropriate level of 
intervention needed. Where the severity of deterioration requires repair or limited replacement of a 
distinctive feature, the new material will match the old in composition, design, color, and texture. 

7. Chemical or physical treatments, if appropriate, will be undertaken using the gentlest means possible. 
Treatments that cause damage to historic materials will not be used. 

8. Archeological resources will be protected and preserved in place. If such resources must be disturbed, 
mitigation measures will be undertaken. 


Rehabilitation is defined as the act or process of making possible a compatible use for a property 
through repair, alterations, and additions while preserving those portions or features which convey its 
historical, cultural, or architectural values. 

Standards for Rehabilitation 

1. A property will be used as it was historically or be given a new use that requires minimal change to its 
distinctive materials, features, spaces, and spatial relationships. 

2. The historic character of a property will be retained and preserved. The removal of distinctive materials 
or alteration of features, spaces, and spatial relationships that characterize a property will be avoided. 

3. Each property will be recognized as a physical record of its time, place, and use. Changes that create a 
false sense of historical development, such as adding conjectural features or elements from other historic 
properties, will not be undertaken. 

4. Changes to a propeity that have acquired historic significance in their own right will be retained and 
preserved. 

5. Distinctive materials, features, finishes, and construction techniques or examples of craftsmanship that 
characterize a property will be preserved. 

6. Deteriorated historic features will be repaired rather than replaced. Where the severity of deterioration 
requires replacement of a distinctive feature, the new feature will match the old in design, color, texture, 
and, where possible, materials. Replacement of missing features will be substantiated by documentary and 
physical evidence. 

7. Chemical or physical treatments, if appropriate, will be undertaken using the gentlest means possible. 
Treatments that cause damage to historic materials will not be used. 

8. Archeological resources will be protected and preserved in place. If such resources must be disturbed, 
mitigation measures will be undertaken. 

9. New additions, exterior alterations, or related new construction will not destroy historic materials, 
features, and spatial relationships that characterize the propeity. The new work shall be differentiated 
from the old and will be compatible with the historic materials, features, size, scale and proportion, and 
massing to protect the integrity of the property and its environment. 


2 



10. New additions and adjacent or related new construction will be undertaken in a such a manner that, if 
removed in the future, the essential form and integrity of the historic properly and its environment would 
be unimpaired. 


Restoration is defined as the act or process of accurately depicting the form, features, and character of 
a property as it appeared at a particular period of time by means of the removal of features from other 
periods in its history and reconstruction of missing features from the restoration period. The limited 
and sensitive upgrading of mechanical, electrical, and plumbing systems and other code-required work 
to make properties functional is appropriate within a restoration 
project. 

Standards for Restoration 

1. A properly will be used as it was historically or be given a new use which reflects the property’s 
restoi'ation period. 

2. Materials and features from the restoration period will be retained and preserved. The removal of 
materials or alteration of features, spaces, and spatial relationships that characterize the period will not be 
undertaken. 

3. Each propeity will be recognized as a physical record of its time, place, and use. Work needed to 
stabilize, consolidate and conserve materials and features from the restoration period will be physically 
and visually compatible, identifiable upon close inspection, and properly documented for future research. 

4. Materials, features, spaces, and finishes that characterize other historical periods will be documented 
prior to their alteration or removal. 

5. Distinctive materials, features, finishes, and construction techniques or examples of craftsmanship that 
characterize the restoration period will be preserved. 

6. Deteriorated features from the restoration period will be repaired rather than replaced. Where the 
severity of deterioration requires replacement of a distinctive feature, the new feature will match the old 
in design, color, texture, and, where possible, materials. 

7. Replacement of missing features from the restoration period will be substantiated by documentary and 
physical evidence. A false sense of history will not be created by adding conjectural features, features 
from other properties, or by combining features that never existed together historically. 

8. Chemical or physical treatments, if appropriate, will be undertaken using the gentlest means possible. 
Treatments that cause damage to historic materials will not be used. 

9. Archeological resources affected by a project will be protected and preserved in place. If such 
resources must be disturbed, mitigation measures will be undertaken. 

10. Designs that were never executed historically will not be constructed. 


Reconstruction is defined as the act or process of depicting, by means of new construction, the form, 
features, and detailing of a non-surviving site, landscape, building, structure, or object for the purpose 
of replicating its appearance at a specific period of time and in its historic location. 



Standards for Reconstruction 


1. Reconstruction will be used to depict vanished or non-suiwiving portions of a property when 
documentary and physical evidence is available to permit accurate reconstruction with minimal 
conjecture, and such reconstruction is essential to the public understanding of the property. 

2. Reconstruction of a landscape, building, structure, or object in its historic location will be preceded by 
a thorough archeological investigation to identity and evaluate those features and artifacts which are 
essential to an accurate reconstruction. If such resources must be disturbed, mitigation measures will be 
under-taken. 

3. Reconstruction will include measures to preserve any remaining historic materials, features, and spatial 
relationships. 

4. Reconstruction will be based on the accurate duplication of historic features and elements substantiated 
by documentary or physical evidence rather than on conjectural designs or the availability of different 
features from other historic properties. A reconstructed property will re-create the appearance of the non¬ 
surviving historic property in materials, design, color, and texture. 

5. A reconstruction will be clearly identified as a contemporary re-creation. 

6. Designs that were never executed historically will not be constructed. 


Preservation as a Treatment When the property's distinctive materials, features, and spaces are 
essentially intact and thus convey the historic significance without extensive repair or replacement; when 
depiction at a particular period of time is not appropriate; and when a continuing or new use does not 
require additions or extensive alterations, Preservation may be considered as a treatment. Prior to 
undertaking work, a documentation plan for Preservation should be developed. 

Rehabilitation as a Treatment When repair and replacement of deteriorated features are necessary; 
when alterations or additions to the property are planned for a new or continued use; and when its 
depiction at a particular time is not appropriate. Rehabilitation may be considered as a treatment. Prior 
to undertaking work, a documentation plan for Rehabilitation should be developed. 

Restoration as a Treatment. When the property’s design, architectural, or historical significance during 
a particular period of time outweighs the potential loss of extant materials, features, spaces, and finishes 
that characterize other historical periods; when there is substantial physical and documentary evidence 
for the work; and when contemporary alterations and additions are not planned. Restoration may be 
considered as a treatment. Prior to undertaking work, a particular period of time, i.e., the restoration 
period, should be selected and justified, and a documentation plan for Restoration developed. 

Reconstruction as a Treatment. When a contemporaiy depiction is required to understand and interpret 
a property's historic value (including the re-creation of missing components in a historic district or site); 
when no other property with the same associative value has survived; and when sufficient historical 
documentation exists to ensure an accurate reproduction, Reconstruction may be considered as a 
treatment Prior to undertaking work, a documentation plan for Reconstruction should be developed. 
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The Secretary of the Interior’s Standards for the Treatment of Historic Properties may be applied to 
one historic resource type or a variety of historic resource types; for example, a project may include a 
complex of buildings such as a house, garage, and bam; the site, with a designed landscape, natural 
features, and archeological components; structures such as a system of roadways and paths or a bridge; 
and objects such as fountains and statuary. 

Historic Resource Types & Examples 

Building: houses, barns, stables, sheds, garages, court-houses, city halls, social halls, commercial 
buildings, libraries, factories, mills, train depots, hotels, theaters, stationary mobile homes, schools, 
stores, and churches. 

Site: habitation sites, funerary sites, rock shelters, village sites, hunting and fishing sites, ceremonial 
sites, petroglyphs, rock carvings, ruins, gardens, grounds, battlefields, campsites, sites of treaty signings, 
trails, areas of land, shipwrecks, cemeteries, designed landscapes, and natural features, such as springs 
and rock formations, and land areas having cultural significance. 

Structure: bridges, tunnels, gold dredges, flretowers, canals, turbines, dams, power plants, com-cribs, 
silos, roadways, shot towers, windmills, grain elevators, kilns, mounds, cairns, palisade fortifications, 
earthworks, rail-road grades, systems of roadways and paths, boats and ships, railroad locomotives and 
cars, telescopes, carousels, bandstands, gazebos, and aircraft. 

Object: sculpture, monuments, boundaiy markers, statuary, and fountains. 

District: college campuses, central business districts, residential areas, commercial areas, large forts, 
industrial complexes, civic centers, rural villages, canal systems, collections of habitation and limited 
activity sites, irrigation systems, large farms, ranches, estates, or plantations, transportation networks, and 
large landscaped parks. 


Adapted from: 

The Secretary of the Interior's Standards for the Treatment of Historic Properties 
with Illustrated Guidelines for Preserving, Rehabilitating, Restoring, and 
Reconstructing Historic Buildings. Kay D. Weeks and Anne E. Grimmer. The 1995 
Standards for the Treatment of Historic Properties are regulations (36 CFR 68) used within 
the HPF grant-in-aid program to States, tribes, and local governments. They are also used 
by federal agencies, and have been adopted by many local historic district commissions 
nationwide. Updated Guidelines in a recommended/not recommended format address all 
four work options offered in the Standards, as applied to historic buildings. They are useful 
to anyone undertaking a historic preservation project on a historic building. 196 pages; 
illustrated. GPO stock number: 024-005-01157-9. $29.50 per copy. 

Please see: 

http://bookstore.gpo.gov/actions/GetPublication.do?stocknLimber=024-0Q5-01157-9 
littp://www.nps.gov/historv/hps/tps/standards guidelines.htm 
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PART 1 - GENERAL 


1.1 RELATED DOCUMENTS 

A. Drawings, general provisions of the Contract, including General and Supplementary 

Conditions, and Division 01 General Requirements, are a part of this Section and shall be 
binding on all Contractors and Subcontractors who perform this work. 


1.2 SUMMARY 

A. This Section includes the following: 

1. Project information. 

2. Work covered by Contract Documents. 

3. Access to site. 

4. Work restrictions. 

5. Specification and drawing conventions. 

6. Miscellaneous provisions. 


1.3 PROJECT INFORMATION 

A. Project Identification: Whittemore-Robbins Carriage House Rehabilitation. 

1. Project Location: 670R Massachusetts Avenue | Arlington, MA 

B. Owner: Town of Arlington, Massachusetts | 730 Massachusetts Avenue | Arlington, MA 02476 

C. Architect: Sullivan Buckingham Architects and Andrew Jerome Cannata, AIA - Architect | 

135 Massachusetts Avenue | Boston, MA 02215-2606 


1.4 WORK COVERED BY CONTRACT DOCUMENTS 

A. The Work of this Phase is defined by the Contract Documents and consists of the following: 

Historically-sensitive building envelope repairs to a 1,402 gross square foot (gsf), 217 year-old 
wood-framed building currently used for general storage. Structure consists of a 2-story 
portion which was the original carriage house and a 1 story, 2 bay ell. Work is primarily limited 
to the exterior building envelope but does involve selective interior structural modifications. 
Demolition includes all asphalt roofing, selected areas of deteriorated board and clapboard 
siding and sheathing, 3 sectional wood upward-acting garage-type doors, and miscellaneous 
materials as indicated. Work consists of re-roofing and replacement of wooded gutters and 
rainwater leaders, selective replacement of wood board and clapboard siding and sheathing, 
trim boards and moldings as indicated, repointing of cinder block foundation, adding of CMU 
foundation area, wood plank doors with strap hinges, window repair, bolstering of first floor 
slab over small basement area, construction of an exterior wall at the ell, and creating an 
opening between the two shed bays in the ell. There are 2 additive Alternates for; 1) 
reproduction of a historic dovecote and 2) upgrading roof shingles from fiberglass-reinforced 
asphalt to a synthetic slate-look shingle. 
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1.5 SCHEDULE 

A. General: The Contractor shall prepare a detailed construction schedule, to be submitted to 
the Owner, Architect, and Owner’s Representative for review and approval. The schedule 
must clearly demonstrate the proper sequencing of construction activities. 


1.6 ACCESS TO SITE 

A. General: Contractor shall have partial use of Project site for construction operations during 
construction period. Contractor's use of Project site is limited only by Owner's right to 
perform work or to retain other contractors on portions of Project. 

B. Use of Site: Limit use of Project site to areas within the Contract limits indicated. Do not 
disturb portions of Project site beyond areas in which the Work is indicated. 

1. Area of work shall be demarked with a temporary chain link construction fence 

a. North (front) elevation - 10 ft. from face of 2 story portion. 

b. South (rear) elevation - Direct adjacent to 4 ft. high property line fence. 

c. East (house side) elevation - Allow 4 ft. access to adjacent house. 

d. West (playground) elevation - 10 ft. from face of trash shed. 

2. Confine the parking of workmen’s and construction vehicles, and the storage of 
construction materials to a designated staging area determined by the Owner. 

3. Owner Occupancy: Owner has no need to access Project site. 

4. Contractor may store construction materials in the building but only on the concrete 
slabs on the 1®* floor. The 2"'^ floor of the 2 story portion shall not be employed for 
construction materials storage. 

5. Driveways and Entrances: Keep driveways and entrances serving premises clear and 
available to Owner, Owner's employees, and emergency vehicles at all times. Do not 
use these areas for parking or storage of materials. 

a. Schedule deliveries to minimize use of driveways and entrances. 

b. Schedule deliveries to minimize space and time requirements for storage of 
materials and equipment on-site. 

1.7 WORK RESTRICTIONS 

A. Work Restrictions, General: Comply with restrictions on construction operations. 

1. Comply with limitations on use of public streets and with other requirements of 
authorities having jurisdiction. 

B. On-Site Work Hours: Work shall be generally performed during normal business working 
hours of 7:30 a.m. to 5:00 p.m., Monday through Friday, except as otherwise indicated. 

1. Weekend Hours: Coordinate with Owner and Owner’s Representative. 

C. Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise 
and vibration, odors, or other disruption to abutters with Owner. 

1. Notify Owner’s Representative > 2 days in advance of proposed disruptive operations. 
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2. Obtain Owner’s Representative's permission before proceeding with disruptive 
operations. 

D. Employee Identification: Provide identification tags for Contractor personnel working on 
Project site. Require personnel to use identification tags at all times. 

1.8 SPECIFICATION AND DRAWING CONVENTIONS 

A. Specification Format: The Specifications are organized into Divisions and Sections using the 
48-division format and CSI/CSC's "MasterFormat" numbering system. 

1. Section Identification: The Specifications use Section numbers and titles to help cross- 
referencing in the Contract Documents. Sections in the Project Manual are in numeric 
sequence; however, the sequence is incomplete because all available Section 
numbers are not used. Consult the table of contents at the beginning of the Project 
Manual to determine numbers and names of Sections in the Contract Documents. 

B. Division 01 General Requirements: Requirements of Sections in Division 01 apply to the 
Work of all Sections in the Specifications. 

C. Specification Content: The Specifications use certain conventions for the style of language 
and the intended meaning of certain terms, words, and phrases when used in particular 
situations. These conventions are as follows: 

1. Abbreviated Language: Language used in the Specifications and other Contract 
Documents is abbreviated. Words and meanings shall be interpreted as appropriate. 
Words implied, but not stated, shall be inferred as the sense requires. Singular words 
shall be interpreted as plural, and plural words shall be Interpreted as singular where 
applicable as the context of the Contract Documents Indicates. 

2. Imperative mood and streamlined language are generally used in the Specifications. 

The words "shall," "shall be," or "shall comply with," depending on the context, are 
implied where a colon (:) is used within a sentence or phrase. 

3. Specification requirements are to be performed by Contractor unless specifically 
stated otherwise. 

D. Drawing Coordination: Requirements for materials and products identified on Drawings are 
described in detail in the Specifications. One or more of the following are used on Drawings 
to identify materials and products: 

1. Terminology: Materials and products are identified by the typical generic terms used In 
the individual Specifications Sections. 

2. Abbreviations: Materials and products are identified by abbreviations published as 
part of the U.S. National CAD Standard and scheduled on Drawings. 

E. In general, the Specifications will describe the quality of the work and the Drawings, the 
extent of the work. The Drawings and Specifications are cooperative and supplementary; 
however, each item of the work is not necessarily mentioned in both the Drawings and the 
Specifications. All work necessary to complete the project, so described, is to be included in 
this Contract. 

F. In case of disagreement between the Drawings and Specifications, or within either document 
itself, the Architect shall interpret the Documents to require the better quality or greater 
quantity of work for the Owner that can reasonably be construed therefrom. Any work 
performed by the Contractor without consulting the Architect, when the same requires a 
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decision, shall be performed at the Contractor’s risk. 

1.9 CODES, STANDARDS AND PERMITS 

A. All work under this contract shall conform to all codes and standards in effect as of the date 
of receipt of Bids which are applicable to this Project. All work shall also conform to specific 
requirements and interpretations of local authorities having jurisdiction over the Project. 
These Codes, standards, and authorities are referred to collectively as “the governing codes 
and authorities” and similar terms throughout the Specifications. Determination of applicable 
codes and standards and requirements of the authorities having jurisdiction shall be the 
responsibility of the Contractor; as shall be the analysis of all such codes and standards In 
regard to their applicability to the Project for the purposes of determining necessary 
construction to conform to such code requirements, for securing all approvals and permits 
necessary to proceed with construction, and to obtain all permits necessary for the Owner to 
occupy the facility for their intended use. In the case of conflicts between the requirements of 
different codes and standards, the most restrictive or stringent requirements shall be met. 

B. The codes that were used in the design of this Project are as follows: 

1. Commonwealth of Massachusetts State Building Code, 780 CMR Eighth Edition, 
including all referenced standards. 

a. 2009 International Building Code w/ MA amendments. 

b. 2009 International Existing Building Code (w/ 780 CMR Ch. 34 amendments). 

C. Code Enforcement and Approvals: Secure the general building permit for the work, for which 
all fees will be paid by the Owner, and conform to all conditions and requirements of the 
permit and code enforcement authorities. 

D. Identify all permits (other than general building permit) required from authorities having 
jurisdiction over the Project for the construction and occupancy of the work. Prepare the 
necessary applications and submit required plans and documents to obtain such permits in a 
timely manner. 

1. Display all permit cards as required by the authorities, and deliver legible photocopies 
of all permits to the Owner’s Representative and Owner promptly upon their receipt. 

2. Arrange for all inspections, testing and approvals required for all permits. Notify the 
Owner, Owner’s Representative and Architect at least three business days in 
advance, so they may arrange to observe. 

3. Comply with all conditions and provide all notices required by all permits. 

4. Perform and/or arrange for and pay for all testing and inspections required by the 
governing codes and authorities, other than those provided by the Owner, and notify 
the Owner, Owner’s Representative, and Architect of such inspections at least three 
business days in advance, so they may arrange to observe. 

5. Where inspecting authorities require corrective work in conjunction with applicable 
codes and authorities, promptly comply with such requirements, except in cases 
where such requirements clearly exceed the requirements of the Contract Documents, 
in which case proceed in accordance with the procedures for modifications to the 
Work established in the Contract Documents. 

E. The following Permit and Application fees have been waived by the Town of Arlington: 

1. Arlington Building Permit and inspection fees. 
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1.10 OCCUPATIONAL SAFETY AND HEALTH ACT 

A. The Contractor and each Subcontractor shall comply with the requirements of the 
Occupational Safety and Health Act of 1970 and the Construction Safety Act of 1969, 
including all standards and regulations which have been promulgated by the Governmental 
Authorities which administer such Acts. Said requirements, standards and regulations are 
incorporated herein by reference. 

1. Each Contractor and Subcontractor shall comply with M.G.L. Chapter 306 of the Acts 
of 2004 which requires that all employees on the Project site complete a course in 
construction safety and health approved by the U.S. Occupational Safety and Health 
Administration (OSHA), known as the “OSHA 10-hour course.” 

B. The Contractor and each Subcontractor shall comply with said regulations, requirements and 
standards and require and be directly responsible for compliance therewith on the part of his 
agents, employees, material, men, and Subcontractors; and shall directly receive and be 
responsible for all citations, assessments, fines or penalties which may be incurred by 
reason of his agents, employees, material men or Subcontractors failing to so comply. 

PART 2 - PRODUCTS (Not Used) 


PART 3 - EXECUTION (Not Used) 


END OF SECTION 
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PART 1 - GENERAL 


1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in or 
related to this Section shall also be bound by the Documents identified in Division 01 Section 
“Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 HISTORIC DESIGNATIONS 

A. This property is listed in both the State and National Registers of Historic Places. All work 
performed for this project must comply with the Secretary of the Interior’s Standards for the 
Treatment of Historic Properties. Contractors are cautioned to exercise all possible care in 
handling historic portions of the building fabric. 

1.3 PRE-CONSTRUCTION MEETING 

A. A Pre-Construction Meeting with the Contractor and Owner shall be held on-site within one 
week of signing the contract. 

1.4 PROJECT SIGN 

A. A free-standing project sign provided by the Owner shall be installed within two weeks of the 
start of the project; location to be determined by the Project Manager. Project sign must remain 
in place until the project is closed out. 

B. Sign size: >4x4 feet. 

C. Sign material: Vi inch to % inch exterior grade plywood. 

1.5 CONTRACTOR USE OF PREMISES 

A. General: Limit use of the premises to construction activities in areas indicated. Work hours on¬ 
site are limited to 7:30 am to 5 pm. Toilet facilities are available on the property at the 
Whittemore-Robbins House within the building's hours of operation. 

B. Confine operations to areas immediately around the building. Portions of the site beyond areas 
on which work is indicated shall not be disturbed. Do not encumber the site with materials or 
equipment. Limit stockpiling of materials at the site. Coordinate locations of lay down area and 
waste container locations with Project Manager. 

C. Use of the existing building: Maintain the existing building in a safe and weathertight condition 
throughout the construction period. Repair damage caused by construction operations. Take all 
precautions necessary to protect the building during the construction period. 

D. Submit a work plan detailing the schedule proposed to accomplish the work, including the order 
in which specific elevations and work items will be worked on; protection of entry ways and 
paths used by employees and the general public; and protection of museum property within the 
building from inclement weather, dust and construction debris, and theft and vandalism. 
Designate key personnel to coordinate work and schedule with museum staff. 
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1.6 UTILITIES 

A. The Owner shall pay for water and electricity usage during construction. Contact DigSafe (888- 
344-7233) 72 hours prior to commencing any excavation. 

1.7 COORDINATION OF INSURANCE COVERAGE 

A. The Contractor and the Owner shall have insurers coordinate Construction and Owner's 
insurance plans to avoid gaps and overlaps in coverage during construction. 

B. Contractor's required insurance shall include all major divisions of coverage, and shall be on a 
comprehensive general basis, including Premises and Operations (including X-C-U), and 
Owned, Non- owned, and Hired Motor Vehicles. Such insurance shall be written for not less 
than any limits of liability required by law or those set forth below. Coverage(s), whether written 
on an occurrence or claims-made basis, shall be maintained without interruption from date of 
commencement of the Work until date of final payment and termination of any coverage 
required to be maintained after final payment. 

1. Workmen's Compensation: Statutory. Employers Liability, $500,000. 

2. Public Liability - Per Person/Per Occurrence. 

Bodily and Personal Injury $1,000,000/$2,000,000. Property Damage 
$1,000,000/$2,000,000 Aggregate. 

3. Automobile Liability - Per Person/Per Occurrence. 

Bodily Injury $500,000/$1,000,000. Property Damage $500,000 Per Occurrence. 

4. Independent Contractors - Same limits as above. 

5. Products and Completed Operations - Same limits as above, maintained for an 
additional one year after Final Completion. 

6. Contractual Liability - Same limits as above. 

1.8 REGULATIONS AND GENERAL REQUIREMENTS 

A. All materials and operations shall be in accordance with 780 CMR the Massachusetts State 
Building Code, current edition, as amended; the requirements of the Massachusetts 
Department of Public Safety Codes and Regulations; the American Society of Testing 
Materials; the Federal Standards; applicable public agencies or authorities, including all rules, 
regulations, laws, and ordinances of the Town of Arlington; other standards hereinafter 
indicated; and the current rules, standards, and specifications of the trade or materials or safety 
organization that normally has jurisdiction over the respective material, operation, or class of 
work. The most stringent requirements or conditions applicable shall apply to this project. 

B. The Contractor shall, at his or her own expense, secure and pay for all permits, inspections, 
and fees, and give all legal notices that may be required in connection with his or her work, 
including the notification of local utility companies regarding location of subsurface water, gas, 
electric, and other utility lines. 

1.9 MANUFACTURER’S SPECIFICATIONS 

A. All manufactured products and materials shall be installed in accordance with manufacturers' 
installation instructions. It is the Contractor's responsibility to be fully familiar with the 
manufacturers' installation specifications regardless of whether the specifications were shipped 
with the product or material. 
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1.10 STORAGE OF MATERIALS AND EQUIPMENT 

A. Materials and equipment may be stored on the site as allowed by the Owner. 

B. All material stored on site shall be protected from weather or damage as per manufacturers' 
recommendations and good construction practices. Materials shall be stored in an orderly 
fashion. 

1.11 TEMPORARY FACILITIES 

A. Provide all required staging, lifts, lulls, and other means of access to the work. Provide 
temporary construction fencing. 

1.12 HANDLING OF MATERIALS 

A. All materials shall be handled, stored, and protected as per the manufacturers' 
recommendations. 

1.13 FIELD CONDITIONS 

A. Verify all conditions in the field before proceeding with the Work. Notify the Project Manager 
immediately of any discrepancies between the plans, specifications, and site conditions. 

1.14 NEW AND EXISTING WORK AND CONDITIONS 

A. All details and characteristics of new and/or modified work (conditions and materials) shall 
match all details and characteristics of adjacent or similar existing work unless indicated 
otherwise. 

B. Existing conditions and materials that are defective, or those that have materials or equipment 
or devices removed or that are modified in this work shall be repaired, patched, and refinished 
to a smooth, even plane to match the adjacent surfaces or class of work. 

C. All materials shall be new unless otherwise specified and shall conform to standards specified 
herein. All manufactured articles, materials, and equipment shall be fabricated, assembled, 
shaped, finished, applied, installed, connected, erected, used, cleaned, and conditioned in 
accordance with manufacturers' printed directions or specifications, from which the most 
stringent conditions shall apply, unless herein specified to the contrary. Submit two copies of 
such directions to the Project Manager. 

1.15 BROKEN GLASS 

A. The Contractor shall be held responsible at all times prior to acceptance of the Work as 

completed, for all broken or scratched glass that has been damaged as a result of the work of 
this Contract. When so directed by the Project Manager, prior to completion of the whole 
project, the Contractor shall replace, at his or her own expense, all such glass broken, missing, 
or damaged. 

1.16 DEMOLITION 

A. Remove and properly dispose of all construction waste generated by the Work. 

B. All materials and finishes to be retained shall be protected from damage during demolition and 
construction. Should any damage occur, the Contractor shall be responsible for repairing or 
replacing materials and finishes to their original condition. 
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1.17 RUBBISH REMOVAL AND FIRE PROTECTION AND PREVENTION 

A. Keep the building and build site free of rubbish and debris at ail times. Thoroughly clean the 
work areas and premises of rubbish and debris of any nature, and remove such material from 
the premises at the end of each work day. 

B. Remove all rubbish, waste, tools, equipment, and appurtenances caused by and used in the 
execution of the Work; maintain the building and site ciean and free of debris, leaving all work 
in a ciean condition every day. 

C. A waste container shail be kept on the site at aii times during construction. Size of container 
shall be as required by the work. The container shail be emptied on a reguiar basis. The 
Contractor shali be responsibie for ali container and disposal fees. 

1.18 HAZARDOUS WASTE AND MATERIALS 

A. Notify the Owner and Project Manager promptiy if hazardous material is discovered on site 
during construction. The Contractor shaii not be responsibie for the removai or correction of 
any hazardous waste conditions uniess otherwise indicated. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 


END OF SECTION 
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PART 1 - GENERAL 


1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.1 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for unit prices. 

B. Related Sections include the following: 

1. Division 01 Section "Contract Modification Procedures" for procedures for submitting 
and handling Change Orders. 

2. Division 01 Section "Quality Requirements" for general testing and inspecting 
requirements. 

1.3 DEFINITIONS 

A. Unit price is an amount incorporated in the Agreement, applicable during the duration of the 
Work as a price per unit of measurement for materials or services added to or deducted from 
the Contract Sum by appropriate modification, if estimated quantities of Work required by the 
Contract Documents are increased or decreased. 

B. Abbreviations: The following abbreviations for units of measurement are used in unit prices: 

1. S.F.: square foot 

2. L.F.: linear foot 

3. C.F.: cubic foot. 

1.4 PROCEDURES 

A. Unit prices include all necessary material, plus cost for delivery, installation, insurance, 
applicable taxes, overhead, and profit. 

1. Unit price amounts are net changes in the Contract Sum for additional work and 
include the Contractor’s and any Subcontractor’s amount for overhead and profit. 

2. For deleted work, the net credit to the Contract Sum shall be 10% less. 

B. Measurement and Payment: Refer to individual Specification Sections for work that requires 
establishment of unit prices. Methods of measurement and payment for unit prices are 
specified in those Sections. 

C. Owner reserves the right to reject Contractor's measurement of work-in-place that involves 
use of established unit prices and to have this work measured, at Owner's expense, by an 
independent surveyor acceptable to Contractor. 

D. List of Unit Prices: A list of unit prices is included in Part 3. Specification Sections referenced 
in the schedule contain requirements for materials described under each unit price. 
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PART 3 - EXECUTION 

3.1 LIST OF UNIT PRICES 

A. Provide the following unit prices as listed on the Bid Form: 

1. Clapboard Siding over % in. plywood sheathing: 

a. Description: Remove and replace rotted or deteriorated clapboard siding and 
wall sheathing according to Division 06 Sections “Sheathing” and “Exterior 
Finish Carpentry”. 

b. Unit of Measurement: S.F. 

c. Base Bid Quantity: 100 S.F. 

2. Florizontal Board Siding over % in. plywood sheathing: 

a. Description: Remove and replace rotted or deteriorated horizontal board siding 
and wall sheathing according to Division 06 Sections “Sheathing” and “Exterior 
Finish Carpentry”. 

b. Unit of Measurement: S.F. 

c. Base Bid Quantity: 30 S.F. 

3. Roof Sheathing: 

a. Description: Remove and replace rotted or deteriorated board sheathing with % 
in. plywood sheathing. 

b. Unit of Measurement: S.F. 

c. Base Bid Quantity: 100 S.F. 


END OF SECTION 
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PART 1 - GENERAL 


1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for alternates. 

1.3 DEFINITIONS 

A. Alternate: An amount proposed by bidders and stated on the Bid Form for certain work 
defined in the Bidding Requirements that may be added to or deducted from the Base Bid 
amount if Owner decides to accept a corresponding change either in the amount of 
construction to be completed or in the products, materials, equipment, systems, or 
installation methods described in the Contract Documents. 

1. Alternates described in this Section are part of the Work only if enumerated in the 
Agreement. 

2. The cost or credit for each alternate is the net addition to or deduction from the 
Contract Sum to incorporate alternate into the Work. No other adjustments are made 
to the Contract Sum. 

1.4 PROCEDURES 

A. Coordination: Modify or adjust affected adjacent work as necessary to completely integrate 
work of the alternate into Project. 

1. Include as part of each alternate, miscellaneous devices, accessory objects, and 
similar items incidental to or required for a complete installation whether or not 
indicated as part of alternate. 

B. Notification: Immediately following award of the Contract, notify each party involved, in 
writing, of the status of each alternate. Indicate if alternates have been accepted, rejected, or 
deferred for later consideration. Include a complete description of negotiated modifications to 
alternates. 

C. Execute accepted alternates under the same conditions as other work of the Contract. 

D. Schedule: A Schedule of Alternates is included at the end of this Section. Specification 
Sections referenced in schedule contain requirements for materials necessary to achieve the 
work described under each alternate. 


PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 



01 23 00 
ALTERNATES 
Page 2 of 2 


3.1 SCHEDULE OF ALTERNATES 

A. Alternate No. 1: Add Historic Dovecote. 

1. Under Base Bid Dovecote is not provided. Provide all required materials and labor to 
provide a sound and contiguous roof in area of Cupola. Under Alternate No. 1 
Cupola is added. Affected trades and materials include rough carpentry, exterior finish 
carpentry, thermal and moisture protection, caulking and sealants, roofing and 
flashing, and painting. 

B. Alternate No. 2: Add Synthetic Roof Shingles. 

1. Under Base Bid fiberglass-reinforced asphalt roof shingles are provided. Under 

Alternate No. 2 provide synthetic polymer slate-look shingles. Affected trades and 
materials include roofing and flashing. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes procedural requirements for cutting and patching. 

1.3 DEFINITIONS 

A. Cutting: Penetration of in-place construction necessary to permit installation or performance 
of other Work, including the removal of debris. 

B. Patching: Fitting and repair work required to restore surfaces to original conditions after 
installation of other Work. 

1.4 SUBMITTALS 

A. Cutting and Patching Proposal: Submit a proposal describing procedures at least 10 days 
before the time cutting and patching will be performed, requesting approval to proceed. 
Include the following information: 

1. Extent: Describe cutting and patching, show how they will be performed, and indicate 
why they cannot be avoided. 

2. Changes to In-Place Construction: Describe anticipated results. Include changes to 
structural elements and operating components as well as changes in building's 
appearance and other significant visual elements. 

3. Products: List products to be used and firms or entities that will perform the Work. 

4. Dates: Indicate when cutting and patching will be performed. 

5. Structural Elements: Where cutting and patching involve adding reinforcement to 
structural elements, submit details and engineering calculations showing integration of 
reinforcement with original structure. 

6. Architect's Approval: Obtain approval of cutting and patching proposal before cutting 
and patching. Approval does not waive Architect’s right to later require removal and 
replacement of unsatisfactory work. 

A. Structural Elements: Do not cut and patch structural elements in a manner that could change 
their load-carrying capacity or load-deflection ratio. Structural elements include, but are not 
limited to the following: 

1. Masonry foundation construction. 

2. Bearing and retaining walls, including architectural precast panels. 

3. Structural steel frame. 

4. Structural decking. 

5. Interior and/or exterior load bearing masonry wall construction. 

B. Visual Requirements: Do not cut and patch construction in a manner that results in visual 
evidence of cutting and patching. Do not cut and patch construction exposed on the exterior 
or in occupied spaces in a manner that would, in Architect's opinion, reduce the building’s 
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aesthetic qualities. Remove and replace construction that has been cut and patched in a 
visually unsatisfactory manner. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. General: Comply with requirements specified in other Sections. 

B. In-Place Materials: Use materials identical to in-place materials. For exposed surfaces, use 
materials that visually match in-place adjacent surfaces to the fullest extent possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when 
installed, will match the visual and functional performance of in-place materials. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces to be cut and patched and conditions under which cutting and patching 

are to be performed. 

1. Compatibility: Before patching, verify compatibility with and suitability of substrates, 
including compatibility with in-place finishes or primers. 

2. Proceed with installation only after unsafe or unsatisfactory conditions have been 
corrected. 

3.2 PREPARATION 

A. Temporary Support: Provide temporary support of Work to be cut. 

B. Protection: Protect in-place construction during cutting and patching to prevent damage. 

Provide protection from adverse weather conditions for portions of Project that might 
be exposed during cutting and patching operations. 

C. Adjoining Areas: Avoid interference with use of adjoining areas or interruption of free 
passage to adjoining areas. 

D. Existing Utility Services and Mechanical/Electrical Systems: Where existing 
services/systems are required to be removed, relocated, or abandoned, bypass such 
services/systems before cutting to minimize interruption to occupied areas. 

3.3 PERFORMANCE 

A. General: Employ skilled workers to perform cutting and patching. Proceed with cutting and 

patching at the earliest feasible time, and complete without delay. 

1. Cut in-place construction to provide for installation of other components or 

performance of other construction, and subsequently patch as required to restore 
surfaces to their original condition. 

B. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and 

similar operations, including excavation, using methods least likely to damage elements 
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retained or adjoining construction. If possible, review proposed procedures with original 
Installer; comply with original Installer's written recommendations. 

1. Cutting and Coring Responsibility: 

a. Cutting concrete slabs on grade for all work is the responsibility of the General 
Contractor. 

b. Cutting of structural wood framing is the responsibility of the General 
Contractor. 

c. Cutting of openings in roof framing is the responsibility of the General 
Contractor. 

d. Cutting and removal of roofing system is the responsibility of the Roofing Filed 
Subcontractor. 

2. In general, use hand or small power tools designed for sawing and grinding, not 
hammering and chopping. Cut holes and slots as small as possible, neatly to size 
required, and with minimum disturbance of adjacent surfaces. Temporarily cover 
openings when not in use. 

3. Finished Surfaces: Cut or drill from the exposed or finished side into concealed 
surfaces. 

4. Masonry: Cut using a cutting machine, such as an abrasive saw or a diamond-core 
drill. 

5. Proceed with patching after construction operations requiring cutting are complete. 

C. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar 

operations following performance of other Work. Patch with durable seams that are as 
invisible as possible. Provide materials and comply with installation requirements specified in 
other Sections. 

1. Patching Responsibility: 

a. Patching in conjunction with the cutting work of each Filed Subcontractor is the 
responsibility of the Filed Subcontractor. All other patching is the responsibility 
of the Contractor responsible for the cutting and coring. 

b. If the size of the cut is in excess of that required for the penetrating item, and 
exceeds the 6 inch dimension for work of the Filed Subcontractor, the patching 
is the responsibility of the Filed Subcontractor. 

2. Inspection: Where feasible, test and inspect patched areas after completion to 
demonstrate integrity of installation. 

3. Exposed Finishes: Restore exposed finishes of patched areas and extend finish 
restoration into retained adjoining construction in a manner that will eliminate evidence 
of patching and refinishing. 

4. Floors and Walls: Where walls or partitions that are removed extend one finished area 
into another, patch and repair floor and wall surfaces in the new space. Provide an 
even surface of uniform finish, color, texture, and appearance. Remove in-place floor 
and wall coverings and replace with new materials, if necessary, to achieve uniform 
color and appearance. 

a. Where patching occurs in a painted surface, apply primer and intermediate 
paint coats over the patch and apply final paint coat over entire unbroken 
surface containing the patch. Provide additional coats until patch blends with 
adjacent surfaces. 
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5. Exterior Building Enclosure: Patch components in a manner that restores enclosure to 
a weathertight condition. 

D. Cleaning: Clean areas and spaces where cutting and patching are performed. Completely 
remove paint, mortar, oils, putty, and similar materials. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for the following: 

1. Salvaging nonhazardous construction waste. 

2. Recycling nonhazardous construction waste. 

3. Disposing of nonhazardous construction waste. 

1.3 DEFINITIONS 

A. Construction Waste: Building and site improvement materials and other solid waste resulting 
from construction, remodeling, renovation, or repair operations. Construction waste includes 
packaging. 

B. Demolition Waste: Building and site improvement materials resulting from demolition or 
selective demolition operations. 

C. Disposal: Removal off-site of demolition and construction waste and subsequent sale, 
recycling, reuse, or deposit in landfill or incinerator acceptable to authorities having 
jurisdiction. 

D. Recycle: Recovery of demolition or construction waste for subsequent processing in 

preparation for reuse. 

E. Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in 
another facility. 

F. Salvage and Reuse: Recovery of demolition or construction waste and subsequent 
incorporation into the Work. 

A. The Contractor shall prepare and submit a Construction Waste Management Plan to the 
Owner and Architect for approval. The CWM Plan shall outline the provisions to be 
implemented by the Contractor and Subcontractors to recycle and salvage demolition and 
construction waste generated during the project. 

B. Upon approval of the CWM Plan by the Owner and Architect, it shall be implemented by the 
Contractor and Subcontractors throughout the duration of the project, and documented in 
accordance with the Submittal Requirements below. 

C. The Construction Waste Management Plan shall include, but not be limited to, the following 
components: 

1. Listing of Targeted Materials: The contractor shall develop a list of the waste materials 
from the Project that will be targeted for reuse, salvage, or recycling. The following 
materials, at minimum, shall be accounted for (materials that will not be recycled shall 
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be indicated as such): 

a. Cardboard, paper, packaging 

b. Clean dimensional wood 

c. Beverage containers 

d. Concrete Masonry Units (CMU) 

e. Metals including steel, iron, galvanized sheet steel, stainless steel, aluminum, 
copper, zinc, lead, brass, and bronze. 

f. Paint 

g. Glass 

2. Landfill Information: The contractor shall provide the name and location of the 
landfill(s) where trash will be disposed of. 

3. Recycling or Salvaging Facilities: The contractor shall provide the names and 
locations of the recycling or salvaging facilities where waste materials will be 
delivered. 

4. Sorting Method: The contractor shall provide a description of the proposed means of 
sorting and transporting the recyclable materials (whether materials will be site- 
separated and self-hauled to designated centers, or whether mixed materials will be 
collected by a waste hauler and removed from the site for off-site sorting). Waste 
haulers using off-site sorting operation shall provide a written description of the sorting 
process used, and their method for calculating project-specific recycling rates. 

5. Packaging Waste: The contractor shall note whether suppliers will eliminate or take 
back packaging for major materials delivered to the site. 

6. Implementation and Supervision: The contractor shall include provisions in the 
Construction Waste Management Plan for addressing conditions in the field that do 
not adhere to the CWM Plan, including provisions to rectify non-compliant conditions. 

7. Additional Information: The contractor shall include any additional information deemed 
relevant to describe the scope and intent of the CWM Plan to the Owner and 
Architect. 

D. Construction Waste Management and recycling requirements shall be incorporated into all 
Subcontractors’ contracts. 

1.5 SUBMITTALS 

A. Waste Management Plan: Submit 3 copies of plan within 30 days of date established for the 

Notice to Proceed. 

1.6 QUALITY ASSURANCE 

A. Regulatory Requirements: Comply with hauling and disposal regulations of authorities 

having jurisdiction. 

B. Waste Management Conference: Conduct conference at Project site to comply with 
requirements in Division 01 Section "Project Management and Coordination." Review 
methods and procedures related to waste management including, but not limited to, the 
following: 

1. Review and discuss waste management plan including responsibilities of Waste 
Management Coordinator. 

2. Review requirements for documenting quantities of each type of waste and its 
disposition. 

3. Review and finalize procedures for materials separation and verify availability of 
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containers and bins needed to avoid delays. 

4. Review procedures for periodic waste collection and transportation to recycling and 
disposal facilities. 

5. Review waste management requirements for each trade. 

1.7 WASTE MANAGEMENT PLAN 

A. General: Develop plan consisting of waste identification, waste reduction work plan, and 
cost/revenue analysis. Include separate sections in plan for demolition and construction 
waste. Indicate quantities by weight or volume, but use same units of measure throughout 
waste management plan. 

B. Waste Identification: Indicate anticipated types and quantities of demolition, site-clearing, 
and construction waste generated by the Work. Include estimated quantities and 
assumptions for estimates. 

C. Waste Reduction Work Plan: List each type of waste and whether it will be salvaged, 
recycled, or disposed of in landfill or incinerator. Include points of waste generation, total 
quantity of each type of waste, quantity for each means of recovery, and handling and 
transportation procedures. 

1. Salvaged Materials for Reuse: For materials that will be salvaged and reused in this 
Project, describe methods for preparing salvaged materials before incorporation into 
the Work. 

2. Salvaged Materials for Sale: For materials that will be sold to individuals and 
organizations, include list of their names, addresses, and telephone numbers. 

3. Salvaged Materials for Donation: For materials that will be donated to individuals and 
organizations, include list of their names, addresses, and telephone numbers. 

4. Recycled Materials: Include list of local receivers and processors and type of recycled 
materials each will accept. Include names, addresses, and telephone numbers. 

5. Disposed Materials: Indicate how and where materials will be disposed of. Include 
name, address, and telephone number of each landfill and incinerator facility. 

6. Flandling and Transportation Procedures: Include method that will be used for 
separating recyclable waste including sizes of containers, container labeling, and 
designated location on Project site where materials separation will be located. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 PLAN IMPLEMENTATION 

A. General: Implement waste management plan as approved by Architect and Owner. Provide 
handling, containers, storage, signage, transportation, and other items as required to 
implement waste management plan during the entire duration of the Contract. 

B. Site Access and Temporary Controls: Conduct waste management operations to ensure 
minimum interference with roads, streets, walks, walkways, and other adjacent occupied and 
used facilities. 

3.2 RECYCLING CONSTRUCTION WASTE, GENERAL 

A. General: Recycle paper and beverage containers used by on-site workers. 
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B. Recycling Incentives: Revenues, savings, rebates, tax credits, and other incentives received 

for recycling waste materials shall accrue to Owner. 

C. Procedures: Separate recyclable waste from other waste materials, trash, and debris. 

Separate recyclable waste by type at Project site to the maximum extent practical. 

1. Provide appropriately marked containers or bins for controlling recyclable waste until 
they are removed from Project site. Include list of acceptable and unacceptable 
materials at each container and bin. 

2. Stockpile processed materials on-site without intermixing with other materials. Place, 
grade, and shape stockpiles to drain surface water. Cover to prevent windblown dust. 

3. Stockpile materials away from construction area. Do not store within drip line of 
remaining trees. 

4. Store components off the ground and protect from the weather. 

5. Remove recyclable waste off Owner's property and transport to recycling receiver or 
processor. 

3.3 RECYCLING CONSTRUCTION WASTE 

A. Packaging: 

1. Cardboard and Boxes: Break down packaging into flat sheets. Bundle and store in a 
dry location. 

2. Polystyrene Packaging: Separate and bag materials. 

3. Pallets: As much as possible, require deliveries using pallets to remove pallets from 
Project site. For pallets that remain on-site, break down pallets into component wood 
pieces and comply with requirements for recycling wood. 

4. Crates: Break down crates into component wood pieces and comply with 
requirements for recycling wood. 

B. Site-Clearing Wastes: Chip brush, branches on-site. 

C. Wood Materials: 

1. Clean Cut-Offs of Lumber: Grind or chip into small pieces. 

2. Clean Sawdust: Bag sawdust that does not contain painted or treated wood. 

3.4 DISPOSAL OF WASTE 

A. General: Except for items or materials to be salvaged, recycled, or otherwise reused, 

remove waste materials from Project site and legally dispose of them in a landfill or 

incinerator acceptable to authorities having jurisdiction. 

1. Except as otherwise specified, do not allow waste materials that are to be disposed of 
accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent 
surfaces and areas. 

B. Burning: Do not burn waste materials. 

C. Disposal: Transport waste materials off Owner's property and legally dispose of them. 

END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes administrative and procedural requirements for contract closeout, 

including, but not limited to, the following: 

1. Inspection procedures. 

2. Warranties. 

3. Final cleaning. 

1.3 SUBSTANTIAL COMPLETION 

A. Preliminary Procedures: Before requesting inspection for determining date of Substantial 

Completion, complete the following. List items below that are incomplete in request. 

1. Prepare a list of items to be completed and corrected (punch list), the value of items 
on the list, and reasons why the Work is not complete. 

2. Advise Owner of pending insurance changeover requirements. 

3. Submit specific warranties, workmanship bonds, maintenance service agreements, 

final certifications, and similar documents. 

4. Obtain and submit releases permitting Owner unrestricted use of the Work and 
access to services and utilities. Include occupancy permits, operating certificates, and 
similar releases. 

5. Prepare and submit Project Record Documents, operation and maintenance manuals, 
Final Completion construction photographs, damage or settlement surveys, property 
surveys, and similar final record information. 

6. Deliver tools, spare parts, extra materials, and similar items to location designated by 
Owner. Label with manufacturer's name and model number where applicable. 

7. Make final changeover of permanent locks and deliver keys to Owner. Advise 
Owner's personnel of changeover in security provisions. 

8. Terminate and remove temporary facilities from Project site, along with 
mockups, construction tools, and similar elements. 

9. Complete final cleaning requirements, including touchup painting. 

10. Touch up and otherwise repair and restore marred exposed finishes to eliminate 
visual defects. 

B. Inspection: Submit a written request for inspection for Substantial Completion. On receipt of 
request. Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements. Architect will prepare the Certificate of Substantial Completion after inspection 
or will notify Contractor of items, either on Contractor's list or additional items identified by 
Architect, that must be completed or corrected before certificate will be issued. 

1. Reinspection: Request reinspection when the Work identified in previous inspections 
as incomplete is completed or corrected. 

2. Results of completed inspection will form the basis of requirements for Final 
Completion. 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 



01 77 00 

CLOSEOUT PROCEDURES 
Page 2 of 4 


1.4 FINAL COMPLETION 

A. Preliminary Procedures: Before requesting final inspection for determining date of Final 
Completion, complete the following: 

1. Submit certified copy of Architect's Substantial Completion inspection list of items to 
be completed or corrected (punch list), endorsed and dated by Architect. The certified 
copy of the list shall state that each item has been completed or otherwise resolved 
for acceptance. 

2. Submit evidence of final, continuing insurance coverage complying with 
insurance requirements. 

3. Submit lien waivers and/or certificate of payment received, as required by Owner, 
from all subcontractors. 

4. Instruct Owner’s personnel in operation, adjustment, and maintenance of 
products, equipment, and systems. 

B. Inspection: Submit a written request for final inspection for acceptance. On receipt of 
request. Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements. Architect will prepare a final Certificate for Payment after inspection or will 
notify Contractor of construction that must be completed or corrected before certificate will 
be issued. 

1. Reinspection: Request reinspection when the Work identified in previous inspections 
as incomplete is completed or corrected. 

1.5 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 

A. Preparation: Submit list, including name and identification of each space and area affected 
by construction operations for incomplete items and items needing correction including, if 
necessary, areas disturbed by Contractor that are outside the limits of construction. 

1. Organize list of spaces in sequential order. 

2. Organize items applying to each space by major element, including categories for 
ceiling, individual walls, floors, equipment, and building systems. 

3. Include the following information at the top of each page: 

a. Project name. 

b. Date. 

c. Name of Architect. 

d. Name of Project Manager. 

e. Name of Contractor. 

f. Page number. 

1.6 WARRANTIES 

A. Submittal Time: Submit written warranties on request of Architect for designated portions of 
the Work where commencement of warranties other than date of Substantial Completion is 
indicated. 

B. Organize warranty documents into an orderly sequence based on the table of contents of the 
Project Manual. 
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1. Bind warranties and bonds in heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, 
thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11- 
inch paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. 

Mark tab to identify the product or installation. Provide a typed description of the 
product or installation, including the name of the product and the name, address, and 
telephone number of Installer. 

3. Identify each binder on the front and spine with the typed or printed title 
"WARRANTIES," Project name, and name of Contractor. 

C. Provide additional copies of each warranty to include in operation and maintenance manuals. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or 
fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially 
hazardous to health or property or that might damage finished surfaces. 

PART 3 - EXECUTION 

3.1 FINAL CLEANING 

A. General: Provide final cleaning. Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean 
each surface or unit to condition expected in an average commercial building cleaning and 
maintenance program. Comply with manufacturer's written instructions. 

1. Complete the following cleaning operations before requesting inspection for 

certification of Substantial Completion for entire Project or for a portion of Project: 

a. Clean Project site, yard, and grounds, in areas disturbed by construction 
activities, including landscape development areas, of rubbish, waste material, 
litter, and other foreign substances. 

b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and 
other foreign deposits. 

c. Rake grounds that are neither planted nor paved to a smooth, even-textured 
surface. 

d. Remove tools, construction equipment, machinery, and surplus material 
from Project site. 

e. Remove snow and ice to provide safe access to building. 

f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free 
condition, free of stains, films, and similar foreign substances. Avoid disturbing 
natural weathering of exterior surfaces. Restore reflective surfaces to their 
original condition. 

g. Remove debris and surface dust from limited access spaces, including roofs, 
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar 
spaces. 

h. Sweep concrete floors broom clean in unoccupied spaces. 

Clean transparent materials, including and glass in windows. Remove glazing 
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compounds and other noticeable, vision-obscuring materials. Replace chipped 
or broken glass and other damaged transparent materials. 

i. Remove labels that are not permanent. 

Touch up and otherwise repair and restore marred, exposed finishes and 
surfaces. Replace finishes and surfaces that cannot be satisfactorily repaired 
or restored or that already show evidence of repair or restoration. 

1) Do not paint over "UL" and similar labels, including mechanical 
and electrical nameplates. 

j. Leave Project clean and ready for occupancy. 

2. Before requesting final inspection for determining date of Final Completion, complete 
cleaning operations listed above as required following Substantial Completion and 
completion of all punch list items. 

C. Comply with safety standards for cleaning. Do not burn waste materials. Do not bury debris 
or excess materials on Owner's property. Do not discharge volatile, harmful, or dangerous 
materials into drainage systems. Remove waste materials from Project site and dispose of 
lawfully. 

1. Comply with waste ban regulations of the Massachusetts Department of 

Environmental Protection (MassDEP), 310 CMR 19.017, for disposal of concrete, 
metal and wood. 

3.2 REPAIR OF THE WORK 

A. Repair or remove and replace defective construction. Repairing includes replacing defective 
parts, refinishing damaged surfaces, touching up with matching materials, and properly 
adjusting operating equipment. Where damaged or worn items cannot be repaired or 
restored, provide replacements. Remove and replace operating components that cannot be 
repaired. Restore damaged construction and permanent facilities used during construction to 
specified condition. 

1. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. 
Replace finishes and surfaces that that already show evidence of repair or restoration. 


END OF SECTION 
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GENERAL 

RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services 
referenced in or related to this Section shall also be bound by the Documents 
identified in Division 01 Section “Summary”, Paragraph 1.1 A, entitled “Related 
Documents.” 

SUMMARY 

A. This Section specifies the general requirements for the site work included in the 
Contract. 

B. These requirements supplement those contained in the Standard General 
Conditions of the Construction Contract and their Supplemental 
Conditions. 

C. References are included in this Section to Articles of the General Conditions to call 
the Contractor's attention to frequently needed requirements. 

PERMITS 

A. Unless otherwise provided in the Supplementary Conditions, the Contractor shall 

obtain and pay for all construction permits and licenses. The Owner shall assist 
Contractor, when necessary, in obtaining such permits and licenses. The Contractor 
shall pay all charges and inspection fees necessary for the prosecution of the Work, 
and shall pay all charges of utility owners for connections to the Work. 

LAWS AND REGULATIONS 

A. Contractor shall give all notices and comply with all laws and regulations 
applicable to furnishing and performance of the Work. 

B. If the Contractor performs any work that is contrary to laws or regulations, the 
Contractor shall bear all claims, costs, losses and damages caused by, arising out of 
or resulting therefrom. 

UTILITIES 

A. Shown or Indicated.'The information and data shown or indicated in the Contract 

Documents with respect to existing underground facilities (utilities) at or contiguous 
to the site is based on information and data furnished to Owner or Architect by the 
owners of such underground facilities (utilities) or by others. 

1. The Owner and Architect shall not be responsible for the accuracy or 
completeness of any such information or data; and 

2. The cost of all of the following will be included in the Contract and Contractor 
shall have full responsibility for: (i) reviewing and checking all such information 
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and data; (ii) locating all underground facilities (utilities) shown or indicated in 
the Contract Documents; (iii) coordination of the Work with the owners of such 
underground facilities (utiiities) during construction; and (iv) the safety and 
protection of all such underground facilities (utilities) and repairing any 
damage thereto resulting from the Work. 

3. 

B. Not Shown or Indicated: If an underground facility (utility) is uncovered or revealed 

at or contiguous to the site which was not shown or indicated in the Contract 
Documents, the Contractor shall, promptly after becoming aware thereof and before 
further disturbing conditions affected thereby or performing any Work in connection 
therewith (except in an emergency), identify the owner of such underground facility 
(utility) and give written notice to that facility (utility) owner and to Owner and 
Architect. Architect will promptly review the underground facility (utility) and 
determine the extent, if any, to which a change is required in the Contract 
Documents to reflect and document the consequences of the existence of the 
underground facility (utility). If the Architect concludes that a change in the Contract 
Documents is required, revised plans and specifications will be issued to reflect and 
document such consequences. During such time, the Contractor shall be 
responsible for the safety and protection of such underground facility (utility). 

B. Contractor shall notify all municipal agencies and utility companies owning or 
operating utilities, of proposed work affecting the utilities, or agencies. 

C. Contractor shall give written notification within the time period required by the 
agency or company for advance notification. A copy of the notification shall be 
furnished to the Architect. 

D. Contractor shall notify "DIG SAFE" before commencing any work in the vicinity of 
existing subsurface utilities. 

E. Contractor shall secure in-place existing utilities whose support is affected by the 
work and cooperate and assist the agency or company operating the utility in 
maintaining the utility services. Contractor shall correct any damage to the utilities 
caused by construction operations by repair or replacement, as required by the utility 
owner. When the repair or replacement is made by the utility owner. Contractor 
shall pay all costs assessed by the utility owner for the work. 

F. If the existing utilities are found to conflict with the proposed work, the Contractor 
shall protect and maintain the utilities and take measurements to determine the 
location, type and dimensions of the utility. The information shall be furnished to the 
Architect who will determine the changes required in the proposed work or existing 
utilities to resolve the conflict as soon thereafter as is reasonable. 

G. Contractor shall verify the location, size, invert elevation and type of existing facilities 
at all points of connection prior to ordering new utility materials. 

1.6 REFERENCED STANDARDS 

A. References are made to technical societies, organizations and groups using the 

following abbreviations. All work so referred shall conform to the current edition of 
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the referenced standard. 

ACI American Concrete Institute 

AGC Associated Generai Contractors of America 

ANSI American National Standards Institute 

AOAC Association of Official Agricultural Chemists 

ASTM American Society for Testing and Materials 

AWPA American Wood Preservers Association 

OSHA Occupational Safety and Health Administration 

1.7 STATE AND LOCAL REFERENCE STANDARDS 

A. Building Code 780 CMR Massachusetts State Building Code 

DEP Massachusetts Department of Environmental Protection 


END OF SECTION 
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PART 1 - GENERAL 

1.1 GENERAL PROVISIONS 

A. Work of this section requires trade sub-bids and is governed by the provisions of the 

Massachusetts generai iaws (MGL), Pubiic Bidding Law Chapter 149, Sections 44A to 44J 
inciusive; and applicabie section of the MGL, Public Contract Law Chapter 30 as amended. 

1.2 RELATED DOCUMENTS 

A. Drawings and generai provisions of the Contract, inciuding General and Supplementary 
Conditions and Division 01 Specification Sections, appiy to this Section. 

1.3 SUMMARY 

A. Work of this Section includes the following: 

1. Demolition work of existing construction and building elements indicated on Drawings or by 
provisions of this Section. 

2. Salvage of existing items to be reused or recycled. 

B. Related work of other Sections includes the following: 

1. Installation of wood siding, trim and sheathing after removal of existing is specified in 
Division 06. 

2. Installation of custom-fabricated board doors after removal of existing sectional wood 
upward-acting garage-type and personnel doors is specified in Division 06. 

3. Installation of roofing system after removal of existing roof is specified in Division 07. 

1.4 DEFINITIONS 

A. Remove: Detach items from existing construction and dispose of them off-site unless indicated 
to be salvaged or reinstalled. 

B. Remove and Salvage: Detach items from existing construction, in a manner to prevent 
damage, and deliver to Owner ready for reuse or store as noted on Drawings. 

C. Remove and Reinstall: Detach items from existing construction, in a manner to prevent 
damage, prepare for reuse, and reinstall where indicated. 

D. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise 
indicated to be salvaged or reinstalled. 

E. Dismantle: To remove by disassembling or detaching an item from a surface, using gentle 
methods and equipment to prevent damage to the item and surfaces; disposing of items 
unless indicated to be salvaged or reinstalled. 
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F. Historic Wood: Wood that may date back to the original 1800 construction date, the mid 
1800’s ell or the 1908 addition of the neoclassical trim on the North elevation of the 2 story 
structure. It is not the intention of the Architect that historic wood in sound condition shall be 
removed or discarded. 

1.5 MATERIALS OWNERSHIP 

A. Unless otherwise indicated, demolition waste becomes property of Contractor. 

1.6 SUBMITTALS 

A. Landfill Records: Indicate receipt and acceptance of demolished material by a landfill facility 
authorized to accept such material. 


PART 2 - PRODUCTS (NOT APPLICABLE) 


PART 3 - EXECUTION 

3.1 DEMOLITION, GENERAL 

A. Carry out all demolition work in a neat and orderly manner. Keep noise, dust, and similar 
nuisances to a minimum. Do not collapse walls. Do not throw or drop materials. 

B. Removed and Reinstalled Items: 

1. Clean and repair items to functional condition adequate for intended reuse. 

2. Pack or crate items after cleaning and repairing. Identify contents of containers. 

3. Protect items from damage during transport and storage. 

4. Reinstall items in locations indicated. Comply with installation requirements for new materials 
and equipment. Provide connections, supports, and miscellaneous materials necessary to 
make item functional for use indicated. 

a. Siding and trim indicated on elevation drawings to be removed have been assumed by 
the Architect to be rotted or otherwise unsound. If, upon removal, they are found to be 
sound material they shall be re-employed in the same location or elsewhere in the work. 

b. It is possible that siding in sound condition may exist over sheathing that has 
deteriorated. In that case the Contractor shall comply with paragraph B.4.a., above. 

C. Existing Items to Remain: Protect construction indicated to remain against damage and soiling 
during selective demolition. When permitted by Owner's Representative, items may be 
removed to a suitable, protected storage location off-site during selective demolition and 
reinstalled in their original locations after selective demolition operations are complete. 
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3.2 PROTECTION 


A. Temporary Protection: Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent materials to remain. 

1. Provide protection to ensure safe passage of people around selective demolition area and to 
and from occupied portions of building. 

2. Provide temporary weather protection, during interval between selective demolition of existing 
construction on exterior surfaces and new construction, to prevent water leakage and 
damage to structure and interior areas. 

3. Protect existing utilities and services indicated to remain in service and protect them against 
damage during demolition operations. 

4. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 
exposed during selective demolition operations. 

5. Cover and protect furniture, furnishings, and equipment that have not been removed. 

6. Patch, repair or replace materials and items accidentally damaged during demolition 
operations. 

7. Re-roofing Project Demolition: Removal of existing roofing materials shall not expose more 
of the underlying construction than can be recovered in one day with the specified roofing 
system. 

8. Confine dust and debris to immediate area of demolition activity to the greatest extent 
practicable. 

B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as 
required to preserve stability and prevent movement, settlement, or collapse of construction 
and finishes to remain, and to prevent unexpected or uncontrolled movement or collapse of 
construction being demolished. 

1. Strengthen or add new supports when required during progress of selective demolition. 

C. Remove temporary barricades and protections where hazards no longer exist. 


3.3 DEMOLITION OF ARCHITECTURAL FINISHES 

A. General: Demolish and remove existing construction only to the extent required by new 

construction and as indicated. Use methods required to complete the Work within limitations 
of governing regulations and as follows: 

1. Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting 
methods least likely to damage construction to remain or adjoining construction. Use hand 
tools or small power tools designed for sawing or grinding, not hammering and chopping, to 
minimize disturbance of adjacent surfaces. Temporarily cover openings to remain. 

2. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing 
finished surfaces. 
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3. Do not use cutting torches without written permission from Owner's Representative. Compiy 
with provisions of the Standard General Conditions and Owner's ruies and procedures. 

4. Locate seiective demoiition equipment and remove debris and materiais so as not to impose 
excessive ioading on supporting walls, floors, or framing. 

5. Dispose of demolished items and materials promptly. 

B. Remove all loose material from partially demolished work leaving only sound and secure 
construction. 

3.4 DISPOSAL OF DEMOLISHED MATERIALS 

A. Remove demolition waste materials from Project site and dispose of them in an EPA-approved 

construction and demolition waste landfill acceptable to authorities having jurisdiction. 

1. Remove and transport debris in accordance with the Standard General and Supplemental 
General Conditions. 

3.5 RECYCLING OF MATERIALS 

A. Recycling of Materials: 

1. Contractor shall recycle any such items for which there exists an established local or state 
recycling program. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENT 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.1 A, entitled “Related Documents.” 

1.2 DESCRIPTION OF WORK 

A. Furnish all labor, supervision, materials, tools and equipment necessary for or reasonably 
incidental to completion of all cast-in-place concrete as shown on the Contract Drawings 
and/or specified herein. 

B. Work shall include patches in slabs on grade shown on the Contract Drawings. 

1.3 RELATED WORK 

A. Section 02 41 19 - Selective Demolition 

1.4 STORAGE AND HANDLING 

A. Store materials protected from exposure to harmful weather conditions and at a temperature 
>40°F. 

PART 2 - PRODUCTS 
2.1 MATERIALS 

A. Cement: domestic Portland cement conforming to ASTM Cl50, Type I or Type II. 

B. Fine aggregate: natural sand conforming to ASTM C33. 

C. Coarse aggregate: crushed stone or crushed washed gravel conforming to ASTM C33. 

D. Water: clean, potable. 

E. Vapor barrier below slabs on grade. Vapor barrier shall meet the requirements of ASTM 
El 745- 97(2004) Class A, with a permeance of 0.01 US perms or less. 

1. Install all vapor barriers according to ASTM E 1643-98(2005) guidelines. 

F. Curing paper shall be the approved equal of Sisalkraft Paper "Orange Label" that conforms 
with ASTM Cl 71, Type I. 


2.2 READY-MIXED CONCRETE 

A. Ready-Mixed Concrete: Ready mixed concrete shall be batched, mixed and transported in 
accordance with "Specifications for Ready-Mixed Concrete" ASTM C-94 from a plant 
acceptable to the Architect. All constituents, including admixtures, shall be batched at the 
central batching plant. Production of concrete shall conform to the requirements of ACI-301, 
Chapter 7, and as specified herein. 
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PART 3 - EXECUTION 

3.1 PRIOR TO PLACING CONCRETE 

A. Soil bottoms for slabs shall be accepted by the Architect before placing concrete. The 
subgrade shall be free of frost before concrete placing begins. 

B. All debris, sawdust, ice, etc., is to be cleaned from place of deposit before concrete is placed. 

C. All water is to be removed from place of deposit before concrete is placed. Provide drainage 
or pumping as required to maintain dry excavation until concrete has taken initial set. 

3.2 MIXING 

A. Concrete shall be ready-mixed in conformance with the requirements of ASTM C94 for 
measurement of materials, batching, mixing and delivery, and shall be discharged < 1 V 2 
hours after water is first added to the mix, except that in unusually hot weather, this 
maximum time may be reduced. 

B. Mixer shall produce thoroughly mixed, uniform mass, and discharge mixture without 
segregation. 

Entire batch shall be discharged before mixer is recharged. 

3.3 DEPOSITING CONCRETE 

A. Depositing of all concrete shall be in accordance with ACI 304. 

B. Concreting shall conform to the requirements of ACI 305 or ACI 306 in hot or cold weather 
as required. See Section 3.08. 

3.4 FINISHED CONCRETE SURFACES 

A. Slabs Finishing 

1. All interior concrete slabs shall be finished by screeding floating, floated finish, and steel 
troweled to a smooth even surface in accordance with ACI 301, Section 5.3.4, unless 
otherwise noted. 

3.5 CURING 

A. All concrete shall be kept constantly moist and protected against any drying action for > 7 
days after placing of the concrete, and shall be accomplished in the following manner: 

1. All slabs, either slab on grade or suspended slabs, shall be cured using curing paper.. 

2. Where concrete is cured by curing paper, cover surface immediately after finishing. 

Joints shall be lapped 5 in., and squeegee curing paper to remove wrinkles. Repair all 
rips and tears until end of curing period. 

3. The use of curing compounds on exterior slab on grade construction (sidewalks) is not 
permitted. 

3.6 CONCRETING PRECAUTION FOR WEATHER EXTREME 

A. Cold weather: Precautions shall be taken when the temperature is < 40° F, or at 45° F and 
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falling, in accordance with "Guide to Cold Weather Concreting", ACI 306. 

1. Set up a proper enclosure and heat to 50° F for > 4 hours before starting any pour. 

2. Use a water-reducing admixture with an accelerated set, but do not use or rely upon any 
materials as an "antifreeze". 

3. Use vented heaters with blowers so placed that they do not produce localized hot spots 
which may dry out the concrete. 

4. Maintain the temperature of the concrete at > 50° F for 72 hours and at above freezing 
for an additional 7 days. The temperature shall then be allowed to drop gradually to the 
exterior air temperature before the enclosure is removed at the rate of < 5° F per hour 
nor 50° F in any 24 hour period before discontinuing. 

5. All frozen concrete shall be removed from the job and replaced. 

B. Hot weather: Precautions shall be taken when the temperature is at or above 75° F, or at 

70° F and rising, in accordance with "Guide to Hot Weather Concreting", ACI 305. No 

concrete shall be placed when the air temperature is above 90° F, unless the air is still and 

relative humidity is > 80%. 

1. Set up proper windbreakers for concrete surfaces wherever the relative humidity is < 
70% for slight air motion or 80% for light breezes. 

2. Provide shade for placements otherwise exposed to the sun. 

3. Concrete is to be at a temperature of 80° F, or less when placed. If necessary, the 
batching plant shall cool the aggregate by spraying or by using chilled water or ice. All 
such water shall be accounted for as part of the mixing water. 

4. Use an admixture with a retarded set. 

5. All forms shall be thoroughly wetted at least daily, and more often when the relative 
humidity is low. 

6. For slabs, maintain the required materials for curing at hand so they may be placed 
immediately upon steel troweling. When the concrete temperature of any slab is > 100° 
F, place a layer of sand on it and keep it continuously wet until the temperature is < 90° 
F. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in or 
related to this Section shall also be bound by the Documents identified in Division 01 Section 
“Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes unit masonry assemblies consisting of the following: 

1. Concrete masonry units (CMUs). 

2. Mortar and grout. 

3. Masonry waste disposal. 

B. Related Sections include the following: 

1. Division 02 Section “Selective Demolition” for salvaging historic cinder blocks for re¬ 
employment as indicated. 

1.3 DEFINITIONS 

A. CMU(s): Concrete masonry unit(s). 

B. Cinder Block: Historic CMUs containing coal cinder as an aggregate. 

1.4 PERFORMANCE REQUIREMENTS 

A. Provide unit masonry that develops indicated net-area compressive strengths (f'm) at 28 days. 

B. Determine net-area compressive strength (f'm) of masonry from average net-area compressive 
strengths of masonry units and mortar types (unit-strength method) according to Tables 1 and 2 
in ACI 530.1/ASCE 6/TMS 602. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product indicated. 

1.6 QUALITY ASSURANCE 

A. Source Limitations for Masonry Units: Obtain exposed masonry units of a uniform texture and 
color, or a uniform blend within the ranges accepted for these characteristics, through one 
source from a single manufacturer for each product required. 

B. Source Limitations for Mortar Materials: Obtain mortar ingredients of a uniform quality, including 
color for exposed masonry, from a single manufacturer for each cementitious component and 
from one source or producer for each aggregate. 

1.7 DELIVERY, STORAGE, AND HANDLING 
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A. Store masonry units on elevated platforms in a dry location. If units are not stored in an 
enclosed location, cover tops and sides of stacks with waterproof sheeting, securely tied. If 
units become wet, do not install until they are dry. 

1.8 PROJECT CONDITIONS 

A. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice 
or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost 
or by freezing conditions. Comply with cold-weather construction requirements contained in ACI 
530.1/ASCE 6/TMS 602/1.8C whenever the following conditions exist: 

1. The ambient temperature is < 40° F. 

2. The temperature of masonry units is < 40° F. 

3. Implement the following minimum procedures: 

a. The temperature of masonry units shall be > 20° F when laid in the masonry. 

Remove visible ice on masonry units prior to installation. 

b. Heat the mortar sand or mixing water to produce mortar temperatures > 40° F and 
< 120° F at the time of mixing. Maintain mortar > 32° F until used in masonry. 

c. Use heat sources where ambient temperatures are > 20° F and < 25° F on both 
sides of the masonry under construction. Install wind breaks when wind velocity is 
> 15 mph. 

d. Where ambient temperature is < 20° F, provide an enclosure for the masonry 
under construction and use heat sources to maintain temperature > 32° F within 
the enclosure. 

e. Where mean daily temperatures are > 32° F and < 40° F, protect completed 
masonry from rain and snow by covering with a weather resistive membrane for 24 
hours after construction. 

f. Where mean daily temperatures are > 25° F and < 32° F, completely cover 
completed masonry with a weather resistive membrane for 24 hours after 
construction. 

g. Where mean daily temperatures are > 20° F and < 25° F, completely cover 
completed masonry with insulating blankets, or equal protection, for 24 hours after 
construction. 

h. Where mean daily temperatures are below 20° F, maintain masonry temperature > 
32° F for 24 hours after construction by enclosure with supplementary heat, by 
electric blankets, by infrared heat lamps, or other 

acceptable methods. 

4. Do not lay masonry units that are wet or frozen. 

5. Remove masonry damaged by freezing conditions. 

6. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40° F 

and above and will remain so until masonry has dried, but ^7 days after completing 

cleaning. 

B. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in 
ACI 530.1/ASCF 6/TMS 602/1.8D, whenever the ambient air temperature exceeds the 
following: 

1. 100° F, or 90° F with a wind velocity greater than 8 mph. 

2. Implement hot weather protection in accordance with Article 2.1.2.1 (d). 

3. Do not spread mortar beds more than 4 feet ahead of masonry. Set masonry units within 

one minute of spreading mortar. 
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PART 2 - PRODUCTS 

2.1 MASONRY UNITS, GENERAL 

A. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to 
exceed tolerances and to contain chips, cracks, or other defects exceeding limits stated in the 
standard. Do not uses units where such defects, including dimensions that vary from specified 
dimensions by more than stated tolerances, will be exposed in the completed Work or will 
impair the quality of completed masonry. 

2.2 CONCRETE MASONRY UNITS (CMUs) 

A. Concrete Masonry Units: ASTM C 90. 

1. Products: Subject to compliance with requirements, provide products by one of the 
following: 

a. A. Jandris & Sons. 

b. Nitterhouse Masonry Products, LLC. 

c. Westbrook Block, Inc. 

2. Unit Compressive Strength: Provide units with minimum average net-area compressive 
strength of 1900 psi. 

3. Weight Classification: Normal 

4. Size (Width): Manufactured to dimensions ^/a in. < nominal dimensions. 

5. Exposed Faces: Manufacturer’s standard color and texture. 

2.3 STONE CHIMNEY CAP 

1. Chimney cap shall be slate or blue stone, > 1 Va in. thick, saw-cut to size of top-most 
course of existing brick masonry chimney. 

2.4 MORTAR MATERIALS 

A. Portland Cement: ASTM C 150, Type I or II, except Type III may be used for cold-weather 
construction. Provide natural color or white cement as required to produce mortar color 
indicated. 

B. Hydrated Lime: ASTM C 207, Type S. 

C. Portland Cement-Lime Mix: Packaged blend of Portland cement complying with ASTM C 150, 
Type I or Type III, and hydrated lime complying with ASTM C 207, Type S. 

D. Masonry Cement: The use of masonry cement is not permitted. 

E. Cold-Weather Admixture: Non-chloride, noncorrosive, accelerating admixture complying with 
ASTM C 494/C 494M, Type C, and recommended by manufacturer for use in masonry mortar of 
composition indicated. 

1. Products: Subject to compliance with requirements, provide one of the following: 

a. The Euclid Chemical Company;” Accelguard 80”. 

b. Grace Construction Products, Div. W. R. Grace & Co.; “Morset”. 
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c. Sonneborn Products, Div. BASF; “Trimix-NCA”. 

F. Water: Potable. 

2.5 MORTAR MIXES 

A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, 
retarders, water-repellent agents, antifreeze compounds, or other admixtures, unless otherwise 
indicated. 

1. Do not use calcium chloride in mortar or grout. 

2. Limit cementitious materials in mortar to Portland cement and lime. 

3. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to 
view, regardless of weather conditions, to ensure that mortar color is consistent. 

B. Mortar Mixes: At Contractor’s option, provide job-mixed mortar or preblended dry mortar mix. 
Provide colors required for each application indicated. 

C. Preblended, Dry Mortar Mix: Furnish dry mortar ingredients in form of a preblended mix. 
Measure quantities by weight to ensure accurate proportions, and thoroughly blend ingredients 
before delivering to Project site. 

1. Product: Subject to compliance with requirements, provide the following: 
a. Spec Mix; Portland Lime & Sand and Portland Lime and Sand/Color. 

D. Mortar Types for Unit Masonry: Comply with ASTM C 270, Proportion Specification. Provide 
the following types of mortar for applications stated: 

1. Type S: Exterior, above-grade, load-bearing and non-load-bearing walls and parapet 

walls; for interior load-bearing walls; for interior non-load-bearing partitions; and for other 
applications where another type is not indicated. 

E. Mortar Mixes: 

1. Fligh Strength cement lime mortar (Type S): 1 part Portland cement, 1/4 to 1-1/2 parts 
lime and not less than 2-1/4 and not more than 3 times the sum of the separate volumes 
of cementitious, material (cement and lime) and of aggregate material (parts sand). 

2. Cement lime mortar (Type M): 1 part Portland cement, 1/4 part lime and not less than 2- 
1/4 and not more than 3 times the sum of the separate volumes of cementitious materials 
(cement & lime), and of aggregate material (parts sand). 

2.6 GROUT MATERIALS AND MIXES 

A. Aggregate for Grout: ASTM C 404. 

B. Grout for Unit Masonry: Comply with ASTM C 476. 

1. Use grout of type indicated or, if not otherwise indicated, of type (fine or coarse) that will 
comply with Table 1.15.1 in ACI 530.1/ASCE 6/TMS 602 for dimensions of grout spaces 
and pour height. 

a. Use fine grout for 6 inch thick concrete masonry wythes. 
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b. Use course grout for 8-inch thick or greater concrete masonry wythes. 

2. Proportion grout in accordance with ASTM C 476, Table 1 or paragraph 4.2.2 for 
specified 28-day compressive strength indicated, but not less than 2000 psi. 

3. Provide grout with a slump of 8 to 11 inches as measured according to ASTM C 143. 

2.7 MASONRY CLEANERS 

A. Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing 
mortar/grout stains, efflorescence, and other new construction stains from new masonry without 
discoloring or damaging masonry surfaces. Use product expressly approved for intended use by 
cleaner manufacturer and manufacturer of masonry units being cleaned. 

B. Detergent Solution, Job Mixed: Solution prepared by mixing 2 cups of tetrasodium 
pyrophosphate (TSPP), V 2 cup of laundry detergent, and 20 quarts of hot water for every 5 gal. 
of solution required. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance of work. 

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental 
to performance of work. 

2. Verify that foundations are within tolerances specified. 

3.2 INSTALLATION, GENERAL 

A. Thickness: Build single-wythe walls to actual widths of masonry units, using units of widths 
indicated. 

B. Use full-size units without cutting if possible. If cutting is required to provide a continuous 
pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, 
unchipped edges. Allow units to dry before laying unless wetting of units is specified. Install cut 
units with cut surfaces and, where possible, cut edges concealed. 

C. Select and arrange units for exposed unit masonry to produce a uniform blend of colors and 
textures. 

3.3 TOLERANCES 

A. Dimensions and Locations of Elements: 

1. For dimensions in cross section or elevation do not vary by > - 1 - y 2 in. or - Va in. 

2. For location of elements in plan do not vary from that indicated by > +/- y 2 in. 

B. Comply with construction tolerances in ACI 530.1/ASCE 6/TMS 602 and with the following: 

3.4 LAYING CMU CURB, MORTAR BEDDING AND JOINTING 
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A. Lay masonry units over concrete frost wall at Shed Ell Porch. At South wall of Shed Ell, remove 
soil over existing rubble stone frost wall, wash bonding surface with potable water and create 
level mortar bed for installation of CMU curb. 

B. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint 
thickness, unless otherwise indicated. 

3.5 STONE CHIMNEY CAP 

A. Brush-clean top surface of brick chimney and set stone cap slab on mortar bed laid over full 
contact surface and compress to create a Va in. high mortar joint. 

3.6 FIELD QUALITY CONTROL 

A. Testing and Inspecting: Owner may engage special inspectors to perform tests and inspections 

and prepare reports. Allow inspectors access to scaffolding and work areas, as needed to 
perform tests and inspections. Retesting of materials that fail to comply with specified 
requirements shall be done at Contractor's expense. 

3.7 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise 
damaged or that do not match adjoining units. Install new units to match adjoining units; install 
in fresh mortar, pointed to eliminate evidence of replacement. 

B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and 
completely fill with mortar. Point up joints, including corners, openings, and adjacent 
construction, to provide a neat, uniform appearance. Prepare joints for sealant application, 
where indicated. 

C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove 
mortar fins and smears before tooling joints. 

D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape 
hoes or chisels. 

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for 
comparison purposes. Obtain Architect's approval of sample cleaning before proceeding 
with cleaning of masonry. 

3. Protect adjacent stone and non-masonry surfaces from contact with cleaner by covering 
them with liquid strippable masking agent or polyethylene film and waterproof masking 
tape. 

4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by 
rinsing surfaces thoroughly with clear water. 

5. Clean masonry with a proprietary acidic cleaner applied according to manufacturer's 
written instructions. 

6. Clean concrete masonry by cleaning method indicated in NCMA TEK 8-2A applicable to 
type of stain on exposed surfaces. 
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3.8 MASONRY WASTE DISPOSAL 

A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's 
property. At completion of unit masonry work, remove from Project site. 

1. Disposal: Separate, salvage, recycle and dispose of materials in accordance with the 
Commonwealth of Massachusetts “Waste Ban” 310 CMR 19.017. 


END OF SECTION 
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PART 1 - GENERAL 


1.1 GENERAL PROVISIONS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services 

referenced in or related to this Section shall also be bound by the Documents 
identified in Division 01 Section “Summary”, Paragraph 1.01 A, entitled “Related 
Documents.” 

1.2 SUMMARY 

A. This Section includes the following: 

1. All rough carpentry work including but not limited to framing repairs, new 
framing, roof sheathing, and other miscellaneous work as Indicated and 
specified. 

2. Miscellaneous structural repairs as indicated and specified. 

3. The scope of work is indicated on the Drawings. The Owner makes no 
representation of the exact quantities of work required. It shall be the 
responsibility of the Contractor to do all work within the designated areas 
to complete fulfillment of the requirements of these Specifications. 

4. Wood framing steel materials: Furnish all fabricated steel assemblies 
using shapes, plates, rods, shims, clevises, turnbuckles, and other steel 
materials used to Install wood to steel, wood to masonry, and wood to 
wood Bolt locations shall conform to the National Design Specification for 
Wood Construction published by the American Forest & Paper 
Association. 

B. In Related Sections include the following: 

1. Division 03 Section “Cast-In-Place Concrete”. 

2. Division 04 Section “Masonry” for cinder block and CMU sill repair. 

3. Division 06 Section “Sheathing” for preservative treatment. 

1.3 QUALIFICATIONS OF WORKMEN 

A. Provide sufficient journeymen carpenters and supervisors who shall be present 
always during execution of this portion of the work, and who shall be thoroughly 
familiar with the type of construction involved and the materials and techniques 
specified. 

B. In the acceptance or rejection of rough carpentry the Architect will make no 
allowance for lack of skill on the part of the workmen 

1.4 SUBMITTALS 

A. General: Submit shop drawings in electronic format (Adobe Acrobat) to the 
Architect for approval prior to fabrication in accordance with the General 
Conditions. In each submittal, pages shall be bound into one file for each 
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specification section. Submit the following in accordance with Conditions of the 
Contract and Division 1 Specification Sections. 

B. Submit the following data: 

1. Manufacturer's or applicator's specification for wood preservative 
treatment and treatment procedure to be sure that a satisfactory 
treatment will be obtained. 

2. Manufacturer's specification data sheets for all fasteners to be used, 
clearly identifying such as their intended use. 

PART 2 - PRODUCTS 

2.1 PRODUCT DELIVERY, PROTECTION AND STORAGE 

A. Grade and trademark shall be required on each piece of lumber (or bundle); use 
only the recognized official marks of association under whose rules it is graded. 

B. All new rough framing lumber shall be delivered to the job site with a measured 
moisture content no greater than 19%. Plywood shall have a measured moisture 
content not greater than 12%. 

C. Store all materials in such a manner as to ensure proper ventilation and drainage, 
and to protect it against damage and the weather. 

D. Keep all materials clearly identified with all grade marks legible. Keep all 
damaged material clearly identified as damaged, and store separately to prevent 
its inadvertent use. 

E. Do not allow damaged or non-complying materials to be installed. 

F. Use all means necessary to protect the installed work and materials of all other 
trades. 

2.2 LUMBER 

A. All new lumber shall be the best of its respective kind, free from stain, rot, knots, 
or other imperfections impairing its strength, durability, and appearance when 
exposed. 

B. Provide lumber surfaced four sides dry. 

C. All structural framing lumber and lumber for rafters, joists, studs, and headers 
shall be of species and grades as follows: 


Spruce-Pine-Fir 

No. 1 or 2 

Hem-Fir 

No. 2 


D. Use one species for the project. 

2.3 PLYWOOD 

A. Plywood shall be manufactured in conformance with Product Standard PS1-95 for 
Construction and Industrial Plywood and each sheet shall bear the American 
Plywood Association's APA grade trademark. Plywood should be used as follows: 

1. Exterior walls, roofs, designated interior walls, and bracing diaphragms: 
plywood shall be APA Structural 1 Rated Sheathing, C-C grade with 
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exterior glue (Exposure 1), Group I Species, C grade with Exposure 1 
glue on inner plies. 

2.4 PRESSURE TREATED LUMBER 

A. Pressure treated lumber as required shall be AGO (Alkaline Copper Quaternary) 
pressure impregnated to 25 pounds per cubic foot as made by Weyerhaeuser. 

B. Treated wood must be kiln-dried or air seasoned to an average moisture content 
of 16% or less. 

C. Wood blocking, nailing blocks, nailing cleats and strips, and other wood set in 
exterior wall or roofs or in contact with masonry, concrete and/or flashing, shall be 
impregnated under pressure with wood preservative. 

2.5 PRESERVATIVE TREATMENT (FIELD APPLIED): 

A. Field apply preservative treatment to protect structural wood from attacking wood 
destroying organisms, to the underside of all first floor framing, all areas within 
three feet of replaced rotted wood framing, and all wood in contact with masonry. 

2.6 CARPENTRY FASTENERS 

A. The Contractor shall provide all nails, spikes, screws, anchor and tie bolts, nuts, 
washers, anchors, joist hangers, manufactured metal connections, ties, and 
similar items. All shall be properly sized to rigidly secured members in place. All 
nails shall be sinkers, common wire nails, galvanized, conforming to FS-FF-N- 
105. All steel shapes and connectors shall be ASTM A36 and bolts shall be 
unfinished ASTM A307, unless otherwise noted. 

B. For exterior framings, all pressed metal fasteners, nails, screws, and otherwise 
manufactured metal fasteners shall be made from stainless steel. 


PART 3 - EXECUTION 

3.1 INSPECTION 

A. Examine the areas and conditions under which work of this Section will be 
performed. Correct conditions detrimental to the proper and timely completion of 
the work. Do not proceed until unsatisfactory conditions have been corrected. 

B. Verify to the Architect that rough carpentry work may be performed in strict 
accordance with the original design and pertinent codes and requirements. 

3.2 WORKMANSHIP 

A. General: All rough carpentry shall produce joints true, tight, and well nailed, with 
all members assembled in accordance with the Drawings and with all pertinent 
codes and regulations. 

3.3 SELECTION OF LUMBER PIECES 

A. Carefully select all members. Select individual pieces so knots and obvious 
defects will not interfere with placing bolts or proper nailing or making 
connections. 

B. Cut out and discard all defects which will render a piece unable to serve its 
intended function. Lumber may be rejected by the Architect, whether or not it has 
been installed, for excessive warp, twist, bow, crook, mildew, fungus, or mold, 
insect infestation, as well as for improper cutting and fitting. 
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3.4 SHIMMING 

A. Do not shim joints, short studs, trimmers, headers, lintels, or other framing 
components. 

3.5 GENERAL FRAMING 

A. In addition to all framing operations normal to fabrication and erection indicated 
on the Drawings, install all backing required for work of other trades. 

B. Set all horizontal or sloped members with crown up. 

C. Do not notch, bore, or cut members for pipes, ducts, conduits, or other reasons 
except as shown on the Drawings or as specifically approved in advance by the 
Architect. 

D. Make all bearings full unless otherwise indicated on the Drawings. 

E. Finish all bearing surfaces on which structural members are to rest so as to give 
sure and even support. Where framing members slope, cut or notch the ends as 
required to give a uniform bearing surface. 

3.6 BLOCKING AND BRIDGING 

A. Install all blocking required to support all items of finish and to cut off all 

concealed draft openings, both vertical and horizontal, between ceiling and floor 
areas. Install solid wood bridging at centerline of span for all new joists and 
rafters. 

3.7 STUD WALLS AND PARTITIONS 

A. Studs: Make all studs single length, unspliced, and platform framed. Unless 
otherwise indicated, exterior walls shall be 2 x 6 studs spaced 16" o.c. and interior 
walls shall be 2 by 4 studs 16”o.c. 

B. Corners and Intersections: Unless otherwise indicated on the Drawings, frame all 
corners and intersections with three or more studs and all required bearing for 
wall finish. 

C. Shoes and wall caps: Walls studs shall fully bear on a continuous 2-by shoe. Wall 
studs shall be capped with two continuous 2-by’s. Butt joints in top plates shall be 
offset a minimum of four feet; in walls at roof edges and shear walls, splice the 
butt joints with metal plates. 

D. In bearing walls not covered with any sheathing, provide solid 2-by bridging at 
quarter and half points of span. 

3.8 RAFTERS AND JOISTS 

A. Rafters and joists: Provide solid blocking at supports of rafters and joists. Provide 
continuous rows of bridging spaced no more than 8 ft. apart. Provide continuous 
1 X 3 furring at undersides of joists and rafters spaced at 16 in. o.c. 

3.9 ALIGNMENT 

A. On all framing members to receive a finished wall or ceiling, align the finish 

subsurface to vary < Vs in. from the plane of surfaces of adjacent framing and 
furring members. 
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3.10 FASTENING 

A. Refer to the Massachusetts State Building Code (International Building Code), 
Table 2304.9.1: Fastening Schedule, for the minimum fastening requirements not 
directly shown on the drawings. 

B. Nailing: 

1. Use only sinkers, common wire nails or spikes of the dimension shown 
on the Nailing Schedule, except where otherwise called for on the 
Drawings. 

2. For conditions not covered in Nailing Schedule, provide penetration into 
the piece receiving the point of > V 2 the length of the nail or spike 
provided, however, that 16d nails may be used to connect two pieces of 
two inch nominal thickness. 

3. Do all nailing without splitting wood. Pre-bore as required. Replace all 
split members. 

C. Bolting: Drill holes Vie in. > in diameter than the bolts used. Drill straight and true 
from one side only. Bolt threads shall not bear on wood. Use washers under 
head and nut where both bear on wood; use washers under all nuts. 

D. Screws: For lag screws and wood screws, pre-bore holes the same diameter as 
root of thread; enlarge holes to shank diameter for length of shank. Screw, do 
not drive, all lag screws and wood screws. 

3.11 INSTALLATION OF PLYWOOD 

A. Placement: 

1. Place all plywood with face grain perpendicular to supports, except where 
otherwise specifically shown on Drawings. Align tongue-in-groove where 
used. 

2. Center joints accurately over supports; unless otherwise specifically 
shown on Drawings, stagger the end joint of plywood panels to achieve a 
minimum of continuity of joints. 

3. Unless indicated otherwise on drawings, nail plywood with 8d 
"stronghold" nails, 6 in. apart on panel edges and 10 inc. apart on all 
intermediate bearing edges. Stagger all plywood joints. The long length 
of panel shall be laid perpendicular to framing. 

3.12 PRESERVATIVE TREATMENT (FIELD APPLIED): 

A. Field apply Bora-care, a patented liquid formulation to protect structural wood 
from attacking wood destroying organisms, to the underside of all first floor 
framing, all areas within three feet of replaced rotted wood framing, and all wood 
in contact with masonry. 

B. Basements and crawl spaces may be treated by applying 1 coat of diluted BORA- 
CARE® solution to the point of wetness to all infested and susceptible wood 
surfaces including sill plates, piers, girders, subfloors, floor joists and any wood 
exposed to vertical access from the soil. On wood where access is limited to one 

1 or 2 sides of wood members such as sills and plates on foundation walls, apply 

2 coats of diluted BORA-CARE. Wait > 20 minutes between applications. Apply at 
a rate of approximately 1 gallon of diluted BORA-CARE per 200 ft^of floor area 
(400 ft^ of wood surface area). 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 



06 10 00 
ROUGH CARPENTRY 
PAGE 6 of 6 

C. The underside of wood flooring can be treated by spray, brush, or roller 
application. It will be necessary to remove any existing finish prior to application. 
Apply 2 parts water to 1 part BORA-CARE (2:1) solution at a rate of 
approximately 1 gallon of diluted solution per 500 ft^ of floor surface. For treating 
infestations of subterranean or Formosan termites, 2 coats may be required, 
waiting >1 hour between applications. Allow floor to completely dry (typically 48 to 
72 hours). 

D. For treating voids, wall studs and wood members not accessible by conventional 
application methods, spray or mist solution into voids and channels in damaged 
and suspected infested wood and/or through small holes drilled into walls and 
baseboard areas. Holes should be spaced no more than 24 in. apart along each 
member to be treated and > 1 hole must be drilled between each wall stud when 
treating base plates. Use sufficient amount of material to cover all areas to the 
point of wetness. 


END OF SECTION 
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PART 1 - GENERAL 


1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 


1.2 SUMMARY 


A. This Section includes the following: 

1. Wood blocking in partition framing. 

2. Wood furring and grounds. 

3. Wood furring for plywood wall sheathing installation at CMU exterior walls. 

4. Wood lumber railings at attic walkway. 

5. Plywood backing panels. 

6. Door hardware installation. 


B. Related Sections include the following: 


1 . 

2 . 

3. 

4. 

5. 


Division 06 Section “Rough Carpentry” for framing with dimension lumber and 
engineered wood products. 

Division 06 Section “Exterior Finish Carpentry” for trim. 

Division 06 Section "Sheathing" for plywood wall and roof sheathing, and subflooring 
for attic walkway. 

Division 06 Section “Wood Trusses.” 

Division 08 Section "Door Hardware" for door hardware and additional installation 
requirements. 


1.3 DEFINITIONS 

A. Dimension Lumber: Lumber of > 2 inches nominal but < 5 inches nominal in least 
dimension. 

B. Lumber grading agencies, and the abbreviations used to reference them, include the 
following: 

1. NeLMA: Northeastern Lumber Manufacturers' Association. 

2. NLGA: National Lumber Grades Authority. 


1.4 SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials and dimensions and include construction and application details. 

1. Include data for wood-preservative treatment from chemical treatment manufacturer 
and certification by treating plant that treated materials comply with requirements. 
Indicate type of preservative used and net amount of preservative retained. 
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2. Include data for fire-retardant treatment from chemical treatment manufacturer and 
certification by treating plant that treated materials comply with requirements. Include 
physical properties of treated materials based on testing by a qualified independent 
testing agency. 

3. For products receiving a waterborne treatment, include statement that moisture 
content of treated materials was reduced to levels specified before shipment to 
Project site. 

4. Include copies of warranties from chemical treatment manufacturers for each type of 
treatment. 

B. Research/Evaluation Reports: For the following, showing compliance with building code in 

effect for Project: 

1. Preservative-treated wood. 

2. Fire-retardant-treated wood. 

3. Power-driven fasteners. 

4. Powder-actuated fasteners. 

5. Expansion anchors. 


1.5 DELIVERY, STORAGE, AND HANDLING 

A. Stack lumber flat with spacers between each bundle to provide air circulation. Provide for air 
circulation around stacks and under coverings. 

B. Deliver interior wood materials that are to be exposed to view only after building is enclosed 
and weatherproof, wet work other than painting is dry, and HVAC system is operating and 
maintaining temperature and humidity at occupancy levels. 


PART 2 - PRODUCTS 


2.1 WOOD PRODUCTS, GENERAL 

A. Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading 
agency is indicated, provide lumber that complies with the applicable rules of any rules- 
writing agency certified by the ALSO Board of Review. Provide lumber graded by an agency 
certified by the ALSO Board of Review to inspect and grade lumber under the rules 
indicated. 

1. Factory mark each piece of lumber with grade stamp of grading agency. 

2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for 
moisture content specified. Where actual sizes are indicated, they are minimum 
dressed sizes for dry lumber. 

3. Provide dressed lumber, S4S, unless otherwise indicated. 

B. Plywood: DOC PS 1. 

1. Thickness: As needed to comply with requirements specified, but > thickness 
indicated. 

2. Factory mark panels to indicate compliance with applicable standard. 

2.2 WOOD-PRESERVATIVE-TREATED MATERIALS 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 



06 10 53 

MISCELLANEOUS ROUGH CARPENTRY 

Page 3 of 7 


A. Preservative Treatment by Pressure Process: AWPA C2. 

1. Preservative Chemicals: Acceptable to authorities having jurisdiction and containing 
no arsenic, chromium or chromated copper arsenate (CCA). 

B. Kiln-dry lumber after treatment to a moisture content < 19 %. Do not use material that is 
warped or does not comply with requirements for untreated material. 

C. Mark lumber with treatment quality mark of an inspection agency approved by the ALSC 
Board of Review. 

D. Application: Treat miscellaneous carpentry, including the following: 

1. Wood sills, sleepers, blocking, furring, and similar concealed members in contact with 
masonry or concrete. 

E. Manufacturers: Subject to compliance with requirements, provide products by one the 
following: 

1. Georgia Pacific. 

2. Hoover Treated Wood Products, Inc. 

3. Osmose, Inc. 


2.3 FIRE-RETARDANT-TREATED MATERIALS 

A. General: Where fire-retardant-treated materials are indicated, use materials complying with 
requirements in this article, that are acceptable to authorities having jurisdiction, and with 
fire- test-response characteristics specified as determined by testing identical products per 
test method indicated by a qualified testing agency. 

B. Fire-Retardant-Treated Lumber and Plywood by Pressure Process: Products with a flame 
spread index of < 25 when tested according to ASTM E 84, and with no evidence of 
significant progressive combustion when the test is extended an additional 20 minutes, and 
with the flame front not extending more than 10.5 feet beyond the centerline of the burners 
at any time during the test. 

1. Use treatment that does not promote corrosion of metal fasteners. 

2. Interior Type A: Treated materials shall have a moisture content of < 28 % when 
tested according to ASTM D 3201 at 92 % relative humidity. Use where exterior type 
is not indicated. 

C. Kiln-dry lumber after treatment to a maximum moisture content of 19 %. Kiln-dry plywood 
after treatment to a moisture content < 15 %. 

D. Identify fire-retardant-treated wood with appropriate classification marking of testing and 
inspecting agency acceptable to authorities having jurisdiction. 

E. Application: Treat the following: 

1. Plywood backing panels. 

F. Products: Subject to compliance with requirements, provide products by one of the following: 
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1. Dricon. 

2. Hoover Treated Wood Products, Inc. 

3. Osmose, Inc.; FirePro. 


2.4 MISCELLANEOUS LUMBER 

A. General: Provide miscellaneous lumber indicated and lumber for support or attachment of 
other construction, including the following: 

1. Blocking. 

2. Nailers. 

3. Furring. 

4. Cants. 

5. Grounds. 

6. Rooftop equipment bases and support curbs. 

B. For items of dimension lumber size, provide Construction or No. 2 lumber with moisture 
content < 15 % and the following species: 

1. Hem-fir (north); NLGA. 

C. Wood Strapping: Provide exterior wood strapping in size indicated, the following species or 
equivalent wood species with specific gravity > 0.42: 

1. Spruce-pine-fir; NLGA. 

D. For blocking not used for attachment of other construction Utility, Stud, or No. 3 grade 
lumber of any species may be used provided that it is cut and selected to eliminate defects 
that will interfere with its attachment and purpose. 

E. For blocking and nailers used for attachment of other construction, select and cut lumber to 
eliminate knots and other defects that will interfere with attachment of other work. 

F. For furring strips for installing plywood or hardboard paneling, select boards with no knots 
capable of producing bent-over nails and damage to paneling. 


2.5 PLYWOOD BACKING PANELS 

A. Telephone and Electrical Equipment Backing Panels: DOC PS 1, Exposure 1, C-D Plugged, 
fire-retardant treated, in thickness indicated or, if not indicated, not less than 1/2-inch 
nominal thickness. 


2.6 FASTENERS 

A. General: Provide fasteners of size and type indicated that comply with requirements 
specified in this Article for material and manufacture. 

1. Where carpentry is exposed to weather, in ground contact, fire retardant treated, or in 
area of high relative humidity, provide stainless steel fasteners. 

B. Nails, Brads, and Staples: ASTM F 1667. 
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C. Power-Driven Fasteners: NFS NER-272. 

D. Wood Screws: ASME B18.6.1. 

E. Lag Bolts: ASME B18.2.1. 

F. Bolts: Steel bolts complying with ASTM A 307, Grade A; with ASTM A 563 hex nuts and, 
where indicated, flat washers. 

G. Expansion Anchors: Anchor bolt and sleeve assembly of material indicated below with 
capability to sustain, without failure, a load equal to 6 x the load imposed when installed in 
unit masonry assemblies and equal to 4 times the load imposed when installed in concrete 
as determined by testing per ASTM E 488 conducted by a qualified independent testing and 
inspecting agency. 

1. Material: Stainless steel with bolts and nuts complying with ASTM F 593 and 
ASTM F 594, Alloy Group 1 or 2. 


PART 3 - EXECUTION 


3.1 INSTALLATION, GENERAL 

A. Set carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. 
Fit carpentry to other construction; scribe and cope as needed for accurate fit. Locate 
nailers, blocking, and similar supports to comply with requirements for attaching other 
construction. 

B. Where wood-preservative-treated lumber is installed adjacent to metal decking, install 
continuous flexible flashing separator between wood and metal decking. 

C. Framing Standard: Comply with AF&PA's "Details for Conventional Wood Frame 
Construction," unless otherwise indicated. 

D. Do not splice structural members between supports, unless otherwise indicated. 

E. Provide blocking and framing as indicated and as required to support facing materials, 
fixtures, specialty items, and trim. 

1. Provide metal clips for fastening gypsum board or lath at corners and intersections 
where framing or blocking does not provide a surface for fastening edges of panels. 
Space clips < 16 inches o.c. 

F. Provide fire blocking in furred spaces, stud spaces, and other concealed cavities as 
indicated and as follows: 

1. Fire block furred spaces of walls, at each floor level, at ceiling, and < 96 inches o.c. 
with solid wood blocking or noncombustible materials accurately fitted to close furred 
spaces. 

2. Fire block concealed spaces behind combustible cornices and exterior trim at < 20 
feet o.c. 
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G. Sort and select lumber so that natural characteristics will not interfere with installation or with 
fastening other materials to lumber. Do not use materials with defects that interfere with 
function of member or pieces that are too small to use with minimum number of joints or 
optimum joint arrangement. 

H. Securely attach carpentry work to substrate by anchoring and fastening as indicated, 
complying with the following: 

1. NES NER-272 for power-driven fasteners. 

2. Table 2305.2, "Fastening Schedule," in the Massachusetts State Building Code. 

I. Use common wire nails, unless otherwise indicated. Select fasteners of size that will not fully 
penetrate members where opposite side will be exposed to view or will receive finish 
materials. Make tight connections between members. Install fasteners without splitting wood; 
do not countersink nail heads, unless otherwise indicated. 


3.2 WOOD BLOCKING AND NAILER INSTALLATION 

A. Install where indicated and where required for attaching other work. Form to shapes 
indicated and cut as required for true line and level of attached work. Coordinate locations 
with other work involved. 

B. Attach items to substrates to support applied loading. Recess bolts and nuts flush with 
surfaces, unless otherwise indicated. 

3.3 WOOD FURRING INSTALLATION 

A. Install level and plumb with closure strips at edges and openings. Shim with wood as 
required for tolerance of finish work. 

B. Furring to Receive Plywood: Install 1-by-3-inch nominal- size furring vertically 24 inches o.c. 

3.4 FIRE-RETARDANT-TREATED (FRT) MATERIALS INSTALLATION 

A. Cutting to length, drilling holes, joining cuts and light sanding are permissible. It is not 
necessary to field treat cut ends to maintain flame spread rating. 

1. Ripping, milling, and surfacing of FRT lumber is not permitted. 

2. FRT plywood can be cut in either direction without loss of fire protection. 

3.5 FINISH HARDWARE INSTALLATION 

A. General: Comply with requirements indicated below and in Division 08 Section “Door 

Hardware.” 

B. Mounting Heights: Mount door hardware units at heights indicated as follows unless 
otherwise indicated or required to comply with governing regulations. 

1. Standard Steel Doors and Frames: DHI's "Recommended Locations for Architectural 
Hardware for Standard Steel Doors and Frames." 

2. Wood Doors: DHI WDHS.3, "Recommended Locations for Architectural Hardware for 
Wood Flush Doors." 
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C. Install each door hardware item to comply with manufacturer's written instructions. Where 
cutting and fitting are required to install door hardware onto or into surfaces that are later to 
be painted or finished in another way, coordinate removal, storage, and reinstallation of 
surface protective trim units with finishing work specified in Division 9 Sections. Do not install 
surface- mounted items until finishes have been completed on substrates involved. 

1. Set units level, plumb, and true to line and location. Adjust and reinforce attachment 
substrates as necessary for proper installation and operation. 

2. Drill and countersink units that are not factory prepared for anchorage fasteners. 
Space fasteners and anchors according to industry standards. 

D. Thresholds: Set thresholds for exterior doors in full bed of sealant complying with 
requirements specified in Division 07 Section "Joint Sealants." 


3.6 PROTECTION 

A. Protect rough carpentry from weather. If, despite protection, rough carpentry becomes wet, 
apply EPA-registered borate treatment. Apply borate solution by spraying to comply with 
EPA- registered label. 


END OF SECTION 
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PART 1 
1.1 

A. 

1.2 

A. 

B. 


1.3 

A. 

1.4 

A. 

PART 2 
2.1 

A. 

2.2 

A. 

B. 

C. 


GENERAL 


RELATED DOCUMENTS 

The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.1 A, entitled “Related Documents.” 

SUMMARY 


This Section includes the following: 

1. Wall sheathing. 

2. Roof sheathing. 


Related Sections include the following: 


1 . 

2 . 

3. 

4. 

5. 


Division 01 Section “Unit Prices” for additional sheathing replacement. 

Division 01 Section “Alternates” for bidding requirements of this Section. 

Division 06 Section “Rough Carpentry” for structural wood framing. 

Division 06 Section "Miscellaneous Rough Carpentry" for wood blocking. 

Division 06 Section “Exterior Finish Carpentry” for mold, fungus, insect and termite 
repellent. 


SUBMITTALS 


Product Data: For each type of process and factory-fabricated product. Indicate component 
materials and dimensions and include construction and application details. 

DELIVERY, STORAGE, AND HANDLING 

Stack plywood and other panels flat with spacers between each bundle to provide air 
circulation. Provide for air circulation around stacks and under coverings. 

PRODUCTS 


WOOD PANEL PRODUCTS, GENERAL 

Plywood: DOC PS 1. 

1. Thickness: As needed to comply with requirements specified, but not less than 
thickness indicated. 

2. Factory mark panels to indicate compliance with applicable standard. 

WALL AND ROOF SHEATHING 

Span Rating > 16/0. 

Plywood Sheathing: Exposure I (Exterior), Structural I sheathing. 

1. Nominal Thickness: > % in., to match existing board thickness. 

Board Sheathing. 
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1. Kiln-dried spruce/pine/fir, unsurfaced 4 sides. 

2.3 FASTENERS 

A. General: Provide fasteners of size and type indicated that comply with requirements 
specified in this Article for material and manufacture. 

1. For wall and roof sheathing, provide stainless steel fasteners. 

B. Nails, Brads: ASTM F 1667. 

C. Power-Driven Fasteners: NES NER-272. 

D. Wood Screws: ASME B18.6.1. 

2.4 PRESERVATIVE WOOD TREATMENT 

A. Preservative wood treatment for the prevention of mold, fungus, insect, and termite 

infestation shall be a proprietary 2 component system manufactured by Nisus Corporation, 
Rockford, TN 37853. Components shall be as follows: 

1. Anti-Mold solution: “Mold-Care Moldicide Concentrate”. 

a. Active ingredient: Didecyl dimethyl ammonium chloride, 80%. 

b. Inert ingredients: 20%. 

c. EPA conformance: Reg. No. 6836-212-64405 and Est. 64405-TN-1. 

2. Anti-Fungus, anti-insect and anti-Termite solution: “Bora-Care Termiticide, Insecticide 
and Fungicide Concentrate”, 

a. Active ingredient: Disodium Octaborate Tetrahydrate, 40%, CAS No. 12280-03-4. 

b. Others ingredient: 60%. 

PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Do not use materials with defects that impair quality of sheathing or pieces that are too small 
to use with minimum number of joints or optimum joint arrangement. 

B. Cut panels at penetrations, edges, and other obstructions of work; fit tightly against abutting 
construction, unless otherwise indicated. 

C. Securely attach to substrate by fastening as indicated, complying with the following: 

1. NES NER-272 for power-driven fasteners. 

2. Table 2305.2, "Fastening Schedule," in 780 CMR Massachusetts Building Code. 

D. Use common wire nails, unless otherwise indicated. Select fasteners of size that will not fully 
penetrate members where opposite side will be exposed to view or will receive finish 
materials. Make tight connections. Install fasteners without splitting wood. 

E. Coordinate wall and roof sheathing installation with flashing and joint-sealant installation so 
these materials are installed in sequence and manner that prevent exterior moisture from 
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passing through completed assembly. 

F. Do not bridge building expansion joints; cut and space edges of panels to match spacing of 
structural support elements. 

G. Coordinate sheathing installation with installation of materials installed over sheathing so 
sheathing is not exposed to precipitation or left exposed at end of the workday when rain is 
forecast. 

3.2 WOOD STRUCTURAL PANEL INSTALLATION 

A. General: Comply with applicable recommendations in APA Form No. E30S, "Engineered 
Wood Construction Guide," for types of structural-use panels and applications indicated. 

B. Fastening Methods: Fasten panels as indicated below: 

1. Wall Sheathing: 

a. Nail to wood framing. 

b. Space panels Vs in. apart at edges and ends. 

2. Roof Sheathing: 

a. Nail to wood framing. 

b. Space panels Vs in. apart at edges and ends. 

3.3 PRESERVATIVE WOOD TREATMENT 

A. Preservative wood treatment solutions are non-restrictive use materials but are eye irritants 
and require special care in handling and application. Contractor shall follow the manufacturer’s 
printed Safety Data Sheets for both products and OSHA safety regulations. Personal 
protective equipment (PPE) shall be employed as specified in the manufacturer’s material 
data sheets. 

B. Contractor shall follow manufactures written instructions when handling and installing the 
solutions and as follows: 

1. Existing surfaces to receive solution shall be broom swept or vacuum-cleaned of all 
dust and debris. 

2. Solution shall be applied to following surfaces: 

c. Exposed surfaces of existing sheathing. New sheathing shall be treated on all 
surfaces prior to situating and fastening in place. 

d. Exposed surfaces of existing wood structural members and studs at exterior 
walls. Entire surface of new wood structural members and studs. 

e. Saw-cut and raw edges of lumber and panel products. 

f. New fastener locations shall be re-coated. 

3.4 WASTE MANAGEMENT 

C. Separate wood waste in accordance with the Construction Waste Management plan. 

D. Separate the following categories for salvage or reuse on site: 
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1. Sheet materials > 2 ft^. 

E. Set aside damaged wood for acceptable alternative uses, such as, bracing, blocking, 
cripples, or ties. 

F. Separate the following categories for disposal and place in designated areas for hazardous 
materials: 

1. Treated, stained, painted, or contaminated wood. 

G. Separate, store, and dispose of hazardous wastes in compliance with local regulations. 

H. Avoid disposal by incineration of wood products and wastes treated with CCA or other 
compounds. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes exterior standing and running trim and the following: 

1. Wood trim boards for corner boards, fascias, soffits, frieze boards, window and door 
surrounds, eaves and rakes. 

2. Wood molding profiles. 

3. Wood siding including clapboards, horizontal boards, and vertical board. 

4. Fabricated wood board construction doors. 

5. Wood gutters. 

6. Window and sash repair. 

7. Mold, fungus, insect and termite retarder application. 

B. Related Sections include the following: 

1. Division 01 Section “Alternates” for bidding requirements of this Section. 

2. Division 06 Section “Miscellaneous Rough Carpentry” for wood blocking. 

3. Division 06 Section “Sheathing” for plywood roof and wall sheathing. 

4. Division 07 Section “Roof Shingles” for drip edge. 

5. Division 07 Section “Sheet Metal Flashing and Trim” for gutter liner, termite shields 

and plank door cap and sill. 

6. Division 08 Section “Glazing” for replacement glass panes in window sash. 

7. Division 09 Section “Painting” for back-priming and field finishing wood trim boards. 

1.3 DEFINITIONS 

A. Lumber grading agencies, and the abbreviations used to reference them, include the 
following: 

1. NeLMA: Northeastern Lumber Manufacturers' Association. 

2. NLGA: National Lumber Grades Authority. 

1.4 SUBMITTALS 

A. Product Data: For each type of process and factory-fabricated product. Indicate component 
materials, dimensions, profiles, textures, and colors and include construction and application 
details. 

B. Shop Drawing: For following indicating components, materials, joining and construction. 

1. Historic Dovecote - Alternate No. 1. 

2. Board doors. 

3. Horizontal board siding layout elevation. 

C. Samples for Verification: 
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1. Moldings 

D. Warranties: Special warranties for manufactured products specified in this Section. 

1.5 QUALITY ASSURANCE 

A. Pre-installation Conference: Conduct conference at Project site. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store trim materials and sheets on a flat and level surface on a full shipping pallet. Handle 
materials to prevent damage to product ends and corners. Provide for air circulation within 
and around stacks and under temporary coverings. 

1.7 FIELD CONDITIONS 

A. Weather Limitations: Proceed with installation only when existing and forecast weather 
conditions permit work to be performed and at least one coat of specified finish can be 
applied without exposure to rain, snow, or dampness. 

1. For exterior ornamental wood columns, comply with manufacturer's written 
instructions and warranty requirements. 

B. Do not install finish carpentry materials that are wet, moisture damaged, or mold damaged. 

1. Indications that materials are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that materials are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 


PART 2 - PRODUCTS 

2.1 STANDING AND RUNNING TRIM 

A. Trim lumber: Premium grade cedar or cypress, select, S4S, thoroughly-seasoned, kiln-dried 
to moisture content < 12%. Exposed wood surfaces shall be free from blemishes that will 
show after second paint coating Finger-jointed material shall not be accepted. 

1. Moldings shall be solid wood in profiles as indicated. Finger-jointed boards shall not 
be acceptable. Product numbers indicated are those of Copper Beech Millwork. 

2. Full-size and dimensioned profiles have not been indicated. Contractor will have 
possession of the profiles being replaced shall utilize them to reproduce the required 
material. 

3. Products: Subject to compliance with existing profiles being replaced and wood 
species requirements, products by 1 of the following may be acceptable, pending 
Architect’s approval: 

a. Copper Beech Millwork, Inc. 

b. Forester Millwork, LLC. 
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c. Princeton Classic Moldings. 

2.2 CLAPBOARD SIDING 

A. Provide in. x 6 in. bevel clapboards, Select Grade White or Red Cedar. 

2.3 BOARD SIDING 

A. Premium grade cedar or cypress, % in. thick, select, thoroughly-seasoned, kiln-dried to 

moisture content < 12%. Exposed wood surfaces shall be free from blemishes that will show 
after second paint coating. 

1. Horizontal Board: Provide S4S lumber in widths to match adjacent siding boards, as 
surveyed and determined by Contractor and approved by Architect. 

2. Vertical Board: Provide T&G, S2S lumber, 6 in. nominal width. 

2.4 BOARD DOORS 

A. Premium grade cedar or cypress, 6 in. nominal width, in thicknesses indicated on drawings. 
Exposed wood surfaces shall be free from blemishes that will show after second paint 
coating. 

1. Door head and sill shall receive lead coated copper flashing bedded in mastic and tack 
fastened with copper nails. 

2. Wood screws: ASME B18.6.1, stainless steel or copper, flathead, countersunk, of 
length appropriate to fasten materials as indicated. 

3. Door No. 01 - Large Pair: 3-ply construction with plywood core. 

4. Door No. 02 - Pair at Shed Porch: Vertical board joints shall align with the board siding 
joints in wall siding. 

2.5 WOOD GUTTERS 

A. Wood Gutter: Douglas, 4 in. x 5 in. manufactured by F. D. Sterritt Lumber Co., Watertown, 
MA 02472, J.P. Moriarty Millwork, Somerville, MA 02144 or equivalent product by other 
manufacturer approved by Architect. Each gutter run shall be 1 piece, without splices. 

2.6 WINDOW AND SASH REPAIR 

A. Glazing Compound: “DAP® '33'® Glazing” knife-grade consistency ready-mixed glazing 

compound manufactured by DAP Products, Inc., Baltimore MD 21224, or equal approved by 
Architect. 

B. Sash Cord: Natural cotton fiber rope specifically manufactured for use as sash cord. 

C. Sash Stop Screws: Oval-head wood screws with beauty washers. 

2.7 MISCELLANEOUS MATERIALS 

A. Fasteners for Exterior Finish Carpentry: Provide stainless steel nails with thin shank, blunt 
point and full round head in sufficient length to penetrate > 1 72 in. into wood substrate. 
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1. The use of staples, brads, finish nails and wire nails is not permitted. 

B. Flashing: Comply with requirements in Division 07 Section "Sheet Metal Flashing and Trim" 
for flashing materials installed in exterior finish carpentry. 

C. Sealants: Urethane based sealants without silicone, complying with applicable requirements 
in Division 07 Section "Joint Sealants"; recommended by sealant manufacturer and 
manufacturer of substrates for intended application. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance. 

B. Examine finish carpentry materials before installation. Reject materials that are wet, 
moisture damaged, and mold damaged. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 
Commencement of the work indicates acceptance of substrates. 

3.2 PREPARATION 

A. Clean substrates of projections and substances detrimental to application. 

3.3 INSTALLATION, GENERAL 

A. Do not use materials that are unsound, warped, improperly treated or finished, inadequately 

seasoned, or too small to fabricate with proper jointing arrangements. 

1. Do not use manufactured units with defective surfaces, sizes, or patterns. 

2. Do not install material until it has been back-prime painted. 

B. Install exterior finish carpentry level, plumb, true, and aligned with adjacent materials. Use 
concealed shims where necessary for alignment. 

1. Scribe and cut exterior finish carpentry to fit adjoining work. 

2. Install to tolerance of Vs inch in 96 in. for level and plumb. Install adjoining exterior 
finish carpentry with < V 32 -inch offset for flush installation and < Vis inch offset for 
reveal installation. 

3. Coordinate exterior finish carpentry with materials and systems in or adjacent to it. 
Provide cutouts for mechanical and electrical items that penetrate exterior finish 
carpentry. 

3.4 STANDING AND RUNNING TRIM INSTALLATION 

A. Install trim with minimum number of joints practical, employing full-length pieces from 
maximum lengths of trim available. Do not use pieces < 24 inches long except where 
necessary. 

1. Use scarf joints for end-to-end joints. 

2. Stagger end joints in adjacent and related members. 
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B. Fit exterior joints to exclude water. Cope at returns and miter at corners to produce tight- 
fitting joints with full-surface contact throughout length of joint. Plane backs of casings to 
provide uniform thickness across joints, where necessary for alignment. 

C. Install trim boards with two fasteners per every framing member. Trimboards > 12 in., and 
sheets, require additional fasteners per manufacturer’s recommendation. Install fasteners < 

2 in. from the end of the board. 

1. Face nail all trim boards and sheets. 

2. Predrilling for fasteners may be required in low temperatures. Comply with 
manufacturer’s recommendations. 

3. Allow for Va in. /18 ft. of run for expansion and contraction. 

D. Install sealant in all nail holes prior to finish painting by Division 09 Section “Painting.” 

3.5 SIDING 

A. Install clapboards to align with existing adjacent construction. 

B. Install horizontal board siding joints to align with adjacent boards. 

C. Joints of vertical board siding and door located within same wall shall align. 

3.6 DOORS 

A. Screw-fasten components together as indicated. 

B. Install plumb and true. 

3.7 GUTTERS 

A. Install gutters level, without camber or pitch. Gutters shall be lined over 100% of its interior 
with lead sheet, fully bedded in mastic, and tack-fastened 2’ - 0” oc. With copper nails. 

3.8 WINDOW AND SASH REPAIR 

A. Window frames and sash shall be reconditioned. Such Work shall include following: 

1. Fill and sand pitted and weather-worn wood surfaces of frames and sash. 

2. Replace rotted frame members as indicated. 

3. Remove and replace all sash wood divider beads. 

4. Remove and replace all unsound glazing compound. 

5. Replace cracked and broken glass panes as indicated. 

6. Replace all sash cords. 

7. Provide wood sash stops where indicated as missing. 

3.9 ADJUSTING 

A. Replace exterior finish carpentry that is damaged or does not comply with requirements. 

Exterior finish carpentry may be repaired or refinished if work complies with requirements and 
shows no evidence of repair or refinishing. Adjust joinery for uniform appearance. 

3.10 CLEANING 
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A. Clean exterior finish carpentry on exposed and semi-exposed surfaces. Touch up factory- 
applied finishes to restore damaged or soiled areas. 

3.11 PROTECTION 

A. Protect installed products from damage from weather and other causes during construction. 

B. Remove and replace finish carpentry materials that are wet, moisture damaged, and mold 
damaged. 

1. Indications that materials are wet or moisture damaged include, but are not limited to, 
discoloration, sagging, or irregular shape. 

2. Indications that materials are mold damaged include, but are not limited to, fuzzy or 
splotchy surface contamination and discoloration. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes the following: 

1. Asphalt shingles for sloped roofs. 

2. Underlayment and self-adhering sheet underlayment. 

3. All hoisting and scaffolding necessary for the completion of the roof work. 

4. Waste disposal. 

B. Related Sections include the following: 

1. Division 01 Section “Alternates” for bidding requirements of this Section. 

2. Division 06 Section “Sheathing” for plywood roof sheathing. 

3. Division 06 Section “Exterior Finish Carpentry” for wood trim. 

4. Division 07 Section “Sheet Metal Flashing and Trim” for metal valley flashing, step 

flashing, drip edges, and other sheet metal work. 

5. Division 07 Section “Snow Guards” for pad type snow guards installed with shingle 
roofing. 

1.3 DEFINITIONS 

A. Roofing Terminology: Refer to ASTM D 1079 and glossary of NRCA's "The NRCA Roofing 
and Waterproofing Manual" for definitions of terms related to roofing work in this Section. 

1.4 SUBMITTALS 

A. Product Data: For each type of product indicated. 

B. Samples for Initial Selection: For each type of shingle indicated. 

C. Samples for Verification: For the following products, of sizes indicated, to verify color selected. 

1. Roof Shingle: Full-size shingle strip. 

2. Ridge and Hip Cap Shingles: Full-size ridge and hip cap asphalt shingle. 

D. Qualification Data: For Installer. 

E. Product Test Reports: Based on evaluation of comprehensive tests performed by a qualified 
testing agency or by manufacturer and witnessed by a qualified testing agency, for asphalt 
shingles. 

F. Research/Evaluation Reports: For asphalt shingles. 

G. Maintenance Data: For roof shingles to include in maintenance manuals. 

H. Warranties: Special warranties specified in this Section. 
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1.5 QUALITY ASSURANCE 

A. Installer Qualifications: A firm or individual that is approved, authorized, or licensed by 
asphalt shingle roofing system manufacturer to install roofing system indicated. 

B. Fire-Test-Response Characteristics: Provide asphalt shingle and related roofing materials 
with the fire-test-response characteristics indicated, as determined by testing identical 
products per test method below by UL or another testing and inspecting agency acceptable 
to authorities having jurisdiction. Identify materials with appropriate markings of applicable 
testing and inspecting agency. 

1. Exterior Fire-Test Exposure: Class A; ASTM E 108 or UL 790, for application and roof 
slopes indicated. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Store roofing materials in a dry, well-ventilated, weathertight location according to asphalt 
shingle manufacturer's written instructions. Store underlayment rolls on end on pallets or 
other raised surfaces. Do not double-stack rolls. 

1. Handle, store, and place roofing materials in a manner to avoid significant or 
permanent damage to roof deck or structural supporting members. 

B. Protect unused underlayment from weather, sunlight, and moisture when left overnight or 
when roofing work is not in progress. 

1.7 PROJECT CONDITIONS 

A. Temporary Support Facilities: Furnish and install all temporary lifts, hoists, staging, 
scaffolding, rigging, labor and materials, and temporary support to perform all operations in 
connection with the installation of this Work. Remove all temporary support facilities when no 
longer required. 

B. Weather Limitations: Proceed with installation only when existing and forecasted weather 
conditions permit asphalt shingle roofing to be performed according to manufacturer's written 
instructions and warranty requirements. 

1. Install self-adhering sheet underlayment within the range of ambient and substrate 
temperatures recommended by manufacturer. 

1.8 WARRANTY 

A. Standard Warranty: Standard form in which manufacturer agrees to repair or replace asphalt 
shingles that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Manufacturing defects. 

b. Structural failures including failure of asphalt shingles to self-seal after a 
reasonable time. 

2. Material Warranty Period: Lifetime, prorated, with first 10 years non-prorated. 

3. Wind-Speed Warranty Period: Asphalt shingles will resist blow-off or damage caused 
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by wind speeds up to 130 mph for 15 years from date of Substantial Completion. 

4. Algae-Discoloration Warranty Period: Asphalt shingles will not discolor 10 years from 
date of Substantial Completion. 

5. Workmanship Warranty Period: 10 years from date of Substantial Completion. 

B. Special Project Warranty: Roofing Installer's Warranty, signed by roofing Installer, covering 
the Work of this Section, in which roofing Installer agrees to repair or replace components of 
asphalt shingle roofing that fail in materials or workmanship within specified warranty period. 

1. Warranty Period: 2 years from date of Substantial Completion. 

1.9 EXTRA MATERIALS 

A. Furnish extra materials described below that match products installed and that are packaged 
with protective covering for storage and identified with labels describing contents. 

1. Roof Shingles: 100 ft^ of each type, in unbroken bundles. 

PART 2 - PRODUCTS 

2.1 GLASS-FIBER-REINFORCED ASPHALT SHINGLES 

A. Laminate Strip Asphalt Shingles: ASTM D 3018, Type 1, super heavyweight laminated multi 
ply overlay construction, glass fiber reinforced, ceramic-coated mineral granule, surfaced 
and self-sealing, and rated to perform at 110 mph. 

1. Basis-of-Design Product: Provide “Grand Manor Shingles” manufactured by Certain 
Teed Corporation, Valley Forge, PA. 

2. Butt Edge: Straight cut. 

3. Strip Size: 18 in. X 36 in. 

4. Weight/Square: >425 lb. 

5. Shingles/Square: 50. 

6. Algae Resistance: Granules treated to resist algae discoloration. 

7. Color: As selected by Architect from manufacturer’s range for line selected. 

B. Ridge Shingles: Certain Teed “Shangle Ridge” units to match asphalt shingles. 

2.2 SYNTHETIC SLATE-LOOK SHINGLES 

A. Injection molded synthetic polymer slate-look shingles: Rated to perform at 110 mph. 

1. Basis-of-Design Product: Provide “Aledora V-Series” shingles manufactured by Inspire 
Roofing Products - Headwaters Roofing Group, South Jordan, LIT 84095. 

2. Height: 18 in. 

3. Width: 12 in. 

4. Tile Thickness: in. 

5. Tile Sizes Varied Width Mix: 6, 8, 10 and 12 inches. 

6. Tiles/Square at 6 in. exposure: Approximately 231. 

7. Fire Resistance Classification: Class A. 

B. Hip and Ridge: 18 in. long x 6 in. wide on each side of hip or ridge. 

C. Slate Starter Tile: 14 in. high x 12 in. wide. 


WHITTEMORE-ROBBINS CARRIAGE HOUSE REHABILITATION 
ARLINGTON, MA 


JANUARY 17, 2017 



07 31 13 
ROOF SHINGLES 
Page 4 of 6 


2.3 UNDERLAYMENT MATERIALS 

A. Self-Adhering Sheet Underlayment, Polyethylene Faced: ASTM D 1970, > 40 mil thick, slip- 
resisting, polyethylene-film-reinforced top surface laminated to SBS-modified asphalt 
adhesive, with release paper backing; cold applied. 

1. Obtain self-adhering sheet underlayment from same manufacturer of asphalt shingles, 
or equal product approved in writing by manufacturer, as required to maintain 
specified warranty of system. 

2. Products: Subject to compliance with requirements, provide one of the following or 
equal: 

a. CertainTeed; ‘WinterGuard Granular”. 

b. Grace, W. R. & Co.; “Grace Ice and Water Shield”. 

c. Johns Manville International, Inc.; “Roof Defender”. 

d. Owens Corning; “WeatherLock M”. 

e. Polyguard Products, Inc.; “Polyguard Deck Guard”. 

2.4 ACCESSORIES 

A. Roofing Nails: ASTM F 1667; hot-dip galvanized steel wire shingle nails, minimum 0.120- 

inch- diameter, barbed shank, sharp-pointed, with > in. diameter flat head and of sufficient 
length to penetrate in. into solid wood decking or extend > Vs in. through plywood 
sheathing. 

1. Where nails are in contact with metal flashing, use nails made from same metal as 
flashing. 

2.5 METAL FLASHING AND TRIM 

A. General: Comply with requirements in Division 07 Section "Sheet Metal Flashing and Trim." 

B. Fabricate sheet metal flashing and trim to comply with recommendations in SMACNA's 
"Architectural Sheet Metal Manual" that apply to design, dimensions, metal, and other 
characteristics of item. 

1. Step Flashings: Fabricate with a headlap of 2 in. and extension of > 5 in. over the 
underlying asphalt shingle and up the vertical surface. 

2. Open Valley Flashings: Fabricate in lengths < 10 ft. with 1 in. high inverted-V profile at 
center of valley and equal flange widths of 10 in. 

3. Drip Edges: Fabricate in lengths < 10 ft. with 2 in. roof deck flange and 1 Vi in. fascia 
flange with Vs in. drip at lower edge. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 

requirements for installation tolerances and other conditions affecting performance of work. 

1. Examine roof sheathing to verify that sheathing joints are supported by framing and 
blocking or metal clips and that installation is within flatness tolerances. 

2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and completely 
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anchored; and that provision has been made for flashings and penetrations through 
asphalt shingles. 

3. For the record, prepare written report, endorsed by Installer, listing conditions 
detrimental to performance of work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 UNDERLAYMENT INSTALLATION 

A. General: Comply with underlayment manufacturer's written installation instructions 

applicable to products and applications indicated unless more stringent requirements apply. 

B. Self-Adhering Sheet Underlayment: Install self-adhering sheet underlayment, wrinkle free, on 
composite nailbase insulated sheathing. Comply with low-temperature installation restrictions 
of underlayment manufacturer if applicable. Install at locations indicated on Drawings, lapped 
in direction to shed water. Lap sides > 3 72 in. Lap ends > 6 inches staggered 24 in. between 
courses. Roll laps with roller. Cover underlayment < 7 days. 

3.3 METAL FLASHING INSTALLATION 

A. General: Install metal flashings and other sheet metal to comply with requirements in 

Division 07 Section "Sheet Metal Flashing and Trim." 

B. Step Flashings: Install with a headlap of 2 in. and extend over the underlying asphalt shingle 
and up the vertical surface. Fasten to roof deck only. 

C. Open Valley Flashings: Install centrally in valleys, lapping ends at least 8 inches in direction 
to shed water. Fasten upper end of each length to roof deck beneath overlap. 

1. Adhere 9 in. wide strip of self-adhering sheet to metal flanges and to self-adhering 
sheet underlayment. 

D. Rake Drip Edges: Install rake drip edge flashings over underlayment and fasten to roof deck. 

E. Eave Drip Edges: Install eave drip edge flashings over underlayment and fasten to roof 
sheathing. 

3.4 ASPHALT SHINGLE INSTALLATION 

A. Install asphalt shingles according to manufacturer's written instructions, recommendations in 
ARMA's "Residential Asphalt Roofing Manual," and asphalt shingle recommendations in 
NRCA's "The NRCA Roofing and Waterproofing Manual." 

1. Fasten asphalt shingles to roof sheathing with roofing nails. 

2. Fasten asphalt shingles with > 6 fasteners per shingle in accordance with 780CMR 
Massachusetts State Building Code. Stapling of shingles is not allowed. 

B. Install starter strip along lowest roof edge, consisting of an asphalt shingle strip at least 7 
inches wide with self-sealing strip face up at roof edge. 

1. Extend asphalt shingles Vi in. over fascia at eaves and rakes. 

2. Install starter strip along rake edge. 

C. Install first and remaining courses of asphalt shingles stair-stepping diagonally across roof 
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deck with 5-inch offset pattern at succeeding courses, maintaining uniform exposure. 

D. Install first and remaining courses of asphalt shingles stair-stepping diagonally across roof 
deck with manufacturer's recommended offset pattern at succeeding courses, maintaining 
uniform exposure. 

E. Fasten asphalt shingle strips with a minimum of six roofing nails located according to 
manufacturer's written instructions. 

1. Where roof slope is less than 4:12, seal asphalt shingles with asphalt roofing cement 
spots. 

2. When ambient temperature during installation is < 50° F, seal asphalt shingles with 
asphalt roofing cement spots. 

F. Open Valleys: Cut and fit asphalt shingles at open valleys, trimming upper concealed 
corners of shingle strips. Maintain uniform width of exposed open valley from highest to 
lowest point. 

1. Set valley edge of asphalt shingles in a 3 in. wide bed of asphalt roofing cement. 

2. Do not nail asphalt shingles to metal open valley flashings. 

H. Ridge Cap Shingles: Maintain same exposure of cap shingles as roofing shingle exposure. 
Lap cap shingles at ridges to shed water away from direction of prevailing winds. Fasten 
with roofing nails of sufficient length to penetrate sheathing. 

3.5 SYNTHETIC SLATE-LOOK SHINGLE INSTALLATION 

A. Install synthetic slate-look shingles according to manufacturer's written instructions. 

1. Fasten shingles with 2 fasteners/tile and 2 in. from penetrations, flashings and vertical 
seams. Fasteners must be long enough to penetrate sheathing > % in. through. 

2. Install hip and ridge tiles over hips and ridges. Hip and ridge fasteners shall be longer 
than standard tile fasteners to maintain the deck penetration requirement of > % in. 
through. 

3. Valleys: Install metal flashing per manufacturer’s instructions. 

4. Installation temperature: > 20° F. 

3.6 WASTE DISPOSAL 

A. Disposal: At completion of roofing work, transport demolished materials and waste off 

Owner's property. Separate, salvage, recycle, and legally dispose of materials in accordance 
with the Commonwealth of Massachusetts Waste Ban, 310 CMR 19.017. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. Section Includes: 

1. Formed Products: 

a. Formed steep-slope roof sheet metal fabrications. 

b. Roof flashing. 

c. All hoisting and scaffolding necessary for the completion of the work. 

d. Waste disposal. 

2. Formed Products: Furnished and installed by Division 07 Section “Roof Shingles”: 

a. Formed continuous wall flashing and drip edges. 

3. All hoisting and scaffolding necessary for the completion of the work. 

4. Waste disposal. 

B. Related Sections: 

1. Division 01 Section “Alternates” for bidding requirements of this Section. 

2. Division 06 Section “Exterior Finish Carpentry” for wood plank doors, gutters and 
historic dovecote. 

3. Division 06 Section “Miscellaneous Rough Carpentry” for wood nailers and blocking. 

4. Division 07 Section “Roof Specialties” for copper downspouts. 

A. General: Sheet metal flashing and trim assemblies as indicated shall withstand wind loads, 
structural movement, thermally induced movement, and exposure to weather without failure 
due to defective manufacture, fabrication, installation, or other defects in construction. 
Completed sheet metal flashing and trim shall not rattle, leak, or loosen, and shall remain 
watertight. 

B. Thermal Movements: Provide sheet metal flashing and trim that allows for thermal 
movements from ambient and surface temperature changes. 

1. Temperature Change (Range): 120° F, ambient; 180° F, material surfaces. 

1.5 SUBMITTALS 

A. Product Data: For each type of product indicated. Include construction details, material 
descriptions, dimensions of individual components and profiles, and finishes for each 
manufactured product and accessory. 

B. Fabrication Samples: For roof edge flashings made from 12 in. lengths of full-size 
components including fasteners, cover joints, accessories, and attachments. 
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C. Samples for Verification: For each type of exposed finish required, prepared on Samples of 
size indicated below: 

1. Sheet Metal Flashing: 12 in. long x actual width of unit, including finished seam and in 
required profile. Include fasteners, cleats, clips, closures, and other attachments. 

2. Accessories and Miscellaneous Materials: Full-size Sample. 

D. Qualification Data: For qualified fabricator. 

E. Maintenance Data: For sheet metal flashing, trim, and accessories to include in maintenance 
manuals. 

1.6 QUALITY ASSURANCE 

A. Product Options: Information on Drawings and in Specifications establishes requirements for 
system's aesthetic effects and performance characteristics. Aesthetic effects are indicated 
by dimensions, arrangements, alignment, and profiles of components and assemblies as 
they relate to sightlines, to one another, and to adjoining construction. Performance 
characteristics are indicated by criteria subject to verification by one or more methods 
including preconstruction testing, field testing, and in-service performance. 

1. Do not modify intended aesthetic effects, as judged solely by Architect, except with 
Architect's approval. If modifications are proposed, submit comprehensive explanatory 
data to Architect for review. 

B. Fabricator Qualifications: Shop that employs skilled workers who custom fabricate sheet 
metal flashing and trim similar to that required for this Project and whose products have a 
record of successful in-service performance. 

C. Sheet Metal Flashing and Trim Standard: Comply with SMACNA's "Architectural Sheet Metal 
Manual" unless more stringent requirements are specified or shown on Drawings. 

D. Pre-installation Conference: Conduct conference at Project site. 

1. Meet with Qwner, Architect, Project Manager, Qwner's insurer if applicable, Installer, 
and installers whose work interfaces with or affects sheet metal flashing and trim 
including installers of roofing materials, roof accessories, unit skylights, and roof- 
mounted equipment. 

2. Review methods and procedures related to sheet metal flashing and trim. 

3. Examine substrate conditions for compliance with requirements, including flatness 
and attachment to structural members. 

4. Review special roof details, roof drainage, roof penetrations, and condition of other 
construction that will affect sheet metal flashing. 

5. Document proceedings, including corrective measures and actions required, and 
furnish copy of record to each participant. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Do not store sheet metal flashing and trim materials in contact with other materials that might 
cause staining, denting, or other surface damage. Store sheet metal flashing and trim 
materials away from uncured concrete and masonry. 

B. Protect strippable protective covering on sheet metal flashing and trim from exposure to 
sunlight and high humidity, except to the extent necessary for the period of sheet metal 
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flashing and trim installation. 

1.8 COORDINATION 

A. Coordinate installation of manufactured roof specialties with interfacing and adjoining 

construction to provide a leak-proof, secure, and noncorrosive installation. 

PART 2 - PRODUCTS 

2.1 SHEET METALS 

A. General: Protect mechanical and other finishes on exposed surfaces from damage by 

applying a strippable, temporary protective film before shipping. 

B. Copper Sheet: ASTM B 370, 20 oz./0.0216 in. material thickness, “Revere Freedom Gray” 
manufactured by Revere Copper Products, Inc., Rome, NY 13440. 

1. Surface: Smooth, flat. 

2. As-Milled Finish: Mill. 

3. Finish: 

a. Coat both sides with Tin/Zinc alloy > 0.0005 in. thick each side. Alloy 

composition shall be 50% zinc and 50% tin with trace elements controlled for 
durability, corrosive-resistance and color 

C. Flashing and Metal Components/Fabrications: 

1. Component items and locations are as follows: 

a. Gutter Liner. 

b. Drip Edge. 

c. Base Flashings for wall/roof, brick chimney/roof, and Historic Dovecote/roof 
(Alternate No. 1). 

d. Board Door top and bottom covers. 

e. Termite Shield. 

f. Historic Dovecote Roof (Alternate No. 1), mill finish (uncoated) copper. 

2.2 MISCELLANEOUS MATERIALS 

A. General: Provide materials and types of fasteners, solder, welding rods, protective coatings, 
separators, sealants, and other miscellaneous items as required for complete sheet metal 
flashing and trim installation and recommended by manufacturer of primary sheet metal or 
manufactured item unless otherwise indicated. 

B. Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and 
bolts, and other suitable fasteners designed to withstand design loads and recommended by 
manufacturer of primary sheet metal or manufactured item. 

1. General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head. 

a. Exposed Fasteners: Heads matching color of sheet metal using plastic caps or 
factory-applied coating. 

b. Blind Fasteners: High-strength stainless-steel rivets suitable for metal being 
fastened. 
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2. Fasteners: stainless steel unless noted otherwise. 

3. Fasteners for Gutter Liner: Copper.. 

C. Solder: 

1. For Copper: ASTM B 32, of pure tin or lead-free, high tin or of type recommended by 
copper sheet manufacturer. 

D. Sealant Tape: Pressure-sensitive, 100 percent solids, gray polyisobutylene compound 
sealant tape with release-paper backing. Provide permanently elastic, nonsag, nontoxic, 
nonstaining tape y 2 in. wide and Vs in. thick. 

E. Elastomeric Sealant: ASTM C 920, elastomeric polyurethane polymer sealant; low modulus; 
of type, grade, class, and use classifications required to seal joints in sheet metal flashing 
and trim and remain watertight. 

F. Butyl Sealant: ASTM C 1311, single-component, solvent-release butyl rubber sealant; 
polyisobutylene plasticized; heavy bodied for hooked-type expansion joints with limited 
movement. 

G. Epoxy Seam Sealer: Two-part, noncorrosive, aluminum seam-cementing compound, 
recommended by aluminum manufacturer for exterior nonmoving joints, including riveted 
joints. 

H. Bituminous Coating: Cold-applied asphalt emulsion complying with ASTM D 1187. 

I. Gutter Liner Mastic: Cold-applied mastic made for roofing applications. 

2.3 FABRICATION, GENERAL 

A. General: Custom fabricate sheet metal flashing and trim to comply with recommendations in 
SMACNA's "Architectural Sheet Metal Manual" that apply to design, dimensions, geometry, 
metal thickness, and other characteristics of item indicated. Fabricate items at the shop to 
greatest extent possible. 

1. Fabricate sheet metal flashing and trim in thickness or weight needed to comply with 
performance requirements, but not less than that specified for each application and 
metal. 

2. Obtain field measurements for accurate fit before shop fabrication. 

3. Form sheet metal flashing and trim without excessive oil canning, buckling, and tool 
marks and true to line and levels indicated, with exposed edges folded back to form 
hems. 

4. Conceal fasteners and expansion provisions where possible. Exposed fasteners are 
not allowed on faces exposed to view. 

B. Fabrication Tolerances: Fabricate sheet metal flashing and trim that is capable of installation 
to a tolerance of V4 in./ 20 ft. on slope and location lines as indicated and within Vs in. offset 
of adjoining faces and of alignment of matching profiles. 

C. Sealed Joints: Form non-expansion but movable joints in metal to accommodate elastomeric 
sealant. 

D. Sheet metal components shall be fabricated in as long of a length as possible to avoid 
seams. 
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E. Gutter terminations shall be capped-off so as to not expose wood trim members below the 
spillway lip to be subjected to water immersion. 

F. Expansion Provisions: Where lapped expansion provisions cannot be used, form expansion 
joints of intermeshing hooked flanges, > 1 in. deep, filled with butyl sealant concealed within 
joints. 

G. Fabricate cleats and attachment devices from same material as accessory being anchored 
or from compatible, noncorrosive metal. 

H. Fabricate cleats and attachment devices of sizes as recommended by SMACNA's 
"Architectural Sheet Metal Manual" for application, but not less than thickness of metal being 
secured. 

I. Metal Roof Seams: Fabricate nonmoving seams with flat-lock seams. Tin edges to be 
seamed, form seams, and solder. 

J. Seams for Copper: Seams for copper shall be soldered. 

K. Do not use graphite pencils to mark metal surfaces. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, 
dimensions and other conditions affecting performance of the Work. 

1. Verify compliance with requirements for installation tolerances of substrates. 

2. Verify that substrate is sound, dry, smooth, clean, sloped for drainage, and securely 
anchored. 

B. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to 
performance of the Work. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION, GENERAL 

A. General: Anchor sheet metal flashing and trim and other components of the Work securely in 

place, with provisions for thermal and structural movement. Use fasteners, solder, welding 
rods, protective coatings, separators, sealants, and other miscellaneous items as required to 
complete sheet metal flashing and trim system. 

1. Install sheet metal flashing and trim true to line and levels indicated. Provide uniform, 
neat seams with minimum exposure of solder, welds, and sealant. 

2. Install sheet metal flashing and trim to fit substrates and to result in watertight 
performance. Verify shapes and dimensions of surfaces to be covered before 
fabricating sheet metal. 

3. Space cleats < 12 in. apart. Anchor each cleat with 2 fasteners. Bend tabs over 
fasteners. 

4. Install exposed sheet metal flashing and trim without excessive oil canning, buckling, 
and tool marks. 

5. Install sealant tape where indicated. 
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6. Torch cutting of sheet metal flashing and trim is not permitted. 

7. Do not use graphite pencils to mark metal surfaces. 

8. Gutter liner shall be fully bedded in mastic, with copper nails at 36 in. o.c. at exterior rim 
of gutter, but not visible from front. 

B. Metal Protection: Where dissimilar metals will contact each other or corrosive substrates, 
protect against galvanic action by painting contact surfaces with bituminous coating or by 
other permanent separation as recommended by SMACNA. 

1. Underlayment: Where installing metal flashing directly on cementitious or wood 

substrates, install a course of felt underlayment and cover with a slip sheet or install a 
course of polyethylene sheet. 

C. Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. Space 
movement joints at < 10 ft. with no joints allowed < 24 in. of corner or intersection. Where 
lapped expansion provisions cannot be employed or would not be sufficiently watertight, 
form expansion joints of intermeshing hooked flanges, > 1 in. deep, filled with sealant 
concealed within joints. 

D. Fastener Sizes: Use fasteners of sizes that will penetrate wood sheathing > 1V 4 in. for nails 
and > 3/4 in. for wood screws. 

E. Seal joints as shown and as required for watertight construction. 

1. Where sealant-filled joints are used, embed hooked flanges of joint members > 1 in. 
into sealant. Form joints to completely conceal sealant. When ambient temperature at 
time of installation is moderate, > 40°F and < 70° F, set joint members for 50% 
movement each way. Adjust setting proportionately for installation at higher ambient 
temperatures. Do not install sealant-type joints at temperatures < 40 ° F. 

2. Prepare joints and apply sealants to comply with requirements in Division 07 Section 
"Joint Sealants." 

F. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin 
edges of sheets to be soldered to a width of 1V 2 in., except reduce pre-tinning where pre¬ 
tinned surface would show in completed Work. 

1. Pre-tinning is not required for zinc-tin alloy-coated copper. 

2. Do not use torches for soldering. Heat surfaces to receive solder and flow solder into 
joint. Fill joint completely. Completely remove flux and spatter from exposed surfaces. 

3.3 ROOF FLASHING INSTALLATION 

A. General: Install sheet metal flashing and trim to comply with performance requirements, 
sheet metal manufacturer's written installation instructions, and SMACNA's "Architectural 
Sheet Metal Manual." Provide concealed fasteners where possible, set units true to line, and 
level as indicated. Install work with laps, joints, and seams that will be permanently 
watertight and weather resistant. 

B. Roof Edge Flashing: Anchor to resist uplift and outward forces according to 
recommendations in SMACNA's "Architectural Sheet Metal Manual" and as indicated. 

Interlock bottom edge of roof edge flashing with continuous cleat anchored to substrate at 
staggered 3 in. o.c. 

D. Counterflashing: Coordinate installation of counterflashing with installation of base flashing. 
Insert counterflashing in reglets or receivers and fit tightly to base flashing. Extend 
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counterflashing 4 in. over base flashing. Lap counterflashing joints > 4 in. and bed with 
sealant. Secure in a waterproof manner by means of snap-in installation and sealant or lead 
wedges and sealant. 

E. Roof-Penetration Flashing: Coordinate installation of roof-penetration flashing with 

installation of roofing and other items penetrating roof. Seal with elastomeric sealant and 
clamp flashing to pipes that penetrate roof. 

3.4 WALL FLASHING INSTALLATION 

A. General: Install sheet metal wall flashing to intercept and exclude penetrating moisture 
according to SMACNA recommendations and as indicated. Coordinate installation of wall 
flashing with installation of wall-opening components such as windows, doors, and louvers. 

B. Opening Flashings in Frame Construction: Install continuous head, sill, and similar flashings 
to extend 4 in. beyond wall openings. 

3.5 ERECTION TOLERANCES 

A. Installation Tolerances: Shim and align sheet metal flashing and trim within installed 
tolerance of V 4 in./ 20 ft. on slope and location lines as indicated and < Vs in. offset of 
adjoining faces and of alignment of matching profiles. 

B. Installation Tolerances: Shim and align sheet metal flashing and trim within installed 
tolerances specified in MCA's "Guide Specification for Residential Metal Roofing." 

3.6 CLEANING AND PROTECTION 

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and 

weathering. 

B. Clean and neutralize flux materials. Clean off excess solder. 

C. Clean off excess sealants. 

D. Remove temporary protective coverings and strippable films as sheet metal flashing and trim 
are installed unless otherwise indicated in manufacturer's written installation instructions. On 
completion of installation, remove unused materials and clean finished surfaces. Maintain in 
a clean condition during construction. 

E. Replace sheet metal flashing and trim that have been damaged or that have deteriorated 
beyond successful repair by finish touchup or similar minor repair procedures. 

3.7 WASTE DISPOSAL 

A. Unless otherwise indicated, excess materials are Contractor's property. At completion of 
roofing work, remove from Project site. Separate, salvage, recycle, and legally dispose of 
materials in accordance with 310 CMR 19.017 Commonwealth of Massachusetts Waste 
Ban. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 


1.2 SUMMARY 

A. Section Includes: 

1. Downspout, also referred to as rainwater leader.. 

2. Downspout connector. 

B. Related Requirements: 

1. Division 06 Section "Miscellaneous Rough Carpentry” for wood nailers, curbs, and 
blocking. 

2. Division 06 Section “Exterior Finish Carpentry” for wood gutters 

3. Division 07 Section "Sheet Metal Flashing and Trim" for custom- and site-fabricated 
sheet metal flashing and trim. 

4. Division 07 Section "Joint Sealants" for field-applied sealants between roof specialties 
and adjacent materials. 

C. Pre-installation Conference: Conduct conference at Project site. 

1. Meet with Owner, Architect, roofing-system testing and inspecting agency 
representative, roofing Installer, roofing-system manufacturer's representative. 

Installer, structural- support Installer, and installers whose work interfaces with or 
affects roof specialties, including installers of roofing materials and accessories. 
Examine substrate conditions for compliance with requirements, including flatness and 
attachment to structural members. 

2. Review special roof details, roof drainage, and condition of other construction that will 
affect roof specialties. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes. 

B. Samples: For each type of roof specialty and for each color and texture specified. 

C. Samples for Verification: 

1. Include Samples of each type of roof specialty to verify finish and color selection, in 
manufacturer's standard sizes. 

1.4 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For manufacturer. 
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B. Product Certificates: For each type of roof specialty. 

C. Sample Warranty: For manufacturer's special warranty. 

1.5 QUALITY ASSURANCE 

A. Manufacturer Oualifications: A qualified manufacturer offering products meeting 
requirements that are ANSI/SPRI ES-1 tested to specified design pressure. 

B. Source Limitations: Obtain roof specialties approved by manufacturer providing roofing- 
system warranty specified in Section. 

1.6 DELIVERY, STORAGE, AND HANDLING 

A. Do not store roof specialties in contact with other materials that might cause staining, 
denting, or other surface damage. Store roof specialties away from uncured concrete and 
masonry. 

B. Protect strippable protective covering on roof specialties from exposure to sunlight and high 
humidity, except to extent necessary for the period of roof-specialty installation. 


1.7 FIELD CONDITIONS 

A. Field Measurements: Verify profiles and tolerances of roof-specialty substrates by field 
measurements before fabrication, and indicate measurements on Shop Drawings. 

B. Coordination: Coordinate roof specialties with flashing, trim, and construction of parapets, 
roof deck, roof and wall panels, and other adjoining work to provide a leakproof, secure, and 
noncorrosive installation. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. General Performance: Roof specialties shall withstand exposure to weather and resist 
thermally induced movement without failure, rattling, leaking, or fastener disengagement due 
to defective manufacture, fabrication, installation, or other defects in construction. 

B. Thermal Movements: Allow for thermal movements from ambient and surface temperature 
changes to prevent buckling, opening of joints, hole elongation, overstressing of 
components, failure of joint sealants, failure of connections, and other detrimental effects. 
Provide clips that resist rotation and avoid shear stress as a result of thermal movements. 
Base calculations on surface temperatures of materials due to both solar heat gain and 
nighttime-sky heat loss. 

1. Temperature Change (Range): 120° F, ambient; 180° F, material surfaces. 

2.2 ROOF-EDGE DRAINAGE SYSTEMS 

A. Rainwater Leaders/Downspouts: Fabricate plain copper downspouts at locations indicated, 
complete with mitered elbows. Furnish with metal hangers from same material as 
downspouts and anchors. Shop fabricate elbows. 
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1. Wall Brackets: 1 in box-type fabricated from same material as downspout. Furnish 
brackets at spacing < 60 in., > 2 brackets per downspout. 

2. Sizes: 3 in. x 4 in. 

3. Fabricate from the following material: 

a. Copper: 16 oz. 

b. Texture: Smooth. 

2.3 MISCELLANEOUS MATERIALS 

A. Fasteners: Manufacturer's recommended fasteners, suitable for application and designed to 
meet performance requirements. Furnish the following unless otherwise indicated: 

1. Fasteners for Copper: Copper or brass. 

2.4 FINISHES 

A. Copper to be left natural to weather to a verdigris patina. 

PART 3 - EXECUTION 


3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, to verify actual locations, 
dimensions, and other conditions affecting performance of the Work. 

B. Examine wood gutter, walls and roof edges for suitable conditions for roof specialties. 

C. Verify that substrate is sound, dry, smooth, clean, sloped for drainage where applicable, and 
securely anchored. 

D. Proceed with installation only after unsatisfactory conditions have been corrected. 


3.2 INSTALLATION, GENERAL 

A. General: Install roof specialties according to manufacturer's written instructions. Anchor roof 
specialties securely in place, with provisions for thermal and structural movement. Use 
fasteners, solder, protective coatings, separators, underlayments, sealants, and other 
miscellaneous items as required to complete roof-specialty systems. 

1. Install roof specialties level, plumb, true to line and elevation; with limited oil-canning 
and without warping, jogs in alignment, buckling, or tool marks. 

2. Provide uniform, neat seams with minimum exposure of solder and sealant. 

3. Install roof specialties to fit substrates and to result in weathertight performance. Verify 
shapes and dimensions of surfaces to be covered before manufacture. 

4. Torch cutting of roof specialties is not permitted. 

5. Do not use graphite pencils to mark metal surfaces. 

B. Metal Protection: Protect metals against galvanic action by separating dissimilar metals from 
contact with each other or with corrosive substrates by painting contact surfaces with 
bituminous coating or by other permanent separation as recommended by manufacturer. 
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C. Fastener Sizes: Use fasteners of sizes that penetrate wood blocking or sheathing > 1 Va in. 
for nails and > % in. for wood screws. 

D. Seal concealed joints with butyl sealant as required by roofing-specialty manufacturer. 

E. Seal joints as required for weathertight construction. Place sealant to be completely 
concealed in joint. Do not install sealants at temperatures < 40° F. 

F. Soldered Joints: Clean surfaces to be soldered, removing oils and foreign matter. Pre-tin 
edges of sheets to be soldered to a width of 1 y 2 in.; however, reduce pre-tinning where pre¬ 
tinned surface would show in completed Work. Tin edges of uncoated copper sheets using 
solder for copper. Do not use torches for soldering. Fleat surfaces to receive solder and flow 
solder into joint. Fill joint completely. Completely remove flux and spatter from exposed 
surfaces. 


3.3 ROOF-EDGE DRAINAGE-SYSTEM INSTALLATION 

A. General: Install sheet metal roof drainage items to produce complete roof drainage system 
according to SMACNA recommendations and as indicated. Coordinate installation of roof 
perimeter flashing with installation of roof drainage system. 

B. Downspouts: Join sections with 1 y 2 in. telescoping joints. 

1. Provide hangers with fasteners designed to hold downspouts securely to walls. 

Locate hangers at top and bottom and at +/- 60 in. o.c. in between. Flangers shall be 
non-removable and tamper-proof. 

2. Install plumb and true at indicated locations. 

3.4 CLEANING AND PROTECTION 

A. Clean exposed metal surfaces of substances that interfere with uniform oxidation and 
weathering. 

B. Clean and neutralize flux materials. Clean off excess solder and sealants. 

C. Remove temporary protective coverings and strippable films as roof specialties are installed. 
On completion of installation, clean finished surfaces, including removing unused fasteners, 
metal filings, pop rivet stems, and pieces of flashing. Maintain roof specialties in a clean 
condition during construction. 

D. Replace roof specialties that have been damaged or that cannot be successfully repaired by 
finish touchup or similar minor repair procedures. 

3.5 WASTE DISPOSAL 

A. Unless otherwise indicated, excess materials are Contractor's property. At completion of 
roofing work, remove from Project site. Separate, salvage, recycle, and legally dispose of 
materials in accordance with the Commonwealth of Massachusetts Waste Ban, 310 CMR 
19.017. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. Section Includes: 

1. Pad-type, flat-mounted snow guards. 

B. Related Sections: 

1. Division 07 Section “Asphalt Shingles” for installation of pad-type, flat mounted snow 
guards. 

1.3 ACTION SUBMITTALS 

A. Product Data: Include construction details, material descriptions, dimensions of individual 
components and profiles, and finishes for snow guards. 

B. Shop Drawings: Include roof plans showing layouts and attachment details of snow guards. 

1. Include calculation of number and location of snow guards based on snow load, roof 
slope, roof type, components, spacings, and finish. 

C. Samples: 

1. Full size pad style. 

1.4 INFORMATIONAL SUBMITTALS 

A. Product Test Reports: For each type of snow guard, for tests performed by manufacturer 
and witnessed by a qualified testing agency. 

1.5 PROJECT CONDITIONS 

A. Temporary Support Facilities: Furnish and install all temporary lifts, hoists, staging, 

scaffolding, rigging, labor and materials, and temporary support to perform all operations in 
connection with the installation of this Work. Remove all temporary support facilities when no 
longer required. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Performance Requirements: Provide snow guards that withstand exposure to weather and 

resist thermally induced movement without failure, rattling, or fastener disengagement due to 
defective manufacture, fabrication, installation, or other defects in construction. 
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1. Temperature Change: 120° F, ambient; 180° F, material surfaces. 

B. Structurai Performance: In accordance with 780 CMR- Massachusetts State Building Code. 

1. Snow Loads: As indicated on Drawings. 

2.2 PAD-TYPE SNOW GUARDS 

A. Flat-Mounted Metal Snow Guard Pads: 

1. Basis-of-Design Product: Subject to compliance with requirements, provide Model No. 
PD40 “Flalf Round Pad-Style Snow Guard” manufactured by Alpine Snow Guards, 
division of Vermont Slate & Copper Services, Inc., or comparable product by one of 
the following: 

a. Rocky Mountain Snow Guards, Inc. 

b. Sno Gem, Inc. 

2. Material: “Freedom Gray” patented tin-zinc alloy. 

3. Fasteners: Stainless steel trim screws, compatible with snow guards and roof deck. 
Provide > 2 fasteners per snow guard. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Installer present, for compliance with requirements 
for installation tolerances, snow guard attachment, and other conditions affecting 
performance of the Work. 

1. Verify compatibility with and suitability of substrates including compatibility with 
existing finishes or primers. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Clean and prepare substrates for bonding snow guards. 

B. Prime substrates according to snow guard manufacturer's written instructions. 

3.3 INSTALLATION 

A. Install snow guards according to manufacturer's written instructions. 

B. Attachment for Asphalt Shingle Roofing: 

1. Flat-Mounted, Snow Guard Pads: Mechanically anchored through predrilled holes 
concealed by the shingles. 

END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. Section Includes: 

1. Urethane joint sealants. 

B. Related Sections include the following: 

1. Division 06 Section "Exterior Finish Carpentry" for sealing of certain joints in wood 
siding and trim. 

1.5 PERFORMANCE REQUIREMENTS 

A. Provide elastomeric joint sealants that establish and maintain watertight and airtight 
continuous joint seals without staining or deteriorating joint substrates. 

1.6 ACTION SUBMITTALS 

A. Product Data: For each joint-sealant product indicated. 

B. Samples for Initial Selection: Manufacturer's color charts consisting of strips of cured 
sealants showing the full range of colors available for each product exposed to view. 

1.7 QUALITY ASSURANCE 

A. Pre-installation Conference: Conduct conference at Project site to comply with requirements 
in Division 01 Section "Project Management and Coordination." 

1.8 PROJECT CONDITIONS 

A. Do not proceed with installation of joint sealants under the following conditions: 

1. When ambient and substrate temperature conditions are outside limits permitted by 
joint- sealant manufacturer or are below 40° F. 

2. When joint substrates are wet. 

3. Where joint widths are less than those allowed by joint-sealant manufacturer 
for applications indicated. 

4. Contaminants capable of interfering with adhesion have not yet been removed from 
joint substrates. 

1.9 WARRANTY 

A. Special Installer's Warranty: Installer's standard form in which Installer agrees to repair or 
replace elastomeric joint sealants that do not comply with performance and other 
requirements specified in this Section within specified warranty period. 
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1. Warranty Period: 2 years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MATERIALS, GENERAL 

A. Compatibility: Provide joint sealants, backings, and other related materials that are 
compatible with one another and with joint substrates under conditions of service and 
application, as demonstrated by joint-sealant manufacturer, based on testing and field 
experience. 

B. VOC Content of Interior Sealants: Provide sealants and sealant primers for use inside the 
weatherproofing system that comply with the following limits for VOC content when 
calculated according to 40 CFR 59, Part 59, Subpart D (EPA Method 24): 

1. Architectural Sealants: 250 g/L. 

2. Sealant Primers for Porous Substrates: 775 g/L. 

C. Colors of Exposed Joint Sealants: As selected by Architect from manufacturer's full range. 

2.2 URETHANE JOINT SEALANTS 

A. Multicomponent, Nonsag, Urethane Joint Sealant: ASTM C 920, Type M, Grade NS, Class 
50, for Use NT. 

1. Products: Subject to compliance with requirements, provide 1 of the following: 

a. BASF Corporation-Construction Systems; “MasterSeal NP 2” (formerly 
Sonolastic NP2). 

c. Pecora Corporation; “Dynatrol M”. 

d. Sherwin Williams; “Loxon 2K NS”. 

e. Tremco; “Dymeric 240 EC”. 

B. Multicomponent, Pourable, Traffic-Grade, Urethane Joint Sealant: ASTM C 920. Type M, 
Grade P, Class 25, for Use T and I. 

1. Products: Subject to compliance with requirements, provide 1 of the following: 

a. BASF Corporation-Construction Systems; “MasterSeal SL 2” (formerly 
Sonolastic SL2). 

b. Pecora Corporation; “Dynatrol ll-SG”. 

c. Sherwin Williams; “Loxon 2K SL”. 

d. Tremco; “THC-900”. 

2.3 MISCELLANEOUS MATERIALS 

A. Primer: Material recommended by joint-sealant manufacturer where required for adhesion of 
sealant to joint substrates indicated, as determined from preconstruction joint-sealant- 
substrate tests and field tests. 

B. Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of 
sealants and sealant backing materials, free of oily residues or other substances capable of 
staining or harming joint substrates and adjacent nonporous surfaces in any way, and 
formulated to promote optimum adhesion of sealants to joint substrates. 
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C. Masking Tape: Non-staining, nonabsorbent material compatible with joint sealants and 
surfaces adjacent to joints. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine joints indicated to receive joint sealants, with Installer present, for compliance with 

requirements for joint configuration, installation tolerances, and other conditions affecting 
joint- sealant performance. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to 
comply with joint-sealant manufacturer's written instructions and the following requirements: 

1. Remove all foreign material from joint substrates that could interfere with adhesion of 
joint sealant, including dust, paints (except for permanent, protective coatings tested 
and approved for sealant adhesion and compatibility by sealant manufacturer), old 
joint sealants, oil, grease, waterproofing, water repellents, water, surface dirt, and 
frost. 

2. Clean porous joint substrate surfaces by brushing, grinding, blast cleaning, 
mechanical abrading, or a combination of these methods to produce a clean, sound 
substrate capable of developing optimum bond with joint sealants. Remove loose 
particles remaining after cleaning operations above by vacuuming or blowing out joints 
with oil-free compressed air. Porous joint substrates include the following: 

a. Concrete. 

b. Masonry. 

B. Joint Priming: Prime joint substrates, where recommended in writing by joint-sealant 
manufacturer, based on preconstruction joint-sealant-substrate tests or prior experience. 

Apply primer to comply with joint-sealant manufacturer's written instructions. Confine primers 
to areas of joint-sealant bond; do not allow spillage or migration onto adjoining surfaces. 

C. Masking Tape: Use masking tape where required to prevent contact of sealant with adjoining 
surfaces that otherwise would be permanently stained or damaged by such contact or by 
cleaning methods required to remove sealant smears. Remove tape immediately after 
tooling without disturbing joint seal. 

3.3 INSTALLATION OF JOINT SEALANTS 

A. General: Comply with joint-sealant manufacturer's written installation instructions for 
products and applications indicated, unless more stringent requirements apply. 

B. Install sealants using proven techniques that comply with the following and at the same time 
backings are installed: 

1. Place sealants so they directly contact and fully wet joint substrates. 

2. Completely fill recesses in each joint configuration. 
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3. Produce uniform, cross-sectional shapes and depths relative to joint widths that allow 
optimum sealant movement capability. 

C. Tooling of Nonsag Sealants: Immediately after sealant application and before skinning or 
curing begins, tool sealants according to requirements specified below to form smooth, 
uniform beads of configuration indicated; to eliminate air pockets; and to ensure contact and 
adhesion of sealant with sides of joint. 

1. Remove excess sealant from surfaces adjacent to joints. 

3.4 CLEANING 

A. Clean off excess sealant or sealant smears adjacent to joints as the Work progresses by 
methods and with cleaning materials approved in writing by manufacturers of joint sealants 
and of products in which joints occur. 

3.5 PROTECTION 

A. Protect joint sealants during and after curing period from contact with contaminating 

substances and from damage resulting from construction operations or other causes so 
sealants are without deterioration or damage at time of Substantial Completion. If, despite 
such protection, damage or deterioration occurs, cut out and remove damaged or 
deteriorated joint sealants immediately so installations with repaired areas are 
indistinguishable from original work. 

3.6 JOINT-SEALANT SCHEDULE 

A. Joint-Sealant Application: Exterior joints in vertical surfaces. 

1. Joint Locations: 

a. Joints wood siding and trim, including all penetrations for conduit. 

b. Joints in wood trim. 

c. Joints between different materials listed above. 

d. Perimeter joints between materials listed above and frames of doors and 
windows. 

e. Other joints as indicated. 

2. Urethane Joint Sealant: Multicomponent, Nonsag, Urethane Joint Sealant. 

3. Joint-Sealant Color: As selected by Architect from manufacturer's full range. 

B. Joint-Sealant Application: Interior joints in horizontal traffic surfaces. 

1. Joint Locations: 

a. Isolation joints in cast-in-place concrete slabs. 

b. Other joints as indicated. 

2. Urethane Joint Sealant: Multicomponent, pourable, traffic grade. Class 25. 

3. Joint-Sealant Color: As selected by Architect from manufacturer's full range of colors, 

for each material. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shall also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes the following: 

1. Door hardware for the following: 
a. Swinging doors. 

2. Cylinders for doors specified in other Sections. 

B. Related Sections include the following: 

1. Division 06 Section "Exterior Finish Carpentry” for custom-fabricated board doors. 

2. Division 07 “Sheet Metal Flashing & Trim” for board door top and bottom covers. 

3. Division 09 Section "Painting" for field painting of strap hinges. 

1.3 SUBMITTALS 

A. Product Data: Include construction and installation details, material descriptions, dimensions 
of individual components and profiles, and finishes. 

B. Warranty: Special warranty specified in this Section. 

C. Other Action Submittals: 

1. Keying Schedule: Prepared by or under the supervision of Architectural Hardware 
Consultant and following Keying Conference, detailing Owner's final keying 
instructions for locks. 

1.4 QUALITY ASSURANCE 

A. Installer Oualifications: An employer of workers trained and approved by lock manufacturer. 

1. Installer's responsibilities include supplying and installing door hardware, and 

providing a qualified Architectural Hardware Consultant available during the course of 
the Work to consult with Contractor, Architect, and Owner about door hardware and 
keying. 

B. Architectural Hardware Consultant Qualifications: A person who is currently certified by DHI 
as an Architectural Hardware Consultant and who is experienced in providing consulting 
services for door hardware installations that are comparable in material, design, and extent 
to that indicated for this Project. 

C. Keying Conference: Conduct conference at Project site to comply with requirements in 
Division 01 Section "Project Management and Coordination." In addition to Owner, Project 
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Manager, Contractor, and Architect, conference participants shaii aiso inciude instaiier's 
Architecturai Hardware Consuitant and Owner's security consuitant. incorporate keying 
conference decisions into finai keying scheduie after reviewing door hardware keying system 
inciuding, but not iimited to, the foiiowing: 

1. Function of buiiding, fiow of traffic, purpose of each area, degree of security required, 
and pians for future expansion. 

2. Preiiminary key system schematic diagram. 

3. Requirements for key controi system. 

4. Address for deiivery of keys. 

D. Pre-instaiiation Conference: Conduct conference at Project site to compiy with requirements 
in Division 01 Section "Project Management and Coordination." In addition to Owner, Project 
Manager, Contractor, and Architect, a representative of each major hardware category shall 
be present to instruct installers on the proper installation and adjustment of door hardware. 
Review methods and procedures related to installation of door hardware including, but not 
limited to, the following: 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Inventory door hardware on receipt and provide secure lock-up for door hardware delivered 
to Project site. 

B. Tag each item or package separately with identification related to the final door hardware 
sets, and include basic installation instructions, templates, and necessary fasteners with 
each item or package. 

1. Each item to be individually packaged in manufacturer’s original container. 

C. Deliver keys to manufacturer of key control system for subsequent delivery to Owner. 

1.6 COORDINATION 

A. Templates: Distribute door hardware templates for doors, frames, and other work specified 
to be factory prepared for installing door hardware. Check Shop Drawings of other work to 
confirm that adequate provisions are made for locating and installing door hardware to 
comply with indicated requirements. 

B. Existing Openings: Where new hardware components are scheduled for application to 
existing construction or where modifications to existing door hardware are required, field 
verify existing conditions and coordinate installation of door hardware to suit opening 
conditions and to provide for proper operation. 

1.7 WARRANTY 

A. Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or 
replace components of door hardware that fail in materials or workmanship within specified 
warranty period. 

1. Failures include, but are not limited to, the following: 

a. Structural failures including excessive deflection, cracking, or breakage. 

b. Faulty operation door hardware. 

c. Deterioration of metals, metal finishes, and other materials beyond normal 
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d. Long.weathering and use. 

2. Warranty Period: 1 year from date of Substantial Completion, except as follows: 

a. Hinges: Lifetime. 

1.8 MAINTENANCE SERVICE 

A. Maintenance Tools and Instructions: Furnish 2 complete sets of specialized tools and 
maintenance instructions as needed for Owner's continued adjustment, maintenance, and 
removal and replacement of door hardware. Furnish 2 extra fasteners of each type and finish 
installed. 

B. Maintenance Service: Beginning at Substantial Completion, provide 6 months' full 
maintenance by skilled employees of door hardware Installer. Include quarterly preventive 
maintenance, repair or replacement of worn or defective components, lubrication, cleaning, 
and adjusting as required for proper door hardware operation. Provide parts and supplies 
same as those used in the manufacture and installation of original products. 

PART 2 - PRODUCTS 

2.1 SCHEDULED DOOR HARDWARE 

A. General: Provide door hardware for each door to comply with requirements in this Section, 
door hardware as indicated. 

1. Door Hardware: Provide quantity, item, size, finish or color indicated. 

B. Designations: As indicated on Drawing No. A601. Products are identified by descriptive titles 
corresponding to requirements specified in Part 2. 

2.2 HINGES 

1. Strap hinges shall be product of Coastal Bronze, Westlake Village, CA 91362, or equal 
approved by Architect. 

a. Door No. 01: No. 20-330 Band Hinge, 30 in. x 2 in. x 'A in. thick, with No. 20-251 - 
H Screw-In Pintle Heavy, 3 72 in. x 7 1/2 in., threads 5 Vi in. 

b. Door No. 02: No. 20-380 Loose-Pin Band Hinge, 17 in. x 2 in. x ^A in. thick, with 2 
in. X 6 y4 in. mounting plate. 

c. Door Nos. 03 and 04: No. 20-250 strap with No. 20-252 Jamb Pintle. 

2. Hinges fasteners shall be stainless steel wood screws. 

2.3 MECHANICAL LOCKS AND LATCHES and bolts 

A. Door Latch: Stamped zinc-plated steel, heavy-duty, baked-on black powder-coat finish. 

Model No. 0152.00023BZC manufactured by Richards-Wilcox, Inc., Aurora, IL 60506. 

1. Operation: Lift handle on exterior, turn flush handle on interior. 

2. Hand: Reversible. 

3. Keeper: Aligning holes for padlock. 
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4. Latch bar size: ^/le in. x 1 Vi in. x 13 % in. long. 

5. Flush cup size: ®/i6 in. x 1 Vi in. 

B. Cremone Bolt: Zinc-plated steel construction, heavy duty, baked-on black powder-coat finish, 
manufactured by Richards-Wilcox, Inc., Aurora, IL 60506. 

1. Model Nos. shall be as follows:. 

a. Door No. 01: 1028.00310.009, for doors 8’-0” to 9’-6” in height. 

b. Door No. 02: 1028.00310.008, for doors to 6’-8” to 8’-0” in height. 

2. Operation: Inactive leaf, lever handle on interior retracts upper and lower lock rods. 

3. Rod diameter: % in. 

C. Slide Latch Bolt: Forged iron, baked-on black powder-coat finish. Model No. 201836 
manufactured by Van Dyke’s Restorers, Louisiana, MO 63353. 

1. Unit length: 5 3/8 in. 

2. Bolt plate size: 4 Va in. L x 1 ^/a in. W. 

3. Bolt Size: ^/a in. W x ^/la in. thick. 

2.4 LOCKS 

A. Deadbolts: Single cylinder, thumb-turn on interior, 2 % in. backset, flat black, “Traditional 
Design” manufactured by Historic Houseparts, Inc., Rochester, NY 14620 or equivalent 
product approved by Architect. 

B. Lock Cylinders: Tumbler type, constructed from brass or bronze, stainless steel, or nickel 
silver. 

C. Cylinders: Manufacturer's standard tumbler type, constructed from brass or bronze, 
stainless steel, or nickel silver, and complying with the following: 

1. Number of Pins: Six. 

2. Rim Type: Cylinders with back plate, flat-type vertical or horizontal tailpiece, and 
raised trim ring. 

D. Permanent Cores: Manufacturer's standard; finish face to match lockset; complying with the 
following: 

1. Interchangeable Cores: Core insert, removable by use of a special key; usable with 
other manufacturers' cylinders, employing “restricted keyway.” 

E. Construction Keying: Comply with the following: 

1. Construction Cores: Provide construction cores that are replaceable by permanent 
cores. 

a. Replace construction cores with permanent cores as directed by Owner. 

F. Manufacturer: Owner’s standard. 

2.5 KEYING 

A. Keying System: Factory registered, complying with guidelines in BHMA A156.28, Appendix 
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A. Incorporate decisions made in keying conference, and as follows: 

1. Grand Master Key System: Cylinders are operated by a change key, a master key, 
and a grand master key. 

2. All doors shall be keyed alike. 

2.6 FABRICATION 

A. Manufacturer's Nameplate: Do not provide products that have manufacturer's name or trade 
name displayed in a visible location except in conjunction with required fire-rated labels and 
as otherwise approved by Architect. 

1. Manufacturer's identification is permitted on rim of lock cylinders only. 

B. Base Metals: Produce door hardware units of base metal, fabricated by forming method 
indicated, using manufacturer's standard metal alloy, composition, temper, and hardness. 
Furnish metals of a quality equal to or greater than that of specified door hardware units and 
BHMA A156.18. Do not furnish manufacturer's standard materials or forming methods if 
different from specified standard. 

C. Fasteners: Provide door hardware manufactured to comply with published templates 
generally prepared for machine, wood, and sheet metal screws. Provide screws according to 
commercially recognized industry standards for application intended, except aluminum 
fasteners are not permitted. Provide Phillips flat-head screws with finished heads to match 
surface of door hardware, unless otherwise indicated. 

1. Concealed Fasteners: For door hardware units that are exposed when door is closed, 
except for units already specified with concealed fasteners. Do not use through bolts 
for installation where bolt head or nut on opposite face is exposed unless it is the only 
means of securely attaching the door hardware. Where through bolts are used on 
hollow door and frame construction, provide sleeves for each through bolt. 

2. Fire-Rated Applications: 

a. Wood or Machine Screws: For the following: 

1) Hinges mortised to doors or frames; use threaded-to-the-head wood 
screws for wood doors and frames. 

2) Strike plates to frames. 

3) Closers to doors and frames. 

b. Steel Through Bolts: For the following unless door blocking is provided: 

1) Surface hinges to doors. 

3. Fasteners for Wood Doors: Comply with requirements in DHI WDHS.2, 

"Recommended Fasteners for Wood Doors." 

2.7 FINISHES 

A. Standard: BHMA A156.18. 

B. Appearance of Finished Work: Variations in appearance of abutting or adjacent pieces are 
acceptable if they are within one-half of the range of approved Samples. Noticeable 
variations in the same piece are not acceptable. Variations in appearance of other 
components are acceptable if they are within the range of approved Samples and are 
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assembled or installed to minimize contrast. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine doors and frames, with Installer present, for compliance with requirements for 

installation tolerances, wall and floor construction, and other conditions affecting 
performance. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Mounting Heights: Mount door hardware units at heights indicated on Drawings. 

B. Where cutting and fitting are required to install door hardware onto or into surfaces that are 
later to be painted or finished in another way. Do not install surface- mounted items until 
finishes have been completed on substrates involved. 

1. Set units level, plumb, and true to line and location. Adjust and reinforce attachment 
substrates as necessary for proper installation and operation. 

2. Drill and countersink units that are not factory prepared for anchorage fasteners. 

Space fasteners and anchors according to industry standards. 

C. Lock Cylinders: Install construction cores to secure building and areas during construction 
period. 

1. Replace construction cores with permanent cores as indicated in keying schedule. 

2. Furnish permanent cores to Owner for installation. 

D. Key Control System: Tag keys and place them on markers and hooks in key control system 
cabinet, as determined by final keying schedule. 

3.3 ADJUSTING 

A. Initial Adjustment: Adjust and check each operating item of door hardware and each door to 
ensure proper operation or function of every unit. Replace units that cannot be adjusted to 
operate as intended. Adjust door control devices to compensate for final operation of heating 
and ventilating equipment and to comply with referenced accessibility requirements. 

3.4 CLEANING AND PROTECTION 

A. Clean adjacent surfaces soiled by door hardware installation. 

B. Clean operating items as necessary to restore proper function and finish. 

C. Provide final protection and maintain conditions that ensure that door hardware is without 
damage or deterioration at time of Substantial Completion. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in 
or related to this Section shali also be bound by the Documents identified in Division 01 
Section “Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes glazing for the following products and applications, including those 
specified in other Sections where glazing requirements are specified by reference to this 
Section: 

1. Replacement of broken or damaged glass panes in existing historic wood sash. 

B. Related Sections include the following: 

1. Division 06 Section “Exterior Finish Carpentry” for repair of existing historic wood 
sash. 

1.3 DEFINITIONS 

A. Manufacturers of Glass Products: Firms that produce primary glass, fabricated glass, or 
both, as defined in referenced glazing publications. 

1.4 DELIVERY, STORAGE, AND HANDLING 

A. Protect glazing materials according to manufacturer's written instructions and as needed to 

prevent damage to glass and glazing materials from condensation, temperature changes, 
direct exposure to sun, or other causes. 

1.5 PROJECT CONDITIONS 

A. Environmental Limitations: Do not proceed with glazing when ambient and substrate 

temperature conditions are outside limits permitted by glazing material manufacturers and 
when glazing channel substrates are wet from rain, frost, condensation, or other causes. 

PART 2 - PRODUCTS 

2.1 GLASS PRODUCTS 

A. Float Glass: ASTM C 1036, Type I, Quality-Q3, Class I (clear) unless otherwise indicated, in 
same thickness as pane being replaced. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine sash to determine if it has been repaired. Proceed with installation only after 
unsatisfactory conditions have been corrected. 
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3.2 GLAZING, GENERAL 

A. Protect glass edges from damage during handling and installation. Remove damaged glass 
from Project site and legally dispose of off Project site. Damaged glass is glass with edge 
damage or other imperfections that, when installed, could weaken glass and impair 
performance and appearance. 

3.3 CLEANING AND PROTECTION 

A. Protect exterior glass from damage immediately after installation by attaching crossed 
streamers to framing held away from glass. Do not apply markers to glass surface. Remove 
nonpermanent labels, and clean surfaces. 

B. Remove and replace glass that is broken, chipped, cracked, or abraded or that is damaged 
from natural causes, accidents, and vandalism, during construction period. 

C. Wash glass on both exposed surfaces in each area of Project < 4 days before date 
scheduled for inspections that establish date of Substantial Completion. Wash glass as 
recommended in writing by glass manufacturer. 


END OF SECTION 
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PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. The Contractor, Subcontractors, and/or suppliers providing goods or services referenced in or 
related to this Section shall also be bound by the Documents identified in Division 01 Section 
“Summary”, Paragraph 1.01 A, entitled “Related Documents.” 

1.2 SUMMARY 

A. This Section includes surface preparation and the application of paint systems on the following 
substrates: 

1. Wood trim, exterior. 

2. Wood doors and frames, exterior. 

B. Related Sections include the following: 

1. Division 06 Section “Exterior Finish Carpentry” for wood trim to be back-primed and field 
finished by this Section. 

C. Paint exposed surfaces, except where these Specifications indicate that the surface or material 
is not to be painted or is to remain natural. If an item or a surface is not specifically mentioned, 
paint the item or surface the same as similar adjacent materials or surfaces. If a color of finish 
is not indicated. Architect will select from standard colors and finishes available. 

1.3 DEFINITIONS 

A. General: Standard coating terms defined in ASTM D 16 apply to this Section. 

1. Semigloss refers to medium-sheen finish with a gloss range between 35 and 70 when 
measured at a 60° meter. 

2. Full gloss refers to high-sheen finish with a gloss range > 70 when measured at a 60° 
meter. 

1.4 SUBMITTALS 

A. Product Data: For each type of product indicated. 

1. Manufacturer's Information: Manufacturer's technical information, including label analysis 
and instructions for handling, storing, and applying each coating material. 

2. Certification by the manufacturer that products supplied comply with Commonwealth of 
Massachusetts Ozone Transportation Commission (OTC) regulations controlling use of 
volatile organic compounds (VOCs). 

B. Qualification Data: For firms and persons specified in the “Quality Assurance” Article to 
demonstrate their capabilities and experience. Include lists of completed projects with project 
names and addresses, names and addresses of Architects and Owners, and other information 
specified. 

C. Product List: For each product indicated, include the following: 

1. Cross-reference to paint system and locations of application areas. Use same 
designations indicated on Drawings and in schedules. 

2. VOC content. 
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1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Furnish extra materials described below that are from same production run (batch mix) as 
materials applied and that are packaged for storage and identified with labels describing 
contents. 

1. Quantity: Furnish an additional 1 gallon of each material and color applied. 

1.6 QUALITY ASSURANCE 

A. Applicator Qualifications: A firm or individual experienced in applying paints and coatings similar 
in material, design, and extent to those indicated for this Project, whose work has resulted in 
applications with a record of successful in-service performance. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store materials not in use in tightly covered containers in well-ventilated areas with ambient 

temperatures continuously maintained at > 45° F. 

1. Maintain containers in clean condition, free of foreign materials and residue. 

2. Remove rags and waste from storage areas daily. 

1.8 PROJECT CONDITIONS 

A. Apply paints only when temperature of surfaces to be painted and ambient air temperatures are 
> 50° F and < 95° F. 

B. Do not apply paints in snow, rain, fog, or mist; when relative humidity > 85%; at temperatures < 
5° F above dew point; or to damp or wet surfaces. 

C. Do not apply paints when relative humidity > 85 %; at temperatures < 5° F above the dew point; 
or to damp or wet surfaces. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Manufacturers: Specified paints and coatings are products of Benjamin Moore & Co. 
Comparable product by one of the following shall be acceptable: 

1. PPG Architectural Finishes, Inc.; Pittsburgh Paints. 

2. Sherwin-Williams Co. 

2.2 PAINT, GENERAL 

A. Material Compatibility: 

1. Provide materials for use within each paint system that are compatible with one another 
and substrates indicated, under conditions of service and application as demonstrated by 
manufacturer, based on testing and field experience. 

2. For each coat in a paint system, provide products recommended in writing by 
manufacturers of topcoat for use in paint system and on substrate indicated. 

B. VQC Content for Interior Paints and Coatings: 
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1. All interior paints and coatings shall comply with the VOC content regulations of the 
Ozone Transportation Commission (OTC) effective in the Commonwealth of 
Massachusetts. For interior paints and coatings applied at Project site, the following VOC 
limits, exclusive of colorants added to a tint base, when calculated according to 40 CFR 
59, Subpart D (EPA Method 24). 

a. Nonflat Coatings: 150 g/L. 

b. Nonflat-Fligh Gloss Coatings: 250 g/L. 

c. Primers, sealers and undercoaters: 200 g/L. 

C. Colors: As selected by Architect from manufacturer’s full range. 

2.3 EXTERIOR PRIMERS 

A. Exterior Wood Trim Primer: Factory-formulated latex primer for exterior application. 

1. Benjamin Moore “Fresh Start Fligh-Fliding All Purpose Primer K046’’: (.44 g/L), MPI #6, 17, 
X-Green 17, 39, 50, X-Green 50, 137, X-Green 137, LEED Credit, CHPS Certified. 

2.4 EXTERIOR PAINTS 

A. Exterior Full-Gloss Acrylic Enamel: Factory-formulated full-gloss waterborne acrylic-latex 

enamel for exterior metal application. 

1. Benjamin Moore “Ultra Spec FIP D.T.M. Acrylic Gloss Enamel” (.45 g/L), MPI # 114, X- 
Green 114, 154, X-Green 154, 164, LEED. 

B. Exterior Satin Acrylic Paint: Factory-formulated satin acrylic-emulsion latex paint for exterior 
application. 

1. Benjamin Moore “Collection Exterior 100% Acrylic Low Lustre Latex Paint N103” (.38 g/L) 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates and conditions, with Applicator present, for compliance with requirements 
for maximum moisture content and other conditions affecting performance of work. 

B. Maximum Moisture Content of Substrates: When measured with an electronic moisture meter 
as follows: 

1. Exterior Wood: 17%. 

C. Verify suitability of substrates, including surface conditions and compatibility with existing 
finishes and primers. 

D. Coordination of Work: Review other Sections in which primers are provided to ensure 
compatibility of the total system for various substrates. On request, furnish information on 
characteristics of finish materials to ensure use of compatible primers. 

1. Notify Architect about anticipated problems when using the materials specified over 
substrates primed by others. 

E. Begin coating application only after unsatisfactory conditions have been corrected and surfaces 
are dry. 
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1. Beginning coating application constitutes Contractor's acceptance of substrates and 
conditions. 

3.2 PREPARATION 

A. Comply with manufacturer's written instructions and recommendations in "MPI Architectural 
Painting Specification Manual" applicable to substrates indicated. 

B. Clean substrates of substances that could impair bond of paints, including dirt, oil, grease, and 
incompatible paints and encapsulants. 

1. Remove incompatible primers and reprime substrate with compatible primers as required 
to produce paint systems indicated. 

C. Back-Prime Painting. 

1. Exterior finish wood being installed in the Work shall be back-prime painted. Coordinate 
back-priming with carpentry installation. 

D. Wood Substrates: 

1. Remove all loose paint and coatings layers down to bare wood unless existing coatings 
are sound. Sand smooth ridges between bare wood and areas with existing paint layers. 

2. Clean knots, and apply coat of knot sealer before applying primer. 

3. Sand surfaces that will be exposed to view, and dust off. 

4. Prime edges, ends, faces, undersides, and backsides of wood. 

5. After priming, fill holes and imperfections in the finish surfaces with putty or plastic wood 
filler. Sand smooth when dried. 

3.3 APPLICATION 

A. Apply paints according to manufacturer's written instructions. 

1. Use applicators and techniques suited for paint and substrate indicated. 

B. Tint each undercoat a lighter shade to facilitate identification of each coat if multiple coats of 
same material are to be applied. Tint undercoats to match color of topcoat, but provide sufficient 
difference in shade of undercoats to distinguish each separate coat. 

C. If undercoats or other conditions show through topcoat, apply additional coats until cured film 
has a uniform paint finish, color, and appearance. 

D. Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, 
roller tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color 
breaks. 

3.4 CLEANING AND PROTECTION 

A. At end of each workday, remove rubbish, empty cans, rags, and other discarded materials from 

Project site. 

B. After completing paint application, clean spattered surfaces. Remove spattered paints by 
washing, scraping, or other methods. Do not scratch or damage adjacent finished surfaces. 
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C. Protect work of other trades against damage from paint application. Correct damage to work of 
other trades by cleaning, repairing, replacing, and refinishing, as approved by Architect, and 
leave in an undamaged condition. 

D. At completion of construction activities of other trades, touch up and restore damaged or 
defaced painted surfaces. 

3.5 EXTERIOR PAINT SCHEDULE 

A. Wood Doors, Windows and Trim: Provide the following finish systems over exterior wood trim: 

1. Full-Gloss Latex Finish: Two finish coats over a wood primer. 

a. Primer: Exterior wood primer. 

b. Finish Coats: Exterior full-gloss acrylic latex. 

B. Wood Siding: Provide the following finish systems over exterior cementitious siding: 

1. Satin Latex Finish: Two finish coats over exterior cementitious siding primer. 

a. Primer: Exterior wood primer. 

b. Finish Coats: Exterior satin acrylic latex. 


END OF SECTION 
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